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تقنیة مستحدثة للتحكم عن بعد لمنظومة السقي بواسطة السیطرة الحدیثة و باستخدام 
الطاقة المتجددة

Innovative Technology for Remote Control of the Irrigation
System by Modern Control Using Renewable Energy

الاستاذ المساعد الدكتور
علي عبد العباس البكري

E.mail: ali_albakry2000@yahoo.com
/ مسیبالكلیة التقنیة/ قسم ھندسة القدرة الكھربائیة

المستخلص

التقنیة الحدیثة و الذكیة على منظومات الري التقلیدیة و باستخدام الطاقة تقدم ھذه الورقة البحثیة مقاربة جدیدة لأستخدام 
المتجددة (الشمسیة) من خلال السیطرة على المحركات الطرفیة المنصوبة على بوابات التحكم بسریان المیاه و كمیتھ في 

بة في اماكن مختارة في السواقي الرئیسیة و الفرعیة في قطعة الارض المخصصة للزراعة. تم نصب متحسسات الرطو
) او وحدة PCقطعة الارض المطلوب زراعتھا، تقوم ھذه المتحسسات بتغذیة اشارة مرتدة الى وحدة السیطرة المركزیة (

) و التي تقوم بدورھا باعطاء الایعاز المناسب و اللازم لعملیة التشغیل و السیطرة على PLCسیطرة منطقیة مبرمجة (
غیل و ایقاف المحركات الطرفیة المسیطرة على كمیة و سریان الماء، و تشغیل منظومة ارسال عملیة السقي حیث تشمل تش

البیانات اللاسلكیة. تتم جمیع ھذه العملیات بصورة اوتوماتیكیة و بدون تدخل المشغل او الفلاح و ھذا یقلل الكلفة الكلیة 
ل استخدام لوحة المفاتیح للحاسبة الطرفیة في غرفة لانتاج و خدمة المحصول. البرمجة الخاصة بعملیة الري تتم من خلا

السیطرة و الارسال. عملیة نقل الاشارة یمكن اجراءھا بعدة طرق و اھمھا الطریقة التي استخدمت عملیا في ھذا البحث عن 
ینة بابل التي تم طریق الشبكة العنكبوتیة، اذ ان ھذه الشبكة تغطي معظم ارجاء العراق و منھا المنطقة الوسطى و بالذات مد

تطبیق المشروع و انجازه فعلیا و لموسم كامل(الصیف). نتائج المشروع كانت مشجعة اذ تمت السیطرة لاسلكیا و بشكل 
كامل و اتوماتیكي و عن بعد. بھذا المشروع البحثي العملي التطبیقي تم الحد من الھدر المائي لا سیما و ان البلد یمر بازمة 

قطرة ماء. التغذیة الكھربائیة للمشروع تمت باستخدام الطاقة الكھربائیة البدیلة كمصدر للتجھیز اذ تم مائیة و بحاجة لكل 
الاعتماد على الطاقة الشمسیة في تولید الطاقة الكھربائیة اللازمة لتشغیل وحدات المشروع و بھذا نكون قد ازحنا حملا 

یر قلیل نسبیا و لكنھ خطوة یمكن تعمیمھا على مساحات اكثر و كھربائیا عن شبكة التوزیع الكھربائیة مھما كان التوف
بطاقات اكبر في المستقبل القریب. 

Abstract

This paper offers a new approach to the use of modern technology and smart irrigation
systems on the traditional one. As it is to control the process of irrigation wirelessly and
remotely, and that by controlling the organization of the irrigation process through the control
of terminal motors, installed at the gates that control the flow and  quantity of water in the
main and sub in a piece of land allocated for agriculture. The sensors of water level had been
installed in selected locations in a piece of land that selected to be cultivated, these sensors
feed the feedback signals to the central control unit (PC) or (PLC), which in turn give instruct
the appropriate and necessary for the operation and control of the process of irrigation, like
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opening and closing  the operation of the terminal motors which control the quantity and flow
of water and the operation of the sending and receiving wireless data system. All the
operations of these processes are automatic and without operator intervention. We have a lot
of the workforce, which reduces the total cost to produce the corp. Programming process of
irrigation is done through the use of the calculator keyboard terminals in the control room and
transmitter. The transfer of the operating and control data can be done in several ways and the
most important method used in practice in this research through the Web, as this network
covers most parts of Iraq, including the central region and in particular the city of Babylon,
where the project implemented and accomplished effectively and for the whole season
(summer) . Project results have been encouraging, as was controlled wirelessly and in full and
automatic and remotely. This practical applied research project was to reduce wastage of
water and especially that the country is in crisis and need every drop of water. Power supply
for the project has been using the power of alternative source for processing, as has been
relying on solar energy to generate electrical power necessary to run the project and that we
have lifted some electric load from electrical the Iraqi electrical distribution network,
whatever the savings in energy is relatively small, but this step can be generalized to large
spaces in the nearest future.

مقدمة-1

الأخیرة ساعد كثیرا في امكانیة ایجاد ارضیة خصبة للعدید من الافكار العلمیة ان التطور السریع للإنترنت في السنوات 
التطبیقیة في شتى المجالات  العلمیة ،الصناعیة، التجاریة و اخیرا الزراعیة و التي تطورت بدورھا لتتزامن مع التطور 

) قد Intelligent Controlالسیطرة الذكیة (الحاصل في الشبكة العنكبوتیة العالمیة. اذ ان السیطرة بكافة انواعھا و اھمھا
اخذت حیزا كبیرا من ھذا التطور و في  شتى المجالات التطبیقیة و اھم ھذه التطبیقات الزراعة الحدیثة بانواعھا الثلاث 

قیط، الري بالتن)Sprinkler Irrigation(المعتمدة في الري في العراق و في شتى بقاع العالم ، الا و ھي الري بالرش
)Drip Irrigation(و الري السطحي)Surface Irrigation( او الري بالغمر كما یسمى. اذ ان امكانیة الجمع بین

التحكم و التشغیل الآلي للتقنیات المشتركة  بین  الزراعة  الحدیثة  و المزایا التي تقوم  بتقدیمھا خدمات  الشبكة  العنكبوتیة 
امكانیة كبیرة و یتوفر فیھا مجال خصب للكثیر من التطبیقات و منھا ما یقدمھ بحثنا ذات)World Wide Web(العالمیة

لعمل الانسان و تدخلھ جزئیا او الحاجةالمعلومات و التنفیذ  للحد مننظم تكنلوجیا المراقبة،ھي استخدام. الأتمتة[1]ھذا 
والتشغیل الآلي اضافة لتقلیل الجھد في نطاق التصنیعكلیا و بالتالي تقلیل كلفة المنتج سواء اكان صناعیا او زراعیا 

و  السیطرة الحدیثة و )WWW(. ان المزاوجة بین الخدمات التي  تقدمھا الشبكة العنكبوتیة العالمیة[2]العضلي و العقلي 
عدیدة و متنوعة و ) یفتح المجال واسعا لتطبیقات PLC) و المعتمدة على استخدام السیطرة المنطقیة المبرمجة (ICالذكیة(

،  سواء اكان [4] [3],في مجال الزراعة الحدیثة عن طریق التحكم في عملیة السقي بواسطة المتحسسات منھا التطبیقات
) باستخدام منظومات التحسس  و ھو التطبیق Smart Irrigation) او ذكیا (Scheduled Irrigationمجدولا مسبقا (

جة للتحكم عن بعد اصبح ضروریا جدا في عملیات المراقبة و اعطاء القرار و التنفیذ، ان الحاالمستحدث في  ھذا البحث.
اذ كانت ھذه العملیة تتم سابقا باستخدام منظومات الارسال و الاستقبال اللاسلكیة بین المرسل (المشغل الرئیسي) او ما 

. ھذه التقنیة فیھا الكثیر من السلبیات و Receiver ([5]) و المستقبل (العمیل) او ما یسمى ب (Transmitterیسمى ب (
التي یمكن تلخیصھا بعدة نقاط:
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الكلفة العالیة

.الامكانیة المحدودة كون قدرة البث بالواط والترددات المسموح بھا بالھیرتز محددة ضمن ضوابط تخص كل بلد

) تعرضھا للتداخلInterference) و التشویش (Distortionلكیة الاخرى و انظمة البث ) مع الاشارات اللاس
اللاسلكي و المجال الكھربائي الناتج عن خطوط الضغط العالي.

) محدودیة المسافة بین المرسلTransmitter) و المستقبل (Receiver) حسب نوعیة تضمین الاشارة (FM
or AM.و القدرة المرسلة (

)  قلة الكفاءةLow Efficiency) و ضعف الموثوقیة (Less Reliability.(

بینما استخدام الشبكة العنكبوتیة كبدیل لمنظومات الاتصال اللاسلكي یتجاوز كل العقبات السابقة، اذ یمكن الاستعاضة عن 
)  بینما یمكن الاستعاضة عن المستقبل بالشبكات اللاسلكیة Serverالمرسل في الشبكات اللاسلكیة بما یسمى الخادم او (

) و یتمیز بالخصاص التي یمكن تلخیصھا بالنقاط التالیة:Clientتفید (التقلیدیة بالعمیل او المس

.قلة الكلفة مقارنة بالمنظومات اللاسلكیة الاخرى

.الاشارات اللاسلكیة للشبكة العنكبوتیة العالمیة تغطي جمیع ارجاء الكرة الارضیة

) كفاءة عالیةHigh Efficiency) و موثوقیة اكبر (More Reliability.(

دم وجود اي تداخل مع الاشارات اللاسلكیة و المجال الكھربائي الناتج عن خطوط الضغط العالي لایؤثر الا في ع
المسافات القریبة جدا من الخطوط او ابراج الضغط العالي.

الشكل رقم لذا فان استخدام الشبكة العنكبوتیة العالمیة یعتبر الخیار الاصوب لمثل ھكذا مشاریع في التحكم عن بعد. یوضح
.[1])  بواسطة الشبكة العنكبوتیةPLCیبین طریقة الترابط بین المرسل (المشغل) و المستقبل() مخططا كتلیا 1(

Input Data

بواسطة) PLCیبین طریقة الترابط بین المرسل (المشغل) و المستقبل() :مخطط كتلي 1شكل رقم (

.[1]الشبكة العنكبوتیة

Programming
Remote Unit

R
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) تمثل النسبة الاعظم من انواع الطاقة المتجددة المستخدمة عملیا و بالذات في العراق Solar Energyان الطاقة الشمسیة (
، اذ ان كثافة الاشعة الشمسیة الساقطة  و التي تسقط على الاراضي العراقیة تعتبر الاكثف عالمیا. ان الشمس تمثل المصدر 

لرئیس للطاقة المشعة الساقطة على الكرة الارضیة، اذ ان طاقة الاشعة الكھرومغناطیسیة الساقطة تساوي في المتوسط ما ا
فدانا من سطح الشمس ، سیكون كافیا  25]. لوضع ھذا في المنظور،  فان الطاقة التي تنتجھا w/m2]7 ،6 1353یقارب 

]. عند التعامل مع الطاقة الشمسیة ، ھناك خیاران اساسیان، الأول ھو تحویل 8لتلبیة الطلب الحالي للطاقة في العالم [
الثاني فھو الطاقة اما الخیار ). Photovoltaic Cellالطاقة الشمسیة مباشرة إلى كھرباء بواسطة الخلایا الفوتوفولتائیة (

یھا استخدام الأشعة الشمسیة لتوفیر ، و التي یتم ف)Thermal Storageباستخدام الخزن الحراري (الشمسیة الحراریة 
الحرارة إلى نظام الدینامیكیة الحراریة، وبالتالي خلق الطاقة المیكانیكیة التي یمكن تحویلھا إلى الكھرباء. في الأنظمة 

في المئة، 15و 10القوتوفولتائیة تمتاز بسھولة التركیب و قلة الكلفة نسبیا بالطریقة الثانیة إلا أن كفاءتھا تتراوح ما بین  
] و لكن ھذه الطریقة تستخدم عند 9و 10في المئة  [30بینما في نظام الطاقة الشمسیة الحراریة، تصل الكفاءة  إلى 

الحاجة الى تولید الطاقة الكھربائیة بكمیات كبیرة او صناعیة بینما الطریقة الاولى تستخدم في الحالتین و تكون اقتصادیة 
لة الكفاءة لذا تم اختیار ھذه الطریقة في ھذا المشروع البحثي. ان  استخدام الطاقة الشمسیة في للاستخدام المنزلي رغم ق

تشغیل معدات الزراعة الحدیثة یمثل في اغلب الحالات حلا مثالیا لبعد اغلب الاراضي الزراعیة عن مصادر الطاقة 
یسیا اخر ھو احیاء و استغلال اراضي زراعیة جدیدة الكھربائیة و بالذات شبكة الكھرباء الوطنیة، و بھذا یتحقق ھدفا رئ

صالحھ  للزراعة كانت متروكة سابقا لبعدھا عن مصادر المیاه و الطاقة. 

الطریقة المستحدثة في السیطرة على السقي عبر الانترنت-2

المخطط التفصیلي للمشروع البحثي2-1

متر مربع) و بابعاد 2500رض الزراعیة مساحتھا دونم واحد  (تم تنفیذ ھذا المسشروع البحثي بصورة عملیة على قطعة ا
متر عرض ) و تم تھیئة ھذه القطعة (حراثة، تسویة و تعدیل و شق السواقي) و تقسیما 25متر طول ) و ( 100قدرھا ( 

ثلاث متر عرض)  حیث تم شق5متر طول و 100متر مربع)  و بابعاد (500الى خمسة قطاعات ، كل قطاع بمساحة (
ساقیة. تم نصب متحسس  لمستوى الماء في 15سواقي في كل قطاع و بالتالي یكون عدد السواقي الكلي في عموم القطعة 

و بھذا سیكون عدد المتحسسات خمسة. و استنادا الى ھذا التقسیم لقطعة الارض فان )Water Sensor Levelكل قطاع (
ریھا و السیطرة على مستوى الماء في السواقي بواسطة المتحسس كل قطاع اي كل ثلاث سواقي سیتم السیطرة على

المذكور(كون السواقي متماثلة في كل قطاع) و بوابة التحكم بالماء منصوبة على الساقیة الفرعیة المجھزة للسواقي الثلاث  
ھ من منظومة السیطرة ) یتحكم بفتح و غلق البوابة اعتمادا على الایعاز الواصل الیServo Motorبواسطة محرك نوع (

) من متحسس مستوى الماء Feed Back Sensor) و التي تعتمد بدورھا على الاشارة المرتدة (PLCالمنطقیة المبرمجة (
) 2و بھذا یكون لدینا خمسة متحسسات و خمس  محركات للتحكم ببوابات التحكم بسریان الماء.  یوضح الشكل رقم (

لبحثي. اذ یتضح من الشكل المذكور منظومة الاستقبال لاشارة الانترنیت و التي ھي مخططا یبین جمیع اجزاء المشروع ا
)، اذ  انھ منظم لأستقبال اشارة الانترنیت المسموح لھ باستقبالھا وفق سیاق تم تنظیمة مسبقا Access Pointعبارة عن (

) او ما یسمى 2تتضح في الشكل رقم () و منظومة الاستقبال و التيServerبین منظومة البث او ما یسمى بالخادم  (
). الوحدة الاخرى التي تتضح بالشكل ھي الحاسبة الطرفیة في غرفة السیطرة في موقع العمل و التي Clientبالعمیل او (

تستلم برامج السیطرة من شبكة الانترنیت و تقوم بدورھا بالسیطرة و تغذیة منظومة السیطرة المنطقیة المبرمجة  
)Programmable Logic Control و التي تقوم بالسیطرة على عملیة السقي من خلال الاشارات التنفیذیة الخارجة  (

) و التي بدورھا تقوم بتشغیل الكونتكترات التي Relaysمنھا الى بورد القدرة الكھربائیة الذي یحتوي على المرحلات (
، اضافة لقیام ھذا البورد الكھربائي بتجھیز ن الماءالمنصوبة على بوابات التحكم بسریاتسیطر على تشغیل المحركات 
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).  التغذیة الرئیسیة PLC , PC, Access Point  & Sensorsالكھرباء لبقیة اجزاء المشروع من اجھزة الكترونیة (
متجددة للبورد الكھربائي ھذا الذي یغذي جمیع وحدات المشروع البحثي تتم من خلال منظومة التولید باستخدام الطاقة ال

)Renewable Energy اذ تم اختیار الطاقة الشمسیة كونھا الخیار الامثل للاستغلال من الطاقة المتجددة في الاجواء (
العراقیة كون كثافة الاشعة الساقطة على الاراضي العراقیة تعتبر الاكثف عالمیا طیلة اشھر السنة مقارنة بالانواع الاخرى 

الریاح او غیرھا.من الطاقة المتجددة مثل طاقة 

): مخطط یوضح جمیع اجزاء المشروع البحثي و طریقة  2شكل رقم (
الترابط بین اجزاءه
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تصمیم منظومة التولید بالطاقة الشمسیة2-2

الحسابات التصمیمیة للأحمال1- 2-2

یجب معرفة الحمل المراد ربطھ و تشغیلھ علیھا، اذ قبل ان نبدء بأي تصمیم لمحطة التولید باستخدام الطاقة الشمسیة،
یتضمن ھذا الحمل مایلي:

المختارة ذات )PLCاو ال () Programmable Logic Controlمنظومة السیطرة المنطقیة المبرمجة ال (-
Pplc(واط30قدرة  = 30 w) و بشاشة عرض  (12 cm x 10 cm) 8) و ثمان مداخل Input Port و ست (

) و ذلك تحسبا لامكانیة تطبیقھ و استخدامھ  للسیطرة على عملیة السقي Output Port  16خرج (عشرة م
لمساحات اكبر مستقبلا.

عدد خمسة للسیطرة على القطاعات الخمسة من الارض الزراعیة )Servo Motorتم استخدام محركات نوع (-
Pmواط لكل محرك (400و بقدرة  = 400 w 12تیار مستمر (–فولت 12) و بفولتیة قدرھا V - DC.(

PLinواط (25و بقدرة قدرھا  )LINKSYSتم استخدام مستقبل لأشارة الانترنیت نوع (- = 25 w.(

Psواط (5) عدد خمسة و بقدرة قدرھا Water Level Sensorمتحسس مستوى الماء (- = 5 w.(

یمات الخاصة بالتشغیل من الطرف الآخر نوع و لأستقبال البیانات  و التعلPLCكمبیوتر شخصي لبرمجة ال -
P4 واط 100انج بقدرة 14او حاسبة لابتوب ذات شاشة(Pc = 100 w).

و بھذا یكون الحمل الكلي:

PT = PPLC + Pm + PLin + Ps +Pc ……….. (1)

PT = 30 w + 400 w +25 w +5 w +100 w = 560 w

)،  یجب ان یكون التجھیز Rated Load = 560 wواط كمعدل (560من خلال دراسة الحمل الكلي للمنظومة و البالغ 
أعلى او مساوي لھذا الحمل عند تصمیم منظومة التولید باستخدام الطاقة الشمسیة لذا تم الأختیار بأن یكون معدل التولید 

)  حیث ان الفرق بین التولید و Rated Generated Powerواط (600للقدرة الكھربائیة المجھزة للمنظومة بمقدار 
):2الحمل لمعادلة الخسائر الناتجة عن اطوال الاسلاك و قلة الكفاءة، كما في المعادلة رقم (

PG – PL = PLoss ……… (2)

600 w – 540 w = 60 w

حیث ان:

PG = قدرة تولید منظومة الطاقة الشمسیة

PL = قدرة الحمل الفعلیة

PLoss = القدرة الضائعة
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حساب زاویة میل الالواح الشمسیة2- 2-2

وثیقة بین زاویة الشعاع الشمسي الساقط حسب اشھر السنة و بالتالي تغیر درجة الحرارة للارض حسب ھنالك علاقة 
)  العلاقة بین درجة  الحرارة و اشھر 3الموقع الجغرافي و التي تتعلق ایظا بكثافة الاشعة الساقطة. اذ یبین الشكل رقم (

و المعدل لدرجات الحرارة لمدینة بابل  طیلة لعظمى ،القیمة الدنیاحیث یبین القیمة ا2011السنة مقاسة لمحافظة بابل للعام 
اشھر السنة و التي تم  اختیارھا لتنفیذ ھذا المشروع البحثي.

2011): یوضح تغیر درجات الحرارة مع اشھر السنة في مدینة بابل للعام 3شكل رقم (

الخلایا على الأفق وتدعى ھذه الزاویة بزاویة التوجیھ وتكون تابعة یجب تحدید الزاویة التي سیتم بموجبھا تحدید میل حقل
لخط العرض الجغرافي للموقع وتؤخذ ھذه الزاویة كمتوسط على مدار السنة وتوجھ الخلایا بموجبھا وبعد توجیھ حقل 

.cosα/1 [11]الخلایا بمقدار ھذه الزاویة یتم تعدیل الإشعاع الشمسي الذي یزداد بالنسبة  

.)4: زاویة انحراف السطح عن الأفق كما ھو مبین في الشكل (αحیث 

ن الافقعواح الشمسیة لأل): زاویة انحراف السطح ل4شكل رقم (
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من الدراسة التحلیلیة لحركة الشمس تبین بأن الزاویة المثلى لمیل حقل الخلایا الشمسیة تتحدد بالعلاقة التالیة:

  ……………(3)

:حیث ان

درجة خط العرض الجغرافي :

 1(: زاویة میل الشمس وتؤخذ من الجدول رقم(.

): العلاقة بین زاویة المیلان و اشھر السنة1الجدول رقم (

الشھر121110987654321المتوسط

زاویة 20.8- 12.7- 11.9- 8.8+9+13.7+23.3+23.1+18.9+9.9- 18.4- 23- 0.1916+
المیلان

یقع العراق المشروع البحثي الكائن في  العراقان الموقع الجغرافي لمحطة التولید باستخدام الطاقة الشمسیة في موقع 
-درجة شرقاً، اذ یقع في منطقة الفرات الاوسط 48-38درجة شمالاً وما بین خطي طول 37-29مابین دائرتي عرض 

ث محافظة بابل و بالذات  في قظاء المسیب. لذا فقد تم حساب الموقع الجغرافي للمشروع البحثي ھذا باستخدام البرنامج ایر
متر عن 33) و یرتفع بمقدار North ’10 ˚33)  وتبین انھ یقع بالضبط على خط عرص (Earth Googleجوجل (

وبأخذ متوسط زاویة میل الشمس )North ’10 ˚33(لذا فان ھذ المشروع البحثي یقع على خط عرض سطح البحر تقریبا. 
في المنطقة المذكورة نجد أن:

 =33˚ 10’ - 0.1916= 32˚.804’

یقع في النصف الشمالي من الكرة الأرضیة لذا یجب توجیھ منظومة الألواح الشمسیة باتجاه الجنوب و العراقوبما أن 
) یظھر الاختلاف الكبیر في قیم زاویة میل الشمس 1قم (بموازاة الخط الواصل بین الشرق و الغرب، ولكن الجدول ر

وبالتالي زاویة التوجیھ لكل شھر من أشھر السنة ولذلك یفضل استخدام أجھزة التتبع ذات المحورین أو ذات المحور الواحد 
احة المستغلة في لتتم ھذه العملیة اتوماتیكیا و لكن الكلفة ستكون عالیة و الجدوى الاقتصادیة ستكون قلیلة لكون المس

المشروع قلیلة (دونم واحد فقط) و ممكن تطویر المشروع مستقبلا بنصب منطومة التتبع الشمسي لتسیطر على الھیكل 
لذا تم تغیر زاویة المیلان یدویا و حسب اشھر السنة استنادا على الحسابات في اعلاه.،الحامل للالواح

اختیار الالواح الشمسیة و نوعھا3- 2-2

)  و الذي w 540) و الذي یبلغ (1- 2-2استنادا الى الحسابات التصمیمیة للحمل  الكھربائي الكلي للمشروع في الفقرة (
واط لكل منھا و بفولتیة 120الواح شمسیة بقدرة 5واط تقریبا  و ھذا یعني اختیار 600استوجب ان یكون التولید بقدرة 

المتولدة متغیرة ضمن  قیم محددة، اذ یمكن السیطرة على الفولتیة الخارجة من فولت تقریبا علما بان الفولتیة12قدرھا 
) و نظرا لتوفر النوع  Voltage Stabilizer) و یسمى كذلك ب (Voltage Controller Cutoffخلال منظم الفولتیة (
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ي) لذا وقع الاختیار على ھذا الذي تم اختیاره في ادناه في الاسواق المحلیة و بمواصفات جیدة و من منشا اصلي (یابان
النوع، اذ تم استخدام خمسة الواح شمسیة و بالمواصفات التالیة:

Solar panels type: KC120 manufactured by Kyocera of Japan

Pmax: 120 W

Vmax: 16.9 V

Imax : 7.1 A

Weight : 12 Kg

Dimension (L×W×D) = 1,425 mm × 653 mm × 56 mm

= 0.930 m2 × 56 mm

و نظرا لأن فولتیة التولید للخلایا الشمسیة تتذبذب اعتمادا على مدى كثافة و شدة و زاویة الشعاع الشمسي الساقط، اذ ان 
و نظرا لكون  اغلب الاحمال KC120 / Kyocera = (16.9 Vالفولتیة القیاسیة العظمى للخلیة التي تم اختیارھا (

) و ھي فولتیة مناسبة جدا في حالة التولید باستخدام الالواح V DC 12ید ذات فولتیة قدرھا (المربوطة على منظومة التول
الشمسیة لشحن البطاریات المربوطة علیھا و التجھیز المباشر للحمل المطلوب لتعویض خسائر الفولتیة الناتجة عن التسلیك 

) على الفولتیة الخارجة من الالواح Voltage Regulatorالكھربائي  بعد تنظیم ھذه الفولتیة باستخدام منظم الفولتیة (
) و ھذا یساعد على حمایة الاحمال المربوطة من الزیادة المتوقعة في V 12الشمسیة و یحافظ على قیمتھا بقیمة مقاربة لل (

ر و اشھر السنة. اذ الفولتیة، و ذلك لتذبذب كثافة الاشعة الشمسیة الساقطة على الواح الطاقة الشمسیة و حسب ساعات النھا
) الى Voltage Regulatorتربط الالواح الشمسیة الخمسة على التوازي و تربط الفولتیة الخارجة عبر منظم الفولتیة (

منظومة البطاریات و التي تربط بطریقة مشابھھ لربط الالواح الشمسیة، اذ یساعد ھذا المنظم على الحفاظ على فولتیة ثابتھ 
فة الى وقایة الحمل من زیادة الفولتیة و دیمومة الاستقراریة.لشحن البطاریات اضا

):Batteries Systemمنظومة البطاریات (4- 2-2

ان الحسابات التصمیمیة للبطاریات تعتمد بصورة رئیسیة على حسابات التولید لمنظومة  التولید باستخدام الطاقة 
sealed lead acid batteries each of 12)، لذا فقد تم  اختیار بطاریات نوع (1-2-2الشمسیة كما جاء في الفقرة (

V, 100 AHو بعدد خمسة، اذ [11]ملائمة للعمل مع منظومة الالواح الشمسیة ) كونھا تمثل البطاریات المناسبة و ال ،
، وبھذا سنحصل على V 12تربط ھذه البطاریات على التوازي باسلوب مشابھ لربط الالواح الشمسیة لتولید فولتیة قدرھا  

). ان A.H 500ساعة (-امبیر500و بسعة خزنیة قدرھا V DC 12منظومة بطاریات متكاملة ذات فولتیة قدرھا  
وجود البطاریات في منظومة التولید باستخدام الطاقة الشمسیة یعتبر ضروري جدا  لسببین رئیسیین ، اولھما ان البطاریات 

) فولتیة التجھیز و بھذا تعمل البطاریات Stability & Reliabilityتساعد على الحفاظ على استقراریة و موثوقیة (
ساعد على اخماد كل التغیرات الطارئة في الفولتیة سواء اكانت زیادة ام نقصان، اما السبب كمنظم اضافي لفولتیة التجھیز ی

الثاني  و الذي یمثل السبب الرئیسي فھو ضمان استمراریة التشغیل في الاوقات التي تغیب فیھا الشمس او تكون كثافة 
الاشعة الشمسیة الساقطة قلیلة.
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ة التولید باستخدام الطاقة الشمسیة المتكونة من الالواح الشمسیة الخمسة ) صور شاملة لمنظوم5یمثل الشكل رقم (
واط لكل لوح شمسي) منصوبة و مثبتھ على الھیكل الحامل 120واط  (600المربوطة على التوازي و بقدرة كلیة قدرھا 

ساعة لكل بطاریة، –امبیر 100ساعة و بسعة قدرھا –امبیر 500لھا و الذي یحمل البطاریات الخمسة بسعة كلیة قدرھا 
اما من الناحیة الاخرى فان ھذا الھیكل یوفر حمایة للبطاریات من الشعاع الشمسي المباشر و الذي تحجبھ الخلایا عن 
البطاریات و بھذا یساھم ھذا التصمیم للھیكل في اطالة عمر البطاریة  و الحفاظ علیھا من التلف. الھیكل تم تصمیمھ لیتمكن 

).6ى الموقع من تحریكھ الى المكان المناسب و بسھولة من خلال تركیبھ على عجلات مدولبة عدد (المشرف عل

شكل (أ)

شكل (ب)

صورة امامیة توضح الالواح الشمسیة الخمسة المنصوبة على الھیكل المتحرك و زاویة المیل مع -) :(أ)5شكل رقم (
البطاریات الخمسة المثبتھ على الھیكل الحامل خلف الالواح الشمسیةصورة المنظر الخلفي -الافق. (ب)
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التحكم عن بعد باستخدام شبكة الانترنیت2-3

)INTERNETان المیزات و الخصائص و الخدمات التي تقدمھا الشبكة العنكبوتیة العالمیة او ما تسمى بشبكة الانترنت (
جعلت ھذا العالم الكبیر عبارة عن قریة صغیرة، اذ ساھمت بشكل فعال و حیوي في عملیة نشر العلم و التكنلوجیا المتقدمة 
و الحدیثة و في شتى صنوف المعارف العلمیة و الانسانیة. الجانب الاخر و الذي  لایقل اھمیة عن ما ذكر ھو امكانیة 

عد بالعملیات الانتاجیة، و الصناعیة  و بشتى فروع العلم كذلك. ان الذي یھمنا في استخدام شبكة الانترنت في التحكم عن ب
ھذا الجانب ھو امكانیة استخدام شبكة الانترنیت في التحكم في عملیة السقي لقطعة من الارض قد تبعد المئات او الآلاف 

) و التي تعمل كمستقبل او عمیل Serverمن الكیلومترات عن مركز السیطرة و التشغیل الرئیسي في جھة الارسال (
)Client) لغرض مراقبة ما یحدث على الجانب الآخر و البعید بنفس الوقت و آنیا (On – Line و ھذا الذي تم التركیز (

علیھ في ھذا المشروع البحثي العملي التطبیقي و بطریقة مستحدثة ولأول مرة في العراق. اذ تم اختیار قطعة ارض 
متر عرضا) في قضاء المسیب في محافظة بابل 25متر طولا و 100متر مربع) و بابعاد (2500حد اي (بمساحة دونم وا

) شمالا، و تم تھیئة الموقع للزراعة باستخدام طریقة الري السطحي (الري North ’10 ˚33و التي تقع على خط عرض (
حدیثة و مسیطر علیھا، اذ تم تقسیم قطعة الارض ھذه بالغمر) المتعارف علیھ في جمیع انحاء العراق و لكن تم ھنا بطریقة

متر عرضا). تم حفر ثلاث 5متر طولا و 100متر مربع) و بابعاد (500الى خمسة قطع او قطاعات مساحة كل منھا (
ساقیة، اذ تم نصب بوابة تحكم معدنیة على كل قطاع (اي كل بوابة 15سواقي في كل قطاع لیصبح عدد السواقي الكلي 

) نوع DC Motorتحكم بثلاث سواقي).  تتم السیطرة على عملیة الغلق و الفتح لھذه البوابة بواسطة محرك تیار مستمر(ت
)Servo Motor اي ان عدد المحركات المنصوبة على ابواب التحكم مساویا لھا (خمس محركات). كل محرك من ھذه ،(

) و Programmable Logic Control : PLCمنطقیة (المحركات مسیطر على تشغیلھ بواسطة منظومة السیطرة ال
) الخمسة الموزعة على Water Level Sensorالتي بدورھا تستلم المعلومات المطلوبة من متحسسات مستوى الماء(

) و ست عشرة من I/P Ports 8القطاعات الخمسة  في السواقي. تم اختیار منظومة تحكم منطقیة ذات ثمانیة مداخل (
16المخارج ( O/P Port لامكانیة الاستفادة من ھذه الوحدة المنطقیة المبرمجة في تطبیقات لمساحات اوسع و لتطبیقات (

عملیة اخرى اعتمادا على البرمجة اللازمة للقیام بعملیة التحكم علما بأن ھذا النوع من وحدات التحكم المنطقیة تم استخدامھ 
) لا Desktop with monitor)  سواء اكان نوع (PCالمنظومة حاسوب (. یرتبط بھذه [12]في بحث سابق من قبلنا 

) او لابتوب عادي بمواصفات متوسطة و ممكن استخدام اي نوع من المودیلات و الشركات المصنعة بحیث P4یقل عن (
تصمیمیة للمشروع واط لكي نكون ملتزمین بالحسابات ال100لا یتجاوز استھلاك القدرة الكھربائیة في كلا الخیاریین عن 

) بنقل البیانات المنقولة عن بعد من المشغل الرئیسي الذي قد یبعد الآلاف من PCالبحثي ھذا. اذ تقوم ھذه الحاسبة (
الكیلومترات او المئات او اي مسافة اخرى اعتماد على بعد المزرعة عن موقع التشغیل عبر منظومة الانترنیت (ان 

كیلومتر). اذ یتم استخدام برامج خاصة بعملیة 10السیطرة عن بعد في ھذا البحث كانت المسافة بین موقع العمل و مركز
) او مساحة و Web Siteالسیطرة المطلوبة و تحمل التعلیمات و ملفات التشغیل عبر الانترنیت حیث یتم حجز موقع (

)، تستقبل ھذه البیانات من Server()، ترسل ھذه البیانات من المشغل الرئیسي المسیطر و یسمى بالخادم او IPتسمى (
قبل شبكة الاستلام في موقع المشروع البحثي او قطعة الارض المراد السیطرة على عملیة السقي فیھا من قبل ھوائي 

-Nanoالاستقبال و ھي على عدة انواع و تم ھنا استخدام ما یسمى ب ( Station تقوم ھذه المحطة المایكرویة بدورھا  (
)  او اللابتوب حیث تم اخذ PC) الذي بدوره یقوم بتغذیة الحاسبة (Access Pointات الى  ما یسمى بجھاز ال (بنقل البیان

الاحتمالین في الاستخدام في ھذا البحث. عند استلام ھذه الحاسبة المعلومات المرسلة من الطرف الآخر تقوم الحاسبة 
بالسیطرة كلیا على الحاسبة الموجودة في الموقع عن طریق )Serverالاخرى عند المشغل الرئیسي في جھة الارسال (
) للحاسبة IP)  بعد معرفة ال (Remote Desktop Connectionخاصیة معروفة في شبكات الانترنیت و تسمى (

) قد Clientالمراد السیطرة علیھا. ھذا یعني ان الحاسبة الموجودة في جھة الاستقبال اي في الموقع المراد السیطرة علیھ (
). وحدة السیطرة المنطقیة المبرمجة Serverاصبحت السیطرة علیھا بكامل محتویاتھا و برامجھا من قبل المرسل (

)PLC) یمكن الآن برمجتھا و السیطرة على تشغلیھا و التحكم بكل عملیاتھا من قبل ال (Server حالیا كبدیل ل (



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013وتطبیقاتھاالمتجددةللطاقاتالوطنيالمؤتمر
التكنولوجیةالجامعة-العلميوالبحثالعاليالتعلیموزارة
ةالمتجددوالطاقاتالطاقةتكنولوجیامركز

12

)Clientیذ من قبل المرسل لتقوم بتشغیل عملیة التحكم بالسقي و بصورة ) و تصبح شاشة العرض جاھزة للمراقبة و التنف
) والذي بدورة یقوم بتغذیة البیانات Water Level Sensorاتوماتیكیة و آلیة كلیا اعتمادا على متحسسات مستوى الماء (

مستوى الماء، علما ) و اعتمادا على ھذه البیانات یتم التحكم بالمحركات المنصوبة على بوابات السیطرة على PLCلل (
) لا تذھب مباشرة الى محركات التحكم بالبوابات بل تذھب الى  بورد السیطرة و PLCبان الاشارات الخارجة من ال (

) الخاص بالسیطرة في البورد الكھربائي Relay) المرحل (PLCالقدرة الكھربائیة حیث تغذي كل اشارة خارجة من ال (
) الخاص بذالك المحرك، كون الاشارات الخارجة من ال Contactorمس او الكونتكتر (و الذي بدوره یقوم بتغذیة الملا

)PLC ضعیفة و غیر قادرة على تشغیل ھذه المحركات لذا تذھب الى المرحل الذي یغذي الملف الخاص بالكونتكر و (
) او ما LADERبلغة () مكتوبPLCعلما بان البرنامج الخاص ببرمجة ال (.الذي بدوره یسیطر على تشغیل المحرك

) یمثل صورة 6یسمى بالسلم المنطقي و ھي لغة خاصة ببرمجة منظومة السیطرة المنطقیة المبرمجة.  الشكل رقم (
. بینما یمثل الشكل [12]لمنظومة التحكم المنطقیة التي تم استخدامھا في مشروعنا ھذا و مشاریع اخرى سابقة لفریق العمل

) في موقع العمل. Client) و المستخدم ایظا ك(LINKSYS) نوع (ACCESS POINT) صورة لجھاز ال (7رقم (
) فیمثل شكلا تفصیلیا موضحا فیھ كل اجزاء ھذا البحث التطبیقي.8اما الشكل رقم (

) مؤشر علیھا جمیع الأجزاءPLC): صورة توضیحة لوحدة السیطرة المنطقیة المبرمجة (6شكل رقم (

شاشة 
العرض 

مفتاح 
التشغیل 

PLC الادخال 

الادخال 

Power
supply

الاخراج الاخراج
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(ب))أ(

و الذي یقوم بایصال  )ACCESS POINT):  (أ): صورة  توضح جھاز الاستقبال في شبكة الانترنیت (7شكل رقم (
اشارة الانترنت بعد المعالجة من الھوائي الى الحاسبة. (ب): شكل یوضح محطة الھوائي المایكرویة المعروفة ب 

)NANO - STATION(

): رسم توضیحي یبین مخططا تفصیلیا لفكرة المشروع البحثي حول استخدام الانترنت في التحكم بالسقي8شكل رقم (
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)  مخططا توضیحا لطریقة انتقال المعلومات الواجب تنفیذھا عبر الانترنیت9رقم (یوضح الشكل 

)  مخططا توضیحا لطریقة انتقال المعلومات الواجب تنفیذھا عبر الانترنت9الشكل رقم (

النتائج و الأستنتاجات-3

یمثل ھذا البحث تحدیا كبیرا للطرق التقلیدیة في السیطرة على عملیات السقي. اذ تمت السیطرة بصورة ذكیة من خلال 
استعمال متحسسات مستوى الماء وھذه الطریقة  تقلل من الھدر المائي بصورة كبیرة. ان عملیة الجدولة التي تقوم وحدة 

نامج  المعد من قبل المبرمج و حسب الاسبقیة في العمل بالنسبة لتشغیل السیطرة المنطقیة المبرمجة استنادا الى البر
المحركات المسیطرة على بوابات التحكم بكمیة و سریان الماء تجعل الحمل ألآني یتناسب مع تصمیم منظومة التولید 

من ثلاثة اضعاف القدرة باستخدام الطاقة الشمسیة من ناحیة تقلیل الكلفة حیث یمثل الحمل الكلي لجمیع المحركات اكثر
المتولدة. عملیة السیطرة عن طریق استخدام شبكة الانترنیت لدیھا افضلیة كبیرة اذا ما قورنت بالطریقة التي تستخدم فیھا 
منظومتي ارسال و استقبال لا سلكیتین بما تحملھ من مساويء تتعلق بالكلفة العالیة و التشویش و التداخل وقلة الموثوقیة 

ریقة، فعلى العكس من ذلك كانت الطریقة المستحدثة في السیطرة على السقي عن طریق استخدام التحكم بواسطة لھذه الط
الانترنیت. ان استخدام الطاقة المتجددة كالطاقة الشمسیة في تولید الطاقة الكھربائیة اللازمة للمشروع حققت ھدفا اضافیا الا 

شبكة الكھرباء الوطنیة اضافة لكون ھذا النوع من الطاقة نظیف و لا یلوث و ھو رفع بعض الاحمال الكھربائیة عن كاھل 
البیئة. ان ھذه الفكرة الجریئة التي ربطت السیطرة على عملیة السقي بصورة ذكیة مع شبكة الانترنیت و استخدام الطاقة 

تطبیق ھذا المشروع على مساحات الشمسیة كمصدر بدیل یفتح الباب  واسعا لمزیدا من التطبیقات الاخرى اضافة لأمكانیة
كبیرة و في اماكن بعیدة، و بھذا نكون قد ساعدنا باحیاء مساحات كثیرة و شاسعة بعیدة عن مصادر الطاقة الكھربائیة 
اضافة الى ترشید الاستھلاك المائي لا سیما وان تربة العراق بحاجة لكل قطرة ماء اضافة لعجز شبكة الكھرباء الوطنیة 

اجة المواطن العراقي على المدى المنظور. عن تلبیة ح
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Abstract

An attempt has been done to estimate clear-sky hourly global solar radiation for some
Iraqi cities (Baghdad, Kirkuk, and Nasiriyah) using ASHRAE model. The model was used to
calculate hourly solar radiation on four months (January, April, July, October) which
represents the four seasons in Iraq cities. The results of ASHRAE model are compared with
results those estimated using Collares-Pereira and Rabl (1979) model. The Collares-Pereira
and Rabl model is based on monthly mean daily solar radiation that measured at Iraqi
meteorological department for five years intervals (2005-2010). Comparison between two
models results, show that the results for Iraqi cities provide good estimates of the hourly
global radiation. The root mean square error (RMSE) and mean bias error (MBE) are used to
verify the results of ASHRAE model.

Keywords: Hourly solar radiation, Collares-Pereira and Rabl model, ASHRAE model to
estimate the hourly solar radiation.

حساب قیم الإشعاع الشمسي (الساعیة)
باستخدام نموذج اشري لبعض مدن العراق

ةالخلاص
یم الإشعاع الشمسي (في كل ساعة من ساعات النھار) لبعض مدن العراق (بغداد، كركوك، تم التنبؤ بحساب ق

والناصریة) باستخدام نموذج اشري للسماء الصافیة. تم استخدام ھذا النموذج لحساب قیم الإشعاع الشمسي لأربع أشھر من 
الشمسي لكل من الفصول الأربعة في تلك السنة (كانون الثاني، نیسان، تموز، تشرین الأول) والتي تمثل قیم الإشعاع

). إن نتائج ھذا الأخیر اعتمدت 1979بیریرا ورابل لسنة (-المدن. تم مقارنة نتائج نموذج اشري مع نتائج نموذج كولارس
على قیم المعدل الشھري الیومي للإشعاع الشمسي . إن قیم المعدل الشھري الیومي للإشعاع الشمسي تم الحصول علیھا من 

). تم مقارنة نتائج النموذجین أعلاه، حیث 2010-2005بل دائرة الأنواء الجویة العراقیة ولفترة خمس سنوات ماضیة(ق
لمعرفة نسبة الخطأ (MBE)و (RMSE)بینت النتائج تقارب القیم ما بین النموذجین المستخدمین من خلال استخدام تقنیة 

شعاع الشمسي في كل ساعة من ساعات النھار.الناتج من استخدام نموذج اشري لتخمین قیم الإ

نموذج اشري لتخمین قیم الإشعاع ، بیریرا ورابل-نموذج كولارسالإشعاع الشمسي في كل ساعة،الكلمات الدلالیة:
الشمسي.
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INTRODUCTION
The ASHRAE clear sky model [1] is commonly used as a basic tool for solar heat

load calculation of air conditioning systems and building designs among the engineering and
the architectural communities in the world. The measured hourly values of solar radiation
data are not available for large number of stations. Thus, accurate estimation of hourly values
of global and diffused solar radiation data is essential for the design and performance
evaluation of solar energy systems. Sometimes the design of solar energy devices needs
accurate estimations of hourly solar radiation values. At places where hourly radiation values
are not available, it has to be estimated from the daily values. There are various methods
which allow the conversion of daily solar radiation into hourly values. The distribution of
total radiation on a horizontal surface over a day was examined by Liu, et al.,[2], who showed
that the ratio of hourly to daily radiation could be correlated with the local day length and
hour angle. The hours were designated by the time for the mid point of the hour, and the days
were considered to be symmetrical about solar noon. A model for hourly solar radiation has
also been developed by Collares, et al.,[3], which is correlated with the local time of day. An
attempt has been made to develop a new model to evaluate hourly solar radiation on
horizontal surface for Indian locations having different climatic conditions, using least square
regression analysis based on the ASHRAE model. Comparison between the estimated and the
measured values shows that the constants derived for Indian locations provide good estimates
of hourly solar radiation Al-Sadah, et al., [4]. Choudhary, et al.,[5] and Iqbal, et al., [6] have
also done similar type of work, while Soler , et al.,[7] and Gopinathan, et al.,[8] have
proposed a set of polynomial equations for estimating hourly values. In this paper, the
ASHRAE clear-sky model is used to estimate the hourly global solar radiation on horizontal
surfaces for (Baghdad, Kirkuk, and Nasiriyah) cities. The values of hourly solar radiation are
compared with results that estimated using Collares-Pereira and Rabl model which in turn
based on  monthly average daily global radiation on horizontal surface that obtained for
Baghdad city for the time period (2005-2010), to validate the results of ASHRAE model.

METHODOLOGY
1-ASHRAE Model

The calculations of  ASHRAE model is shown in simple expressions as follows:-

Global Solar Radiation:-
The global solar radiation on horizontal surface is composing of two main

components, beam and diffuse solar radiation components as follows,[9]:-

db III  …………………….(1)
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Where bI is hourly beam radiation component ( 2/ mw ), and dI is hourly diffuse radiation

component ( 2/ mw ).

1-1Beam Solar Radiation:-
The direct hourly solar radiation on the surface normal to the sun’s ray, bnI , is

represented by [9], as follows:-
  zbn BAI cos/exp  ..........(2)

Where: A is the apparent extra-terrestrial solar radiation in ( 2/ mw ), B is the atmospheric
extinction coefficient, while z is the solar zenith angle (degree). Then the beam radiation
component on horizontal surface has been estimated from [9], as follows:-

)cos( zbnb II  …………......(3)

1-2Diffuse Solar Radiation:-
The diffuse solar radiation on horizontal surface is given by, [9], as follows:-

bnd ICI  ….………..……….(4)

Where: C is the diffuse radiation factor (dimensionless). So the monthly average hourly solar
radiation can be represented as follows:-

bnzbn ICII  )cos( ……. (5)

The solar zenith angle ( z ) was evaluated using the following equation as mentioned in,[10],
as follows:-
        hLz coscoscoscos     Lsinsin  ………………..….(6)

Where: is the solar declination angle (degree), L is the latitude of place (degree), and h is
the solar hour angle (degree). The solar declination angle was estimated depending upon
number of day through the year, as explained in [10].

 




 


365

284360
sin45.23

d
 …….(7)

Where: d is the number of days of the year, start with 1 at January 1, and end at 365 at
December 31. The hour angle h is an angular measure of time and it is positive morning and
negative evening. The hour angle can be estimated depending on apparent solar time AST
which equivalent to 15o per hour  as mentioned in, [11].
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 ASTh  00:1215 …..........(8)

The apparent solar time or ( AST ) can be calculated depending on an angular motion
of sun across the sky. In this study it is may considered as an Iraqi standard time.

2-Collares-Pereira And Rabl Model:
In order to validate the results of ASHRAE model, Collares-Pereira and Rabl develop

an empirical correlation  based on solar hour and solar sunset angles, which is shown below
as follows, [11]:

  )cos(
24

h
H

I
r 

 ]

)cos(
360

2
)sin(

)cos()cos(
[

ss
ss

ss

ss

h
h

h

hh












…..(9)

Where: r is the ratio of hourly total radiation to daily total radiation. h is the solar hour angle
(degree) which estimated at midpoint between any two sequence hours, ssh is the sunset hour

angle (degree) which is equal to the following formula, [11]:
)]tan()tan([cos 1 Lhss   ….(10)

Where the coefficients  and  shown in above formula are estimated as follows, [11]:

)60sin(51.0409.0  ssh …………………………………....(11a)

)60sin(47.0660.0  ssh …………………….………….......(11b)

Data Source
Clear-sky hourly solar radiation on horizontal surface for some Iraqi cities had been

estimated using ASHRAE model. The geographical latitudes and longitudes for these cities
are shown in table (1).

The original ASHRAE model was modified, by converting the values of solar
parameters (A, B, and C) from the twentieth one day of each month to the specified or
averaged value at each month to make the calculations of solar radiations suitable for any day
in the month as shown in table (2). The values of modified solar parameters are taken from
author, [12].The numerical values of A and B for each month are varying throughout the year
because of seasonal changes in the dust and water vapor content of the atmosphere and
because of the changing earth-sun distance. So the values of A are increasing as the Sun-
Earth distance decreasing (especially in Winter season), and they starting to reduce as the
distance between Earth and Sun are increasing (which happened in Summer season) and that
is clear in table (2). The results of ASHRAE model was verified using Collares-Pereira and
Rabl (1979) model which in turn depends on monthly mean daily solar radiation. The values
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of monthly mean daily global solar radiation in (MJ/m2-day) for Nasiriyah, Kirkuk, and
Baghdad cities are obviously in tables (3a,b,c) respectively. These values are taken from Iraqi
metrological department for above cities for five years intervals (2005-2010).

The need for radiation data covering entire areas led to the development of radiation
models that allow the calculation of radiation parameters within certain margins of error. The
accuracy of the estimated values was tested by calculating the Mean Bias Error MBE , and
the Root Mean Square Bias Error RMSE . These values of errors are stated by, [13] as
follows:

  212
/  MHHRMSE obscal ….…………………………..…...(12)

MBE     MHH obscal / ……...................................................(13)

Where M is the number of observed points, calH is the calculated global radiation, and obsH is

the observed global radiation on horizontal surface.

Results And Discussion
The values of hourly solar radiation that estimated using ASHRAE clear-sky model for

four months (January, April, July, October) are represented are demonstrated for all daylight
hours (5:00 Am-19:00 Pm) for Nasiriyah, Kirkuk,, and Baghdad cities are cleared in Fig. (1).
The hourly radiation recorded data for Iraqi locations does not available due to limitation of
radiation instruments in Iraqi cities. Then, the estimated hourly solar radiation values can be
obtained from monthly mean hourly solar radiation by using Collares-Pereira and Rabl (1979)
model.

Figs.(2a,b,c,d) through Figs. (4a,b,c,d) show the hourly global solar radiation that
estimated using ASHRAE model and verified using Collares-Pereira and Rabl (1979) model
versus daylight hours (5:00Am-19:00Pm) for four months of year as mentioned above for
Nasiriyah, Kirkuk, and Baghdad cities respectively. These figures explain the real behavior of
hourly solar radiation variation with hours of day from sunrise to sunset times as clear in
these figures. The values of hourly solar radiation have two maximum values in each curve:
one for solar noon times, when the sun are pointed at highest point in the sky (meridian time),
and other at summer month or at June month when the sun is normal or nearly normal on
Earth surface of Iraqi cities. In each figure, it is clear that some difference in values of hourly
solar radiation between the two above models especially in winter season (January month).
Another difference occur due to the precision of instruments that used to measure the
monthly or daily solar radiation in these cities. To avoid repeating calculations for twelve
months, the calculations of hourly solar radiations were made on four months only (January,
April, July, and October) which represents the four seasons in Iraq cities.
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The RMSE test provides information on the short-term performance of the studied
model as it allows a term-by term comparison of the actual deviation between the calculated
value and the measured value. [6] has recommended that a zero value for MBE is ideal and a
low RMSE is desirable.

The results of ASHRAE model are presented in tables (4a, b, and c) for Nasiriyah,
Kirkuk, and Baghdad cities respectively. These tables show also the values of hourly solar
radiation that estimated using Collares-Pereira and Rabl (1979) model as calculated using Eq.
(9). Finally, table (5) shows the statistical errors for the above cities in (MJ/m2-day) to
validity the results of ASHRAE model.

Conclusions
An attempt has been done to estimate hourly global solar radiation for some Iraqi

cities (Baghdad, Kirkuk, and Nasiriyah) using ASHRAE model. The results of ASHRAE
model are compared with results of hourly solar radiation that estimated using Collares-
Pereira and Rabl (1979) model. The Collares-Pereira and Rabl model is based on monthly
mean daily solar radiation that measured at Iraqi meteorological department for five years
intervals (2005-2010). Comparison between two models, show a good agreement between the
two models. The statistical errors, (root mean square and mean bias errors) are used to show
the degree of agreement between original ASHRAE model and Collares-Pereira and Rabl
model. The mean bias and the root mean square errors are gave good verification to use the
ASHRAE model as a model to estimate the hourly solar radiation for all Iraq cities as shown
in table (5).
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Fig.(1) Computed hourly solar radiation at different seasons using ASHRAE model for
Nasiriyah, Kirkuk,  and Baghdad cities.
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Fig.(2a) Comparison between hourly solar radiations at January month for Nasiriyah city.
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Fig.(2b) Comparison between hourly solar radiations at April month for Nasiriyah city.
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Fig.(2c) Comparison between hourly solar radiations at July month for Nasiriyah city.
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Fig.(2d) Comparison between hourly solar radiations at October month for Nasiriyah city.
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Fig.(3a) Comparison between hourly solar radiations at January month for Kirkuk city.
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Fig.(3b) Comparison between hourly solar radiations at April month for Kirkuk city.
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Fig.(3c) Comparison between hourly solar radiations at July month for Kirkuk city.
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Fig.(3d) Comparison between hourly solar radiations at October month for Kirkuk city.
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Fig.(4a) Comparison between hourly solar radiations at January month for Baghdad city.
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Fig.(4b) Comparison between hourly solar radiations at April month for Baghdad city.
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Fig.(4c) Comparison between hourly solar radiations at July month for Baghdad city.

Fig.(4d) Comparison between hourly solar radiations at October month for Baghdad city.
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Table (1) Geographical Latitude and Longitudinal of the Region Locations.
City Latitude Longitude Decimal degrees of

Latitude
Baghdad 33°20' N 44°30' E 33.333

Kirkuk 35°28' N 44°21' E 35.466

Nasiriyah 31°00' N 46o16' E 31.000

Table (2) Constants for ASHRAE equations for average values of each month.

Months Day no.
A (per day) B (per day) C (per day)

W/m2 Dimensionless dimensionless
January 17 1229.88 0.142 0.058

February 16 1216.25 0.144 0.060

March 16 1190.40 0.153 0.068

April 15 1144.66 0.175 0.092

May 15 1109.68 0.192 0.116

June 11 1092.69 0.202 0.130

July 17 1084.88 0.207 0.136

August 16 1102.97 0.202 0.124

September 15 1142.12 0.182 0.098

October 15 1183.45 0.164 0.077

November 14 1213.61 0.151 0.065

December 10 1228.00 0.145 0.059

Table (3a): Monthly mean daily solar radiation values for Nasiriyah city (2005-2010).

Months Day number
H (MJ/m2-day)

January 17 11.529
February 16 15.394
March 16 19.158
April 15 22.105
May 15 25.482
June 11 28.555
July 17 28.182
August 16 26.648
September 15 23.190
October 15 18.212
November 14 13.098
December 10 11.268
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Table (3b): Monthly mean daily solar radiation values for Kirkuk city (2005-2010).

Months Day number H (MJ/m2-day)

January 17 8.2300
February 16 10.594
March 16 14.211
April 15 17.204
May 15 20.535
June 11 23.323
July 17 23.392
August 16 22.114
September 15 19.600
October 15 14.772
November 14 9.0600
December 10 7.3650

Table (3c): Monthly mean daily solar radiation values for Baghdad city (2005-2010).

Months Day number H (MJ/m2-day)
January 17 10.615
February 16 14.344
March 16 16.508
April 15 20.704
May 15 23.485
June 11 25.649
July 17 25.454
August 16 23.838
September 15 21.128
October 15 16.808
November 14 12.426
December 10 10.170
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Table (4a) Monthly mean daily global radiation (MJ/m2-day),

ratio of hourly solar radiation to daily solar radiation (dimensionless),

hourly solar radiation values in (MJ/m2-hour) using Collares-Pereira model,

and hourly solar radiation values in (MJ/m2-hour) using ASHRAE model for Nasiriyah city.

Months Daylight (hours)
Jan.

Day no.=17 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529 11.529

r 0 0 0.0175 0.0623 0.1078 0.1447 0.1654 0.1654 0.1447 0.1078 0.0623 0.0175 0 0

Collares 0 0 0.144 0.5127 0.8872 1.1908 1.3612 1.3612 1.1908 0.8872 0.5127 0.144 0 0

Ashrae 0 0 0.116 0.7985 1.4065 1.8414 2.0672 2.0672 1.8414 1.4065 0.7985 0.116 0 0

Apr.
Day no.=105

5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105 22.105

r 0 0.0207 0.0469 0.0748 0.1007 0.1208 0.1317 0.1317 0.1208 0.1007 0.0748 0.0469 0.0207 0

Collares 0 0.3559 0.8065 1.2872 1.7131 2.1992 2.3980 2.3980 2.1992 1.7131 1.2872 0.8065 0.3559 0

Ashrae 0 0.5007 1.3188 2.0646 2.6751 3.1071 3.3307 3.3307 3.1071 2.6751 2.0646 1.3188 0.5007 0

Jul.
Day no.=198

5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182 28.182

r 0.0068 0.0272 0.0509 0.0757 0.0982 0.1154 0.1247 0.1247 0.1154 0.0982 0.0757 0.0509 0.0272 0.0068

Collares 0.1926 0.7674 1.4368 2.135 2.7669 3.2520 3.5149 3.5149 3.2520 2.7669 2.135 1.4368 0.7674 0.1926

Ashrae 0.0677 0.8165 1.6101 2.322 2.9013 3.3108 3.5226 3.5226 3.3108 2.9013 2.322 1.6101 0.8165 0.0677

Oct.
Day no.=288 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 18.212 18.21 18.21 18.212 18.212 18.212 18.212 18.212 18.212 18.212 18.212 18.21 18.21 18.212

r 0 0.003 0.034 0.0705 0.1055 0.1336 0.1482 0.1482 0.1336 0.1055 0.0705 0.034 0.003 0

Collares 0 0.055 0.627 1.2829 1.9175 2.4202 2.6979 2.6979 2.4202 1.9175 1.2829 0.627 0.055 0

Ashrae 0 0.0005 0.672 1.469 2.1294 2.597 2.8401 2.8401 2.597 2.1294 1.469 0.672 0.0005 0
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Table (4b) Monthly mean daily global radiation (MJ/m2-day),

ratio of hourly solar radiation to daily solar radiation (dimensionless),

hourly solar radiation values in (MJ/m2-hour) using Collares-Pereira model,

and hourly solar radiation values in (MJ/m2-hour) using ASHRAE model for Kirkuk city.

Months Daylight (hours)
Jan.

Day no.=17
5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230 8.230

r 0 0 0.0175 0.0623 0.1078 0.1447 0.1654 0.1654 0.1447 0.1078 0.0623 0.0175 0 0

Collares 0 0 0.144 0.5127 0.8872 1.1908 1.3612 1.3612 1.1908 0.8872 0.5127 0.144 0 0

Ashrae 0 0 0.116 0.7985 1.4065 1.8414 2.0672 2.0672 1.8414 1.4065 0.7985 0.116 0 0

Apr.
Day no.=105

5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204 17.204

r 0 0.0207 0.0469 0.0748 0.1007 0.1208 0.1317 0.1317 0.1208 0.1007 0.0748 0.0469 0.0207 0

Collares 0 0.3559 0.8065 1.2872 1.7131 2.1992 2.3980 2.3980 2.1992 1.7131 1.2872 0.8065 0.3559 0

Ashrae 0 0.5007 1.3188 2.0646 2.6751 3.1071 3.3307 3.3307 3.1071 2.6751 2.0646 1.3188 0.5007 0

Jul.
Day no.=198 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392 23.392

r 0.0094 0.0293 0.0523 0.0758 0.0972 0.1135 0.1223 0.1223 0.1135 0.0972 0.0758 0.0523 0.0293 0.0094

Collares 0.2206 0.7743 1.3784 2.0007 2.5655 2.9954 3.2279 3.2279 2.9954 2.5655 2.0007 1.3784 0.7743 0.2206

Ashrae 0.1479 0.8885 1.6428 2.3188 2.8698 3.2589 3.4603 3.4603 3.2589 2.8698 2.3188 1.6428 0.8885 0.1479

Oct.
Day no.=288 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772 14.772

r 0 0.0017 0.0330 0.0699 0.1057 0.1342 0.1499 0.1499 0.1342 0.1057 0.0699 0.0330 0.0017 0

Collares 0 0.0158 0.4877 1.0319 1.5612 1.9815 2.2141 2.2141 1.9815 1.5612 1.0319 0.4877 0.0158 0

Ashrae 0 0.5627 0.5624 1.3157 1.9420 2.3865 2.6169 2.6169 2.3865 1.9420 1.3157 0.5624 0.5627 0
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Table (4c) Monthly mean daily global radiation (MJ/m2-day), ratio of hourly solar radiation to daily solar radiation (dimensionless), hourly solar radiation
values in (MJ/m2-hour) using Collares-Pereira model, and hourly solar radiation values in (MJ/m2-hour) using ASHRAE model for Baghdad city.

Months Daylight (hours)

Jan.
Day no.=17 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615 10.615

r 0 0 0.0227 0.0637 0.1074 0.1416 0.1630 0.1630 0.1416 0.1074 0.0637 0.0227 0 0

Collares 0 0 0.2140 0.6757 1.1382 1.5174 1.7279 1.7279 1.5174 1.1382 0.6757 0.2140 0 0

Ashrae 0 0 0.1787 0.8980 1.5239 1.9707 2.2026 2.2026 1.9707 1.5239 0.8980 0.1787 0 0

Apr.
Day no.=105 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704 20.704

r 0 0.0195 0.0461 0.0746 0.1009 0.1217 0.1329 0.1329 0.1217 0.1009 0.0746 0.0461 0.0195 0

Collares 0 0.4036 0.9627 1.5447 2.0945 2.5198 2.7393 2.7393 2.5198 2.0945 1.5447 0.9627 0.4036 0

Ashrae 0 0.4806 1.3308 2.1261 2.7686 3.1658 3.3954 3.3954 3.1658 2.7686 2.1261 1.3308 0.4806 0

Jul.
Day no.=198 5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454 25.454

r 0.0068 0.0272 0.0509 0.0756 0.0982 0.1154 0.1247 0.1247 0.1154 0.0982 0.0756 0.0509 0.0272 0.0068

Collares 0.1602 0.6386 1.1956 1.7744 2.3025 2.7062 2.9249 2.9249 2.7062 2.3025 1.7744 1.1956 0.6386 0.1602

Ashrae 0.0677 0.6566 1.221 1.809 2.444 2.871 3.0566 3.0566 2.871 2.444 1.809 1.221 0.6566 0.0677

Oct.
Day no.=288

5-6 6-7 7-8 8-9 9-10 10-11 11-12 12-13 13-14 14-15 15-16 16-17 17-18 18-19

H 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808 16.808

r 0 0.0032 0.0345 0.0705 0.1053 0.1329 0.1482 0.1482 0.1329 0.1053 0.0705 0.0345 0.0032 0

Collares 0 0.0507 0.5794 1.1843 1.7700 2.2340 2.4904 2.4904 2.2340 1.7700 1.1843 0.5794 0.0507 0

Ashrae 0 0.052 0.6719 1.333 1.959 2.456 2.707 2.707 2.456 1.959 1.333 0.6719 0.052 0

Table (5) Statistical errors in (MJ/m2-hour) for Iraqi cities.
Stations Months MBE RMSE

Nasiriyah

January 0.147 0.2117
April 0.319 0.3754
July 0.072 0.1229

October 0.041 0.0634

Kirkuk

January 0.103 0.1485
April 0.296 0.3344
July 0.199 0.2421

October 0.1577 0.1973

Baghdad

January 0.1614 0.2137
April 0.2361 0.2712
July 0.0379 0.0786

October 0.1207 0.1477
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Influence of nanopowder particle size on the photocatalytic
activity

Wesam A A Twej (a), Nasser K Alsodany (b), Baha T chiad (a), Abass J Al-Watar (a) and
Abdulkareem A Al-khafaji (c)

(a) university of Baghdad, college of science , (b) ministry of electricity and
(c) university of Baghdad, college of pure science-Ibn Alhaitham

Abstract:
There are several parameters which affect the photocatalytic activity of nanopowder

titanium dioxide (TiO2). One of the important parameters is the grain size of TiO2 particles.
In the present work a comparison between two grain sizes of TiO2 particles has been utilized.
The results clarified that; the reduction of TiO2 grain size led to enhancement of the
photocatalytic activity. A new method for the evaluation of the photocatalytic activity has
been presented and achieved. This method based on titration of hydrogen peroxide (H2O2)
with further bi-product of (H2O2) yield from TiO2 irradiation by UV source. The degradation
percentage of potassium permanganate was calculated from the H2O2 titration measurements.
Totally degradation was achieved after 20 min for the sample of (10nm, 0.05 gm) but 60 min
for the sample of (10 nm, 0.01gm),and 60 min for the sample of (50 nm, 0.05 gm), while it
reaches 50% after 60 min for the sample of (50 nm, 0.01 gm).

TiO2 )تأثیر حجم جسیم المسحوق النانوي لثاني اوكسید التیتانیوم على كفاءة المحفز (
الضوئي         

د. عباس حمادي الوتار،-4د. بھاء طعمھ جیاد ،- 3د. نصیر كریم السوداني،-2تویج ،د.  وسام عبد علي -1
عبد الكریم عبد الحسین كریم الخفاجي-5

كلیة العلوم-جامعة بغداد-4، كلیة العلوم-جامعة بغداد-3، وزارة الكھرباء-2، كلیة العلوم-جامعة بغداد-1
ابن الھیثم-للعلوم الصرفةكلیة التربیھ  -جامعة بغداد-5

الخلاصة

TiO2)ھنالك عدة متغیرات تؤثر على فعالیة المحفز الضوئي للمسحوق النانوي لثاني اوكسید التیتانیوم .احد اھم (
TiO2 )ھذه المتغیرات ھو حجم حبیبة جسیمات الـ في العمل الحالي تم دراسھ الفرق بین حجمین مختلفین لحبیبات  ھذه (

الجسیمات. والنتائج اوضحت ان  تقلیل حجم جسیم مسحوق ثاني اوكسید التیتانیوم یؤدي الى تحسین  كفاءة المحفز 
الضوئي، وكذلك تم انجاز طریقھ جدیده لحساب كفاءة المحفز الضوئي، ھذه الطریقھ تستند الى المعایره بالتحلیل الكیمیاوي 

خلال تشعیع ثاني اوكسید التیتانیوم بمصدر أشعة فوق البنفسجیة. نسبة لبیروكسید الھیدروجین بالأضافة للذي ینتج من
الانحلال المئوي لمحلول برمنكنات البوتاسیوم  تم حسابھا من خلال قیاسات المعایره بالتحلیل الكیماوي  . الانحلال الكلي 

دقیقھ 60غم) و0,01نانومتر، 10(دقیقھ للنموذج 60غم) ولكن 0,05نانومتر،10دقیقھ  للنموذج(20تم الوصول الیھ بعد 
.غم)0,01نانومتر  ، 50دقیقھ للنموذج (60% بعد 50غم) بینما تصل الى 0,05نانومتر  ،50للنموذج(
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1. Introduction

Titanium dioxide (TiO2) exists in three crystalline structures: rutile, anatase, and brookite.
It is a semiconductor of a band gap equal to 3.2eV in anatase phase. Anatase phase of TiO2

possess strong hole trapping sites on surface which results in higher lifetime of the carriers
compared to rutile phase, and this results in anatase being a better photocatalytic material
than rutile [1-4]. Photocatalytic activity of TiO2 strongly depends on its phase structure,
crystallite size and specific surface areas [5].Because the photodegradation reactions occur at
the surface of the particles, a large surface area and a short distance to the surface is wanted.
This can be achieved by making the particle size very small [6].

If TiO2 is irradiated by photons of an energy equal or more than its energy gap, electrons
are promoted from the valence band to the conduction band leaving positive holes in the
valance band.[7,8]

TiO2 + hʋ → e + h (1)

The positive hole (h ) reacts with either surface bound water (H O) or pollutant to
produce hydroxyl radical (∙ OH) . [8]h + H O→∙ OH + H (2)

On the other hand, the electron reacts with oxygen to produce superoxide anions (O ∙) [7, 8]e + O → O ∙ (3)

These radicals O ∙ and ∙OH in solution can react to give Hydrogen peroxide H O . [9,10]∙ OH+ ∙ OH → H O (4)

Further hydroxyl.[9,10]O ∙+H O →∙OH + OH + O (5)

And hydroperoxyl radicals.[9,10]∙ + → ∙OOH→ (6)

An electron is generated when an acidic solution is irradiated in the presence of titanium
dioxide.
Hydrogen peroxide will be decomposed by this electron [9,10,11].

+ H2O2→( )-→ ∙ + (7)
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A process with similar principle where H2O2 reacts with KMnO4 at room temperature in a
solution acidified by H2SO4 and forms a manganite salt was designed.
Hydrogen peroxide forms as a bi-product of a radical reaction during the irradiation of the
acidic solution of potassium permanganate with the addition 0f photoactive titanium dioxide
and immediately reacts with the present KMnO4.

The decrease of permanganate is then determined by titration of hydrogen peroxide and
the degradation percentage of KMnO4 was calculated from the volume of hydrogen peroxide
used during the titration.

2. Experiment

2.1. Materials
The following materials were used:
Titanium dioxide anatase nanopowder of particle size (10 and 50 nm), was purchased from
M. K. Impex Corp., Canada. ( ) Hydrogen peroxide, (KMn 0.15 M), analytical grade
potassium permanganate and sulfuric acid ( ) (purity 99.9 %) all were supplied by
Gainland Chemical Company, U.K. and deionized water supplied by Al Mansor Co.

2.2. Procedures
All the preparations and measurements were done in physics lab. college of science,

university of Baghdad. Potassium permanganate solution was prepared be dissolving the
permanganate with distilled water at concentration of 0.5 mol/L. Add 10 ml of potassium
permanganate to (10 ml) of sulfuric acid in a petri dish under magnetic stirrer, as shown in
fig1.

fig. 1: Schema of experiment

A volume of hydrogen peroxide was added to the solution above until its color was
bleached completely, this volume of H2O2is denoted as (V0 ). Add a definite amount of
titanium dioxide to the solution under a magnetic stirrer and then irradiated by UV source for
several time intervals. V1 represents the volume of H2O2, which was adding to the
permanganate solution after the UV irradiation. The results were evaluated by degradation
percentage (DP) [6].

V0 – V1

DP= ------------* 100
V0
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This test will be repeated for several time intervals and at different weights of TiO2

nanopowder. Finally a comparison between two TiO2 nanopowders of grain sizes (10 and 50
nm) were made. The judgment point for insuring totally photodegradation of permanganate
solution in this work was the optically absorbance measurement using UV-VIS spectrometer
fixed at the peak wavelength absorption which is at 550 nm. The permanganate solution was
bleached as a result of the access addition of H2O2 to the solution. When the absorption peak
intensity of the permanganate solution is vanished, this indicates that, the permanganate was
completely photodegredated. The study was started by immersing 0.01 gm and 0.05 gm  of
both 10 and 50 nm TiO2 nanopowder and dispersed in 10 ml of KMnO4 solution at
concentration of ( 0.5 mol / L ). The mixtures were acidified by 10 ml, dilute solution of
H2SO4 under ultrasonic, then irradiated by fixed power lamp (6 W, UVC source) at different
time intervals.

3. Results and Discussion
The study can be divided into two parts according to TiO2 weight and particle size

3.1. The effect of TiO2 weight

Firstly; the effect of TiO2 weight, by measuring the photodegradation percentage, has
been studied. Figure (1) shows that, as the UV irradiation time increases the degradation
percentage of the permanganate solution increased exponentially and reaching the saturation
after about one hour at a degradation percentage of 50% for( 0.01 gm ,TiO2 nanopowder 50
nm ).

Fig.1. degradation % vs. irradiation time for 0.01 gm and 0.05gm of 50 nm TiO2.

This may be attributed to the insufficient amount of TiO2. Now 0.05 gm of TiO2

nanopowder of grain size 50 nm has photodegradation activity to bleach only half amount of
10 ml of the mentioned permanganate solution. While the photodegradation percentage
increase clearly reaching 100 % after the same time of UV irradiation, when the TiO2

nanopowder quantity doubled five times. Now, when the particle size of the TiO2

nanoparticle was reduced from 50 to 10 nm as shown in figure 2.
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Fig.2. degradation % vs. irradiation time for 0.01 and 0.05 gm of 10 nm TiO2.

The photodegradation percentage reaches 100% after 20 min. for (0.05 gm), and reaches
100% after less than 60 min. for ( 0.01 gm ).

3.2. Effect of particle size

The effect of nanopowder particle size on the photodegradation percentage has been
studied. Starting from small amount of TiO2 nanopowder weight (0.01 gm) we measured the
PD %. From figure 3 one can see that the sample of 50 nm has a weak photodegradation
activity in comparison with that of 10 nm for the same weight of nanopowder.

Fig.3.DP vs. irradiation time for 0.01 gm of 10 and 50 nm TiO2.

When the amount of the TiO2 nanopowder increased from 0.01 to 0.05 gm, the PD %
increased rapidly for the samples of size of 10 nm, where it reached 100% after 20 min in
comparison of one hour for the 50 nm sample.

Fig.4. degradation %  vs. irradiation time for 0.05gm of 10 and 50 nm TiO2.
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The results were summarized in the table 1:

Table 1.The effect of grain size and
TiO2 amount on the time of

degradation percentage
Grain
size(nm)

Weight
(gm)

Time
(min)

Dp%

10 0.01 60 100%
10 0.05 20 100%
50 0.01 60 50%
50 0.05 60 100%

4. Conclusion:

This work concluded that the degradation percentage was doubled when 10nm grain size
for the same amount weight of nanopowder TiO2 was used in compare with 50nm grain size.
Therefore; photocatalytic activity is increased with reducing the grain size of TiO2

nanopowder.  This method has several advantages compared to other methods which based
on decolorization of dyes. The evaluation of photocatalytic activity goes faster by using this
method.
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Solar cell Monitoring and Actuating via Embedded Web Server

Abstract
The energy of the  sun  is free to use because it is a natural permanent source, which

makes the solar cell system cheaper and completely non-polluting so it can be used in a wide
variety of locations in the world Wherever there is sun. Monitoring systems for solar cell
becomes very important when there are a large number of solar cells panels over high
distances. Monitoring allows early detection if the output falls below the required level or
one of the solar cell panel goes down. The aim of this paper  is to design remotely monitor
and actuator system for a solar panel via the Internet by using the Embedded Web Server to
ensure reliable performance for  solar cells. Finally it will use the data logger system that
continuously store the data gathered from the solar system to check the previous reading.

المراقبة والتحكم للخلایا الشمسیة عبر خادمِ الویب المضمن

خلاصةال
وغیر ارخص یجعل نظام الخلیة الشمسیةوھذا، مصدر طبیعي دائملأنھاوذلك للاستغلالمجّانیةُ الشمسیةطاقةَ الإنّ 

الشمسیةللخلایا المراقبةأنظمة. ھناك شمستكونمختلف مواقعِ العالمِ حیثماستعَملَ في تلذا یمُْكِنُ أنَْ للبیئةملوث
المراقبة للكشفِ المبكّرِ أنظمة. تَسْمحُ بعیدهمساحاتعدد كبیر مِنْ الألواح الشمسیةِ على وجودفي حالمھمةُ جداً أصبحت
ھو تصمیم البحثا. إنّ ھدفَ ھذإلى أقل من المستوى المطلوبِ الشمسیةالخلایا منظومةفي إخفاقحدوث أي ةفي حال

نِ باستعمالوالذي یتم الإنترنتِ باستخدامبعد شمسیة عنالللخلایاوتحكمةنظام مراقب لضمان الأداءِ خادمِ الویب المُضَمَّ
من بشكل مستمرةخوذأالمیخَْزنُ البیاناتَ لِ البیاناتَ الذيیسجّ تنظامَ سوف یتم استعمال. أخیراً الموثوقِ للخلایا الشمسیةِ 

لتدَقیق القراءة السابقةِ.وذلكالشمسیةالخلایا 

1. Introduction
The basic idea of a solar cell is to convert light energy into electrical energy. The energy

of light is transmitted by photons, small packets of light. Electrical energy is stored in
electromagnetic fields, which in turn can make a current of electrons flow. Thus a solar cell
converts light, to electric current. The electrical characteristics (current, voltage, or
resistance) vary when light is falling upon it which, when exposed to light, can generate and
an electric current without being attached to any external voltage source. Solar power is an
efficient alternative to fossil fuels and some alternative energy sources, as it gives off no
carbon dioxide waste and uses the natural energy from our sun to generate electricity. Solar
panels are available for a wide range of applications, including powering individual gadgets,
electronic devices and vehicle batteries. To interact with solar system. During the operation،
it is needed to monitor and control of individual solar panels to allow the remote control
center to track the panels on their individual performance. The monitored panels can be
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Logger, HTML
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quickly switched off in the case of failure, overload, fire, environment hazards (tornados), or
other troubles. The most important parameters in solar system that  needed to monitor are
voltage, current and temperature. Therefore  the Solar system owners or service providers can
automatically track the work of the panels and determine if service or maintenance is
required. To make the design more powerful the solar parameters are stored by using data
logger to recapture them when there are needed [1,2].

2. Embedded Web Server
It is a Web server software that resides permanently within a hardware device. It is widely

used because it allows access to the software via a Web. The general purpose web servers
compose of an operating system, the web pages or the application and a huge amount of
memory and sometimes a special hardware [3].
The central function unit to get access on an embedded system via Web browser is the Web
server. Such Web servers bring the desired HTML pages (HTML=Hyper Text Markup
Language) and pictures over the worldwide Internet or a local network to the Web browser.
This happen HTTP-based (Hyper Text Transfer Protocol). Web server (HTTP server) and
browser (HTTP client) build TCP/IP applications. The embedded web-server, with a built-in
TCP-IP connectivity protocol is used to allow receiving and sending digital commands for
actuating and monitoring purpose without the need to have a dedicated server PC or even
special software [4].

In order to make a web based monitoring system, The following technology is used ;
HTML, Java and web server to observe and control the system with one computer has been
used and already present a LAN which is connected to internet. The architecture of the
overall  system is  divided into two sides the solar side shown in Figure (1). It is composed of
three parts; embedded web server, sensors and solar cell panel. The client side contains its
own user interface , in the form of web pages to interact with the remote system by using the
standard web browsers as shown in Figure (2).

Figure (1) : Solar cell  Side

Embedded
Web Server

InternetSolar cell
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Figure (2): Solar cell Monitoring & Actuating (client) Side

3. Solar Cell Monitoring

To interact with a solar system during its operation we need to monitor and control the
individual solar panels that allows for the remote control center to track the panels on their
individual performance and allows the panels to be quickly switched off in the case of failure,
overload, fire, environment hazards (tornados), or other troubles. When the solar panel get
covered with dust the performance will  degrade. So it is needed to monitor the most
important parameters in solar system (voltage, current and temperature) to inform the control
center which panel need to be cleaned and to ensure high power supply performance. when
there is a large number of solar panels over long distances, it will be feasible to monitor the
parameters of the solar cells via the internet and this can be done by using the Embedded web
servers. Monitoring means reading the solar cell parameters from the outside world to the
computer to do some calculations or to investigate from actual value of them. The challenges
in particular are how to develop an effective monitoring technologies to compensate for the
decentralized nature of remote power generation. Currently, solar monitoring technologies
are expensive, limited in their application, and for the most part proprietary[5]. To achieve
the system monitoring it is needed  a hard ware to interface the solar with computer for this
purpose the Microcontroller is used as shown in the following section.

3.1. ATmega 328 Microcontroller
The Atmel is a high performance 8-bit AVR RISC-based microcontroller. It combines

32KB ISP flash memory with read-while-write capabilities, 1KB EEPROM, 2KB SRAM, 23
general purpose I/O lines, 32 general purpose working registers, three flexible timer/counters
with compare modes, internal and external interrupts, serial programmable USART, a byte-
oriented 2-wire serial interface, SPI serial port, 6-channel 10-bit A/D converter (8-channels in
TQFP and QFN/MLF packages), programmable watchdog timer with internal oscillator, and
five software selectable power saving modes. The device operates between 1.8-5.5 volts. By
executing powerful instructions in a single clock cycle, the device achieves throughputs
approaching 1 MIPS per MHz, balancing power consumption and processing speed.

3.2. Current Monitoring
To get the solar current the main component used is the ACS712 sensor from Allegro

Micro Systems to measure the current as shown in Figure (3). It provides inexpensive
solutions for AC or DC current sensing in industrial systems. The device is not intended for
wide applications but is usually used in motor control , switched-mode power supplies, over
current fault protection, load detection and management.

Internet
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Figure(3): ACS712 Current sensor

In This work it is used one of the three models of ACS712. Other models can be chosen
depending on the maximum measured current (5-20-30A) [6,7]. From its pin configuration,
the voltage across VIOUT and ground PIN is proportional to current flowing between IP+
and IP-, which makes ACS712 very easy to use. It needs two capacitors for filtering the
power supply and output while requiring a power supply of 5V. For 5A model, the value that
links the proportionality of output voltage and input current measurements is sensitivity
which has a typical value of 185mV/A.

3.3.Voltage Monitoring
Monitoring battery voltage can do easily by the Atmega328 with a simple voltage divider
circuit in Figure (4), where it can be control loads, generators, or notifications based on
battery voltage [8].

Figure(4): Voltage Divider Circuit

Where the voltage divider comes in,  it scales the 0 – 12 v battery voltage to a lower range of
0– 5 volts.  The mathematical calculation of the battery voltage and resistor values is shown
in Figure (4).  It can also be useful to express this equation in terms of R1 or R2 when
selecting resistors.= × (1)
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3.4. Temperature Monitoring
LM35 is a temperature sensor from National Semiconductor that have a high accuracy.

The output of analog voltage and has a measurement range of -55 º C to +150 º C with an
accuracy of ± 0.5 º C. Output voltage is 10mV / º C [9]. Output ports can be directly
connected to Atmega328 microcontroller, because Atmega328 has 6 ADC ports (analog
input). Analog inputs on the microcontroller has a 10-bit resolution, which can provide output
2 ^ 10 = 1024 discrete values. When used 5V supply, the resulting resolution is
5000mV/1024 = 4.8mV. Because the LM35 has a resolution output of 10mV / º C, then the
resolution of the thermometer are made with microcontroller is 10mV/4.8mV ~ 0.5 º C.

4. Solar Cell Actuating
It is used two light sensors to track a solar cell panel as shown in Figure (5). The light

sensors are fixed at 90 degree to each other. The sensors are shielded, so they will see the
brightest light levels when pointing directly at the light source. When light source moves the
light moved from the sensor causing changing its resistance. The tracking of the sunlight for
a solar panel, approve the maximum sunlight intensity that applied on the solar cell, so that
both sensors need to see the same intensity of light. For solar cell sunlight tracking it must
read both of the input sensor values and compare between them, 0 difference means they are
at the same light level, a -ve error value means the light is brighter to the right, and a +ve
error value means the light is brighter to the left. The servo motor is disciplined with a
position value.

5. Data Logger System
The data logger that used in this work is a database that records solar cell parameters such

as voltage, current and temperature that are equipped with the embedded web server and the
microcontroller board for data storage. The data recorded by the loggers utilize web page to
view the collected data. The data collected by the logger can be plotted with recording date or
time as shown in Figure (10).

Figure(5): Complete Circuit Diagram (Microcontroller board)
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Figure(6): Schematic Diagram of the Overall Design

6. Circuit Test and Simulation Results

The circuit is designed and simulated by using Virtual Bread Board (VBB) Simulation

program. Virtual Breadboard or 'VBB' is a development and an emulation environment for

embedded applications that use microcontrollers featuring Makeable Breadboard layouts that

bring designs to life faster and more cost effectively. Figure (7) shows the program main

screen. After wiring the overall circuit in Figure(6) using VBB program and loading the

microcontroller with the software discussed in section 7. The circuit is simulated by the same

program and during simulation the monitoring  web page shown in Figure (10) shows the

online results that used for monitor solar cell parameters such as voltage , current and

temperature. After run the simulation for 24 hours it can display the recorded results by

using data logger web page as shown in Figure(11) and plot the results as shown in

Figure(12).
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Figure (7): Virtual Bread Board (VBB) Simulation program.

7. Software development:

The main processing unit used in this work it is the Atmega 328 microcontroller which

mentioned in the section 3.1.1. This microcontroller can program by using C++ language.

The software used for program this type of microcontroller is developed by Atmel

corporation is AVR Studio which can convert C++ code into hex code used for programming

microcontroller. The Embedded web server software is developed by using both of PHP and

HTML web programming  languages. Which provide the user interfaces for monitoring the

data variables reads from the microcontroller such as (Voltage ,Current..etc) .The software

flow diagram is shown in Figure(8).
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Figure (8):Software Flow Diagram.

Figure(9): Complete circuit diagram (Embedded web server board)
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Figure(10): Embedded Web Server Home page

Figure(11): Embedded web server Data logger page

Figure(12): Embedded Web Server Data logger plotting page.
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Conclusions
1.The using of Embedded web server is very powerful since it is depended on Internet
protocols (TCP /IP ).
2. The Embedded web server is very effective and favorable approach since it can check the
solar system in any location in the world.
3. Reading the solar parameters (current and voltage) serves as a great indicator if something
goes wrong with the system, where avoiding system failure will lead to energy saving .
4. System actuator involve sun tracking to invest the maximum sun light leading to maximum
energy.
5. One of the primary benefits of using data logger is the ability to automatically collect data
on a 24-hour basis. Upon activation, data loggers are typically deployed and left unattended
to measure and record information for the duration of the monitoring period.
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ABSTRACT

Surface texturing plays a critical role in silicon solar cell performance, affecting both
reflectance and light trapping. Laser based tooling offers the possibility of cost reduction and
efficiency enhancement.
In this paper, theoretical study of laser texturing to enhance the efficiency of solar cell has
been performed. The laser system used in this work is Nd-YAG laser with wavelengths of
1.064µm, 532 µm, and 335 µm. The pulse duration of laser was 50µs   and energy is 0.1J.
The average efficiency of the laser texturing solar cell has been calculated to be 16.1524%,
16.2180% and 16.3953%, respectively. These values are compared with the untextured
surface, which is having efficiency of 10.6%.
The comparison between the three results was made to find the optimum efficiency
enhancement. It has been found that the higher increasing of efficiency is achieved with
higher wavelength.

Keywords: Solar cell, Laser surface texturing, Energy enhancement.

لتحسین كفاءة الخلیة الشمسیة باستخدام لیزر ندیموم یاكدراسة تحلیلیة 

الخلاصة

و انحصار یلَْعبُ دوراً حساساً في أداءِ خلیةِ السیلیكونِ الشمسیةِ، یؤُثرُّ على كل من معامل الانعكاسالتنسیج السطحي 

.التكلفةالضوء. الاعتماد على اداة اللیزر یعَْرضُ إمكانیةَ تحسینِ الكفاءةَ وتخفیضَ 
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تمت تحَسین كفاءةِ الخلیةِ الشمسیةِ. إنّ نظامَ اللیزرَ الذي إستعملَ في ھذا العملِ ھو  في ھذه الدراسةِ النظریةِ لتنسیج اللیزر

.0.1Jوطاقة 50µs. مدّة نبضَ اللیزرِ كَانتْ 335µm، و1.064µm532 µmلیزرُ الندیمیوم یاك بأطوالِ الموجة مِنْ 

%، على 16.3953% و16.2180%، 16.1524وسطة للیزر لتنسیج ِ الخلیةِ الشمسیة حُسِبتْ لكِي تكَُونَ الكفاءة المت

%.10.6التوالي. ھذه القیِمَِ مُقاَرَنة بسطحِ الغیر منسج، التي سَیكونُ عِنْدَھا كفاءةُ 

جت ھذه الدراسة ان  الزیاَدَْة الأعلى للكفاءةِ تمت المقارنة بین النتَائجِِ الثلاث  لإیجاد تحسینِ الكفاءةِ القصويِ. وقد استت

مُنجَزةُ بطولِ الموجة الأعلى.

INTRODUCTION

It has been a long time, since the finding of photovoltaic effect by Bequerel in 1839.

Recently, rapid industrial growth, urbanization, and increasing demands for consumer

electronics, all of those lead to a very fast depletion of existing energy resource. Furthermore,

in the past years, the awareness of the negative impacts of fossil fuel consumption on the

environment has been increase. This leads to a very active alternative energy research. One of

the solutions of above problem is the silicon solar cell. The solar cells or “photovoltaic

device” can convert optical power from Sun to electricity. It is the best candidate for the next

generation energy sources. They are low cost and easy to be fabricated. However, one of the

major drawbacks is its fairly low absorption coefficient. Many approaches have been

proposed to enhance the light trapping efficiency, such as adding back reflector , designing

periodic arrays of metal nanoparticles, modulating surface textures for enhancing light

trapping, two-dimensional photonic crystal, using light scattering textured back electrodes,

using diffraction grating , and photonic crystal back reflector, etc. [1].

For thin-film solar cells, light absorption is usually proportional to the film thickness.

However, if freely propagating sunlight can be transformed into a guided mode. The optical

path length significantly increases and results in enhanced light absorption within the cell.

Surface texturing is a common technological process in solar cell manufacturing aiming at a

reduction of the light reflection losses. The standard alkaline texturing of multicrystalline

silicon for solar cells is not effective because of random orientation of the grains. In this

paper a method of laser texturisation has been proposed numerically to overcome these

difficulties [2].
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LASER SURFACE TEXTURING

The idea of texturing the top of Si wafer surface is to aid the coupling of light into a p-n

structure and to increase the optical path length in the absorber. There are many type of

texturing technique as chemical texture, plasma texture, lithograph texture, and laser

texturing [3].

Lasers find widespread application in materials processing. They are successfully applied in

industrial processes including welding, cutting, drilling, ablation deposition and surface

treatment. Lasers are used to generate coherent and monochrome light that is characterized by

small divergence of the beam, small diameter of the spot and very high power density of

radiation. Lasers applied in surface engineering generate infrared light whose power density

is in the range 103-108 W/cm2. Laser radiant flux incident on the non-transparent surface of

material is partially reflected and absorbed. The amount of incident laser radiant flux that is

reflected and/or absorbed depends on the wavelength of laser beam, physical properties of

material and its surface. The quantity of heat absorbed by the material at the point of laser

beam interaction depends on its absorption coefficient, wavelength and power density of laser

beam and time of exposure. The higher is the temperature of heated material the higher is

absorption of incident radiation. The highest temperature of upper layer is obtained at point

that corresponds to place related to the highest power density. Distribution of temperature on

the top surface corresponds to the distribution of power density in the cross-section of laser

beam. The heat accumulated in the top layer penetrates inwards material as a consequence of

heat transfer. As a result, upon laser processing so-called heat affected zone with structural

defects may be created [4].

LASER-GROOVED BURIED CONTACTS

Any discussion on laser-based efficiency enhancement processes within c-Si cell production

should always start with laser-grooved contacts (LGBC).

LGBC as an overall process captures so many of the drivers behind currently proposed

efficiency enhancement scheme: locally doped selective-emitter formation, high conductivity

electroless plated contacts, reduced finger line-width shading, and increased metallization
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aspect ratios. Figure (1) illustrates a schematic of the LGBC process with an SEM image of a

laser groove at the front surface, prior to metallization [1].

Scribe quality is achieved by optimizing several laser output parameters: short pulse width

enable clean material ablation, high average powers, high – finesse output beams to allow

focusing with micron scale resolution, short wavelength laser output at either 532nm (green)

or 355nm (UV) where absorption properties in c-Si are orders of magnetic more favorable in

comparison to lower cost 1064nm IR lasers.  Also increased lifetime ratio (decreased laser

damage) are obtained when scribing lines using short-wavelength 355nm (UV) or 532nm

(green) lasers as shown in Figure (2) [5].

THEORTICAL ANALYSIS

This work analyses possible implementation of laser treatment in texturing of silicon solar

cells. Texturisation enhances the absorption of light through the following phenomena of

incoming light rays that are reflected from one tilted (by texturing) surface may strike another

surface resulting in an improved probability of absorption, and therefore reduced reflection.

This paper presents the results of increasing the efficiency of a solar cell by using laser

texturing technique. Three different wavelengths are used and a comparison is made between

the results associated with these wavelengths.

Various approximation to the intensity distribution within the focus of a laser beam are

possible, while consider the total laser power (P) is incident over a circular area πA2 and the

intensity within this area is constant at the value. In practice, the distribution of intensity

within the focus is a complex function of position and time but laser-induced thermal effects

do not seen to be overly sensitive to this distribution provided that the temperature (i.e.,

thermal effect) is sampled away from the immediate in which the interaction occurs. For this

reason, it is often convenient to assume as above that all “fine structure” in the intensity

distribution is eliminated and that the thermal effect is the same as that which would be

produced by absorption of the equivalent total power over a circular area (P/πA2) whose

radius may be chosen empirically.
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Consider the case of heating a large block of material with laser radiation focused onto the

surface as shown in Figure (3) [6].

If the solid is taken to be homogeneous and isotropic, the conduction of heat is [6]:∇ − = − ( , , , )
(1)

Where a is the thermal diffusivity.

The time-independent temperature distribution in the solid is obtained by solving equation (1)

for the applied power (P) for (t > 0 ) over the circle x2+y2=A2 , z=0, of the semi-infinite

region:

- ∞ ≤ x ≤ + ∞ , - ∞ ≤ y ≤ + ∞ , 0 ≤ z ≤ + ∞

The solution at the point whose cylindrical coordinates (r,z) is then :

( , , ) = ∫ ( . ). ( ,. ). ( ). ( . ) − ( ) −
. . ( . ) + . ( . ) . (2)

Where ϵ is the fraction of the energy absorbed from the beam, and J0 are Bessel Functions of

the first kind.

The texturing process was made by laser beam. The laser beam caused a spot after each run

depending on the above equation. The area of the honeycomb (arrays of spots) texturing was

calculated by the following procedure [7]. The spot is taken as a sector of parabolic shape.

y2=p x (3)

Where:
Y is the depth
X is the radius
The surface area of this section can be calculated as:= 2 ∫ 1 + (4)

The area of the top planner is
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A=r2π                                      (5)

The increase in the efficiency of the textured solar cell can be calculated from the reduction

in the reflectance effects on the JL .With textured surface, there is a reduction in the total

reflectance and the cell should show a power conversion larger than the planer cell.

Then the change in short circuit current density will follow the relation.∆ = ( ) ( ) = − 1 (6)

Where:
Ro: total reflection of surface.
RT: total reflection of the textured surface.
The increases in the surface area of the device will also increase the dark current density by

the following factor:∆ = = − 1 (7)

Where:
A is the original planar area.
Sr is the total surface area of the textured device.
This leads generally in a reduction of the open-circuit voltage.∆ ≈ ∆∆ − = = ∆∆ (8)

The net gain in power conversion efficiency is [8]∆ = = + (9)

RESULTS AND DISCUSSION

The integration of the equation (2) has been evaluated numerically to determine the

temperature at any point in the solid at any time.

The integration of the mathematical function included in equation (2) has been solved

numerically using the Trapezoidal rule as per the following function [9]:
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∫ ( ) = ( + 2 + 2 + 2 +⋯+ (10)

Where n the number of sub-intervals.

Computer program has been written in MATLAB environment to find the form of hole in

solar cell of specifications shown in Table (1) to enhance it using Nd-YAG laser with three

wavelengths and single energy.

The shape of the hole which had been constructed by using laser pulse was presented in

Figure (4).  This figure shows the relationship between radius and depth using Nd-YAG laser

with wavelength=1064nm, energy=0.1J and tp=50µs. It is clear from the figure that the radius

of resulted hole = 2.8mm and depth =47μm.

On the second hand, the second harmonic generation of Nd -YAG laser with

wavelength=532nm is used to generate hole with r=2.6mm and z=38µm as shown in Figure

(5). Also, the third harmonic generation of Nd-YAG laser with 355nm is used to generate

hole with r=2.3mm and z=26µm as shown in Figure (6).

The equations (3-9) are applied for the calculations of the increase in the efficiency for

textured solar cell.

The increase in efficiency using 1063nm is about 52.3810%. The untextured quarter of the

solar cell give the efficiency of 10.6%. The textured cell should have an efficiency

(10.6+10.6*
∆

) that is equal (16.1524%).whereas the increase of efficiency using 532nm and

355nm are given in Table (2).

CONCLUSIONS

1. The success of laser-based processes within the generation high efficiency silicon cell

depends strongly on the correct choice of laser type.

2. The texturing process is one of useful processes to enhance the solar cell efficiency

using solid state (Nd-YAG) pulse laser.

3. The best diameter caused by laser beam is 2.3mm with the depth of 26µm.

4. The best increasing of efficiency is 54.6727% using third harmonic generation of Nd-

YAG laser.
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Table (1):The characteristics of textured solar cell
Type p-type

Dopant Boron

Resistivity 40Ω/seq

Diameter 10cm

Thickness 500μm

Reflectivity 0.35,0.65,0.8

Melting temp. 1412 c
Boiling temp. 3350 c

Thermal conductivity 0.14 W/mm.K

Thermal diffusivities 80 mm^2/sec

Table (2):The characteristics of textured solar cell
Wavelength λ(nm) radius r(mm) Depth Zm(µm) Δ efficiency % Efficiency %

1063 2.8 47 52.3810 16.1524

532 2.6 38 52.9997 16.2180

355 2.3 26 54.6727 16.3953

Figure (1): Laser grooved buried contacts [1].

Figure (2): Life time ratio [5]
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Figure (3): Coordinate system [6].

Figure (4): the form of hole in solar cell using 1064nm.
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Figure (5): the form of hole in solar cell using 532nm.

Figure (6): the form of hole in solar cell using 355nm.
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Study the parameters effect on the design of solar energy system
for impressed current cathodic protection for oil pipelines

Dheya N. Abdulamer*, Dr. Qusay A. Jawad*, Ahmed A. Hassosh**
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Abstract:

Cathodic protection represent the main solution for protection of oil pipelines against

corrosion. There are two types of cathodic protection, the first one known as sacrificial

cathodic protection, while the other called impressed cathodic protection. In this research,

study the parameters effect (soil resistivity, anode geometrical and groundebed states) were

done to design solar energy system as main source for impressed current required for

protection. Design of impressed current cathodic protection using solar energy based on

various factors. Low soil resistivity (25 Ω.cm) required low potential (3.024, 3.218 and 4.079

V) for two anodes with ( 48, 24.9 and 6.02 cm) length of anode and (0.027, 0.0234 and

0.0158 shape factor ) respectively. In this context, nine PV panels (13 W) is fair enough in

the low soil resistivity (25 Ω.cm) with K=0.0158. Solar energy have been used in this

research because of it represent clean energy and it is good solution for protect oil pipelines at

the land very far from power station.

Keywords : Solar Energy, Impressed Current Cathodic Protection (ICCP)

دراسة العوامل المؤثرة على تصمیم نظام الطاقة الشمسیة للحمایة الكاثودیة بالتیار 
المضغوط لخطوط انابیب النفط

**، احمد عزیز حاشوش*، د. قصي عبد الجبار جواد*ضیاء نجم عبد الامیر

مركز تكنولوجیا الطاقة والطاقات المتجددة، الجامعة التكنولوجیة*
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، 48وال (ــــــ) لقطبین باط4.079و 3.218، 3.024فولتیة منخفضة من المصدر بحدود (اوم.سم) تتطلب 25المنخفضة (

0.0158و 0.0234، 0.027(وعامل الشكل )سم6.02و 24.9

تكون ملائمة لھذه التربة.)واط13(ذات قدرة قدرھا 

النظیفة بالاضافة الى ذلك یمكن استخدامھا في المناطق النائیة والبعیدة عن محطة تولید الطاقة الكھربائیة.

List of symbols:

I is total protective current

A is total structure surface area in square feet

Ii is required current density

CE is coating efficiency.

N is number of anodes required

A1 is anode surface area in square feet per anode

I1 is recommended maximum current density output in milliamperes.

Lf is life in years

W is weight of one anode in pounds.

Ra is the anodes' resistance

S is the center-to-center spacing between anode backfill columns in feet.

L is the wire length in feet.

Rs  is the structure-to-electrolyte resistance

Rc is the coating resistance in ohms per square feet

Ac is the coated pipe area in square feet.

RT is total circuit resistance.

ρ is soil resistivity in ohm-centimeters

ds Diameter of steel pipe

Ls length of steel pipe

d anode diameter

Rw wire resistance
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Lw wire length

WP Energy per day of solar panel

WL : Energy of required load (watts).

Bc Battery capacity

NPV Number of PV panels

Nb Number of batteries required

HSCBCI  High Silicon Chromium Bearing Cast Iron

1. Introduction:

Cathodic protection is an electrochemical technique in which a cathodic (protective)

potential is applied to an engineering structure in order to prevent corrosion from taking

place, and this implies that Ohm’s law, E=IR, can be used to control the potential, as well as

the current [1]. There are two principal methods of applying cathodic protection. The

impressed current technique and the use of sacrificial anodes. Impressed current cathodic

protection (ICCP) systems are used throughout the world to provide cathodic protection for

pipelines, ship hulls, offshore production platforms, water and wastewater treatment

equipment, tank farms, and underground storage tank systems [2]. Figure (1) illustrates the

use of an external power supply to provide the cathodic polarization of the structure. The

circuit comprises the power source, an auxiliary or impressed current electrode, the corrosive

solution, and the structure to be protected. The power source drives a positive current from

the impressed current electrode through the corrosive solution and onto the structure. The

structure is thereby cathodically polarized (its potential is lowered), and the positive current

returns through the circuit to the power supply. Thus, to achieve cathodic protection, the

impressed current electrode and the structure must be in both electrolytic and electronic

contact. The power supply is usually a transformer/rectifier that converts AC power to DC.

Typically, the DC output will be in the range 15–100V and 5–100 A, although 200 V/200A

units are not unknown. Thus, fairly substantial driving voltages and currents are available.

Where mains power is not available, diesel or gas engines, solar panels, or thermoelectric

generators have all been used to provide suitable DC [3].
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Figure (1) : Impressed Current Cathodic preotection technique

2. Theoretical background:

Before the system is designed, certain preliminary information must be gathered. The steps

required when designing Impressed current cathodic protection systems are as follows:

1. Current requirement:

A critical part of design calculations for cathodic protection systems on existing structures is

the amount of current required per square foot (called current density Ii) to change the

structure’s potential to - 0.85 volt. A well coated structure will require a very low current

density (about 0.05 milliampere per square foot); an uncoated structure would require high

current density (about 10 milliamperes per square foot). The average current density required

for cathodic protection is 2 milliamperes per square foot of bare area.

Current requirements can be calculated using equation (1), based on coating efficiency and

current density desired. The efficiency of the coating as supplied will have a direct effect on

the total current requirement.

I = (A) (Ii) ( 1.0 - CE) ………(1)
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(2) Selecting anode. As with the galvanic system, the choice of anode is arbitrary at this time

economy will determine which anode is best. The anodes used most often are made of high

silicon chromium-bearing cast-iron (HSCBCI). When impressed current-type cathodic

protection systems are used to mitigate corrosion on an underground steel structure, the

auxiliary anodes often are surrounded by a carbonaceous backfill. The backfill materials

commonly used include coal coke breeze, calcined petroleum coke breeze, and natural

graphite particles. The backfill serves three basic functions:

(a) it decreases the anode-to-earth resistance by increasing the anode's effective size,

(b) it extends the system's operational life by providing additional anode material, and

(c) it provides a uniform environment around the anode, minimizing deleterious localized

attack.

(3) Calculated number of anodes needed to satisfy manufactuere's current density limitations.

To determine the number of anodes needed to meet the current density limitations, use

equation -2

N =  I / ( A1 I1 ) ….. (2)

(4) Calculated number of anodes needed to meet design life requirement. Equation -3 is used

to find the number of anodes:

N = Lf (I) / 1000 ( W ) ….. (3)

(5) Calculated number of anodes needed to meet maximum anode groundbed resistance

requirements. Equation -4 is used to calculate the number of anodes required:

Ra =
S

P

LN

K 


  …..(4)
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Table 1: Anode paralleling factors (P) for various numbers of

anodes (N) installed in parallel [4].

N P N P

2 0.00261 14 0.00168

3 0.00289 16 0.00155

4 0.00283 18 0.00145

5 0.00268 20 0.00135

6 0.00252 22 0.00128

7 0.00237 24 0.00121

8 0.00224 26 0.00114

9 0.00212 28 0.00109

10 0.00201 30 0.00104

12 0.00182

Table 2: Shape functions (K) for impressed current cathodic protection anodes where L
is effective anode length and d is anode/backfill diameter [4].

L/d K

7 0.0158

30 0.0234

60 0.0270

The soil resistivities (25, 50, 600, 1000, 5000 Ω.cm) were represent moderate to severe

conditions of large extent of land in north Iraq – Turkey pipeline extending from Nineva to

Um – Qaser in Basrah as shown in the table 3. This condition without effect of bacteria and

any obstacle [5].
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Table 3: Soil resistivtiy in the large extent of Iraq land [5].

(6) Determined total circuit resistance. Determining the total circuit resistance which will be

used to calculate the rectifier size needed.

(a) Calculate anode groundbed resistance. Use equation -4.

(b) Calculate groundbed header cable resistance. The cable is typically supplied with a

specified resistance in ohms per 100 feet. The wire resistance (RW) then is calculated from

equation -5:

Rw = Ohms (L) / 1000 ft …..(5)

(c) Calculate structure-to-electrolyte resistance using eq – 6 :

Rc = R / Ac …..(6)

(d) Calculate total circuit resistance. To calculate the total resistance, equation -7 is used :

RT =  Ra + Rw + Rc, …..(7)

(7) Calculate required voltage Vreq. Equation -8 is used to determine voltage output (Vrec) of

the rectifier:

Vreq = (I)(RT)(150%) ….. ( 8 )

Concentration
NaCl %

NaCl
content

g/l

Conductivity

μΩ/cm

Resistivity
Ω.cm

0.01 0.1 200 5000

0.05 0.5 1000 1000

0.1 1 1666.66 600

1 10 20000 50

3 30 40000 25
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Besides the more common rectifiers being marketed, a solar cathodic protection power

supply (for D.C. power) may be considered for remote sites with no electrical power. Three

factors that should be considered when specifying a solar cathodic protection power supply

are:

1. The cost of the solar cathodic protection power supply in dollars per watt of continuous

power.

2. The solar cathodic protection power supply's much higher initial cost compared to

selenium rectifiers operated by A.C. power.

3. The additional maintenance required for a solar cathodic protection power supply, mainly

to keep the solar panels free of dirt deposits [4].

3. Design of Impressed current cathodic protection (ICCP) system:

The first step in the design involves calculating the total current required (I) for protecting

steel pipe against corrosion which has been described as indicated in the table (4).  Equation

.(1) has been used for determined (I). Ground bed anode resistance Ra , wire resistance Rw,

pipeline to soil resistance Rc and the total circuit resistance have been estimated using

equations (4, 5, 6 and 7) respectively. The data obtained from these equations depend mainly

on the variations of soil resistivity (ρ), number of anodes, paralleling factor (P), anode shape

factor (K) and anode diamensions . Table (1) referred to variations number of anodes and

paralleling factor (P) have been used, while table (2) include the variations of anode shape

(K) and anode dimensions. Equation. 8 was used to evaluate of rectifier voltage that should

be employed for generate current density required to shift voltage in to cathodic polarization.

Data of soil resistivity derived from table (3), which is represent Soil resistivtiy in the large

extent of Iraq land. Energy per day of solar panel can be calculated using the following

equation 9.

)9(93.6 LP WW 

Equation (10) is used to estimate battery capacity for 24 hours .

)10(7.35 Lc WB 



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013المؤتمر الوطني للطاقات المتجددة  وتطبیقاتھا 
الجامعة التكنولوجیة                                                                                                          -وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

67

Number of PV panels and Batteries required can be estimated by the following equations [6];

)12(
200

)11(
13





c
b

p

PV

B
N

W
N





Arrangement of impressed cathodic protection system using solar panels can be shown in the

Fig.(2).

Figure(2): ICCP using solar panels

The output current from impressed cathodic protection can be designed for 15 year under the

following conditions that mentioned in the table (4), which represent the main consideration

for design impressed cathodic protection for 100 m oil pipeline .
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Table (4): Boundary conditions for design ICCP using solar energy
Structure Description

Steel pipe ds = 30 cm Ls = 10000 cm

CE = 85%

Rc = 2000 Ω.cm

Ii = 6 mA

HSCBCI anode Case 1: d = 12 cm

K= 0.027

D= 0.8

L/D= 60

s = 457.2 cm

L = 48 cm

Case 2: d = 10 cm

K= 0.0234

D= 0.83

L/D= 30

s = 457.2 cm

L = 24.9 cm

Case 3: d = 12 cm

K= 0.0158

D= 0.86

L/D= 30, s = 457.2 cm

L = 6.02 cm

Copper Wire Rw = 0.15 Ω/1000ft Lw= 2500 cm

PV module Model: LJ-C12/308

Size: 520* 520 * 22 mm

Pmax= 13 W

Voc= 13.8 V

Isc=1.17 A

Battery Deep cycle 12V/ 200 Ah
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4. Results and Discussion:

The resistance of anode in the different soil and relationship it with number of HSCBCI

anodes shown in the figures (3, 4 and 5). High values of anode resistance (43.86, 72.21 and

198.37 Ω) respectively were found with high soil resistivity (5000 Ω.cm). Increased the

anode number lead to decrease anode resistance in the various soil resistivties. The behavior

of curve was changed in to straight line .

Votlage required to shift in to cathodic polarization is shown in the figures (6, 7 and 8) which

are representing the relationship between  required voltage and number of HSCBCI anodes in

the different soils. As previously figures, the same  behavior can be found, where the values

of  voltage decreased with increment of anodes number. Minimum values of voltage about

(2.75-3.7 V)  existed in the (50 and 25 Ω.cm) soil resistivity.

Huge numerical data obtained to evaluate the number required of  PV panels and batteries

that provides exactly power to protect 100 m oil pipeline against corrosion in the different

soil which have various electrical resistivity. In this context, figure (9) shows the relationship

between number of PV panels required and number of anodes in different soil resistivity. As

expected, high number of PV panels required (30) panels (13 W) for high soil resistivity

(5000 Ω.cm), and this values decrease with increasing number of anodes. While the number

of PV panels decreased with falling of soil resistivites to (1000, 600, 50 and 25 Ω.cm) as

shown in figures (9, 10 and 11).

Batteries number depend mainly on the calculated required power ( total current per surface

area by the voltage required). Figures (12, 13 and 14) show the relationship between number

of batteries with anodes number.

Because of high soil resistivity (5000 Ω.cm), so high number of PV panels and batteries

required to adjust in to required power for cathodic protection. In contrast, number of

batteries required decrease during filling of soil resitivity.

Anode dimension and anode shape factor have great effect of the values obtained of PV

panels and batteries number. In general, number of PV panels and batteries increased with

increasing the anode shape factor and decreasing the length of anode.
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Figure (3): Ra Vs number of anodes  at 1.57 ft length of anode, K =0.0270, S=15 ft
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Figure (4): Ra Vs number of anodes  at 0.82 ft length of anode, K =0.0234 , S=15
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Figure (5): Ra Vs number of anodes  at 0.2 ft length of anode, K =0.0158 , S=15 ft
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Figure (6): Vreq VS number of anodes at 1.57 ft length of anode, K =0.0270, S=15 ft
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Figure (7): Vreq VS number of anodes at 0.82 ft length of anode, K =0.0234 , S=15 ft
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Figure (8): Vreq VS number of anodes at 0.2 ft length of anode, K =0.0158 , S=15 ft
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Figure (9): Npv Vs number of  anodes at 1.57 ft length of anode, K =0.0270, S=15 ft
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Figure (10): Npv Vs number of  anodes at 0.82 ft length of anode, K =0.0234 , S=15 ft
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Figure (11): Npv Vs number of  anodes at 0.2 ft length of anode, K =0.0158 , S=15 ft
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Figure (12): Nb Vs number of anodes at 1.57 ft length of anode, K =0.0270, S=15 ft
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Figure (13): Npv Vs number of  anodes at 0.82 ft length of anode, K =0.0234 , S=15 ft
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Figure (14): Npv Vs number of  anodes at 0.2 ft length of anode, K =0.0158 , S=15 ft
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Conclusions:

Design of (ICCP) using solar energy based on various factors. High soil resistivity (5000

Ω.cm) required high potential (62.59, 101.28 and 273.49 V) for two anodes with ( 48, 24.9

and 6.02 cm length of anode and (0.027, 0.0234 and 0.0158 shape factor ) respectively.

However, number of PV panels and batteries required depend on the load (required power),

very high number of PV panels and batteries necessary in the high soil resistivity, these

values decreased with increment of anodes number, at the same time, these values increased

with decrease of anode length and shape factor of anode.
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Abstract :

The spectral properties and the nonlinear optical properties of the Rhodamine (6G) films
dyes doped (PMMA) have been studied at   concentration (1x10-5M/L) and deferent thickness
(1,2 ,3, 4.5 ,5.5 mm) also spectral properties are studied by recording their (absorption and
fluorescence) spectra . the nonlinear optical properties were measured by z-scan technique
.The results showed that the fluorescence intensity decreases with the increasing in
thickness . the quantum efficiency of the filme dye R(6G) has been calculated we found that
its increased with increasing of the thickness . with increased the thickness  both the
nonlinear refractive index (n2) and nonlinear absorption conefficient (β) were decreased.

Key words : Z-scan, nonlinear refractive index (n2)  , nonlinear absorption conefficient ,
Rhodamind 6G , Absorpence, Fluorescence.

ج) المطعمة ببولي میثل میثا اكرلیت 6صبغة الرودامین (لخطیة دراسة الخصائص البصریة اللا

بأستخدام تقنیة المسح الضوئي

) رفاه عبد الھادي1) علي ھادي الحمداني (2رجاء نادر ()1(
جامعة بغداد-كلیة العلوم للبنات -) قسم الفیزیاء1(

اللیزر والبصریات قسم ھندسة–التكنولوجیة) الجامعة (2
الخلاصـــــــــة :

) 6Gفي ھذا البحث تم دراسة الخصائص الطیفیة والخصائص البصریة اللاخطیة لأغشیة صبغة الرودامین (
) ملیمتر  . درست 5.51،2،3،4.5,(وبسمك مختلف)5x1-10بتركیز (الأغشیةالمطعمة ببولي میثل میثا اكرلیت وھذه 

جیل اطیاف ( الامتصاص ، الفلورة ) ، اما الخصائص البصریة  اللا خطیة  فتم قیاسھا بواسطة الخصائص الطیفیة بتس
الكفاءة الكمیة لأغشیة صبغة الرودامین تم حساب .النتائج ان شدة الفلورة تقل بزیادة السمك أظھرتتقنیة المسح الضوئي .

معامل الانكسار اللاخطي ، ومعامل الامتصاص إنائج ج) واظھرت النتائج انھا تزداد بزیادة السمك . واوضحت النت6(
یقل بزیادة السمك .اللاخطي 
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Introduction

The intense interest in dye laser research has been motivated by the dye lasers' ability
to provide continuously tunable coherent radiation in the visible and near ultraviolet regions
of spectrum [1,2]. Dyes are excellent systems for academic interest to help understand
various phenomena due to their high fluorescence quantum yield and broad gain bandwidth
[3]. mostly Dye molecules are used to generate tunable laser sources optical shutters, optical
signal-processing devices, two-photon microscopy, upconversion lasers, optical limiting,
optical data storage, and three-dimensional microfabrication[4]. Organic material can show
very high nonlinear coefficients, because of the large variety of these compounds at high
intensities. [5].

Z-scan technique has proved to be one of the most convenient methods for nonlinear
optical measurements because of its many attractive features such as simplicity and high
accuracy; widelyed it used to study the nonlinear refraction and nonlinear absorption of
materials. Z-scan technique based on the principles of spatial beam distortion, it will be
shown that for many practical cases, nonlinear refraction and its sign can be obtained from a
simple linear relationship between the observed transmittance changes and the induced phase
distortion without the need for performing detailed calculations [6]. There are two different
geometries in Z-scan technique: (i) The geometry in which a finite aperture is kept before the
detector which known as a closed-aperture (CA) Z-scan, and (ii) the geometry in which the
aperture is removed to focus all the transmitted light into the detector is referred to an open-
aperture (OA) Z-scan [7].
W. Zhang and M. G. Kuzyk (2007) studed the effect of a thin optical medium on a high
order Gaussian beams with higher anguler mode number by using Z-scan technique for a
dispersered-1 doped poly(methyl methacrylate) (DR1/PMMA) thin sample .The nonlinearity
of DR1/PMMA is due to photo-induced trans-cis-trans isomerisation of DR1 molecules
followed by reorientation in the direction perpendicular to the polarization of the incident
laser beam [8].

A. Nag, and D. Goswami ( 2009) study the Solvent effect on two-photon absorption and
fluorescence of rhodamine dyes [9].

Materials and methods

Rhodamine 6G or named as Rhodamine590 which belongs to the Xanthenes
family,Molecular formula: C28 H31 N2 O3 Cl, Molecular weight: 479.02 gm/mol. Its Appear
Pale red crystalline powder which purchased from Himedia Laboratories Pvt.Ltd . India

The polymer which used in this work is poly (methyl methacrylate) (PMMA). Chemical
formula (C5O2H8)n, Molecular Weight  , (84000gm/mol), refractive index : 1.49.
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Spectroscopic Measurement :
The measurement of the absorption spectra of the samples are taken by using a

spectrophotometer (Metertech, SP8001,UV/VIS spectrophotometer) and the emission spectra
taken by using (Spectrofluorometer –model F96PR) .

Measuring of Quantum efficiency (qfm) :

Quantum efficiency defining as the ratio between the number of quanta
emitted and the number of quanta absorbed [10] :

qfm= number of quanta emitted / number of quanta absorbed…………….(1)

Z - scan System :

The experimental setup of closed and open aperture z- scan is shown in
figure (1). The laser which used in the present work is a home built CW laser
beam  of 532 nm Nd: YAG (SHG)(COHERENT-Copass215M-50 diode-
pumped laser) focused by a lens of (20)cm focal length . the optical detector
type (SOLO2 R2) .

Figure. 1: The setup of z- scan system [4]

Results and Discussion
The absorption and fluorescence spectra of R(6G) in PMMA with different thickness

(1,2,3.4.5,5.5 mm) respectively are shown in Figure (2) . From these figures we can observed
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that( R6G) absorption spectrum did not shifted with increase thickness . the fluorescence
spectrum followed shifted peaks to shorts wavelength ( blue shift ) when increasing the
thickness . Table (1) shows the wavelength of the absorption , fluorescence spectra, and the
quantum efficiency of the dye doped in PMMA. From the results of calculation by using
computer model ( mtlab 6.5) and equation (1) . the quantum efficiency increase with
thickness increase. The nonlinear properties of PMMA doped of R6G were measured by the
z-scan techniques at the difference thickness (1,2,3,4.5,5.5 mm) concentration (1x10-5 M/L).

Figure (3)shows the closed – aperture z- scan curves by using 532(nm) laser  , this
figure represents the normalized transmittance as a function of sample position (z)
Figures (3a,3b, 3c, 3e) shows the experimental result of dye films at difference thickness (1,
2,3,5.5 mm). A valley – peak structure in the profile indicates positive effect of refractive
nonlinearity , i.e self –focusing. Figure (3d) indicates negative refractive index film of
thickness (4.5mm), i.e self- defocusing ,also a peak – valley profile displayed in this figure.
The measurable quantity ∆Tp-v can be defined as the difference between the normalized peak
and valley transmittances , TP-TV . The variation of this  quantity as a function of |ΔФo| is
given by :

ΔT p-v = 0.406|ΔФo| ……………(2)

Where ΔΦο: nonlinear phase shift, The on-axis phase shift is related to the nonlinear
refractive index (n2) by :

ΔΦο= n2 Io Leff k……………………(3)

Where I0 is the intensity of the laser beam at focus z=0 , k is the wave number, ( k = 2π /λ),
λ: is the wavelength of the beam.

Leff: the effective thickness of the sample, can be determined from the following .formula

Leff = (1- exp-αoL) / αo ………………(4)
L : the sample thickness length , αo : the linear absorption coefficient . [11]

Figure (4)shows the open – aperture z- scan curves by using 532(nm) laser  , this figure
represents the normalized transmittance as a function of sample position (z). Figures ( 4b , 4c
,4d ) indicates that the absorption coefficient at films of thickness (2,3,4.5)mm are  saturable
absorption (SA), this process occurred when the nonlinear absorption coefficient β < 0, which
can be appeared when a strong light absorption between two levels causes saturation
(bleaching) of the corresponding electronic transition. The two levels involved surface
plasmon resonance ground and excited state [12] , Figures (4a,4e) ) indicates that the
absorption coefficient  at films thickness (1,5.5)mm  are two -photon  absorption, the two-
photon absorption process occurred when the nonlinear absorption coefficient β > 0 [13], The
measured of the nonlinear absorption coefficient using by eq. :

T(Z) =1-(I0 Leff β[1+z] / 2√2) ……………(5)
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We found that the nonlinear absorption coefficient (β) decreased with an increase in
thickness as in figure (5). Also the nonlinear refractive index (n2) decreased with an increase
in thickness as in figure (6). The experimentally determined values of ∆Tp-v , ΔΦ,n2 and β are
given in Table (2) .
Conclusion :

From the results , the effective of nonlinear properties of the thickness , i.e
(the nonlinear absorption and nonlinear refraction) decreased with an increasing in
the thickness at constant concentration, Also the behavior of nonlinear optical
absorption change from two photon absorption to saturable absorption.
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Figure( 2) : The absorption and Fluorescence spectrum of R6G dye doped PMMA for

different thickness (1,2,3,4.5,5.5  mm) at concentration 1x10-5 M/L
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Figure (3): closed - aperture z- scan of R6G dye doped PMMA for different  thickness

(1,2,3,4.5,5.5 mm ) at concentration 1x10-5 M/L
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Figure (4): Open - aperture z- scan of R6G dye doped PMMA for different
thickness (1,2,3,4.5,5.5 ) mm at concentration 1x10-5 M/L
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Figure (5): The relation between Nonlinear absorption and the Thickness of Rh6G  dye doped
PMMA

Figure (6): The relation between Nonlinear refractive and the Thickness of Rh6G
dye doped PMMA

0 2 4 6
Thikness(mm)

0.00

0.00

0.01

0.01

0.02

N
on

lin
ea

ra
bs

or
pt

io
n

co
ef

fic
ie

nt
(c

m
/m

w
)

0 2 4 6
Thiknenss (mm)

0

2

4

6

No
nl

in
ea

rr
efr

ac
tiv

ei
nd

ex
(cm

2/m
w)

*1
0^

-9



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013المؤتمر الوطني للطاقات المتجددة  وتطبیقاتھا 
عة التكنولوجیة                                                                             الجام-وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

84

Table(1): Absorption and Fluorescence spectra and the Quantum efficiency of R6G

Table (2): Nonlinear parameters of R6G dys doped PMMA

Thickness

(mm)

∆Tp-v ∆Φ
n2

cm2/mw

β

cm/mw

1 0.04 0.09 5.305x10-9 0.0137

2 0.04 0.09 2.66x10-9 0.0066

3 0.05 0.123 2.42x10-9 0.005

4.5 0.05 0.123 1.62x10-9 0.0033

5.5 0.03 0.07 0.756x10-9 0.0029

Thickness(mm)
λ max abs.nm λ max flu.nm Quantum efficiency

1 528 556.9 78%

2 528 558.2 85%

3 528 561 87%

4.5 528 558.8 93%

5.5 528 554.5 96%
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تصمیم وتصنیع مجھز قدرة تیار متناوب متنقل یعمل بالطاقة الشمسیة
Design and Manufacture a Mobile Photovoltaic AC Power

Generator

جمال حمود ، علي غازي ماجد حسن علي ، كریم بھلول ، 
بغداد- / الجادریةمجمع وزارة العلوم والتكنولوجیامركز بحوث الطاقة والبیئة/

Abstract

In this research we design and manufacture mobile solar power supply using solar energy
(1KW) composed of solar panels (150W) connected in parallel to give (24Volts) passing
through control box containing of batteries capacity (150Ah). The system provides
alternating electrical energy for the required loads (220Volts – 5.4 Amp).

الخلاصة
إن طلب الطاقة یزداد حول العالم بالنظر للتوسع في كل مناحي الحیاة وھذا بدوره یؤدي إلى زیادة في تلوث البیئة كون 

انتاجتولید الكھرباء بالطرق التقلیدیة یحتاج إلى حرق الوقود ، لذلك فأن الطاقة الشمسیة ھي أحد الحلول الجیدة في 
في ھذا البحث تم تصمیم وتصنیع مولد كھرباء متنقل النائیة البعیدة عن مصادر الطاقة.الكھرباء النظیف وخاصة للمناطق

-Offنوع بالطاقة الشمسیةیعمل  Grid) واط) 150كیلو واط) مؤلف من تسعة ألواح شمسیة قدرة الواحدة (1بقدرة
ر عبر منظم شحن إلى البطاریات الثمانیة فولت) ویمر تیار الألواح المستم24یة مقدارھا (تربطت على التوازي لتعطي فول

أربعة مجموعات كل مجموعة بطاریتین على التوالي وعلى التوازي فیما بینھا ، كل (المربوطة على التوالي والتوازي
ومن ثم إلى )3(كما موضح في الشكل رقمأمبیر/ ساعة)600لتعطي سعة مقدارھا (ساعة )أمبیر/150بطاریة سعتھا 

كل الأجزاء المذكورة أعلاه مثبتة .أمبیر)4¸5فولت ،220نتاج طاقة كھربائیة متناوبة لتشغیل الحمل المطلوب (لإالعاكس 
من ثم نشرھا وعلى عربة بعجلتین بطریقة فنیة بحیث یمكن رزم الألواح وإنزالھا داخل العربة عند عدم الاستخدام أو النقل 

ل. یمكن سحب ھذا المولد الشمسي المتنقل بواسطة سیارة أو جرار زراعي إلى بالزاویة المطلوبة حسب الموقع أثناء التشغی
أي مكان لغرض الاستخدام ، وبینت الدراسة أن مقدار تیار الألواح الشمسیة یزداد بزیادة الإشعاع الشمسي لغرض 

.لانتاج الطاقة الكھربائیةالإسراع بعملیة شحن البطاریات واستخدام المنظومة 

المقدمة 
إنبعاثات لاتصدر عنھانظومات الألواح الشمسیة الفوتوفولتائیة فوائد عدیدة أھمھا أنھا صامتة وغیر ملوثة للبیئة حیثلم

ھذه المنظومات الشمسیة یقلل استخدامالكھرباء ، كما أن لانتاجاستخدام الوقود التقلیدي كما ھو الحال عندة ئالغازات الدفی
سنة) الذي ھو عمر الألواح 25من (لیدیة ویوفر بعض المبالغ لقائمة الكھرباء لمدة أكثر من الاعتماد على الكھرباء التق

بالطاقة الشمسیة أحدھما یربط الكھرباءإنتاجھناك نوعان من منظومات . ]1[طویل الأمدا"الشمسیة ویعتبر ھذا استثمار
لأخرى مستقلة وبعیدة عن الشبكة الوطنیة ولا یحتوي على بطاریات وا(Grid Type)مع الشبكة الكھربائیة ویسمى 

off)وتسمى  – grid) وتحتوي على بطاریات للخزن وأن المكونات الأساسیة للنوعین والتي تم استخدامھا في البحث
.]2[)2,1موضحة في الأشكال (

البعیدة عن مصادر الطاقة لعمل في المناطق لالعاملة بالطاقة الشمسیة ذات البطاریات مناسبة انتاج الكھرباءإن منظومات 
مكلفة للغایة ، كما أنھ یمكن استخدام ھذه المنظومات لتشغیل الأجھزة لشبكة لالكھربائیةسلاكلاالتقلیدیة لأن عملیة مد أ
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العاملة بالتیار المستمر والمتناوب . إن البطاریات المستخدمة في المنظومات الشمسیة تشبھ إلى حد ما بطاریات السیارات 
ویفضل أن تكون محكمة ولا تحتاج إلى صیانة (Deep Discharge)لسحب تیار عالي الشدةق بسیط أنھا مصممةمع فار

ھناك بعض العوامل المؤثرة على مقدار القدرة الخارجة من المنظومة الشمسیة ]3[أو إضافة المحلول إلیھا أثناء الاستخدام
الفوتوفولتائیة وھي:

Standard Test Conditions)((STC)القیاسیةفحصمواصفات ال-1
حیث أن مواصفات اللوح الشمسي تعتمد على طریقة التصنیع ھل ھو من بلورات السلیكون الأحادیة أم الثنائیة ومواصفات 

مْ).25، في درجة حرارة 2واط / م1000الفحص (
درجة الحرارة حیث تختلف خواص السلیكون : تقل طاقة اللوح الشمسي المتولدة مع زیادة اللوح الشمسيدرجة حرارة-2

% من طاقتھ عند ھذه الدرجة.15ویفقد اللوح الشمسي مْ 75عند درجة حرارة أعلى من 
% في حالة عدم تنظیفھ 25طاقة اللوح بمقدار ضیاعالغبار : إن مقدار الغبار المتراكم على الألواح الشمسیة یؤدي إلى -3

لمدة شھر.
.الأسلاكء المقاومة فيضیاعات التیار جرا-4
.(AC)إلى التیار المتناوب (DC)التحویل من التیار المستمر ضیاعات-5

صدیقة للبیئة وتعمل في الأیام المشمسة والغائمة وأثناء منظوماتالكھرباء الشمسیة المتنقلة عبارة عن منظومات انتاجإن 
مقدار الإشعاع الشمسي في المنطقة المراد نصب ھذه المولدة اللیل وتعتمد ساعات تشغیلھا على قدرة الألواح الشمسیة و

في ھذا البحث تم تصمیم وتصنیع عربة قدرة متنقلة یمكن سحبھا وقطرھا بأي واسطة نقل ومجھزة بكل مستلزمات .]4[فیھا
Mobile)(ألواح، بطاریات، منظومات سیطرة وغیرھا) وتسمى أیضاانتاج الكھرباء من الطاقة الشمسیة Stand

Alone System).

الجانب النظري
لمنظومة تجھیز الكھرباء من الطاقة الشمسیة ھي :إن المكونات الأساسیة 

(PV modules).الألواح الشمسیة-1
).Solar charge controller(منظم الشحن -2
).Inverter(العاكس -3
).(Batteriesالبطاریات-4
.(Load)الحمل المطلوب -5
الشمسیة المطلوبة :حساب قدرة الألواح) أدناه یمكن 1ن خلال استخدام المعادلة رقم (م

Wp = ……………….. (1)[5]

حیث أن :
Wp: الألواح الشمسیة (واط) قدرة
h: عدد ساعات التشغیل
WL: قدرة الحمل المطلوب (واط)
I: بغدادمعدل الإشعاع الشمسي الیومي لمدینة  = 5.5 Kw / m2 / day

ولغرض حساب قدرة العاكس فأنھ لا یمكن أن تكون القدرة الداخلة إلیھ (قدرة الألواح) أقل من قدرة الحمل، أي أن قدرة 
% من قدرة الحمل أما بالنسبة لتشغیل المحركات والضواغط فأن العاكس 30–%25العاكس یجب أن تكون أكبر بمقدار 

(High Starting Current)لاث مرات من قدرة الحمل لأن لھذه الأجھزة تیار بدء عالي یجب أن یكون ذا قدرة أكبر بث
]5[بالإضافة إلى ذلك یجب أن یكون العاكس یعمل بنفس فولتیة النظام

ھي:و) 2المعادلة رقم (بفیكونسعة البطاریات احتسابأما 
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BC = × daut.  ………  (2)[5]

حیث أن :
Bc: Battery capacity
WL: total watt
h: Hours per day
0.85: for battery loss
0.6: depth of discharge
Vn: nominal battery voltage
daut: autonomy (عدد الایام الغائمة)

) ھي الأساس :3منظم الشحن فأن المعادلة رقم (مواصفات ایجادولغرض

SC = Ish × 1.3 …………. (3)[5]

:حیث أن

SC: solar charge controller rating
Ish: total short circuit current of PV array

واط) وقدرة العاكس 1350ومن خلال المعادلات أعلاه تم حساب قدرات أجزاء المنظومة حیث كانت قدرة الألواح (
.أمبیر40ساعة ومنظم شحن ذو تیار أمبیر/ 600و سعة البطاریات واط 1500

لجانب العمليا
رض قطرھا بأي غسحب لخطافأنج و14) م مجھزة بعجلات قیاس 2.5× 1.5× 0.5تم تصنیع عربة معدنیة بالأبعاد (

زوایا مختلفة مع الأفق حسب بمیلت ھیكل للألواح الشمسیة على العربة ییثبتتموسیلة نقل إلى المكان المناسب والمطلوب .
عدم الاستخدام والنقل ، تم عندھ كما ویمكن رزم ھذا الھیكل مع الألواح بطریقة إنزلاقیة الموقع المراد نصب المنظومة فی

وضع مكونات المنظومة (بطاریات، عاكس، منظم شحن) في حوض العربة أسفل الألواح الشمسیة . كان عدد الألواح 
أمبیر/ ساعة. ولغرض 600ریات واط وسعة بطا1350واط لتعطي قدرة إجمالیة 150قدرة اللوح الواحد و9الشمسیة 

واط، 250واط، مبردة ھواء بقدرة 500(ھیتر كھربائي بقدرة تشغیل المنظومة تم استخدام حمل كھربائي مكون من
ساعات) متواصلة دون أي مشكلة حیث أثبتت المنظومة 6واط) واستمر التشغیل لمدة (200ومحرك كھربائي بقدرة 

) فیوضح صورة للمنظومة 4الكھربائي للمنظومة أما الشكل رقم () یبین المخطط3رقم (شكل كفاءتھا خلال العملیة، وأن ال
أثناء النصب والتشغیل.

النتائج والمناقشة 
) تم حساب قدرة الألواح الشمسیة وسعة البطاریات وقدرات العاكس ومنظم الشحن 3,2,1من خلال استخدام المعادلات (
متواصلة حیث أخذت البیانات باستخدام جھاز )ساعات6(لمدة)واط950(ا لحمل مقداره وتم اختبار المنظومة في تشغیلھ

العلاقة ومقارنتھ بقراءة التیار الخارج من الألواح الشمسیة حیث بینت (solar meter)قیاس الإشعاع الشمسي المباشر 
ون یجة زیادة حركة الالكترونات خلال السلیك) زیادة التیار مع زیادة الإشعاع الشمسي وھذا نت5الموضحة في الشكل رقم (

الشمسیة المتنقلة مناسبة في أوقات الكوارث والأحداث انتاج الكھرباءإن عملیة استخدام منظومات .وبالتالي زیادة التیار
المأساویة البعیدة عن مراكز المدن والتي تفتقر للطاقة الكھربائیة وتمتاز بما یلي :

الوثوقیة العالیة.-1
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لا تحتاج إلى مد خطوط نقل الطاقة.-2
سھولة النقل والنصب والتشغیل.-3
كیلو واط) وسعرھا 1حیث لو تمت المقارنة بین المنظومة الشمسیة قید البحث والتي قدرتھا (مجدیة اقتصادیا -4
ات یومیا") لكلیھما ساع10كیلوواط) ولنفس فترة التشغیل (1(أخرى تعمل بالبنزین وقدرتھا ) دولار ومنظومة 18000(

نجد أن:

.دولار100سعر المولدة العاملة بالبنزین = -1
.دولار بنزین سنویا"1080تحتاج الى -2
.دولار زیت محرك سنویا"129,6تحتاج الى -3

سنة الذي ھو عمر 25) دولار وعلى مدار 1309,6عمر ھذه المنظومة سنة واحدة وعلیھ یصبح سعرھا السنوي (
.) دولار18000) دولار في حین ان سعر المنظومة الشمسیة ھو (32740الشمسیة یصبح السعر (المنظومة 

Reference

1- http: // www.altenergymag.com "Mobile Solar Power" 2009 .

2- "A Guide to Photovoltaic (PV) System Design and Installation" California Energy

Commission, Version 1.0 Jun 14, 2001 .

3- "PV Systems with Battery Storage" U. S. Department of Energy, 2006 .

4- http: // www.energy.ca.gov "Factors Affecting PV Output", 2001.

5- http: // www.leonics.com "How to Design Solar PV System" 2010 .
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CdOلأغشیةعلى التوصیلیة المستمرة لمعاملة الحراریةواالسمكتأثیر
المحضرة بطریقة الترذیذ بالبلازما 

عباسيسھام زھراوأمل ساجت صبر مصطفى   إبراھیمد. فلاح 
ر.فیزیاویین ر.فیزیاویینأقدمر.فیزیاویین

الخلاصة:
بمساعدة بطریقة الترذیذ بالبلازما من الزجاج نوع بایركس أرضیاتعلى الكادمیومأوكسیدرقیقةتحضیر أغشیةتم

كدالة لدرجة الحرارة ضمن المدى الحراري المستمرة تم دراسة تغیر التوصیلیة.المجال المغناطیسي

K)(303-493 .0.78النتائج وجود طاقتي تنشیطأظھرت =Ea2(eV) 0.075و =Ea1(eV)سمكلرقیقةلأغشیة

100nm 0.75وجود طاقتي تنشیط  مع =Ea2(eV) 0.07و =Ea1(eV)300رقیقة لسمك لأغشیةnm مدى من عند

محضرة بسمك الاءغشعلى الالمعاملة الحراریةوأجریتعلى التوالي. K(483-373)و K(373-303)درجات الحرارة 

300nmاعة واحدة بدرجة حرارةلمدة سC◦220 0.8إلىوتغیرت طاقتي التنشیط=Ea1(eV)= 0.073 , Ea2(eV) .

إلىالمعاملة الحراریة أدتصان طاقة التنشیط ، بینما زیادة التوصیلیة المستمرة ونقإلىأن زیادة السمك نؤدي حیث

.نقصان التوصیلیة المستمرة وبالتالي زیادة طاقة التنشیط

Effect of thickness and heat treatment on (D.C) conductivity of
CdO thin films prepared by Plasma sputtering method

F.I.Mustafa A.S.Sabr S.Z.Abbas

ABSTRACT :
In this study we prepare CdO films by using plasma sputtering method on substrate from

glass type Pyrex , we used system of dipole  sputtering with magnetic field. we studied the

electrical properties include determining of (D.C.)conductivity in the temperature rang (R.T-

493)K the result showed two mechanisms with two value of activation energy . the influence

of increasing in thickness due increasing in (d.c.)conductivity . It also includes study of effect

of heat treatment at ( 220 ◦C ) on (d.c.) conductivity.

المقدمة:                    
معرفة میكانیكیة وتؤدي الىالأغشیةتمد بصورة رئیسیة على طریقة تحضیر الخواص الكھربائیة للأغشیة الرقیقة تع

إنّ مادة أوكسید الكادمیوم ذات لون بني غامق، یمتلك تركیب .حاملات الشحنة وتركیزھاالتوصیل الكھربائي ونوع 

[1]بلوري مكعب متمركز الاوجھ  (FCC)،الكادمیوم فجوة طاقة ممنوعة ویمتلك أوكسید(2.5eV).یتم تحضیر

شبھ موصل من النوع وھو،في الھواء(Cd)أوكسید الكادمیوم بصورة مباشرة من التسخین الشدید لعنصرالكادمیوم 

یستخدم أوكسید الكادمیوم في المنظومات الشمسیة لزیادة كفاءتھا بسبب . توصیلیة عالیةمتلكتيوھ(n-type)السالب 
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اریة لشبابیك المركبات والطائرات وكمرایا عاكسة حراریاً كمواد شفافة حرھ معامل امتصاص عالي ویستخدمامتلاك

.[ 2]للنوافذ الزجاجیة 

طریقة العمل :

في وسط بطریقة الترذیذ بالبلازمامن الزجاج نوع بایركس أرضیاتعلى اوكسید الكادمیوم اوكسیدأغشیةتم تحضیر 

باستخدام العلاقة التالیة :بالطریقة الوزنیة) وتم قیاس سمك الاغشیة nm),100300وبسمك  0.1mbarفراغي 

حیث:

d:یمثل السمك

w، الفرق في الوزن

، الكثافة

Aھي مساحة القاعدة

النظري:الجزء 
[3] :الآتیةالعلاقة باستخدامالحرارة مع درجة للأغشیةدراسة تغیر المقاومیة من ) dcσ(یتم حساب التوصیلیة المستمرة 

=L/Rebt ………..(1)0ρ1/=dcσ

Re:، مقاومة الغشاءb) عرض القطب:cm، (L الألمنیوم:المسافة بین قطبي)cm(

t) سمك الغشاء:cm(

یتم حساب طاقة التنشیط:وباستخدام العلاقة التالي 

….(2)

یتم حساب ) ومن میل المنحني المیلT/1000) ومقلوب درجة الحرارة (Lnومن خلال رسم العلاقة البیانیة بین (

)eV) بوحدات (KB) من خلال ضرب المیل بثابت بولتزمان (n-typeلشبھ موصل من نوع (بالنسبة) Eaطاقة التنشیط (

-التالیة :وحسب المعادلة 

0.08625*slope      …………(3)  =Ea

])eV/Kوحدات (إلى) ناتج من تحویل ثابت بولتزمان (0.08625الثابت  حیث  4].

)/(exp TKE
o

Ba

A
wd
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:والمناقشةنتائج ال

ضمن المدى الحراري من مع تغیر درجة الحرارةCdOلأغشیة) dcσالتوصیلیة الكھربائیة المستمرة (تم حساب

) لجمیع الاغشیة مع 0ρ) وعند الضغط الجوي من خلال تغیر المقاومیة (493(K) ولغایة R.T(درجة حرارة الغرفة 

نلاحظ ان قیم ,) 2) من المعادلة (Ea(eV،وتم حساب طاقة التنشیط )1المعادلة رقم (تغیر درجة الحرارة باستخدام 

اتعدد الكترونوتنشیطزیادة درجة الحرارة تؤدي الى زیادةإذ إن [ 5]زداد مع زیادة درجة الحرارة التوصیلیة ت

(Ω.cm)(2ان جمیع الاغشیة تمتلك توصیلبة عالیة بحدود حیثوینتج من ذلك زیادة التوصیلیة .  وكذلك . -10*9)1-

وان طاقة التنشیط ) CdO) یتبین وجود طاقتي تنشیط للمركب (1وعند ملاحظة الشكل (، التوصیلیة تزداد بزیادة السمك

K(483-373)ط الثانیة فتقع ضمن المدى الحراريطاقة التنشیأماK(373-303)تقع ضمن المدى الحراريالأولى

) تأثیر المعاملة الحراریة على التوصیلیة 2وضح الشكل (. یتفل بزیادة السمك أنھاحیث )1كما موضح في الجدول (

(300)المحضرة بسمك للأغشیةان التوصیلیة المستمرة ھویتضح من خلالCdOلأغشیةالمستمرة nm تقل بعد المعاملة

الحراریة الى تقلیل العشوائیة وبالتالي تقلیل المعاملةحیث تؤدي [ 5]وھذا ینفق مع المصدرC◦220بدرجة حرارة 

عرض ذیول المستویات الموضعیة وبذلك تزداد قیمة فجوة الطاقة الواقعة بین حزمتي التكافؤ والتوصیل وبذلك تزداد طاقة 

6]التنشیط  .(1)كما موضح في جدول رقم [

) یوضح قیم طاقات التنشیط لجمیع الأغشیة1جدول(

Ea2(eV)Ea1(eV)Thickness
(nm)

0.780.075100

0.750.07300

بعدالمعاملة 80.0730300 .
الحراریة
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nm(300)المحضر بسمك CdOب الحرارة لغشاء ویمثل تغیر التوصیلیة مع مقل)2الشكل (
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The comparison analysis of fixed pitch angle wind turbine with
that of a double output induction generator

Dr. Abbass Z. Salman Roshen T. Ahmed
Assisstance. Prof Assisstance lecturer

Energy and renewable energies technology center
University of technology

Abstract

The characteristic matching of a fixed pitch angle wind turbine with that of a double output
induction generator (DOIG) has been analytically study in this research.
The stator and rotor electrical output of a generator has been fed into an infinite bus-bar via a
static power conditioner in the rotor circuit. A direct current mathematical model is used to
represent the steady state performance of the generator power conditioner network system.
Performance curves, power coefficient versus tip speed ratio, Cp(λ) is represented by a
polynomial function. A nonlinear equation for the wind speed is result from the mechanical
power balance which can be equated from the relation between input and output of the
(DOIG) at any given generator speed.
By using Newton-Raphson method the nonlinear equation obtained can be solved
numerically.

المقارنة التحلیلیة للاداء المستقر لتوربینة ھوائیة مع الاداء المستقر للمولد الحثي ذو 
المخرجین

الخلاصة

الثابتة مع المولد الحثي ذو یقدم البحث طریقة ریاضیة لتحلیل الاداء والموائمة بین التوربین الھوائي ذو الزاویة 
المخرجین.

الطاقة الكھربائیة للجزء الثابت والدوار في المولد تغذي الشبكة العامة عن طریق مكیف قدرة استاتیكي في دائرة العضو 
الدوار.

استخدمت منظومة ریاضیة لتمثیل مواصفات حالة استقرار المولد.
(المولد ومكیف القدرة الاستاتیكي والشبكة) عن طریق دائرة تیار مستمر وقد تم وصف الاداء المستقر للنظام الكھربائي 

ربین عن طریق نموذج ریاضي.ومكافئة ووصف الاداء المستقر للت

ربین بالقدرة المیكانیكیة الداخلة للمولد امكن الحصول على نموذج ریاضي ووبمساواة القدرة المیكانیكیة الخارجة من الت
ربین عندما یتم ربطھما معا وبحل ھذا النموذج امكن ایجاد مدى وتقر للنظام الكھربائي والتموحد یصف الاداء المس

ربین ومتطلباتھا. وتشغیل الت
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Introduction
As a result of the growing demand for use of electricity in all areas of life, the use of

electric power generators by wind also increased as a result of easy access to the wind and is
not affected by the environment of any that clean source of energy also it is inexhaustible.
One of these schemes is the DOIG connected to an infinite bus-bar using a static power
conditioner in the rotor circuit. The DOIG used in this research is a slip-ring rotor induction
machine. The wind energy will drive the machine and connected from stator and rotor
terminals to the network. By this type of connection the stator voltage and frequency will be
fixed with that of the network. The speed dependent rotor voltage and frequency are
interfaced with the network using a static power conditioner which consists of a diode bridge
and an inverter bridge thyristor connected together through a d.c. link of high inductance.
Equivelant induction machine circuit has been used to computing steady state performance
characteristics[1]. This work presents an analytical approach matching the steady state
characteristics of a fixed pitch angle wind turbine with that of a DOIG connected to an
infinite bus-bar via a diode bridge d.c. link reactor-inverter bridge-thyristor scheme in the
rotor circuit. From wind speed and wind turbine generator speed a mathematical modelling is
derived which give us the steady state performance of the wind turbine. Equating the wind
turbine output mechanical power to the electrical system input power at any generator speed
results in a nonlinear equation for the unknown wind speed which can be solved using
Newton-Raphson method [2].

System modeling
The system used was shown in figure (1), optimum power transfer from the generator to the
network can be obtained by adjusting the firing delay angle (α) according to the generator
speed. The steady state behavior of the electrical system modeling is based on the following
assumptions:

 d. c. direct current is assumed to be completely smoothed and ripple free.
 Neglecting all valves forward voltage drop and commutation in the inverter.
 Commutation effect in the diode bridge on the rectified voltage is considered.
 Ignoring all mechanical losses, iron and magnetic saturation.
 Fundamental components are considered.
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It is convenient to represent each phase of the induction generator by its so called transformer
type equivalent, by applying Thevenin theorem to the conventional induction machine
equivalent circuit shown in figure 2(a, b) by ignoring the ratio of the stator winding resistance
Rs to its self reactance (Xσs + Xm) one can get the Thevinin voltage thV and impedance Zth as:

sssth VbVVbV "
1

"
1

"
1 )1(   ……………….(1)

And
"

1
"2 )1()1( sssththth XbJRbJXRZ  

"
1

"
1

"2
1

"2
1 ssssth XJbXJRbRZ    …………………….(2)

1 and b are given by:

sms

m

XX

X




 





1

1
""

"

1 ………………………………………..(3)

And

n

n
b s …………………………………………………….(4)

Where

sV "

Stator referred phase voltage
"
sI Stator referred phase current

rV Rotor phase voltage

rI Rotor phase current
"
sR Stator referred resistance

thV Thevenin voltage

s Stator leakage coefficient
"
sX  Stator referred leakage reactance

"
mX Referred magnetizing reactance

rR Rotor resistance

rX  Rotor leakage reactance

sn Synchronous speed

n Rotor speed

ththandXR Thevenin resistance and reactance
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")1( sRb ")1( sXbJ  rXbJ )1(  rR

A

"
sI rI

")1( sVb ")1( mXbJ  rV

B

Fig 2(a) Induction machine equivalent circuit conventional

thR thJX rXbJ )1(  rR

A

rI

thV rV

B

Fig 2(b) Induction machine equivalent circuit transformer type

Since there is a diode bridge in the generator rotor circuit, the fundamental rotor current lags
behind the rotor voltage by the commutation angle caused by the generator leakage
reactance[3].
The average d.c. voltage Vdr at the diode d.c. terminal is given by:

rxdrsdr VVVV  ..................................................(5)

This equation describes the steady state behavior of the network-generator-diode bridge
system. Figure (3a) represents Equation (5) as follows:
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Vdrs2 Rc1 Rc2 Rc3 Rc4 R1 R2 R3

Id

Vdrs1 Vdr

Vdrs Vr

Fig 3a System d.c. equivalent circuit according to the voltage equation

1) The two opposite d.c. voltage source represent the Vdrs

Vdrs = Vdrs1 – Vdrs2 ………………………………………………..(6)

Vdrs1 and Vdrs2 can be represent by a.c. voltage Vth as:

"
11 6

3
sdrs VV 


 …………………………………………(7)

And 12 drsdrs bVV  ……………………………………….(8)

2) The voltage drop across two resistance Rc1, Rc3 and the two variable resistance
(Proportional) Rc2 and Rc4 is the average d.c, voltage change (Vx)
Vx = ( Rc1 + Rc2 + Rc3 + Rc4 ) Id ………………………………..(9)

Where:
"

11

3
sc XR 


 ……………………………………………….(10)

12 cc bRR  ……………………………………………….(11)

rc XR 
3

3  ………...……………………………………..(12)

24 cc bRR  ……………………………………………….(13)
3) Finally the voltage drop across R1, R3 and variable resistance R2 represent the voltage
change termVr

Vr = ( R1 + R2 + R3) Id …………………………………………..(14)

Where:
"2

11 2 sRR  ………………………………………….(15)

tbRR 2 ……………………………………………(16)

rRR 23  ……………………………………………………(17)
According to the assumption used
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rd II
2

3
 …………………………………………………..(18)

Control strategy and performance equations

The control strategy is to keep the d.c. voltage across the Vdt at zero by kept the inverter
delay angle α at 90o during the speed range of the generator stator current is less than rated
value. By this strategy the generators work most efficiently, Any d.c. voltage Vdi except zero
value will shift the power speed curve to a lower power at same speed.
By applying this control strategy to figure 3a we get:
Vdr = 0 = Vdrs1 – Vdrs2 + ( Rc1 + Rc2 + Rc3 + Rc4 + R1 + R2 + R3 ) Id …(19)
Solving equation 19 we get

3214321

21

RRRRRRR

VV
I

cccc

drsdrs
d 


 ……………………….(20)

Finally the range of the stator current and the direct current reach there rated values Isn and Idn

respectively. By substitution of Id = Idn in equation 19 and using equations 8,11,13 and 16
one get:

dnccdrs

dn
n IRRRV

IR
b

)(
1

1211

3


 ……………………………….(21)

Where bn = Generator rated speed

The other control strategy is to control the inverter d.c. voltage Vdi by adjusting the inverter
firing delay angle σ to keep this current constant all over the speed range above the rated
speed as soon as the direct current attains its rated value Idn at the rated speed bn.
The power relation obtained from figure 3a is:

ddrs IVP  11 ………………………..………………………..(22)

1P = Electrical power
2

11 )( dccs IRRP  ……………..………….…………………….(23)

csP = Stator copper losses

ddrddi IVIVP 2 …………………………………..(24)

2P = Electrical power absorbed by the network
3

33 )( dccr IRRP  …………………………………………….(25)

crP = Rotor copper losses

21 PPPout  …………………………………………………(26)
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outP = Total electrical power

By combining equations 6, 11, 13, 16, 19 and 22 to equation 25 the DOIG internal
mechanical power is:

ddccdrs

ddccdrs

crcsmgrmgsmg

IIRRRV

IIRRRVb

PPPPPPP

])([

])([

)()(

4222

3111

21






…………………….(27)

The above equation show that the input mechanical power Pmg is divided between the stator
Pmgs and rotor Pmgr, so that the d.c. equivalent circuit shown in figure 3a must be rearranged to
the form in figure 3b[4].

Rc1 R1 Rc2 R2 Rc4 Rc3 R3

Vdrs2

Id

Vdrs1 Vdr Vdr

Pms Pmg Pmr

Fig 3b System d.c. equivalent circuit according to the power flow

Wind turbine

The equation below show the power available in wind.







 3

2

1
wpmt AVCP  ………………………………………..(28)

Where:
σ = Air density
A = Air swept by the turbine
Cp = Turbine performance coefficient
Vw = Wind speed
Cp depends on number of blades and blade pitch angle.

WW

s
s

WW

T

V

b

V

n

n
Rn

V

Rn

V

V






2

2
……………………………..(29)

Where λ is the wind speed ratio, from equation 29 one can notice that the tip speed VT is
proportional to the rotor speed n and the radius of the turbine blade R.
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Figure 4 shows the relation between wind turbine performance coefficient and the tip wind
speed ratio for a two blade wind turbine having a fixed pitch angle of 1o.

Cp = - 0.007 λ2 + 0.135 λ – 0.128            …………………………….(30)
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Fig 4 Wind turbine performance

Introducing equation 29 into 30 we get

218.0135.0007.0 


















WW
p V

b

V

b
C ……………………….(31)

Grouping equations 28 to 31 the turbine output mechanical power is:

 322
3

218.0135.0007.0. WWWpmt VbVVbK
b

CKP 








………….(32)

With the constant

 32
2

1
sRnAK  ……………………………………………..(33)

The assumption used for evaluation the constant K is that the turbine is designed to get
optimum values of Cpmax at rated wind speed VWn corresponding to generator rated speed bn.
At this speed the generator input mechanical power is its rated value Pmgn.
From figure 4 we get
Cpmax = 0.43 at λn = 9.35          ……………………………………..(34)
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By substitution Pmt = Pmgn , Cp = Cpmax , b = bn and λ = λn in equation 32 we get
3

max










n

n

p

mgn

bC

P
K


…………………………………………..(35)

And finally the turbine mechanical output power is

 322

3

max

128.0135.0007.0 WWW
n

n

p

mgn
mt VbVVb

bC

P
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……………(36)

Algorithm of matching

The generator is connected to the power system at the cut-in wind speed Vwci where the
power is enough to overcome the mechanical and no load losses. The speed is double the
generator synchronous speed b=2, the generator input mechanical power Pmg is computed at
any value of generator speed by solving the electrical system mathematical model during the
speed range within which the given speed lies. The determined generator input mechanical
power Pmg as determined in equation 27 is balanced by the turbine output mechanical power
Pmt equation 36, and its result in a nonlinear relation as shown in equation below.

 322
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128.0135.0007.0 WWW
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mgn
mg VVVb

bC

P
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 ……………..(37)

The above equation is solved using Newton-Raphson method. Having obtained VW the
corresponding required performance parameters λ and Cp of the turbine are determined using
equations 29 and 30.

Results and discussion

A 3-phase, 4-ploe, 50-Hz, Y-connected, slip-ring induction machine is used in the digital
simulation of the mathematical module in figure 1. The paramenters of the machine are:
Rs=2.22 Ω, Rr=3.83 Ω, XσS= Xσr = 5 Ω, Xm = 74 Ω the stator to rotor transformation ratio is
2:1 and the base values are:
Base current Ib = Idn = 10.8 A, base voltage Vb = Vtn =220 V, Vi = 110 V, and the base power
Pb=Ptn=2.48 KW.
These data are used for different generator speed and the results obtained are shown in Figure
5 there are two operating range:
1) the range from cut-in wind speed Vwci to the rated wind speed Vwn:

the tip wind speed ration λ reduce from its maximum to its rated value λn while the
performance coefficient increase from zero to its maximum Cpmax, figure 5b show the
operating range of the wind turbine, from the intersection point of Cp(λ) with λ axis
upward to the point (λn , Cpmax).
The firing delay angle α is kept constant at 90o.

2) the range from the rated wind speed to the cut-out wind speed Vwco:
The inverter control angle α is adjusted in order to keep the direct current Id constant. This
will cause in maintaining the stator electrical output power constant at its rated value
independent of speed. Accordingly, the mechanical power needed by the stator remains
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constant. But the rotor output electrical power and consequently the resultant output
electrical power as well as the total mechanical input power each increase approximately
linear with the wind speed. Both the power coefficient and the tip to wind speed ratio
decrease from the point (λn , Cpmax) downward on the curve  Cp(λ) until the cut-out wind
speed is attained, all the curves obtained by using matlab programming language [5].
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Fig 5a System steady state performance characteristics
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Fig 5e System steady state performance characteristics

Conclusion

Matching the characteristics of a wind turbine with that of a DOIG was analytically
approached and presented. A d.c. module is derived that describe the electrical system steady
state. A mathematical model described the turbine steady state performance is derived using
curve fitting method.
From the mechanical balance a unified model for the electrical system and the turbine is
estimated, this model is solved numerically to obtain the turbine operating conditions under
the specified DOIG control strategy.
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Study the possibility of using Savonius wind turbine in the lifting
system of wells water

Dr. Jaafar Ali Kadum

Energy and Renewable Energies Technology Center- University of Technology

Abstract:

Water is the important source of life, and the availability of water has become more crucial
than ever before. The demand for water grows along with the world's population. The
mankind need of water for irrigate land addition to industrial demand, as well as clean water
for drinking purposes.
This research deals with the study of the possibility of using wind power to generate the
energy needed to raise the wells water for the purpose of agriculture in remote areas. Been
studying different types of wind turbines and water lift pumps,
The selection of appropriate species to build an integrated system, Characterized simply
designed and the possibility of building and sustaining at low-cost and simple technique, and
thus chosen the savonius wind turbine and water reciprocating pump suitable fit and match
the turbine work.
Finally mathematical model was constructed  for the compatible system of savonius wind
turbine connected to water reciprocating, to calculate the amount of water that can be raised
by this system, depending on wind speed and well water depth and the size of the turbine.
Computational results show that the small savonius turbine size 2m2 with suitable
reciprocating pump, can raise the amount of water about 40 m3 / day from a well depth of 10
m at average wind speed of 5 m / s.
If it possible to raise this amount of water by a cheap small size simple design and
installation system, at average wind speed of 5 m/s at western lands of Iraq, this is considered
as a good achievement.

.إمكانیة استخدام توربین الریاح نوع سافونوس في منظومة رفع میاه الآباردراسة 

الخلاصة:
جنبا إلى جنب مع ینمو المیاهعلىطلبالالماء ھو مصدر مھم للحیاة، وتوفیر الماء أصبح أكثر أھمیة من أي وقت مضى. 

للطلب الصناعي. بالإضافة إلى الماء النظیف لأغراض الأراضي وكذلك، البشریة تحتاج الماء لرينمو عدد سكان العالم
.الشرب

في لزراعة في المناطق النائیة، لغرض االآبارماء في تولید الطاقة اللازمة لرفع استخدام طاقة الریاح إمكانیةالبحث درس
المناسبة منھا  لبناء منظومة الأنواعواختیار ، المیاهمضخات رفع وتم دراسة أنواع مختلفة من توربینات الریاح ھذا البحث 

تم اختیار توربین الریاح نوع سافینوسوبذلك، منخفضةتتمیز ببساطة تصمیمھا وإمكانیة بنائھا وإدامتھا بكلفة متكاملة،
.عمل التوربینتلاءمومضخة ماء ترددیة 
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كمیة حساب مضخة الماء الترددیة، لمرتبط منظومة توربین الریاح نوع سافینوس بناء مودیل ریاضي خاص لتم وأخیرا
اعتمادا على سرعة الریاح وعمق البئر وحجم التوربین.تجھزھا المنظومة،أنكن الماء التي یم

ترفع كمیة ماء مقدارھا أنیمكن ملائمة مع مضخة ماء ترددیة 2م2توربین سافینوس صغیر بحجم إنتبین نتائج الحسابات 
م/ثا.5م عند سرعة ریاح معدلھا 10بئر بعمق من /یوم 3م40
ثا /م5عند متوسط سرعة ریاح التصمیم والتركیب وبسعر قلیلصغیرة بسیطة رفع كمیة ماء بھذا الحجم بمنظومةأمكنإذا

.نجاز جیدإفان ذلك یعتبر في المناطق الغربیة من العراق،

1- Introduction:

In addition to the problem of water leakage in the remote area, also the source of energy to
pump water is also a big problem, developing electrical grids system is often too expensive.
because remote villages are frequently located too far away from existing grid lines and
electrical power stations. Even if fuel is available within the country, transporting that fuel to
remote areas is difficult and the maintenance of the pump engines is really big challenger,
additional to the economical problem of many people.
Wind is a pure, clean source of energy that we have been used successfully for long centuries.
Wind machines have been used since ancient times to drive machines to pump water in many
parts of the world. Early wind pumps Persia and China were of the vertical axis wind turbine
type and it is thought the technology arrived in Europe from the eleventh century. [1]
Since the beginning, two types of windmills and turbines have been built to use this
renewable source: some machines with horizontal axis of rotation (HAWT) and some other
with vertical axis (VAWT). The firs type is the most common today, but growing market asks
for machines with different proprieties to fit different wind speeds and engineering requests.
Savonius wind turbines were designed by the Finnish engineer Sigurd J. Savonius in 1922,
but Johann Ernst Elias Bessler (born 1680) was the first to attempt to build a horizontal
windmill of the Savonius type in the town of Furstenburg in Germany in 1745. Savonius
turbines are used whenever the construction cost and maintenance is much more important
than efficiency.[2]
This paper presents a review on the performance of Savonius wind turbines. This type of
turbine is unusual and its application for obtaining useful energy from air stream is an
alternative to the use of conventional wind turbines. Simple construction, high start up and
full operation moment, wind acceptance from any direction, low noise and angular velocity in
operation, reducing wear on moving parts, are some advantages of using this type of
machine.
In general the wind water pumping system is consist of two main parts first the turbine to
generate the mechanical power, and the second is the water pump, so they must be discussed
separately and then matching them in one system.

A-The wind Turbines:
Wind power was first used long time ago by many civilizations during mankind history to
produce mechanical energy or for navigation. Only with the use of coal and oil in the last two
centuries its importance decreased, but during the last decades the interest on this topic grew
as much as the possible business around it.
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Classification of  the Wind Turbine:
Wind Turbines have various classifications among them, the main classifications being
horizontal axis wind turbine (HAWT) and vertical axis wind turbines (VAWT). Fig(1) show
the general classification of the wind turbines.

Fig.(1) General classification of the wind turbine .[3]

Main Characteristic of horizontal axis wind turbine:
- Higher efficiency than other types.
- Variable blade pitch control which gives the turbine optimum performance.
- As wind energy increases with height, the tower of the turbine gives access wind speed.
-Due to inherent large structures, construction costs are very high.
- Wind turbine operation at high speed leads to production of noise.
- Require an additional yaw control mechanism to turn the rotor toward the wind direction.
- more complexity and expansively than vetical type.

Main Characteristic of vertical axis wind turbines:
- not required a tower structure, as VAWTs' are mounted closer to the ground
- They don't require yaw mechanisms.
- These are located closer to the ground and hence easier to maintain.
- These have lower start-up speeds than their horizontal counterparts.
- These have a lower noise.
- Are more efficient in gusty winds.
- Can be significantly less expensive to build.
- simple in design and low maintenances cost.
- have lower efficiency as compared to HAWT's
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- Because of their low height they cannot capture the wind energy at  higher altitudes.

Fig. (2) Shows the performance of different types of wind turbines according to tip speed
ratio. Ref.[ 4]

Fig.( 2) Cp-λ diagram for different type of wind turbines [4]

This scheme is the result of an extensive study results of various turbine types, as it
demonstrates that the multi blade horizontal axis wind turbines is the most performers from
the other systems. It work at high rotational speed, so it is not working at low wind speed less
than 4 m/s, so it is unsuitable for Iraqi weather in, the chart also shows the multi blade
horizontal wind turbine has high performance at lower tip speed ratio, It is already frequently
used at medium wind speed. This type needs a tower to lift the rotor as well as system is
needed to direction guide toward the wind, so it is not easy to construct and maintain.
Savonius wind turbine appear as the simplest type and will be selected for many reasons.
When cost or reliability is much more important than efficiency and more it works at low
rotational speed and high rotational torque fits to simple water reciprocating water pump
works.The Savonius turbine is one of the simplest turbines aerodynamically, it is a drag-type
device, consisting of two or three scoops. Savonius and other vertical-axis machines are good
at pumping water and other high torque operation, low rpm applications so it is not suitable
for electricity generation. They can sometimes have long helical scoops to give smooth
torque. Savonius wind turbine work at low tip speed ratio approximately one[4] , so it cannot
rotate faster than the wind speed, Much of the savonius wind turbine swept area near the
ground, making the overall energy extraction less effective due to lower wind speed at lower
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heights. so it can be employed for some purpose such as pumping water or grinding grain.
How can the Savonius wind turbine work, aerodynamically because the turbine scoops
curvature, the scoops experience less drag when moving against the wind than when moving
with the wind. The differential drag causes the Savonius turbine to spin. Fig.(3) Show a
simple Savonius wind turbine.

Fig(3) Simple constructed Savonius wind turbine[5]

Savonius turbine is the simplest geometry and its construction is cheap. It starts rotating at
lower wind speeds as compared to its counterpart wind turbines, having a high starting
torque. It produces low noise and can make use of the wind flowing in any horizontal
direction to its rotation. However, in spite of these advantages, this wind turbine faces one
main disadvantage of having low efficiency. Fig(4) show the aerodynamic interference and
reaction of the wind with the turbine scoops.

Fig(4) The aerodynamic reaction of the wind with the turbine scoops.
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Parameters that affect the performance of a Savonius wind turbine:
There are many parameters effecting on Savonius performance such as the end plates shape,
aspect ratio, buckets spacing, buckets overlap, number rotor stages, Reynolds number, and
turbulence size [4].

B-The Water Pumps:
Water pumping technology developed in parallel with the sources of power available at the
time. Indeed the first process to lift water was by cupped their hands and lifted water from a
stream chose the ‘pumping’ technique appropriate to them. Modern devices such as
centrifugal pumps have reached a high state of development and are widely used, particularly
in developed countries, only because suitable power sources such as diesel engines and
electric motors became available

The use of wind power for pumping water should be feasible if
• winds of at least 2.5-3 m/s are present 60% or more of the time.
• the water source can be pumped continuously without excessive drawdown.
• storage is provided, typically for at least 3 days’ demand, to provide for calm periods
without wind.
• a clear sweep of wind to the windmill is secured, i.e. the windmill is placed above
surrounding obstructions, such as trees or buildings within 125 m.

Types of pumps:
The main applications of pumps in small community water supply systems are:
• Pumping water from wells.
• Pumping water from surface water intakes.
• Pumping water into storage reservoirs and the distribution system.

Pump classification according to mechanical principles
• Reciprocating piston.
• Rotary fines.
• Diaphragm
• Axial-flow (propeller)
• Centrifugal
• Air lift

Another type of pump with limited application in water supply systems.
Technical information on the water pumps types:
1- Reciprocating (plunger)

The type of reciprocating pumps used for small water supplies. there are Several types may
be considered as mentioned in table(1).[6]
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Table(1)  Types of reciprocating pumps and there specifications.
Type of pump Depth

range
Characteristics and applicability

1. Reciprocating
(plunger)

Low speed of operation; hand, wind or motor
powered; efficiency range 25–60%

a. Suction
Up to 7 m

Capacity range: 0.5-1 l/s; suitable to pump
against variable heads; valves and pump
buckets require maintenance attendance

b. Suction: treadle
pump

Up to 6 m capacity range: 0.5-2.5 l/s; mostly used for
irrigation but also feasible for water supply if
water is treated

c. Lift (direct action) Up to 15
m

As for suction

d. Low lift: rower
pump

Up to 3-6
m

capacity: 0.5-2 l/s mostly used for irrigation but
also feasible for water supply if water is treated

e. Lift (high lift) Up to
180+ m

As for suction

Reciprocating pumps have a plunger (or piston) that moves up and down (reciprocates) in a
closed cylinder for positive displacement of water. On the upward stroke the plunger forces
water out through an outlet valve, and at the same time water is drawn into the cylinder
through an inlet valve. The downward stroke brings the plunger back to its starting position,
and a new operating cycle can begin. Fig.(5) show the principal of pump operation.

Fig.(5).Show the component of the Reciprocating pumps.[6]
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Because of the fact that the cylinder and plunger are located below the water level, this pump
can lift water from wells as deep as 180 m or even more. The forces created by the pumping
increase with the depth to the water.

2-Diaphragm pump

Diaphragm pumps are positive displacement pumps. There are two entirely different types.
Conventional diaphragm pumps are more commonly used as dewatering pumps than as
pumps for drinking water supply. The main part of the pump is its diaphragm, a flexible disc
or tube made of rubber or metal. Non-return valves are fitted at the inlet and outlet. It can
pump water Up to 45 m Fig. (6) show composition of this pump.

Fig. (6) Show composition of this pump.[6]

3- Axial-flow pumps

In the axial-flow type of pump, radial fins or blades are mounted on an impeller or wheel,
which rotates in a stationary enclosure (called a casing).it can pump water up to 5-10m, it is
high capacity low lift pumping. Fig(7) show the component of this pump.

Fig(7) Show the component of axial flow pump.
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4-Centrifugal pumps

The essential components of a centrifugal pump are the impeller and the casing as shown in
Fig.( 8). The impeller is a wheel with vanes radiating from the centre to the periphery. When
rotated at a suffi-ciently high speed, the impeller imparts kinetic energy to the water and
produces an outward flow due to the centrifugal forces. The casing is so shaped that the
kinetic energy of the water leaving the impeller is partly converted to useful static head
pressure. Technical information of centrifugal pump are mention in table(2) [6].

Table (2) Types and technical information of centrifugal pumps.

4. Centrifugal Depth
range

High speed of operation - smooth, even
discharge; efficiency (range 50-85%)
depends on operating speed and pumping
head

a. Single-stage 20-35 m Requires skilled maintenance; not suitable
for hand operation; powered by engine or
electric motor

b. Multi-stage shaft-driven 25-50 m As for single stage; motor accessible,
above ground; alignment and lubrication of
shaft critical; capacity range 25-10,000
l/min

c. Multi-stage submersible 15-50 m High capacity at low lift; very low
efficiency especially at greater lifts; no
moving parts in the well; well casing

Fig.( 8).The essential components of a centrifugal pump. [6]
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Comparison and pump selection:

In selecting a pump type for a specific purpose the following technical criteria need to
be considered:
• Rate volume of delivery water required.
• Vertical distance from pumping level to delivery level.

• Durability of basic components (including corrosion resistance)
• Weight of below ground parts
• Availability and cost of spares
• Ease of maintenance

From the previous pump technical specification,  the lift reciprocating pumps is simple in
design,  maintenance, cheap in cost, operate at low rotational speed,  high efficiency it is
suitable for  Savonius wind turbine [7] ,[8] .

2- Theory:

Kinetic Energy in the Wind
The kinetic energy of air mass moving at a velocity can be expressed mathematically as is Eq
(1).

2

2

1
mE  ……………………(1)

t

E
P


 ………………………..(2)

Where E is the kinetic energy, is the air velocity, and P is the extracting power.
The rate of change of kinetic energy of the air flowing at a certain velocity through a
certain volume is the power possessed by the moving wind. This is the amount of wind
energy passing through cross-section per unit time.
At a certain given velocity ,

2

2
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t

m
P




 ………………………..(3)

The rate of air mass change flowing through area (A) can be determined in Eq.(4) as.

A
t

m



 ………………………….(4)

substitute Eq. (4) in Eq. (3), gate the power equation.
3

2

1
APower  …………………(5)

It is the wind flowing energy at a certain velocity .

Wind energy converters using aerodynamic drag:
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The first fundamental difference which considerably influences the actual power depends on
which aerodynamic forces are utilized for producing mechanical power. All bodies exposed
to an airflow experience an aerodynamic force the components of which are defined as
aerodynamic drag in the direction of flow, and as aerodynamic lift at a right angle to the
direction of flow. The real power coefficients obtained vary greatly in dependence on
whether aerodynamic drag or aerodynamic lift used Fig.(9) show the simple representation of
the drag machine. [9].

Fig.(9) Wind Flow conditions and aerodynamic drag forces.

The air push the surface A with air velocity w the power capture P of which can be

calculated from the aerodynamic drag D, the area A and velocity r with which it moves:

rDP  …………………(6)
The relative velocity   wr which effectively impinges on the drag area is decisive for

its aerodynamic drag. Using the common aerodynamic drug coefficient Cd, the aerodynamic
drag can be expressed as:

  F
Q

CD rwD
2

2
  ………………(7)

Where Q is the free-stream airflow. The resultant power is:

  rrwD A
Q

CP  2

2
 (w)……………(8)

If power is expressed again in terms of the power contained in the free-stream airflow, the
following power coefficient is obtained:
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 ……………………(9)

Analogously to the end approach described before, it can be shown that Cp reaches a

maximum value with a velocity ratio of 3
1

w
 . The maximum value is then.
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DMaxP CC
27

4
,  …………………………..(10)

The order of magnitude of the result becomes clear if it is taken into consideration that the
aerodynamic drag coefficient of a concave surface curved against the wind direction can
hardly exceed a value of (1,3). Thus, the maximum power coefficient of a pure drag-type
rotor becomes:

2.0., MaxPC ………………………………(11)

For horizontal wind turbine the max. power coefficient at Betz’s limit Cp = 0.593

Water Demand:
Planning a water supply system depends mainly on water demand. The level of water demand
is the sum of supplying water for villages, livestock, and irrigation. Water demand for a
village is estimated from population size and daily per capita water consumption. Once these
factors are known, daily demand can be estimated. Daily water demand does not provide
enough information though, because water consumption varies over 24 hours. Peak hour
demand has to be estimated for a water supply system to be reliable any time of the day. The
peak hour demand is the hour when water consumption is the highest, usually at noon. In
contrast, consumption is usually lowest at night. Estimating water demand for livestock is
similar to figuring the water supply for a village. Water demand is estimated from the number
of cattle and other animals using the system, multiplied by per capita water consumption.
Typical daily water consumption for farm animals is presented in table (3).[10]

Table (3) Typical daily water consumption for farm animals.
Type of animals Daily water consumption (liter/animal)
Dairy cow 80
Beef brood cows 50
Horses and mules 50
calves 30
Sheep and goats 10
chickens 0.1

water demand for various types of crop irrigation is presented in Table( 4).

Table(4) Estimated maximum daily water demand for various types of crop irrigation.
Type of crops Daily water requirement (m3/1000m2)
Rice 10
Cereals 4.5
Sugar cane 6.5
Cotton 5.5

As a guideline, the following steps can be used to estimate the water demand for crop
irrigation.
1. Determine the size and shape of the irrigation plot.
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2. Estimate the water resources and the wind and solar energy resources of the area.
3. Determine the type of crop that will be harvested on the plot.
4. Estimate the water demand from Table (4).
To find the relation shape between the amount of water delivery from the well pump
powered by the wind energy as the follow.

Power obtain  from the Savonius wind turbine = Power required to rise the water from the
well.

Risewaterturbinewind pP 

wwaterpumpwindturbinepair QghAC  3

2

1 …………….(12)
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3- Result:
Savonius wind turbines is relatively low efficient than other type wind turbine, so it can  be
used whenever the low construction cost and maintenance is much more important than
efficiency.
The quantity of water pump depends on the turbine projection area and cubic of the wind
speed and inversely to the water well depth.
For example a Savonius wind turbine of 1m2 size at 5m/s mean wind speed can produce
40m3/d at well depth of 10m.
Computational results show that the amount of water extracted by the small Savonius  turbine
system is practice acceptable and due to the fact that the  low construction costs and locally
available technology, this requires building a small size model and experience in one of the
farms in the desert of Iraq.

3- Conclusion:
Mean wind speeds of 4 m/s are available over 50% of  Iraq lands, which is suitable for wind
water pumping, while there are wide region in the west of Iraqi lands that has a wind speed
up to 5m/s, which is excellent suitable for water well pumping.
The performance of  Savonius turbine can be developed, from about CP= 0,2 to 0,.4  by
optimizing rotor design. There are many parameters effecting on Savonius performance such
as the end plates shape, aspect ratio, buckets spacing, buckets overlap, number rotor stages,
Reynolds number, and turbulence size.
According to the available wind velocity which is very low, it’s very difficult to design the
blade profile using the metal. Thus we must decided to use plastic material as its density is
much more lower than the metal, as using the plastic barrels which has a good ability for
weather wear resistance.
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increase the capacity of the system is by increasing the turbine size according it is directly
proportional relationship, therefore there are no limits viability of this system to produce the
required quantity. Proposed building basin to store water for the period low wind speeds.
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Effect of Magnetic Field on the Fuel Consumption and Exhaust
Emissions in Internal Combustion Engine (C. I. Engine)

Abstract

The combustion efficiency in most internal combustion engines are not up to (90%)
so that a part of the fuel does not burn and comes out with the exhaust gases, leading to
increase flowing fuel consumption and increasing emissions in the atmosphere.
Therefore, several attempts have been made to increase the combustion efficiency and
reduce emissions. The phenomenon is clear at the maximum load.  In this work a new
way to reduce the fuel consumption by using magnetic field, to ensure the complete
combustion. This leads to obtain a maximum thermal efficiency and reduce the emissions
by subjecting the fuel to force magnetic flux of the magnet installed at the entrance of the
of fuel flowing, leading to more efficient combustion. From the experimental results, a
reduction in the  fuel consumption (L/h) in compression ignition engine (C.I. engine) was
obtained up to (3%), brake specific fuel consumption (bsfc) up to (2.877%) and  brake
thermal efficiency raised to about (3%). The exhaust gas emissions showed a reduction
nearly by (13.8 %) of CO, (7.8 %) of CO2 and (10.8%) of HC. Lotus engine simulation
(LES) program was used to study the effect of same parameters in experimental testing,
this program gives the best performance of engine at maximum brake power, and the
same input data given to the program is taken from the results of experimental results.
For fuel consumption (L/h) for (C.I. engine) for two different values of (A/F), the use of
magnetic field reduced the fuel consumption to about (2.83%). For brake thermal
efficiency for (C.I. engine) for different values of (A/F), brake thermal efficiency for
higher (A/F) increased. For (C.I. engine) using different values of the cetane number
(48.5, 50, 55), when the cetane number increased, the brake specific fuel consumption
(bsfc) decreased compared with other values of cetane number. Brake specific fuel
consumption (bsfc) decreased but is very low when density changes of diesel fuel during
the days of the week.

العادمَ في محرّكِ الاحتراق تأثیر المجال المغناطیسيِ على استھلاك الوقود وملوثات
الداخليِ (محرك الاشتعال ألانضغاطي)

الخلاصة

%) وھذا یعني ان قسما من الوقود سوف 90ان كفاءة الاحتراق في أغلب محركات الاحتراق الداخلي ھي لاتتجاوز (
لایحترق ویخرج مع غازات العادم مما یؤدي الى زیادة استھلاك الوقود وزیادة الملوثات في المحیط لذا أجریت عدة 
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تكون ھذه الظاھرة واضحة عند أقصى حمل .لذا تم  أستخدام محاولات لزیادة كفاءة الاحتراق وتقلیل نسبة الملوثات و
طریقة جدیدة لتقلیل استھلاك الوقود وھي أستخدام  المجال المغناطیسي لضمان  الاحتراق التام مما یؤدي الى حصول على 

ثبت على أعلى  كفاءة حراریة والحد من الملوثات حیث یخضع الوقود الى قوة الفیض المغناطیسي من المغناطیس الم
انبوب جریان الوقود مما یؤدي الى زیادة كفاءة الاحتراق .والنتائج التي حصلنا علیھا من الجانب العملي  قللت استھلاك 

% ) و ملوثات غازم 2.38% ) واستھلاك الوقود المكبحي بحدود ( 3الوقود في محرك الاشتعال الانضغاطي بحدود ( 
%) لغاز ثنائي اوكسید الكاربون 7.8% ) لغاز احادي اوكسید الكربون  و  (13.8العادم تظھر انخفاض واضح  بنسب (  

باستعمال برنامج اللوتسِ محاكاة محرّكِ لدِراسَة تأثیرِنفس المدخلات في  .للھیدروكاربونات غیر  المحترقة % )10.8و(
مكبحیة وان البیانات المدخلة الى البرنامج الاختبار العملي حیث ھذا البرنامج  یعَطي أفضل أداءِ للمحرّكِ عند اعظم قدرة 

تاخذ من نتائج  النتائج العملیة،  استھلاك الوقود لمحرك الاشتعال الانضغاطي لقیمتین مختلفتین لنسبة (الھواء/ الوقود ) 
لاشتعال ) .الكفاءة الحراریة المكبحیة لمحرك ا2.83باستخدام مجال مغناطیسي یؤدي الى تقلیل استھلاك الوقود بنسبة (%

الانضغاطي   لقیم مختلفة لنسبة (الھواء/ الوقود ) حیث یلاحظ زیادة الكفاءة الحراریة المكبحیة كلما زادت نسبة (الھواء/ 
) حیث كلما زاد عدد السیتان قل 5.48,50,55محرك الاشتعال الانضغاطي یستخدم قیم مختلفة لعدد السیتان ( .الوقود )

استھلاك الوقود المكبحي یقل لكن بنسبة بسیطة عند تغیر كثافة وقود الدیزل خلال ایام ألاسبوع استھلاك الوقود  المكبحي ، 

Nomenclature

Symbol Meaning Unit

A/F Air to fuel ratios

bp Brake power KW

bsfc Brake Specific fuel
consumption

kg/(kW.hr)

CO Carbon monoxide

CO2 Carbon dioxide

C.I.engine Compression
ignition engine

HC Unburned
hydrocarbons

ppm

ho Differential
manometer

cm

m ̇a Air mass flow rate kg⁄sec

m ̇f Fuel mass flow
rate

kg⁄sec
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                                                      .INTRODUCTION

Since the invent of the internal combustion engine in the late 19th century, a great number
of research studies have been conducted to improve the engine performance,  decrease the
engine fuel consumption and reduce the unwanted exhaust emissions. Emissions and fuel
consumption are two major worldwide environmental century. Given the large number of
vehicles manufactured worldwide (estimated 15-20 million road vehicles per year);
transportation is one of the largest sources of both emissions and fuel consumption in the
world. One major solution to decrease emissions and fuel consumption in transportation is the
use of cleaner and more efficient combustion in engines. Many of experimental studies which
present evidences of the benefits of magnetic treatment were occurred. For motor vehicles,
much fuel economy and noticeable soot suppressions could be approached when the magnetic
treatment was introduced [1]. Charles H. Sanderson [2], 1977. In his invention, he showed a
method and apparatus for treating liquid fuel in an internal combustion engines by passing it
through a magnetic field prior to mixing it with air in the carburettor or the fuel injector.
Farrag A.El Fatih, Gad M.saber [3].  Experiments reveal that the magnetic effect on fuel
consumption reduction was up to 15%. CO reduction at all idling speed was range up to 7%.
The effect on NO emission reduction at all idling speed was range up to 30%. The reduction
of CH4 at all idling speed was range up to 40%. The experiments of  Faris  et.al,  [4], 2012,
research comprised the using of permanent magnets with different intensity (2000, 4000,
6000, 9000) Gauss, which installed on the fuel line of the two-stroke engine, and study of its
impact on gasoline consumption, as well as exhaust gases. For the purpose of comparing, the
results necessitated the search for experiments without the use of magnets. The overall
performance and exhaust emission tests showed a good result, where the rate of reduction in
gasoline consumption ranged between (9-14) %, and the higher the value of a reduction in the
rate of 14 % was obtained using field intensity 6000 Gauss as well as the intensity 9000
Gauss. It was found that the percentages of exhaust gas components (CO, HC) were
decreased by 30%, 40%, respectively, but CO_2 percentage increased up to 10%. Al-Dossary
, Rashid [5] , studied the effect of magnetic field on internal combustion engine with
unleaded gasoline .Al-Dossary found that the effect of magnetic field on CO was the most
significant at most engine's loads and speeds.

2- Methodology

The effect of the magnetic field on fuel (diesel Iraqi) used in the engines and its impact
on the amount of consumption, as well as emission of exhaust gases, the appropriate method
was examined. We include below the description of the materials and equipment used.

2.1. Magnetic devices

Magnetic devices Fig (1) used in this research were manufactured in the U.S.A.
Accepted Laboratory Tested EPA. The fuel is subjected to the lines of forces from permanent
magnets mounted on fuel passage lines. The magnet for producing the magnetic field is
oriented so that its (South Pole) is located adjacent the fuel line, and its (North Pole) is
located spaced apart from the fuel line. Applying a magnetic field to ionizing fuel to be fed to



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013المؤتمر الوطني للطاقات المتجددة  وتطبیقاتھا 
الجامعة التكنولوجیة                                                                                                          -وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

125

combustion devices, one can ensure more complete combustion, obtaining a modification of
the fuel economy, improving the fuel efficiency and reducing polluting emissions.

Fig (1). The Magnetic devices

2.2. Engine

The engine used in the experimental work is compression ignition engine (C.I. engine)
type (FIAT) model (TD133), 4 cylinders, 4 strokes; the displacement volume at this engine is
(3.666L). The engine was coupled to a hydraulic dynamometer to measure the brake torque.
Fig (2) shows the experimental rig of (C.I. engine), and table (1) lists the main technical
specifications of this engine.

2.3. Measurement of brake torque

The hydraulic dynamometer, type [isi lingegneria didattica] was used to measure the brake
torque of (C.I. engine) by using friction fluid. Water was used as the friction fluid.

2.4. Fuel consumption

The glass tube, was used to measure the fuel consumption of the (C.I. engine). This glass
tube has a constant volume (100) ml, and a stop watch was used to measure the fuel
consumption of this volume.

2.5. Air consumption

The air supplied to compression ignition engine was measured by use an air box, orifice
and the manometer used to measure the pressure differential between the atmosphere and
pressure in the air box.

2.6. Measurement of engine speed (rpm)

The measuring of the engine speed of compression ignition engine (C.I. engine) was carried
out by using instrument tachometer used to measure the rotation speed of a shaft engine. This
instrument usually displays the revolutions per minute (rpm). Tachometer has been fixed the
shaft engine test rig by coupling.
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2.7. Gas analyser

The exhaust gas analyser type (2000-4) was used to analyse the emissions of exhaust, as
shown in Fig (3). The analyser detects the CO-CO2-HC contents.

2.8. Calibration

To ensure that all the data read from the measuring devices are correct, a calibration was
done to all measuring device.

Fig (2). The experimental rig
of (C.I. engine)

Fig (3) .The exhausts gas analyser
type (mod 488 Italy)
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The following equations were used in calculating engine performance parameters: [6]

1- The brake specific fuel consumption.

bsfc =
̇ × 3600 …..(1)

2- Brake thermal efficiency is defined as in Eq.

ηbth = ̇ . . …………. (2)

3- Air mass flow ratė , = √( _ ) × ………………………… (3)

4- Fuel mass flow ratė = ×
× ….... (4)

5- Air-fuel ratio

A/F= ̇ ̇ ……………. (5)

6- Brake power

bp=
× ×× .…. ………(6)

3- RESULTS and DISCUSSIONS

The experimental and engine simulation results of fuel consumption, break specific fuel
consumption, break thermal efficiency and emission were discussed. .

3.1. Experimental results

To demonstrate the impact of the use the magnet experiments were conducted in two groups.

Group 1:-

Experiments were carried out without using of magnets at a different speed at full load as
shown the Fig (4).

Group 2:-

Experiments were carried out using the magnet as shown in Figure (5) for the same speed
names in the first groups.
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Figure (6) represents the amount of fuel consumed (L/h) with the engine speeds for (C.I.
engine) for using magnetic field and without. The values of fuel consumption (L/h) increase
when the engine speeds are increased .By using of a magnetic field, the amount of consumed
fuel (L/h) is less than without using by about (3%).

Figure (7) shows the relation between brake specific fuel consumption (bsfc) and engine
speed with using magnetic field and without of (C.I. engine) . It can be seen that the brake
specific fuel consumption (bsfc) decreased nearly by (N=1600 rpm), and when the magnetic
field was used, this reduction was measured to be approximately by (2.877%).

The brake thermal efficiency results are shown in Fig (8) of (C.I. engine) for different engine
speeds. The using of magnetic field increased the brake thermal efficiency by about (3%),
and the maximum value of the brake thermal efficiency for using of magnetic field operation
is at (N= 1600 rpm).

Figure (9) shows the effect of magnetic field on the present of (CO) of the (C.I. engine),
indicating that the present of (CO) decreases when the engine speed is increased, and the
using of magmatic field reduced the amount of the present of (CO) by about (13.8%).

It was found that the reducing percentage of the gases (CO2 and HC) were up to (7.8%,
10.8%), respectively for the (C.I. engine), as shown in Figures (10) and (11).

3.2. Engine simulation results

Engine performance including ,fuel consumption (L/h), brake specific fuel consumption
(bsfc) and brake thermal efficiency were studied using leaded diesel fuel with and without
magnetic effect. Figure (12)   show the network of (C-I- engine) used in this study.

Fig (12). The network model of (C-I- engine).

Figure (13) shows the relation between the fuel consumption (L/h) and engine speeds with
two different values of air to fuel ratio [A/F =32.8, the average value of air to fuel ratios of
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the experimental results of testing without using magnetic field] and air to fuel ratios [A/F
=33.86, the average value of air to fuel ratios of the experimental results of testing with using
magnetic field] for (C.I. engine), the using of magnetic field (A/F =33.86) reduced the fuel
consumption by about (2.83%).

The comparison between the engine simulation and the experimental results the Fig (14)
show the relation between ( .f) and engine speed of (C.I. engine) working at max loading
.From Fig (14) the trend of curves is similarly to the (N=1800 rpm) .

Figure (15) shows the relation between brake thermal efficiency and engine speed for
different values of (A/F), we can see from Fig (15) that the brake thermal efficiency is higher
for (A/F) (33.86) than (A/F) (32.8), and the max value of brake thermal efficiency is at
(N=1600 rpm).

Figure (16), for three different values of cetane number (48.5, 50, 55), table (2) and at (A/F=
25), it is noted that when the cetane number increased, the fuel consumption decreased as
compared with the other values of cetane number.

Figure (17) clarifies the effect of brake specific fuel consumption (bsfc) on engine speed for
different densities of diesel fuel during the days of the week, density of diesel fuel was
provided from (AL- Najaf) refineries as shown in table (3). In Fig (17) the effect of changing
the densities is very low upon (bsfc).

4- CONCLUSIONS

4.1. Experimental Conclusion

1- For fuel consumption (L/h) with the engine speeds, for (C.I. engine) using magnetic
fields, the amount of consumed fuel (L/h) is less than without using by about (3%).

2- For Brake specific fuel consumption (bsfc) with the engine speeds, for (C.I. engine)
using magnetic fields, the amount of (bsfc) is less than without using by about
(2.877%).

3- Brake thermal efficiency with the engine speeds, for (C.I. engine), was relatively
improved with the magnetic field intensity by about (3%).

4- Focusing on emission, it was found that CO of the (C.I. engine)   decreased when the
engine speed was increased and the using of magmatic field reduced the amount of
the present of (CO) by about (13.8%).

5- For (C.I. engine), the present of (CO2and HC) by using magmatic field was lower
than without using by about (7.8%, 10.8%), respectively.
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4.2. Engine simulation Conclusion

1- For fuel consumption (L/h) with the engine speeds for (C.I. engine) with two different
values of (A/F), the using of magnetic field (A/F =33.86) reduced the fuel
consumption by about (2.83%).

2- Concerning the fuel consumption (L/h) and engine speeds for (C.I. engine), when the
cetane number increased, the fuel consumption decreases as compared with other
values of cetane number.

3- For brake thermal efficiency with the engine speeds of (C.I. engine) for different
values of (A/F) brake thermal efficiency was higher when (A/F) increased.

4- For brake specific fuel consumption (bsfc) and engine speed of   (C.I. engine) when
changing the density of diesel fuel during the days, the   effect of changing the density
was very low upon (bsfc).
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Table (1)

Table (3)

FIAT diesel
engine

Engine type 4cyl., 4-stroke
Engine model TD 313 Diesel

engine rig
Combustion type DI, water

cooled, natural
aspirated

Displacement 3.666 L
Valve per cylinder two

Bore 100 mm
Stroke 110 mm

Compression ratio 17

Type of
prod

Type of
prod. Test

Sat Sun Mon Tue Wed The Fri

Gas oil Density
Kg/m^3
@15C

841.8 843.3 845.9 843.8 842.3 843.3 842.8

Cetan NO 56.0 56.0 56.0 56.0 56.0 56.0 56.0
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Magnet
installed in the
Fuel supply end

pipe

Fuel supply
pipe

Fig (4) Magnet installed in the fuel
supply end pipe

Fig (5) The Fiat compression ignition
engine rig



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013المؤتمر الوطني للطاقات المتجددة  وتطبیقاتھا 
الجامعة التكنولوجیة                                                                                                          -وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

133

800 1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED (r.p.m)

4

4.5

5

5.5

6

6.5

7

7.5

fu
el

co
ns

um
pt

io
n

(L
/h

)

Tatm=27C
Patm=1bar
(C.I.engine)

without
with magnatic

3 %

800 1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED (r.p.m)

0

0.1

0.2

0.3

0.4

0.5

B
ra

ke
sp

ec
ifi

c
fu

el
co

ns
um

pt
io

n
(K

g/
K

w
.h

)

Tatm=27C
Patm=1bar
(C.I.engine)

with out
with magnatic

2.877 %

800 1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED (r.p .m)

10

15

20

25

30

35

40

En
gi

ne
br

ak
e

th
er

m
al

ef
fic

ie
nc

y
%

T a tm=27C
Pa tm=1bar
(C.I.eng ine)

Without
With m agnetic

3 %

800 1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED (r.p .m )

0.04

0.05

0.06

0.07

0.08

0.09

0.1

CO
Co

nt
en

t(
%

vo
l)

T a tm=27C
Pa tm=1bar
(C.I.eng ine)

with out
with m agnetic

13.8%

Fig (6).  Fuel consumption (L/h) as function
of engine speed of (C.I. engine) for with

magnetic field and without

Fig (7). Brake specific fuel consumption (bsfc)
as function of engine speed of (C.I. engine) for

with magnetic field and without
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System Sizing of Solar Water Heating System in Iraq
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(1) Ministry of electricity, Renewable Energy and Environment Center.
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Abstract

This research aims to introduce solar water heating system in Iraq domestic sector,
residential sector, public sector, industrial sector and government sector in order to reduce the
load from the national electricity grid. In this research the consumers were classified into five
groups depending on number of persons in their families which were (2-4), (4-6), (6-8), (8-
10) and (10-12) persons and calculate the required energy to heat the water for each month
and for all groups. After that the resulted energy from the solar water heating system was
calculated. Finally, the required area of solar heater was calculated for each group. The
results indicated that the total saving energy by using solar heaters for three million consumer
is about (10TWh) for residential sector and (3TWh) for the governmental sector which can
cover load about (2200 MW) and work 24h daily during the year.

This can be represented 1/3 of total production power at the present time. From the
economic point of view, the calculations appeared that the return of investment (ROI) for all
solar heaters at work operation time reach to only 26 months depending on the price of on
solar heater which about 750$, and can save 1.2 billion dollars each year by work of these
systems which was calculated depending on the price of  electrical energy kWh which about
10 cent/kWh.

تسخین الماء بالطاقة الشمسیةلمستخدم في أنظمةاحجم النظام 
)2(م.م. علاء حسین شنیشل) 2(فرحان عطوانأ.د.احمد )   1(د.نصیر كریم قاسم

الخلاصة

إلى إشاعة أستخدام السخان الشمسي من قبل المواطنین في دورھم السكنیة، وكذلك من قبل یھدف ھذا المشروع
دوائر الدولة والمؤسسات الحكومیة، بھدف تخفیف العبئ عن منظومة الكھرباء الوطنیة. تم في ھذا البحث تصنیف 

) فرد، 4-2ول العوائل المكونة من (المستھلكین إلى خمسة أصناف أعتمادا على عدد أفراد العائلة، حیث یشمل الصنف الأ
) فرد، والصنف الرابع 8-6) فرد، والصنف الثالث العوائل التي تضم (6- 4بینما یضم الصنف الثاني العوائل التي تضم (

) فردا، وتم كذلك حساب الطاقة اللازمة لتسخین الماء 12-10) فرد، والصنف الخامس العوائل التي تضم (10-8العوائل (
ان الشمسي ذو السخباستخدامة الناتجةن الأشھر التسعة ولجمیع الأصناف من المستھلكین. كذلك تم حساب الطاقلكل شھر م

وبالتالي حساب المساحة المطلوبة من السخان الشمسي لكل صنف من أصناف المستھلكین.   بینت الحسابات التي الأنابیب.
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التي یمكن ترشیدھا باستخدام السخانات الشمسیة لثلاثة ملایین مشترك تم الحصول علیھا من ھذه الدراسة أن الطاقة الكلیة 
) یعمل 2200MW) للقطاع الحكومي، والتي تغطي حملا قدرتھ بحدود (3TWh) للقطاع السكني، و(10TWhتقدر بـ (

ومن الناحیة الاقتصادیة، أظھرت القدرة الإنتاجیة الكلیة في الوقت الحاضر.3\1ساعة یومیا خلال السنة، والتي تمثل 24
شھر فقط أعتمادا على أن سعر 26الحسابات أن إعادة الكلفة الكلیة لجمیع السخانات تتم خلال فترة تشغیل تصل إلى 

ملیار دولار كل سنة جراء تشغیل ھذه الأنظمة، 1.2دولار أمریكي. كما ویمكن توفیر مبلغ 750السخان الواحد یصل إلى 
.10cent /kWhبھ على أساس أن كلفة إنتاج الطاقة الكھربائیة تبلغ والذي تم حسا

1. Introduction

The human comfort and adaptation to every existing condition of any context has
been always the main reason for the investigation and research of new technologies which
will assist the way of living and consequently to lead to further development [1]. Fossil fuels
are consumed at greater rate than formed now in Earth layers under heat and pressure and
will disappear completely after some definite time period in the future. Energy consumption
worldwide is around 10 billion tons of coal equivalents per year. The share of oil in total
consumption is 40%, share of gas and coil are 50% [2]. adverse influence of energy
production processes and combustion of transport fuel on environment grow, causing the
raise of greenhouse gas (GHG) emissions and global warming, acids rains, growth of air,
water and earth pollution, etc [3]. In accordance with the forecasts, concentration of CO2 will
rise by 75-350% in 2100 as compared with the level as of 1850 that cause to increase the
temperature of the atmosphere near Earth's surface [4].

The energy sector has to put efforts in renewable energy as well as energy
optimization measures. Renewable energy, such as wind power, solar (heat & power),
geothermal (heat & power), can take the place of current primary energy supply sources or
improvements can also be made in energy conversion, transportation and distribution. There
is a large theoretical potential to use solar energy to cover heat demands in buildings [1]. The
impacts on environment are significantly less from renewable energy sources compared with
impacts caused by combustion of fossil fuels [5].

Since Iraq receives high solar radiation about 2000kWh/m2/year, it is therefore
necessary to go to the solar energy technologies options instead of conventional sources of
energy to support the Iraqi economy and to reduce the potential on the Iraqi National
Electricity Grid by using thermal solar energy and photovoltaic conversion [6]. Solar
collectors are the heart of most solar energy systems which absorbs the sun's light energy and
changes it into heat energy. Domestic hot water is the second-highest energy demand in the
typical household in all over the world [7].

Today solar water heating systems are being used for single family houses, apartment
buildings, schools, car washes, hospitals, restaurants, agricultural farms and different
industries.
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2.The Intensity of Solar Radiation in Iraq

The rate at which solar energy enters a collector aperture, divided by the aperture area
is called the aperture irradiance [8].Theoretically Iraq is considered at the second level of
solar exposure radiation. The daily averaged solar insolation  map of Iraq can be shown in
figure 1 which have established that almost all of Iraq has the potential areas for establishing
large – scale solar utilities, thus, the annual average of energy received daily from the sun
ranges between 4.5 – 5.4 kWh/m2 and in Baghdad is about 5 kWh/m2 which make Iraq is
among the most suitable countries for solar applications [9]. solar radiation in Baghdad are
listed in table 1.

Figure (1) Daily-averaged solar insolation for different locations in Iraq [9].

Table(1): Average daily and annually global horizontal solar radiation in Baghdad [10]
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3.Flat Plate and Evacuated-Tube Solar Collectors

There are many types of solar thermal collectors, such as concentrating solar
collectors, Flat-plate thermal solar collector and Evacuated-Tube Collectors [8]. Each
evacuated  tube  consists  of  two  glass  tubes made  from extremely  strong  borosilicate
glass.  The  outer  tube  has very  low  reflectivity  and  very  high  transmisivity that
radiation can pass through. The inner tube has a layer of selective  coating  that  maximizes
absorption  of  solar energy  and minimizes  the  reflection,  thereby  locking  the heat.  The
ends  of  the  tubes  connected  to  the  copper header are  fused  together  and  a  vacuum  is
created between  them. The  vacuum  is  created  as an  insulator and does not allow  short
wave  radiation  to  escape  through  the  glass tube. This process  is shown  in Figure 2.  The
absorber  plate  is mostly  of  aluminum  or  copper that painted black so as to allow it to
absorb maximum  amount  of  solar radiation [11]. The selective coating enables the use of
the solar energy spectrum to generate heat. This produces greater thermal efficiency in bright
sunshine but also gives high efficiency in diffuse sunlight conditions [12].

Figure (2) Design and working of evacuated (or vacuum) tubes pane[11].

Evacuated tube collectors are superior to flat plate collectors in a number of ways [13]:

1. Due to the cylindrical shape of the evacuated tube, the sun is perpendicular to the surface

of the glass for most of the day. Flat plate collectors have the disadvantage that the sun is
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only perpendicular to the collector at noon and thus a proportion of the sunlight striking

the surface of the collector is likely to be reflected.

2. As the name suggests, air is evacuated from the evacuated tube to form a vacuum. This

greatly reduces conductive and convective heat losses from the interior of the tube. As a

result, wind and cold temperatures have minimal effect on the efficiency of the evacuated

tubular collector.

3. Suntrap all-glass evacuated tubular collectors can be used in subzero temperatures

without the system sustaining damage. Flat plate systems often require expensive and

complicated "antifreeze" systems to be installed.

4. Evacuated tubes are strong, long lasting, inexpensive if one of the tubes is broken, and

easy to replace.

5. Due to the high efficiency absorption of solar radiation even during overcast conditions,

combined with excellent insulation properties of the tube, evacuated tube collectors will

heat water all year round (back-up heating system required for particularly overcast or

rainy weather).

6. Due to the various advantages of evacuated tube collector over flat plate collectors, a

smaller collector can be used to provide the same heating performance. Flat plate solar

collector can produce similar heat output to evacuated tubular collector, but generally

only during warm, still, sunny  conditions. When averaged over an entire year, evacuated

tube collector heat output per net m2 of collector area, is superior to flat plate.

4. Energy Balance of  Solar Water Heating

The most important problems which determine the feasibility of using solar water
heating is the energy balance for effective working of this system. The convert of incident
solar energy on solar water heating collector into heat energy depends on many factors, the
most important of them is:

 Solar collector efficiency.
 Solar collector area.

 Size of water that required to heat.
 The required temperature.
The work efficiency of solar collectors is related to the type of technology which

determine the thermal and optical efficiency that associated the conversion of solar energy
into heat. In general, the optical losses is about 20% from the incident solar radiation by
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reflection and absorption from the optical window of solar collector. While the thermal losses
depends in most cases on type of technology. Thus, for flat plate collector it reach to 40%,
but for evacuated tube collector is 25% and for heat pipe collector is 10%.

5. Design Calculations of Solar Water Heating system

It can get high benefit from solar heater when the design calculations are used according
to the ambience that the system installed in it. In this research evacuated tube solar water
heater was used in calculations which the most computable for Iraq ambience. The primary
calculations can be summarized into the following steps:

 Calculate the volume of daily required hot water.
 Calculate the required energy to heat the water (kWh).

 Guess the losses of energy resulted from store the hot water (kWh).
 Calculate the final size that required from solar collector.



5.1 Determine The Daily Hot Water Demand

The daily required of hot water can be classified according to the need of persons into
three primary groups as in the following:

 Little use that the human can use about 10-20 liter every day.
 Middle use that the human can use about 20-40 liter every day.

 extreme use that the human can use about 40-80 liter every day.

In this research the consumers were classified into five groups depending on number of
persons in the family, these groups were (2-4), (4-6), (6-8), (8-10)  and (10-12) persons,
where the daily required of hot water was calculated for each group depending on the average
using, after that the required energy to heat the water was calculated for each month from the
nine months and for all groups of consumers depending on the following parameters:

 The volume of required hot water.
 The temperature of required water which about 60oC.

 The temperature of supplied water to solar collector which vary from month to
other.

The quantity of daily required energy to heat the required water can be calculated by
using the following equation [14]:

Qhw = Vhw Cw ∆T  (Wh/day) (1)
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Where Vhw is the volume of hot water (kg),  Cw is the specific heat capacity of water
and ∆T is the difference between ambient water temperature and required temperature. The
minimum ambient temperature in Baghdad are listed in table 2.

Table(2): minimum ambient temperature for Bagdad [15]

5.2. Required Area of Solar collector

The required area of solar collector can be calculated depending on resulted energy
from solar energy by using Heat Pipe Evacuated Tube Solar Water Heater System, Evacuated
Tube and Flat Plat Solar Collectors which have efficiencies (70-75%) and can get 1000
kWh/m2/270day, (50-60%) and can get 800 kWh/m2/270day and (35-40%) and can get 540
kWh/m2/270day, respectively by using the following equations [16]:A = = (2)

Where Asc is the required solar collector area, Qyrq is the yearly required energy to heat the
water, η solar collector efficiency, I maximum solar radiation and  Qsc is the yearly
energy gain by solar collector for each square meter which depends on the collector type.
Annual energy savings (electricity in this example) can be estimated using the following
equation [16]:

Es = Asc Iave ηsolar365 / ηaux (3)

Where Es is annual energy savings [kWh/yr], I ave is average solar radiation [kWh/m2/day]
and ηaux is auxiliary heater efficiency which assume 0.88 for electricity.

5.3. Storage Losses

To decrease the thermal losses resulted from store  200 liter hot water for one or two
days, it is important to use Stratification procedures as in the following:

 It must avoid the mixing of hot with cold water in storage tank.

MayAprMarFebJanDecNovOctSep

21.015.09.05.04.06.012.019.023.0Feeding water Temp
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 Ideally, the storage tank must have large length and small diameter.
 The ratio between the high to diameter for storage tank must be 2.5:1.

It must use insulator with very high quality, i.e, High insulation levels Losses of
1.08kWh/L/annum.

6. Results and Discussions

6.1. Evaluate The Daily Hot Water Demand Energy

The results of average daily of required energy for different volumes of hot water according
to the consumers classification are shown in figure 3. The results
showed that the average required energy to heat water with volume 200 liter to 60oC for (6-
8) persons family is (12.24 kW/m2/day), whereas the required energy to heat the same
quantity of water for needed season which about 270 day from September to May is (3300
kWh/m2/270day) when the thermal losses caused by energy storage was not take into
account, but after the thermal losses enter to the calculations which about 216
kWh/m2/270day the overall required energy to heat 200 liter became 3500 kWh/m2/270day.
The results also indicate that the maximum required energy to heat required water is 13
kWh/m2/270day at January because of the ambient temperature is minimum value at this
month.

Figure (3): Average daily required energy for different volumes of hot water (kWh)
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6.2. Required Area of Solar collector

The results appears that the required solar collector area to cover the need of (6-8) persons
family with volume of hot water 200 liter are 3.5 m2 of  Heat Pipe Evacuated Tube Solar
Water Heater System, 4.4 m2 of Evacuated Tube collector and 6.5 m2 of  Flat Plat Collectors
according to the following calculations:

 Flat Plate: 540kWh/m2/year    = 3500/540 = 6.5m2

 Evacuated Tube: 800kWh/m2/year   = 3500/800 = 4.4m2

 Heat Pipe Evacuated Tube: 1000kWh/m2/year = 3500/1000 = 3.5m2.
Other results of calculations are listed in table 3 and are shown in figure 4.

Table(3): Solar collector area calculated for different Iraqi families

Consumer
(person)

Hot
Water
Vol.  L

Losses
Energy
kWh/yr.

Req.
Energy
kWh/yr.

Req.
Energy
kWh/yr.

Collector
Area m2

ETC

Collector
Area m2

ET

Collector
Area m2

FPC

2_4 100 108 1650 1760 1.7 2.2 3.25

4_6 150 162 2480 2640 2.6 3.3 4.88

6_8 200 216 3300 3500 3.5 4.4 6.5

8_10 250 270 4140 4400 4.4 5.5 8.14
10_12 300 324 5000 5300 5.3 6.6 9.8

figure(4): Required solar collector area calculated for three types with different Iraqi families
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6.3. Storage Losses

depending on the area of required solar collector and the average daily of solar
radiation that incident on Baghdad, the resulted thermal energy from solar energy was
calculated. The results indicate that this energy was agreement with required thermal energy
for heat process. Table 4 demonstrate the average daily solar energy resulted from solar
collector by using Heat Pipe Evacuated Tube Solar Water Heater.

Table(4): Collected solar energy for different Iraqi families by using Heat Pipe Evacuated
Tube Solar Water Heater.

Annual
(kWh/yr.)

MayAprMarFebJanDecNovOctSepArea(m
2)

16806.185.957.147.145.865.45.55.956.91.7

25759.469.1
10.9

2
10.9

2
98.38.429.1

10.5
5

2.6

3460
12.7

4
12.2

5
14.714.712

11.1
5

11.3
4

12.2
5

14.23.5

43501615.418.518.5
15.1

8
14

14.2
5

15.4
17.8

6
4.4

524019.3
18.5

5
22.2

6
22.2

6
18.316.9

17.1
7

18.5
5

21.55.3

6.4. Solar energy balance

Table 5 displays the results of solar energy balance for solar water heater with area 3, 3.5 and
4 m2 to heat 200 liter water and figures 5, 6 and 7 shows these results respectively. This
research depend on the group that contain (6-8) persons because of most of  Iraqi families
consist of  this number of persons, therefore the calculations concentrate on this group of
families. The results indicate that the collected energy by 3m2 heat pipe evacuated tube solar
collector is more than the required energy in September, October, March, April and May.
While it is less than in November, December, January and February which lead to shortage at
these months. In the 3.5m2 collector there is shortage only at January and December , but
there is no shortage when the area of solar collector is 4m2.
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Table(5): Solar energy balance for solar heater area with efficiency 70%  and 200 liter water
Area of
collector

s

Sep Oct Nov Dec Jan Feb Mar Apr May

3.0m2

Req.Eg.
KWh

8.6 9.5 11.1 12.5 13.0 12.76 11.83 10.44 9.0

Eg.Coll.b
y

SE. KWh

12.18 10.5 9.7 9.6 10.35 12.6 12.6 10.5 11

Saving
Eg. %

142
%

111
%

87% 77% 80% 99% 106
%

101
%

122
%

3.5m2

Req.Eg.
KWh

8.6 9.5 11.1 12.5 13.0 12.76 11.83 10.44 9.0

Eg.Coll.b
y

SE. KWh

14.2 12.25 11.34 11.15 12 14.7 14.7 12.25 12.74

Saving
Eg. %

165
%

129
%

102
%

89% 92% 115
%

124
%

117
%

142
%

4.0m2

Req.Eg.
KWh

8.6 9.5 11.1 12.5 13.0 12.76 11.83 10.44 9.0

Eg.Coll.b
y

SE. KWh

16.24 14 13 12.75 13.8 16.8 16.8 14 14.6

Saving
Eg. %

189
%

147
%

117
%

102
%

106
%

132
%

142
%

134
%

162
%

Figure(5): Solar energy balance for solar heater with area 3.5 m2
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Figure(6): Solar energy balance for solar heater with area 3.5 m2

Figure(7): Solar energy balance for solar heater with area 4 m2
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6.5. Electrical Energy Saving

The conversion efficiency of electrical energy to thermal energy is 100% and the cost
of electrical energy production by classical methods (use of fossil fuels) is about 10
cent/kWh, therefore:

 Cost Saving = Displaced energy x cost per Unit.

 Electricity = 3500 kWh/year x 0.1$/kWh = 350$ per year.

 3.5m2 cost approx. 750$ installed.

 Annual Saving: 350$/year.

 Payback: 2.2 Years.

7. Conclusions

1. Insert 3000000  solar water heater for three million consumers in the electrical system
distribution in the residential sector and 1000000 consumer in the government sector
lead to save the consumption of electrical energy load about 2000 MW.

2. Saving of 1.2 billion dollars each year by work these solar systems, when the cost of
electrical energy production is about 0.1$/kWh.

3. Insert 300000  solar water heater for three hundred thousand  consumers in the
electrical system distribution in the residential sector and the government sector lead
to save the consumption of electrical energy load about 120 MW.

4. It may be return the cost of all solar heaters at the period of about 26 months.
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Abstract
This paper deals with the thermal Analysis and design of printed circuit board PCB, to
calculate the thermal effects generated by components on the board. In this paper we
graphically evaluate the temperature distribution on a proposed PCB, at steady state thermal
condition. The analysis done with the parameters set to appropriate real values. This paper
covers common causes of thermal problems on a PCB and how to address those problems
quickly and effectively using the PCB thermal analysis capabilities and Optimize PCB
thermal design by doing thermal analysis and simulation early in proposed  your design. In
the present work, computational procedures together with a computer program are established
to calculate the results of the computations include:

 Increasing of Nusselt number at different locations from board edge with increased air
velocity.

 Decreasing the value of convection heat transfer coefficient at start of edge board.
 Thermal resistance of convection is decreased with increasing of convection heat

transfer coefficient.
Temperature of component is proportional with air velocity increased because of increasing
heat transfer coefficient.

Keywords
Thermal design of PCB, Heat transfer, Thermal analysis, Nusselt number

خلاصة 
لحساب التأثیر الحراري المتولد على PCBوتصمیم لوحة  الدوائر المطبوعةھذا البحث یتعامل مع التحلیل الحراري 

اجزاء اللوحة. حیث تم  تقیم البیانات وتوزیع درجة الحرارة على اللوحة في حالة الاستقرار الحراري مع الأحذ بنظر 
الاعتبار قیم  تقریبة حقیقیة . 

وكیفیة معالجة ھذه المشاكل بشكل سریع  PCBة على  لوحة  في ھذا البحث تغطي الأسباب الشائعة للمشاكل الحراری
وفعال  وذلك باستخدام قابلیة التحلیل الحراري للوحة والتصمیم الحراري الامثل عن طریق المحاكات في وقت مبكر من 

ت النتائج كما القترح . في العمل الحالي  تم اجراء الحسابات جبنباً  الى جنب مع برنامج حسابي  انشى وكانالتصمیم
-یلي :

زیادة رقم نسلت  في مواقع مختلفة عن حافة اللوحة  مع زیادة سرعة الھواء.• 
انخفاض قیمة معامل انتقال الحرارة بالحمل في بدایة حافة اللوحة . • 
عة الھواء انخفاض درجة الحرارة الاجزاء مع زیادة سرانخفض المقاومة الحراریة مع زیادة معامل الحمل الحراري.• 

.بسبب زیادة معامل الحمل الحراري
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List of symbols

Exposed surface area of the component

ffective area of the component

a     Flow area over the PCB less component obstructions

b     Component length (streamwise)

Cp  Specific heat of air

d     Component width

e     Height that the component protrudes from the PCB

F     Flow rate of the air

Height of the flow channel above the PCB

h    Heat transfer coefficient

Thermal conductivity of the board without copper

Thermal conductivity of  air

Thermal conductivity of the copper

Thermal conductivity of the leads

L    Length of the leads.
M   Number of components perpendicular to the flow direction
N    Number of components in the flow direction
n    Number of leads per component
q     Heat load on the component

Total heat dissipated upstream of the component

rho  Density of the fluid

R    Thermal resistance of the component to air
Interface resistance between the component and the PCB
Resistance across the air gap del
Lead resistance between the case and the PCB
Local air temperature
Ambient air temperature

Velocity of air
PCB    Printed circuit board

1. Introduction

Printed circuit board (PCB) is a board made from an insulating, non-conductive
material   that has conductive metal tracks (electronic interconnects) called races as shown in
Fig. (1). Integrated circuits and components are soldered to the board, and the metal traces
between terminals connect the various devices and components [1].
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Fig. (1) Printed circuit board with metal tracks

Conjugate conduction – convection heat transfer is becoming a very active field due to
variety of its industrial applications, such as the cooling of electronic equipment. In the
electronics industry, engineers are looking for the best ways to cool their electronic packages,
which may be as small as a printed board assembly or as big as a" rack" , which is a system
composed of many printed board assemblies . However, efficient cooling cannot be achieved
without understanding the heat transfer from each specific package and determining the flow
and thermal fields [2]. However, today’s more complex and smaller device dimensions along
with closer packing result in higher heat density and elevated operating temperatures. Higher
operating temperatures decrease the service life of the device or module. Any temperature
sensitive materials used in a module can degrade and wear out more quickly. Other failure
mechanisms, such as metal migration, can occur, particularly when both high temperature
and humidity conditions are present. Here, metal whiskers or dendrites can grow from the
conducting lines. With lines being spaced closer together in today’s devices, shorts between
lines can occur and cause device failure. Additionally, when temperatures fluctuate, device
interconnections and other components can fatigue from expansion and contractions due to
thermal stress and eventually fail [3]. Higher temperatures also increase the electrical
resistance of the conducting lines within a device or module, slowing the signal speed and
reducing performance. As devices become more complex, conducting paths become longer
and this performance reduction is more significant. For all of the above reasons, it’s critical to
minimize temperature of the electronics by designing efficient ways of carrying away their
generated heat [4,5]. The more significant factors effect on cooling of printed circuit board
are; heat source distribution from PCB ,thermal conductivity of the PCB plate, size of the
PCB, and radiation heat transfer between two surfaces is proportional to the fourth power of
temperature  [6,7].

2. Thermal Simulation Tools

The basic kinds of thermal modeling and analysis tools include the following; general

purpose tools for analyzing any kind of structure, computational fluid dynamics (CFD) tools

for system flow/heat transfer analysis, and PCB application specific tools for detailed PCB
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and component modeling [8]. Some components on a PCB will generate little heat, others a

great deal; a CPU in a PC can generate up to 100W! In addition to any internally generated

heat, the temperature experienced by any part of a PCB will be affected by

 heat generated by other components on the board

 heat generated by neighbouring equipment

 absorption of sunlight by the equipment casing

 heat associated with the surroundings.

If this heat is not removed, devices will become hotter, and their behavior

may change significantly, so that the circuit no longer behaves in the way it was designed

to, and may even fail. Also, whilst high temperatures themselves can be damaging,

repeated operational variations cause thermally-induced mechanical stresses which can be

even more harmful. Such‘thermal cycling’ may be quite severe, even in everyday

applications. For example, circuitry housed near the engine of a car experiences both the

high temperatures developed by the engine when the car is being driven, and rapid cooling

when the engine is switched off. But repetitive thermal cycling occurs in all electronic

devices to some extent; even a desktop PC is stressed every time it is switched on for a

period and then turned [9].

3. Theoretical Model

This study calculates the average heat transfer dissipation pressure drops and cooling
efficiency for PC Board in free stream flow, with isothermal ( constant temperature )
components,here the heat is evenly distributed throughout the component. The power levels
of all components are assumed equal. The component temperature calculated is the mean case
temperature. For purposes of reliability assessment, the junction temperature is of greater
interest. This is largely controlled by the components internal structure,the manufacturer's
internal resistance values can be used for further thermal analysis under most circumstances.

Fig.(2) Physical domain for PCB
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For this analysis, the conductance should be less than 0.03 W/oC [5]. In this model each

component and the surrounding PCB area is treated in isolation, the PCB area being the

rectangle formed cutting midway between components. It is then assumed that, the heat is

dissipated by this isolated component and area of PCB is equal to the component power. The

heat path is by convection from the exposed surfaces and conduction through the leads and

stand-off gap into the PCB [7].The component temperature T can be written as,

T = T + q ∗ R (1)
And the local air temperature T can be evaluated from,

T = T + QF ∗ rho ∗ C (2)
The total  heat dissipated  upstream from the component is calculated as:

Q = q ∗ M ∗ (N − 1) ( )
The flow rate of air , over the PCB can be  evaluated from,

= ∗ ( ∗ ) (4)
Where, is the flow area over the PCB ,  is given by

= ∗ − ( ∗ ∗ ) (5)
The thermal resistance of the component to air  can be written as

= 1/(ℎ ∗ + 1+ 1∗ ℎ ) (6)
Where, is the exposed surface area,  is given by

= ∗ ∗ 2 ( + ) (7)
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The area between the component and PCB is not included in this area because the generally

small distance between component and PCB inhibits convection. The leads generally inhibit

convection from the sides of the chip, therefore the stand-off gap is included in the effective

depth package. The thermal interface resistance can be calculated as [8,9],

= 11 + 1 (8)
Where ;

= /( ∗ ∗ )
= /( ∗ ∗ )

Where, del refers to the air gap between the component and the PCB, the rectangles ∗ of

the PCB are not isothermal and ,therefore the effective area of the component is calculated

as,

= 2( ∗ ) − ∗ (9)
Where;

= ∗ + (1 − )
= ∗ + (1 − )

Where; and are the two PCB fin efficiencies in the lateral and stream wise directions

respectively. These are calculated as follows,

= ℎ (10)
= ℎ (11)

Where;
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= −2 ∗ (2ℎ/ ) .
= −2 ∗ (2ℎ/ ) .

Where; and are the conductance's of the PC Board in the lateral and stream wise

directions respectively, both conductance's are calculated the same way. The conductance of

the PC Board is given by,

= ∗ + ∗ ℎ (12)
= ∗ + ∗ ℎ (13)

Where, and are the ratios of the volume of copper on the PC Board in the

direction of interest per unit plan area of PCB (lateral and stream wise),depending on flow

velocity .The heat transfer coefficient, ℎ is be evaluated by  using Will's Correlation[9],

when the flow velocity is between  0.2 and 8.0 m/s;

ℎ = 5.3 + ( ℎ ∗ ) .( ∗ ) . ( − 1) . (14)
Where; G is equal to  6.2 when no card guides are used at the PCB leading edges, and 7.6

when chard guides are not used.

4. Simulation and Results

The program for analysis is developed to obtain numerical solution of the thermal analysis of
PCB. The following data are considered numerical values for the model parameters are taken
from [10], and tabulated in Tables (1, 2, and 3).
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Table 1. PC Board properties

Description Symbol Value Units
Width of PCB (lateral to flow) 0.250 m

Height of flow channel above PCB 0.017 m

Conductivity of the board (no copper) 0.294 W/m.°C

Thickness of the board 0.0016 m

Volume of copper per area of PCB (lateral to flow) ℎ 0.00000722 m3/m2

Volume of copper per area of PCB (parallel to flow) ℎ 0.00000444 m3/m2

Conductivity of the PCB copper 360 W/m.°C

Table 2. Component properties
description Symbol Value Units
Number of components (parallel to flow) N 10 None

Length (parallel to flow) b 0.030 m

Pitch (parallel to flow) d 0.033 m

Number of components (lateral to flow) M 8 None

Width (lateral to flow) S 0.015 m

Height (protruding into flow) e 0.004 m

Heat Load per component q 0.5 W

Air gap between PCB and component del 0.000257 m

Number of leads per component n 16 None

Length of leads L 0.001 m

Cross-sectional area of one lead 0.00000025 m2

Thermal conductivity of leads 287.0 W/m.°C

Table 3. Air flow properties
Description Symbol Value Units

Ambient temperature (at entrance) 25 °C

Average flow velocity in free flow area between boards 0.5~2.5 m/s

Thermal conductivity of air 0.028 W/m.°C

pecific heat of air 1006 J/kg.°C

Air density rho 1.2 kg/m3
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The analysis done with the parameter set to appropriate real values. The following results are
obtained:
1. The behavior of the Nusselt number with distance from board edge at different values of

velocity of air is shown in Fig. (3). This figure shows that, the Nusselt number   proportional

with distance from board edge, due to increase velocity of air.

2. Fig.(4) shows the relation between the convection heat transfer coefficient with  distance

from board edge at varying velocity of air. It shows that, the heat   transfer coefficient

decreases with distance from the edge of the board until to reach approximate constant value.

3. The behavior of overall thermal resistance at different location from board edge as shown

in Fig. (5).The graph shows that the overall thermal resistance proportional with decreases

heat transfer coefficient at the same location on the board.

4. The variation of the component temperature at different locations from board edge at

velocity of air is shown in Fig. (6).This figure shows that, the temperature of component

inversely proportional with air velocity increases, due to increase heat transfer coefficient.

5. Conclusion

In the present work, a computational procedure together with a computer program are

established, the following are the main conclusions obtained from the present research;

 The Nusselt number will increase when locations becomes far from board edge, also

with increase air velocity.

 Approaching boundary (edge board), the value of convection heat transfer coefficient

would decrease.

 The overall thermal resistance is proportional with increasing heat transfer coefficient at

different value of velocity of air.

 The temperature of component is inversely proportional with air velocity increase, due to

increase convection heat transfer coefficient.
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Fig. (2) Variation of Nusselt number along different distance from the edge
of the board

Fig. (3) Variation of convection heat transfer coefficient along different distance
from the edge of the   board.
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Fig. (4) The variation of overall thermal resistance along different distance
from the edge of the   board.

Fig. (5) Variation of component temperature along different distance from the
edge of board.
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Optimum Tilted Angle Of Photovoltaic Cell located in northern
Iraq Cities to get maximum generated electric power

Ali Khalid Shaker Al-Sayyab and Maher Kadhim Taher

Refrigeration and Air Conditioning Department, Basra Technical College, Foundation
of Technical Education

ABSTRACT:

Photovoltaic cell  need to be inclined at the optimum angle to maximize the receiving solar
energy then  maximize the out but electric power . In this study, the collector surface is
assumed to be facing toward south, solar global radiation on a tilted surface was estimated
using a mathematical model which programed in engineering equation solver EES program to
find an optimum tilted angle depending on the maximum solar radiation.

In this work find an optimum tilted angle of photovoltaic cell located in Arbil city
(latitude 36° 15”), Sulaymaniyah city (35° 35”), Dahuk (36° 50”  )and Kirkuk (35 °
30”)which are taken as northern Iraq cities only, the tilted angle varied with range from 0° to
90°. The results show the optimum tilted angle of of Arbil city is 34° ,Dahuk city is 34° ,for
Sulaymaniyah city is 33  and for Kirkuk city  is 33°. And these cities are nearly in optimum
tilted angle due to nearly in latitude.

-الخلاصة:

بالتالي تحقیق أقصى قدر ,یتطلب امالھ الخلیة الضوئیة بزاویة میل مثلى لتحقیق أقصى قدر من الطاقة الشمسیة المستقبلة 
من القدرة الكھربائیة المولدة. في ھذه الدراسة، افترض توجیھ الخلیة نحو الجنوب، وقدرت كمیھ الاشعاع الشمسي على 

للعثور على زاویة مائلة الأمثل اعتمادا على EESباستخدام النموذج الریاضي حیث تم برمجتھ  في برنامجسطح مائل 
.أقصى اشعاع شمسي

")، 15° 36في ھذا العمل تم ایجاد افضل  زاویھ میلان لخلایا الضوئیة التي تقع في مدینة اربیل (خط العرض  
") التي تؤخذ كمدن شمال العراق فقط، .تم تغیر 30° 35") وكركوك (50° 36وك (")، دھ35° 35مدینة السلیمانیة (

درجة، لمدینة 34درجة. اظھرت النتائج ان زاویة المیلان الأمثل لمدینة اربیل ھي 90درجة إلى 0زاویھ المیلان  من 
لمدن ھي متقاربھ في زاویة المیلان درجة. وھذه ا33و لمدینة كركوك ھي 33درجة، لمدینة السلیمانیة ھي 34دھوك ھي 

.الأمثل نظرا إلى تقاربھا في خط العرض
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1- Introduction:-

The quest for clean, sustainable sources of energy is becoming more popular with the
concerns over global warming. Scientific communities have determined that carbon dioxide
emissions from the use of fossil fuels, contribute to the greenhouse effect. In Iraq the most
electric power is generated by using thermal power plant that use fossil fuel to generate steam
which required for its permanency to generate electric power, since more carbon dioxide
emissions from burning fossil fuel. For there more the electric power that generated by these
plant is not sufficient for population requirements. There for must be found an alternative
electric source friendly to the climate have no greenhouse effect, Over the past decade,
increasing awareness of climate change hazards and energy security considerations has
forced the global community to focus on renewable energy sources.

Solar energy is a clean, virtually inexhaustible source of heat and energy unlimited and
harnessing   for heat and electricity produces no air or water pollution. The use of solar
energy technologies can only help our environment by decreasing CO2 emissions and
reducing drain-off pollution from fossil fuel power plants.

Solar technology applications function efficiently at ambient temperatures and pressures,
create no noise, limit pollution through available disposal and recycling programs for dead
battery systems and solar panels, and can be installed in a modular manner. Besides these
advantages Furthermore, quality and longevity of photovoltaic devices and systems, and
profitable lifecycle features of whole photovoltaic systems. Photovoltaic cells are the one of
common type of the form of solar energy using, which convert solar radiation into electricity.
The performance of the Photovoltaic cells is highly dependent on its orientation, cell tilted
angle, optical and geometric properties, macro and microclimatic conditions, geographical
position, and the period of use (Ashok Kumar,2011).

And to maximize the power generated by this plant many steady where adopted  to obtained
the optimum  tilted angle and orientation  ,which show that The optimum tilt angle depends
on latitude (λ), solar declination or days of the year (Koray.2006). Kamal Skeiker show the
changing of the tilt angle of PV cell located in Syria by 12 times in a year achieves a solar
radiation of approximately 30% more than the case of a solar collector fixed on a horizontal
surface, Can Ertekin(2008) study  the effect of collector location and tilted angle  for many
place in turkey showed that tilt angles are high during the autumn (September to November)
and winter (December to February) and low tilt angles during the summer (March to August)

. Hamid Moghadam and et.al(2011)  find the  optimum tilt angle for two different Iranian
cities, Zahedan city (Lat.=29.49) and Bandar Abbass city (Lat.=27.18),The results, in the
same time step, show that the increase of latitude led to the increase of the optimum tilt angle.
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2- MATHEMATICAL METHOD FOR THE OPTIMUM TILTED ANGLE

The total daily irradiation on a horizontal plane is the combination of two components, the
direct irradiation and the diffuse irradiation from the sky (Ashok Kumar,2011)

In this study the Bernard-Menguy-Schwartz model is used to find the optimum tilt angle ( )
of photovoltaic cell solar collector in northern Iraq cities because it’s more simple correlation
than other authors and predicted to northern hemisphere more accurate (Romdhane.2009)(Al
Sayyab Et.al .2012)

In Bernard-Menguy-Schwartz model the direct radiation under three conditions of sky:

Clear Sky:= 1230 . ( . ) ……                              (1)

Very Clear Sky:= 1210 ( ) ……                                  (2)

Polluted Sky:= 1260 . ( ) …… (3)

The diffused radiation for any sky conditions:-

= 125(sin(ℎ )) . (4)

The total radiation received by the horizontal plane:-

= + sin(ℎ ) …… (5)

Diffuse and total radiations receipts by the inclined collector plane:
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= ( ) + ( ) ……               (6)

= . cos( ) + (7)

Where the factor is the coefficient of reflexion of the ground located in front of the
collector (usually taken equal to 0.2).and the angle formed between the normal of the
collector and the solar rays at solar midday define by:= 90 − ( + ℎ )……                                         (8)

ℎ = 90 − + ……                                             (9)

Duration of the day:∆ = ℎ(− ( ). tan( )) …             (10)

= 23.45 sin 360° ( ) …                                (11)

Received energy:= × × ∆ (12)

Fig (1) Common Angles in solar application [Hamdy et al,2006]
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3- RESULTS AND DISCUSSION:-

3. 1- Monthly Optimum Tilted Angle:-

A) Effect of Declination angle on optimum monthly tilted angle:-

Monthly tilt angle is a fixed value for the solar collectors in each month. the effect of tilted
angle variation on the photovoltaic cell performance located in Arbil city is shown in Fig (2),
(3) , and (4), from this figures, as the tilted angel of photovoltaic cell  increased the collected
solar energy flux will increased gradually, due to increase the amount of  the normal solar
radiation that incident  to the cell surface, until the flux  reach to a maximum value ,after this
value of tilted angle the collected solar energy flux will decreased as tilted angle increased
,there for this angle will be obtained as the optimum tilted angle for this month. Also these
figure show that the optimum tilted angle of each months will different from each other due
to the earth declination angle varies with number of day variation over the year ,Fig (5) ,so
declination angle have  main  effect on  azimuth angle of sun ray.
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Fig (2) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Arbil city months of (January, February, March and April)
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Fig (3) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Arbil city months of (May, June, July and August)

Fig (4) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at Arbil city
months of (September, October, November and December)
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B) Effect of Declination angle on solar energy flux:-

When sun beam passes through atmosphere layer some of the sun’s direct radiation is
scattered by nitrogen, oxygen, and other molecules, and by aerosols, water droplets, dust, and
other particles with diameters comparable to the wavelengths (Gates 1966). As the
declination angle increased this will decreased the path of the sun ray and this will decreased
the solar beam absorbing and scattering and increased the flux of solar energy that reaches to
earth surface, so as mentioned in Fig. (5) the declination angle reaches maximum value at Jun
and this make this month have maximum solar flux as shown in fig (5) and Fig. (6).

C) Effect of Latitude on Optimum Monthly Tilted Angle:-
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figures (7) , fig(10) and fig (13) show  the effect of latitude on optimum tilted angle for cell
located in different cities, Dahuk ,Sulaymaniyah and Kirkuk  respectively , these   figures
show  that these cities have different  monthly optimum tilted angle for  the same months due
to the different in latitude of these cities Table (1).
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Fig (7) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Dahuk city months of (January, February, March and April)
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Fig (8) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Dahuk city months of (May, June, July and August)

Fig (9) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at Dahuk city
months of (September, October, November and December)
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Fig (10) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Sulaymaniyah city months of (January, February, March and April)
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Fig (11) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Sulaymaniyah city months of (May, June, July and August)
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Fig (12) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Sulaymaniyah city months of (September, October, November and December)
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Fig (13) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at Kirkuk
city months of (January, February, March and April)
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Fig (15) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at Kirkuk
city months of (September, October, November and December)

Fig (14) Effect of PV Cell Tilted Angle Variation on Collected Solar Flux located at
Kirkuk city months of (May, June, July and August)
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3.2 Yearly Optimum Tilted Angle:-

To find the yearly optimum tilted angle, the photovoltaic cell tilted angle will varied over
range from 0° to 90°, the variation of tilted angle will be adopted over the days of the year,
and an average value of collected solar energy will take as method to find the collected
energy by any tilted angle. From Figures (16, 17, 18 and 20) shows that there is one angle
give maximum solar flux per day over the year and this angle can be taken as yearly optimum
tilted angle, so that these figures show the different latitude give different yearly optimum
tilted angle also this angles are not equal to latitude of these cities and .this refutes the claim
of many study that take optimum tilted angle equal to latitude.
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Fig (16) Optimum Yearly Tilted Angle of PV Cell located at Arbil city

Fig (17) Optimum Yearly Tilted Angle of PV Cell located at Dahuk city
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Fig (19) Yearly Optimum Tilted Angle of PV Cell located at Sulaymaniyah city

Fig (18) Yearly Optimum Tilted Angle of PV Cell located at Kirkuk city
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4) Conclusion:-

From this study conclude that:-

1) The optimum tilted angle of photovoltaic cell dose not equal to the latitude of the city
which the cell located in it.

2) The optimum monthly  tilted angle will different from  month to other due to the
declination angle  variation over the month of the year

3) In Iraq June represent the period of the maximum solar flux over the year.

4) The yearly optimum tilted angle of Arbil city is 34° ,Dahuk city is 34° ,for
Sulaymaniyah city is 33  and for Kirkuk city  is 33°. And these cities are nearly in
optimum tilted angle due to nearly in latitude (Arbil =36° 15” ,Dahuk =36° 50”
,Sulaymaniyah =35° 35” and Kirkuk =35° 30”)

Table (1) Effect of City Latitude on Optimum Monthly Tilted Angle
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Abstract

An enhancement of single slope solar still by using (Paraffin wax) as a phase change material
(PCM) was experimentally studied. Single-basin solar still can be used for water desalination.
Probably, they are considered the best solution for water production in remote, arid to semi-
arid, small communities, where fresh water is unavailable. However, the amount of distilled
water produced per unit area is somewhat low which makes the single-basin solar still
unacceptable in some instances. The purpose of this work is to study the effect of using a
PCM as capsules in a solar still as a thermal storage media, and thus enhance the productivity
of water. Experimental results show that the productivity of distilled water was enhanced
with use PCM. The daily water productivity is increased by 34%. Also the best efficiency of
78.6 % occurred when using PCM compared with efficiency of 60 % when only water used
in still. Therefore it is concluded that the productivity of water still per unit area increased.

Keywords: Single basin type, Solar still, Desalination, PCM capsules, thermal energy storage.

باستخدام مادة متغیرة الطورحوضدراسة تطبیقیة لتحسین أداء مقطر شمسي أحادي أل
(شمع البرافین)

الخلاصة

باستخدام مادة  متغیرة الطور (شمع البرافین) عملیا. أن المقطر الحوضتم دراسة تحسین أداء مقطر شمسي أحادي 

تحتوي على الاملاح والشوائب الاخرى. وفي الاماكن النائیة التي الشمسي یستخدم عادة لتقطیر المیاه غیر النقیة التي 

لایوجد فیھا الماء النقي بالكمیة المطلوبة.  لذلك یكون المقطر الشمسي الحل ألامثل لتوفیر الماء النقي. لكن الكمیة التي 

تاجیة للمقطر وھذا ھو الغرض من ینتجھا المقطر الشمسي لوحدة المساحة تكون قلیلة. لذلك یلجأ الى البحث على زیادة ألان

داخل ھذه الدراسة، والفكرة ھي زیادة انتاجیة مقطر شمسي احادي المیل باستخدام مادة متغیرة الطور مثل (شمع البرافین) 

أنابیب نحاسیة محكمة الغلق ومطلیة باللون الاسود من الخارج تغمر داخل الماء الموجود في كبسولات مصنوعة من

% 34. النتائج التطبیقیة بینت ان أستخدام المادة المتغیرة الطور یعطي زیادة بانتاجیة المقطر بمقدار المقطر الشمسي

في حالة استخام الماء فقط في المقطر الشمسي. %60ھ % مقارنتا مع انتاجیة المقطر عندما تكون كفاءت78.6وبكفاءة 

ي زیادة في انتاجیة المقطر لنفس وحدة المساحة.لذلك نستنتج ان استخدام المادة المتغیرة الطور اعلاه تعط

قطر احادي المیل، المقطر الشمسي، التقطیر، كبسولة المواد متغیرة الطور، خزن الطاقة الحراریة المالكلمات المرشدة: 
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Nomenclature

Ap Still basin area (m2).
hfgw Latent heat of vaporization of water (kJ/kg).
I (t) Solar radiation intensity (W/m2).
mw Distillated water (kg/s).
PCM Phase Change Materials.
Ta Ambient temperature (°C).
Tb Back temperature (°C).
Tg           Glass temperature (°C).
Ts            Steam temperature (°C).
Tw          Water temperature (°C).
η              Efficiency (%).

1. Introduction
Solar energy is an important alternative energy source that likely will be more utilized in the
future. One main factor which limits the application of solar energy is that it is a cyclic time-
dependent energy resource. Therefore, solar systems require energy storage to provide energy
during the night and overcast periods [1]. Distillation is one of many processes that can be
used for water purification. The energy required to evaporate water is the latent heat of
vaporization of water. This has a value of 2260 kJ/kg. This means that to produce 1 liter (i.e.
1kg since the density of water is 1kg/litre) of pure water by distilling brackish water requires
a heat input of 2260 kJ. Many others work for development and enhancement water still as,
Radhwan A. M. [2] studied the transient performance of a stepped solar still with built-in
latent heat thermal energy storage. The basin was placed on a slab filled with a layer of
paraffin wax (phase change material, PCM) that acts as a latent heat thermal energy storage
system (LHTESS). The still performance parameters investigated were analyzed, and the
results compared with the case of a still without the LHTESS. The results showed that the
still with LHTESS has an efficiency of 57%, and the total daily yield is about 4.6 L/m2. This
finding is important since heat could be provided to the greenhouses at night and when it is
most needed. El-Sebaii A. A., et al. [3] studied the transient mathematical models for a single
slope-single basin solar still with and without phase change material (PCM) under the basin
liner of the still. Numerical calculations have been carried out, using stearic acid as a PCM,
when the still is used without the PCM. The PCM is more effective for lower masses of basin
water on winter season. Akash B. A. et al. [4] studied the effect of using different absorbing
materials in a single-basin solar still, and thus enhancing the productivity of water.
Experimental result shows that the productivity of distilled water was enhanced for some
materials. Black dye was the best absorbing material used in terms of water productivity. It
resulted in an enhancement of about 60 %. Badran O.O. [5]. Performance of a single slope
solar still using different operational parameters was studied experimentally. For this study
the still productivity increased up to 51% when combined enhancers such as asphalt basin
liner and sprinkler have been applied to the still. The study also showed that the daily
production of still can be increased by reducing the depth of the water in the basin. Gowtham
M. et al. [6] work to improve the productivity of solar still by concentrating solar thermal
energy through a parabolic trough concentrator. These studies improved the evaporation rate
of the system. This is done through increasing the energy storage capacity through paraffin
wax as latent heat storage material. Productivity improved by 54%. Medugu D. W. and
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Ndatuwong L. G. [7] developed theoretical analysis of the heat and mass transfer
mechanisms inside this solar still. The measured performance was then compared with results
obtained by theoretical analysis. The results clearly show that the instantaneous efficiency
increases with the increase of solar radiation and with the increase of feed water temperature.
The distillation efficiency of the still is 99.64% as compared to the theoretical analysis. Naim
M. M. and Abd El Kawi M. A. [8]. Constructed a novel continuous single-stage solar still
that makes use of a phase change energy storage mixture (PCESM) for promoting energy
usage has been devised and constructed. Results indicated that the use of an energy storage
material led to a larger productivity of distilled water and that the larger the concentration of
the saline water the lower the productivity of the still. Ighodalo O. A., Ebhodaghe F. A. [9]
studied the performance evaluation of a solar still for salty water desalination. The still was
tested using two different materials, aluminum painted black and black leather as the
absorber. They are concluded the daily temperature and type of absorber materials are factors
that can influence the distillate yield. The low cost of production is as a result of the materials
employed in the fabrication. Murugave K. K. et al. [10] Modeling and Verification of Double
Slope Single Basin Solar Still Using Laboratory and Actual Solar Conditions. It is found that
the production rate increases with the increases of water and glass temperature. But at higher
operation temperature, the production rate increases with the decrease in temperature
difference between water and glass. Khalifa A. N. and Hamood A. M. [11] studied on the
verification of the effect of water depth on the performance of basin type solar. A good
number of the investigations on the effect of brine depth are cited in this study. An
experimental study was subsequently conducted to verify this trend by an experimental
investigation on a solar still that was constructed and tested with five different brine depths,
namely 1, 4, 6, 8 and 10 cm. This study validated the decreasing trend in productivity with
the increase of brine depth and showed that the still productivity could be influenced by the
brine depth by up to 48%.

2. Experimental set up
The experimental setup shown in Figs. 1, 2 and 3 is one of the simplest types of solar stills.
Two stills were used in this work, one used with water only, and the other still used with the
copper pipes filled by paraffin wax and immersed in water, the stills have an effective area of
0.6 m2. It has a top cover of transparent glass, and the interior surface of its basin is
blackened to enable absorption of solar energy. The stills frames are insulated from the outer
surface by insulating material.  The identical fixed solar stills are faced due south. The
temperatures of the glass cover, the water and vapuor inside the stills and bottom of stills
plate from the system are measured by thermocouples of the same type. Radiation shields are
used with the thermocouples wherever necessary. All thermocouples are connected to a
digital electronic thermometer is used. The water level was 3 cm in the stills. Different parts
of the stills will be explained in the following:

2.1. Basin liner
This is the major part of the solar still has a base dimensions 100 cm long and 60 cm width
fig.3; It’s made of galvanized steel, the glass cover is tilted at an angle of 15° and the still is
oriented due south. Four copper-constantan thermocouples are embedded at different points
in the still to measure the temperature.
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2.2 PCM capsules
In this work twenty PCM capsules are used, these capsules are made from copper pipes have
95 cm long and 12.5 mm inside diameter and filled with a paraffin wax, two ends are closed
by copper welding, the total length of pipes was 19 meters. These capsules are painted by
blackened color to increase the absorbent of solar radiation fig. 2.

2.3 Paraffin wax
The paraffin wax used has the following properties; Typical melting point about 35 °C and
having a density of around 0.9 g/cm3 and penetration at 25 °C is equal to 34, oil content
(max) is 1.5 ٪ , color (SAYBOLT) solidification point is 30 °C, latent heat was (2.244 kJ/kg.
K) Conductivity is 0.27 W/m°C, specific heat is 2890J/kg °C and it is insoluble in water, but
soluble in ether, benzene, and certain esters.

2.4. Insulating material
The sides and bottom of the system are insulated with 50-mm-thick rigid Styrofoam
insulation board that have a density of 40 kg/m³ and 0.045 W/m2 °C thermal conductivity.

2.5. Measuring instruments
Various types of instruments were used such as:
(1) Pyranometer (The daystar meter): To measure the total radiation in W/m2.
(2) Glass beaker: To collect and measure the distillate water.
(3) Temperature thermometer type (TM-925) to measure temperature at various points in the
still by thermocouples (type-K). The accuracy of this device is in the range of 0.1°C for the
temperature measurements between -50.0to 1300.0 °C ± (0.4% + 0.8°C)
(4) Air speed meter.

3. Result and discussions.
The experiments results are presented in the form of graphs, to show the effect of using PCM
in solar still output and to highlight the effect of using PCM on the glass temperature, basin
water temperature and the distillation accumulation. All the experiments were taken in
different days during the April, May and July 2012 in clear sky weather conditions. The
speed of the air outside the stills was 3.5 m/s.
Fig. 4 shows the solar intensity versus time of the day. The intensity of solar radiation
reaching the earth surface varies from zero during the night to about 900 W/m, on a clear
noon. Hence, the radiation intensity depends on the hour of the day.
Fig. 5 shows the variation of different variables of solar still in case using water in still, it can
be seen that the temperature of the steam is the maximum followed by the temperature of
water that has been heated by the basin in a convection process due to incident rays, then the
temperature of the inner glass where the condensation occur, then the outer glass that transmit
the incident rays, and it is in contact with the surrounding, and the minimum temperature will
be the ambient temperature. While fig. 6 summarizes Different variables were measured
hourly as (glass, ambient, water, back plate and steam) temperatures. It is seen that these
temperatures increases with time due to the increased rate of heat transfer by conduction from
the water to the PCM as the solar radiation intensity increases. The PCM started to melt after
four hours from the beginning of still exposure to solar radiation, afterwards, the PCM
remains nearly constant until it melts completely; then, it decreases slowly with time after
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sunset when the discharging process of the heat stored within the PCM begins. However, the
temperatures of the water and the other elements of the still decrease faster with time due to
the decreased ambient temperature. This is caused a significant difference between water
temperature and temperature of PCM during the night period, therefore this difference make
the water continues to evaporate until these temperatures are equals. For this reason the
productivity of still with use PCM increased. Fig. 7 shows the hourly variation of
productivity (kg/m2 h) for 24 hour. It shows that the highest production was at 15 pm when
water in one still and highest production was at 16 pm water with PCM in other still is used.
The latent energy stored in the PCM keeps the system operational during the night to deliver
distillate output. However, the decreasing trend of all above temperatures show that the
quantity of distillate output is reduced due to little difference in the temperature of glass
cover and ambience that continues until next day morning. Further, the productivity for given
mass of water in the basin of the still with PCM has been plotted for daytime and night hours
to understand the operational characteristics of the system. The PCM enhances the
productivity of the system by 34 % due to PCM being as heat as source under discharge
mode during night. Fig.8 presents the variation of daily accumulative productivity in two
stills. A better productivity it appears for still with PCM, and this is because during night the
PCM acts as the heat source for basin water, this gives to heatens to higher temperature
difference between water and glass due to lower ambient temperature. The amount of heat
transferred from the PCM to the water increases the productivity which is found to increase
from 2.07 (kg/m2 on day) in still without PCM, to 2.78 (kg/m2 day) in still with PCM. Fig.9
presents the variation of daily efficiency for tow stills which is calculated form formula;

100*
*)(

*
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fgww
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A better efficiency of 60 % has taken place at 15:00 h, for water in still, water temperature
was (58 °C) and a quantity of distillate water of about (0.29 kg/m2 h) compared with
efficiency of 78.6 % has taken place at 16:00 h and water temperature is (60 °C) with a
quantity of distillate water of about (0.36 kg/m2 h) in still with PCM.

4. Conclusions

This study shows the potential of integration of phase change material with solar still system
for producing potable water throughout the day and night. The preliminary results show that
the system dramatically increases the productivity of 34 % with PCM as compared to
conventional solar stills. Further it was found that the highest productivity rate varied with
the least water depth in the basin of solar still system. Also it can be concluded that the better
efficiency 78.6 % was taken when using PCM compared with efficiency 60 % when only
water was in the still. It was noticed that the behavior of increase in the productivity with the
increase in the solar radiation and this result is in agreement with those reported by Radhwan
A. M. [2], El-Sebaii A. A., et al. [3], Akash B. A. et al., [4] and Naim and Abd Elkawi [8].
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Fig. 1. Experiment water stills photo.

Fig. 2. Front photo for arrangement of PCM capsules inside basin liner still.
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Fig. 3. Still drawing, (a) Section A-A, (b) Side View
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Fig. 5. The hourly variation of water, glass, back plate, steam and ambient temperatures
when using water only.
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when using wax in the copper pipes.
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Abstract
This paper deals with an experimental investigation of a designed and fabricated air heater

consisting of two cases. The first case used concrete as the main part of the air heater. The
second case used paraffin wax as phase change material (PCM) accompanied with concrete
as the main part of the air heater. Tests were conducted in January and February, 2012 in
Baghdad – Iraq weathers.

Results show that the exit air temperature was increased highly for the second case
compared with the first case and the efficiency of system was improved and the maximum
storage efficiency achieved was 54.13% higher than the concrete case. The air heating gained
was in its maximum value at the second case and the maximum increment achieved was
54.97% at Feb.

Keywords: Phase change material, solar heating system, air temperature, discharge process.

استخدام الشمع البارافیني كمادة للخزن الحراري في سخان ھواء شمسي

الخلاصة
تبین ھذة الورقة بحث عملي لسخان ھواء شمسي مصمم ومصنع لدراسة حالتین، في الحالة الأولى تم استخدام 

(PCM)الكونكریت كجزء رئیسي من سخان الھواء، وفي الحالة الثانیة استخدم الشمع البارافیني كمادة متغیرة الطور 
في 2012عام كانون ثاني وشباطتجارب في شھري شتراك مع الكونكریت كجزء اساسي من سخان الھواء، تمت البالا

العراق.–اجواء مدینة بغداد 
تبین النتائج أن درجات حرارة الھواء الخارج تزداد بشكل كبیر للحالة الثانیة مقارنة بالحالة الأولى وتتحسن كفاءة 

كونكریت، وكانت قیمة الحرارة لحالة الشمع مقارنة مع ال%54.13النظام، وكانت أعلى كفاءة خزن تم الوصول لھا ھي 
مقارنة بالحالة الأولى لشھر %54.97المكتسبة العظمى التي تم الحصول علیھا ھي للحالة الثانیة ومقدار الزیادة كان 

فبرایر.  

1. Introduction:
Increasing energy consu-mption, shrinking resou-rces and rising energy costs will

have significant impact on our standard of living for future generations. In this situation, the
development of alternative, cost effective sources of energy for residential housing has to be
a priority (Ahmed, 2011). Solar radiation, along with secondary solar resources such as wind
and wave power, hydroelectricity and biomass, accounts for most of the available renewable
energy on Earth. Only a minuscule fraction of the available solar energy is used. Solar energy
is the radiant light and heat from the Sun that has been harnessed by humans since ancient
times using a range of ever-evolving technologies (Chaichan, 2011).

Solar technologies are either passive solar or active solar depending on the way they
capture, convert and distribute sunlight (Bendea, 2009). Passive solar heating systems using
air as the circulating fluid can be used effectively for space heating, particularly in small
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spaces such as field huts or refuges (Szymocha, 2005). Air heating collectors have been
occasionally used since World War II, mostly for low temperature space heating applications.

Many air heaters were penetrated after 1973 oil crisis, as a part of considerable interest in
alternative energies. Stacuna-nathan, 1973 tested passing air between multiple glazing before
heat it, and it was found that collector efficiency gained about 10 to 15%.

Modern heaters designs have focus mainly on improving convective heat transfer at the
absorber. Mittal, 2006 investigated using wire mesh as a backing material, with air flowing
between the absorber and second glazing through the mesh, achieving collector efficiency
about 70%. Mohamad, 1997 found that a backing bed of porous media improved heat transfer
as well as pre-worming the air by first running it between two glazing plates. This also helps
in improving collector efficiency by reducing the overall heat losses. Efficiency achieved was
about 75%. Ramadan et al, 2007 used double pass heating in addition to a limestone packing
above the absorber plate and passing air through it to improve efficiency.

Latent heat thermal energy storage systems, using phase change materials (PCM) to store
heat, have many applications. They are used in solar heating systems in houses and
greenhouses to store heat collected during high isolation periods and subsequently liberate
heat during the night or other periods, in air conditioning systems to shift peak heating and
cooling loads to of-peak hours (Zang, 2006); and in space stations to bridge the eclipse period
when no solar energy is available (Regin, 2009). In comparison with other thermal energy
storage systems, they potentially have less weight and volume. They also absorb and release
heat at a suitable predetermined temperature (Raj, 2011).

Many authors (Regin, 2008 & Bilir, 2005) confirmed that the thermal energy storage
systems using PCMs have been recognized as one of the most advanced energy technologies
to enhance the energy efficiency and sustainability of buildings. An interesting feature of
PCMs is that they can store latent energy as well as sensible energy. Their high latent heat
storage capacity combined with friendly energy systems employing endogenous energies,
such as solar thermal energy, can reduce the energy consumption of buildings in a passive
and sustainable way (Mahmud, 2009). The systems incorporating PCMs benefit also from the
isothermal nature of the phase change process (Hazami, 2009).

Assis et al. (2007) experim-entally studied the melting of the PCM in a spherical shell
which includes the visualization of the process, and compared it with the transient numerical
solution performed using the Fluent 6.0 software. A generalized corr-elation was suggested
for the molten fraction, in terms of Fourier number, Stefan number and Grashof number.

Cho (2000) experimentally investigated the thermal characteristics of paraffin in a
spherical capsule packed inside a storage tank at different values of the Reynolds number and
inlet temperatures. They concluded that the phase change period for the capsule at the edge of
the storage tank was shorter than that at the center of the storage tank, because the porosity at
the center was smaller than at the edge of the storage tank.

The main goal of the present work is to design a latent thermal energy storage system
incorporating PCM, taking advantage of solar energy, which is an abundant resource in Iraq
climates, for space heating during the winter season in Baghdad, Iraq.

2. Experimental Setup
Two air heaters boxes were designed and fabricated to carry out this study. The two air

heaters consist of the following:
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a- The wood box: the boxes were made of wood 1cm thickness to guarantee good thermal
insulation. The boxes are opened from above where the glass is fitted. The boxes
dimensions were (1 m length, 0.5 m width and 0.15 m height). The front and rear end
converge to reduce air flow losses at these two points. Air drawing fan was fitted at the
exit, its function was to draw air from the air heater and deliver it to conditioned space.
The entrance was fabricated just as the exit with circular form of diameter size 10 cm.
The perpendicular distances from the entrance and existence to the air heater (divergent
zone for the entrance and convergent zone for the exit) were 35 cm.

b- The air heater: two air heaters were built. The first one was fabricated from concrete
(sand, cement and pebbles) 12 cm thicknesses. Ten copper pipes (2.58 cm dia and 1 m
long) were fixed inside the concrete block. These pipes were opened from its ends to
allow air to pass through. The air gains transmitted heat from concrete to pipes while it
is passing through it to the conditioned space. This crossing air was considered the base
of comparison in the present study. Three essential parts form this air heating system,
these parts are: a single transparent glass, isolated duct and the storage unit which is
consist of a single row of cylinders. This unit works to satisfy two goals; absorb and
storage the solar energy. The concrete block face was painted with absorbent black
paint. The total mass of the concrete material is about 80 kg.
The second air heater was fabricated in the same dimensions of the first one. It was built
from concrete also but three rows of copper pipes (each one consists of 10 pipes) were
fitted inside it uniformly. The middle row pipes were open ends used for air passing.
The higher and lower rows were closed ends filled with paraffin wax which is the PCM
used in this study. Wax weight used in this study was 9.72 kg. The design takes into
consideration many con-cerns such as, the integration with PCM storage unit, the
simpl-icity of construction, dismantlement, and hand-ling the PCM unit. The
experimental trials consist of two different processes, such as charging and discharging.
The charging process is done by heating the PCM bed from concrete temperature (at
constant temperature), until the entire PCM changed its phase completely. During the
discharging process, heat is supplied through the heated PCM bed to concrete and air.
Table 1 illustrates some of concrete and parrafin wax specifications.

c- Glass: 2mm thickness glass was fixed at the top of the two boxes to cover the concrete
wall and the entrance cone. It was fixed by silcon material to prefent any air leakage 3
cm above the concrete wall. Exposing the aluminun chips for sun rays was the reason
for covering the entrance cone with glass.

d- Thermocouples: six copper-constantant thermocouples were fixed in six palces inside
concrete block. Two were fixed at the block top, two at the middle and two at the
bottom of the block. The avarage of these thermocouples was consid-ered as the
concrete temp-erature. Four thermocouples were fixed in each PCM layer. It was distri-
buted in a way that its avarage can be considered as the higher and lower wax
temperature. Two mercury thermometers were fixed in the air entrance and exit to
meas-ure its temperature in each case.

e- Exit air velocity measuring device: Exit air velocity was measured by (Anom-eter). All
the measuring devised were calibrated and there accuracy was found as will be seen in
uncrtinaty paragaph.

f- Aluminum reflectors: two wooden sections were covered from one side with aluminum
foils and used as reflectors. They were used to insure concentrating the sun rays on the
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air heater at the morning and noon periods. After sunset these sections were used as
covers for the air heaters to prevent any heat transfer by radiation or convection to the
surrou-nding.

g- The Fan: A constant speed fan (10 cm dia. and 100 W powers) was used to maintain a
laminar flow.

A schematic diagram of the experimental setup used in this study is given in Figure 1 & 2,
while Figure 3 represents a photo of the air heater.

Fig.(1), a schematic diagram of the
experimental setup used in this study

Fig.(2), a schematic diagram of the
experimental setup used in this study

Fig. (3), Photograph for the air
heater used in the study
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Test Proseadure
Experimintal measurments tests were conducted for the air heaters at the following cases:

1- First case: Concrete wall alone inside the air heater box.
2- Second case: Concrete wall with PCM pipes insde the air heater box.
Teste were conducted from 1/ 1/ 2012 to 15/2/ 2012 in Baghdad city-Iraq winter

weathers. The incident solar intensity for the former mentioned period was taken from the
Iraq Metelorogy Organization. Measures were taken for the studied cases at the same time
and day. The temperatures were measured for several days in each month at a rate of two
times per week. The avarage of these measured reading were considered as the hourly
temperatures for each studied month. The measures started at 7.00 AM and continued untill
the wall temperature equalized intering air temperature.

The following equations were used to calculate storage energies and heating efficiency
for each part of the used systems.

1- The stored energy in concrete wall:= ∆ (kJ) (1)

2- The stored energy in paraffin wax= ∆ (kJ) (2)

3- Air mass flow rate = (3)

4- Air volume flow rate = (4)

5- Heat transfer by air= ∆ (kW) (5)

6- First case (Concrete) thermal storage efficiency (first case)= (%) (6)

7- Second case (Concrete+PCM)thermal storage efficiency= (%) (7)

8- System heating efficiency= (%) (8)
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3. Results and Discussions

Fig. 4 shows the air heating process parts temperatures, inlet cold air, exit hot air and
concrete wall temperature. Concrete wall temperature increases highly due to solar intensity
starting from 8 AM until 2 PM. After 2 PM the wall temperatures reduces due to solar
intensity declines accompanied with cold air entering causing exit air temperatures to be
reduced and drops. The air temperature increment rate at Jan. was 61.8% while at Feb. was
57.92%.  These results indicate that the air heating system can be used for Baghdad City
weathers efficiently.

Fig. 5 represents temperatures details for the second case tested in this study where PCM
was added to the concrete wall. Temperature increase and reduction still the same as fig.3,
except for in this case worming time extended for about two to three hours more. Concrete
temperature relatively maintained the same temperatures as case one, putting in mind, that
concrete mass in this case less than case one, whereas PCM pipes take place, on the account
of concrete mass. At the time of worming (from 7 AM to 2 PM) concrete temperatures
exceeded all other temperature. After 2 PM concrete sensible heat gained at the last period
reduced faster than PCM. Wax temperature after 2 PM exceeded all other temperatures
depending on its stored sensible and latent heats. The air temperature increment rates were
78.92 and 65.08% for Jan. and Feb.  respectively. It can be realized from figures 3 & 4 results
that the increment rates at Jan. are higher than that at Feb. This is due to the higher inlet air
temperatures introduced to the air heater at Baghdad Feb. days.

Fig. 6 represents air stored energy for the two studied cases versus time. It is clear from
the figure that the second case stored the highest energy in air. This case contains the effect of
concrete sensible heat in addition to wax sensible and latent heat. For comparison purposes,
the increments in air stored energy at Jan. were 52.59 for case 2 compared with case 1. The
increments were 54.97 for case 2 compared with case 1 at Feb. It can be observed that higher
heat was gained at Feb. due to higher solar intensity in Baghdad City region.

Fig. 7 demonstrates the tested systems efficiencies versus time. It is clear that higher
system efficiency can be achieved using the second case (concrete+wax). Increments in
system efficiency percentages were 49.38 at Jan. and 54.13 at Feb. for cases2 compared with
case 1.

Fig. 8 illustrates the tested system thermal storage efficiency versus time. Case 2 still rank
the highest thermal efficiency due to availability of concrete sensible heat storage added to
wax sensible and latent heat storage. The increments in thermal storage efficiencies were
44.39% at Jan, while at Feb. it were 49.19% for case 2 compared to case 1.

Fig. 9 shows the charging period of PCM. This period starts from the first daytime but it
appears clearly starting from 11 AM and it expands till 2 PM. In this period PCM
temperature increased to reach wax melting point, at which it settles until all the wax melting
is completed. The liquid wax temperature starts to increase higher than melting point for the
rest of the charging period. Wax phase changing in addition to sensible heat which it stores
after melting ensures high thermal energy storage.

Fig. 10 represents the disch-arge period of PCM. This period starts around 2 PM and it
expands until all the stored energy is used. PCM temperatures reduced in this period and
paraffin wax started to lose its sensible stored energy until it reaches melting point. At this
point it settles until all wax changes its phase to solid phase. After all the wax is solidified its
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temperature reduces in high rate due to two reasons. The first one is the time of this operation
takes place after 2:30 PM where the solar intensity starts to drop and inlet air temperatures
stated to reduce more.

4. Conclusions

Two cases were studied in the present paper, simple case of air heater made of concrete, in
the second heater PCM was added to the system. The tests were conducted at Baghdad city
winter days between 1-1-2012 to 15-2-2012. The results indicate the following:

1- Adding PCM to concrete (case 2) improves the air heater system. Compared with case
1 (concrete heater) for Jan. and Feb. respectively the following is resulted: the gained
temperatures increased with about 61.8. The air stored energy was improved about 54.97.
The system efficiency was improved to 54.13%.

2- Adding PCM to concrete system improves the charging period. It also decelerates the
system temp-erature lose at discharging period. This addition helps the system to worm air
for longer time.

3- The results demonstrate that case 2 air heating system is adequate for air heating
purposes in Iraqi winter weathers.

Table (1), Specifications of concrete and paraffin wax used in present study

Concrete Parraffin wax
Density s (kg/m3) 2300 930
Density l  (kg/m3) 830
Cp      s (kJ/kg h) 880 1850
Cp  l (kJ/kg h) 2384
Heat storage capacity s
(kJ/kg)

8.8 212

Heat storage capacity l
(kJ/kg)
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An experimental and theoretical investigation of the dynamic
effects of rapid rise in fuel flow rate steam on characteristics of the

inner tubes of steam power plant
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Abstract
This work deals with a theoretical and an experimental investigation of the dynamic effects of
rapid rise in fuel flow rate (heat input) on the characteristics of the riser tubes in natural
circulation water tube in boiler of steam power plant. In the theoretical work, the heat transfer
coefficient and wall temperature are calculated and the governing equations of mathematical
boiler model are solved .The experimental work was applied on the power plant of Didacta –
Italia which available in Damascus University. Upper drum parameters are measured under
increasing of heat input by ratio 10% and 20%.The results indicated that rapid increase in the
fuel flow rate causes increased rates of evaporation and thus causes high increase in the
quality that causes tube overheating. The riser temperature increases slightly above the
saturation temperature due to the increase in the steam temperature and due to the dynamic
influence resulting from sudden increase in the heat flux. The theoretical and experimental
results provided good an acceptable comparison and the same behavior with Kim and Choi
results and represented by graphics.

Key words: - steam power plants, water tube boilers, and dynamic effects

انابیب مولد بخار المحطة خصائص الداخلة علىالارتفاع السریع للحرارة تاثیرات
البخاریة

الخلاصة
نابیبالاالسریع للحرارة المجھزة على خصائصللارتفاعالدینامیكیةلتاثیراتلنظریة وعملیة ا البحث بدراسةختص ھذی

الداخلیة حرارة الات حساب معامل انتقال الحرارة ودرجفیھ . الجانب النظري تماریةلمحطة البخامولد بخار الداخلیة ل
المعادلات الحاكمة للمودیل الریاضي لمولد البخارعددیا . الجانب العملي تم حلوتم نابیب مولد البخاراجدران والخارجیة ل

تغیراتاھم متم قیاسحیثي جامعة دمشق فوجودة لایطالیة الصنع والماالتجریبیة البخاریةتطبیقھ على المحطة
بینت نتائج ھذه الدراسة ان الزیادة السریعة %.20%و10عند زیادة معدل الاحتراق بنسبة ا لمولد البخارالاسطوانة العلی

ووصولھا الى منطقة انفصال زیادة حجم الفقاعات الھوائیةى لمعدل الاحتراق یسبب زیادة في معدل التبخر مما یؤدي ال
متغیرات الاسطوانة العلیا .كذلك بینت النتائج ان ارتفاع درجة الحرارة فوق درجة حرارة لااضطراببخار عن الماء مسببة ال

العملیة والنظریة لھذه الدراسةالنتائجمقارنةتتم.الداخلة الاشباع ناتج من التاثیر الدینامیكي للارتفاع السریع للحرارة 
انابیب ماء مولدات - :الكلمات الدالةوتم تمثیلھا بیانیاوجكیم والباحثین شابھا لنتائجواعطت مطابقة جیدة  وسلوكا م

یة.                                     .البخار،محطات بخاریة  ،تاثیرات دینامیك
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Introduction
Water circulation in natural circulation drum boilers is one of the critical problems in

boiler technology. Poor water circulation may cause tube rupture resulting in unscheduled
boiler shutdown that may interrupt plant operation. Such poor circulation may arise from
operational-type problems such as rapid rises in boiler load causing rapid rises in the heat
flux as a result of rapid rises in fuel flow rates. It is known that each boiler tube experiences
different heating conditions due to the no uniformity of heat flux distribution in the furnace.
During the last few years, some boiler explosions were attributed to poor water circulation
[1, 2]. As a result, calculations and measurements of water circulation and other operating
parameters, such as steam quality and void fraction, have become more important not only
for boiler manufacturers but also for large industrial establishments as well as insurance
companies. Adequate water circulation is necessary to cool tubes that form boiler walls.
Criteria are required to determine the potential for tube overheating. These criteria can be
applied using circulation modeling and calculations to identify problem areas. Modeling the
steam generator system including drum boiler, riser and down comer is one of the important
problems [3, 4]. The motive force driving the steam/water mixture through the tubes in a
natural circulation system is the difference in density between cooler water in the down

dA -The drum area at normal operating level ( 2m )

pC - Specific heat at constant pressure (KJ/kg.k)

iD , oD - inter and outer drum diameter (m)

fgh - fgh = gh - fh entropy of evaporation (KJ/kg)

ch - Condensation enthalpy (KJ/kg)

fh - Specific enthalpy of saturated liquid water (KJ/kg)

sh - Specific enthalpy of steam (KJ/kg)

gh - Specific enthalpy of dry super heated KJ/kg)

wh - Specific enthalpy of feed water (KJ/kg)

K - Friction coefficient in down comer-riser loop
L - Drum water level (m)

sL - Level variations caused by changes of the amount

of steam in the drum (m)

wL - Level variations caused by changes of the amount

of water in the drum (m)

sm - Mass flow rate of steam exiting the boiler to

turbine (Kg/s)

Wm - Mass flow rate of water (Kg/s)

Q - Heat flow rate (KJ/h)      .

fQ - Feed water flow rate (KJ/h)

sQ - Steam water flow rate (KJ/h)

dt - Residence time of the steam in the

drum(s)

sT - Saturation temperature for steam (C0)

dV - Volume of boiler drum (m3)

dcV - Volume of down comer (m3)

rV - Volume of riser (m3)

sdV - Volume of steam in drum (m3)

sdV 0 - Volume of steam in drum at equilibrium
(m3)

wdV - Volume of water in drum (m3)

wtV - Total volume of water in drum (m3)

X - Mass fraction of steam in the flow (-)

Greek symbol

 - Volume fraction of steam in the flow (-)

 - Parameter in empirical formula (-)

g - Density of saturated steam (Kg/ m3)

w - Density of water (Kg/ m3)

Nomenclature:
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comer circuits and the steam/water mixture in the riser tubes. This flow must be adequate to
cool the tubes and prevent overheating. Normally, overheating of riser tubes are due to one of
two reasons. The first occurs under steady-state conditions when the tubes are partially
blocked such that the pressure losses increase. As a result the mass flow rate of water
decreases at the same heat flux causing less heat transfer to the water and consequent
overheating of the tube metal. The second cause occurs when sudden rise in the heat flux
occurs and is followed by an increase in the steam quality. As a result, circulation decreases
as a result of increase in the pressure [5, 6]. A schematic picture of a boiler system is shown
in Figure (1, a, b), the heat (Q) supplied to the riser's causes boiling. Gravity forces the
saturated steam to rise causing a circulation in the riser-drum-down comer loop. Feed water is
supplied to the drum and saturated steam, ( sq ), is taken from the drum to the super heaters

and the turbine [7].

Figure (1) Bubbles effect on the drum level, a - Low firing rate - High firing rate, c -
Neutral drum level, d - Rise drum level [7]

A strom and Bell [8] developed a model of nonlinear dynamic system and describes the
complicated dynamics of the physical plant. It was shown that the dynamic fuzzy model
gives in some appropriate sense accurate global nonlinear prediction and at the same time that

a
b

c d
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its local models are close approximations to the local linearization of the nonlinear dynamic
system.

Kim and Choi [9] developed a model for water level dynamics in the drum–riser–down
comer loop of a natural circulation drum-type boiler. The model is based on basic
conservation rules of mass, momentum, and energy, together with the constitutional
equations. The work provides an investigation of the response of water level dynamics to
changes in steam demand and/or heating rate.

The present work aims at developing, utilizing nonlinear modeling, a numerical procedure
for the dynamic simulation of natural circulation steam generator system and investigating
the dynamic response of the pressure in the drum, steam quality at the exit of the riser tubes
to rapid variations in fuel flow rate (heat input) and experimental measurement of upper drum
parameters (drum pressure and drum water level) under these vibrations to optimize the
steam generator operation to prevent the overheating of the riser tubes.

Theoretical work:-
The theoretical work was included: - calculations of heat transfer coefficient and wall
temperature, in addition   of the governing equations of boiler were solved numerically.

Heat transfer coefficient calculation
The two-phase (liquid and vapor) flow pattern in a pipe depends on many parameters such as
the flow velocity, the quality of the mixture, the properties of the two phases (density,
viscosity and surface tension) and the pipe geometry as well as its orientation. The flow
patterns in horizontal tubes are slightly different due to the effect of gravity.
A large number of empirical and semi-empirical correlations are available to predict heat
transfer coefficients for the flow boiling regimes in vertical and horizontal tubes. Some of
these correlations have been widely tested and are practically used. The calculation of the
heat transfer coefficient includes a convection evaporation term and nucleate boiling term and
is expressed as [10, 11, 12]

 kcc
r

c
ll FBOFCoChh 452 )25()(  (1)

4.08.0
) )()(023.0 re PRNu  (2)

gD

G
F

l
r 2

2


 (3)

fgGh

q
BO  (4)

5.08.0 )()
1

(
l

v

x

x
CO




 (5)



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013وتطبیقاتھاالمتجددةللطاقاتالوطنيالمؤتمر
التكنولوجیةالجامعة-العلميوالبحثالعاليالتعلیموزارة
ةالمتجددوالطاقاتالطاقةلوجیاتكنومركز

202

Wall temperature calculations
To calculate the inside and outside wall temperatures of the riser tube [13, 14, and 15]:

conv

sati
o R

TT
Dq


 , (6)

pipe

ino
pipe K

DD
R

2

)/ln(
 ,

hD
R

i
conv 

1
.  (7)

The system considered includes the drum, riser and down comer, the presence of steam below
the liquid level in the drum causes the shrink-and-swell phenomenon which makes level
control difficult. The outflow from the risers passes through a separator to separate the steam
from the water. In spite of the complexity of the system it turns out that its gross behavior is
well captured by global mass and energy balances. The balance thermal equation for burning
process can be obtained from the following equation: [16, 17, 18 and 19]:-
 

)(..... 44
Re SmgpgecncombpA

gfg TTKTCGHBkTACA
dt

Hmd
 (8)

Where A - Air, B - the fuel flow, Ge - the evacuated gas, Kcomb - the burning coefficient .
The heat exchange to furnace zone (convection, conduction and radiation) and the water from
pipes, at the saturation temperature Ts, is equivalent with a direct heat exchange through
radiation. mT is the middle temperature of burning gases. From the low of perfect gases

[20,21and 22]:-

R

PVC
Hm fvg

gfg  (9)

)(..... 44
Re SmgpgecncombpA

fvg TTKTCGHBkTAC
dt

dp

R
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(10)

The governing equations consist of conservation of mass and energy of the total system. The
equations governing the phase change in the drum include the steam and water volumes
inside the drum and the rate of steam condensation and the equations governing the flow
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circulation in the riser–down comer loop, which govern the transport of the mass , energy and
momentum.

Thus, a set of four differentials nonlinear equations representing the time dependence of the
state variables of the pressure, steam quality, total water volume and steam volume in the
drum can be presented as follows [23, 24 and 25]. The coefficients of these four equations
are given by

fggfa  11 (15)
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The numerical solution

A. The initial conditions

To obtain the initial conditions, the following equations must be solving:-

sw mm  
….( (24)

Q )( wgs hhm   ….( (25)
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B. The constants and boundary conditions

The operational data are taken from power plant characteristics such as, drum pressure, steam
mass flow rate, drum volume, riser and downcomer volumes, water surface area, feed water
temperature and thermal conductivity of the pipe material. There are many constants
according to the boundary conditions as following [26, 27]:-

I - Convection number  0.65 (C1 = 1.136, C2 = - 0.9, C3 = 667.2, C4 = 0.7
and C5 = 0.3).
II- Convection number  0.65 (C1 = 0.6683, C2 = - 0.2, C3 =1058, C4 = 0.7 and C5 = 0.3)
the convection number calculated from equation (5). C5= 0 for vertical tubes and C5 = 0 for
horizontal tubes if Fr is greater than 0.04. Fk = 1 for water (a fluid dependent parameter), hL
is the single phase heat transfer coefficient and is calculated from the Dittus– Boelter
equation (1). 3.0 (Empirical value used for calculation the coefficients in equations 21
and 22).

C. The solution procedure

A numerical scheme for the solution of the governing differential equations was established.
The dynamic response of the system’s state variables due to rapid changes in fuel flow rate
(heat input) was investigated. The present model was used for the prediction of possible tube
overheating was devise.
The solution procedure can be summarized: - equations (1)–(7) were used to calculate the
heat transfer coefficient and metal temperature. Equations (11)–(14) were solved
simultaneously using an explicit method time step is 0.3 s for a total time 200 s. The
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coefficients in these equations were obtained from Equations (15)–(23). As well as other
main boiler parameters calculated from others equations.

Experimental work

The experimental work was applied on the steam generator of Didacta – Italia power plant.
All the parameters are measured after the plant reached to thermal equilibrium state and any
others data are taken from the technical characteristics of steam generator. The experimental
work included the measurements and calculation of the main parameters as the following:-

A. Measurements

The test was performed for the changes in drum pressure and drum water level in response to
step variations in firing rate ( increasing of heat input by 10%and 20%). The measurements
provide firing rate variations with time. The following parameters are measured:-

1.   Measurement of drum level

The drum level has a complicated geometry d11 (glass gauge 113 mm length) as shown in
figure (2) in steam generation unit. To measure the drum level response with firing rate, read
drum level directly from the glass gauge (d11) with the same time when we measure the
drum pressure at increasing  the firing rate by (10% and 20%). The drum has a complicated
geometry. The linear zed behavior can be described by the wet surface ( dA ) at the operating

level. The deviation of the drum level ( l ) measured from its normal operating level is [29]:-

ws
d

sdwd LL
A

VV
L 


 ….(              (34)

To measure the drum level response with firing rate change, read drum level directly from the
glass gauge (d11) with the same time when we measure the drum pressure at increasing firing
rate by (10% and 20%) . Repeat the same procedure above but in opposite i.e. drum level
response with decreasing firing rate by 10 %, and 20%

2- Measurement of drum pressure

The drum pressure Gage (PI) in steam generation unit as shown in figure (2) changes with
variation of firing rate (heat input), to measure this variation, we start the plant and let the
plant run a long enough to reach stabilization i.e. until steam pressures and temperatures in
the various points of the circuit and the cooling water temperature at outlet from the
condenser remain constant. When stabilization is reached, record the drum pressure
measurements with the time under increasing of firing rate by 10% and 20%. At each change,
we are read the drum pressure by Gage (PI) with time.

3- Measurement of differential pressure

p = differential pressure (mm Hg) measured by using of a calibrated diaphragm.

4- Measurement of feed water

Feed water volume ( ..wfV ) measured directly as shown in figure (2)

5- Measurement of fuel level

Fuel level measured from fuel tank as shown by figure (2)
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B- Calculation procedure

The value of mass flow rate of steam ( sm ) can be calculated from the following equation

after measure the value of the differential pressure ( p ) mm Hg [29]:-

]/[2
4

.
2

skgp
d

ms  


 (35)

Where,  - coefficient of discharge = 0.60845,  - expansibility factor = 0.99658, d - orifice
diameter = 20.5 mm, internal pipe diameter =27mm,

Steam temperature ( sT ) measured directly from the control unit in steam power plant

(Electric control and command board). Also the data of burner are taken from the technical
characteristics of burner such as, rate of consumption ( fm ) can be calculating from the

following equation [29]:-

]/[3600*
8.0*

.
. hkg

L
m

f

f

f 
 (36)

Where, fL = level reading of fuel tank, 8.0 = specific weight of the fuel, f = measured

time.

Feed water mass flow rate ( wm ) calculated by measured of feed water volume ( ..wfV ), and

time of boiler operation ( .. pb ) , ..wfv was taken from tables (according to pressure

and temperature of boiler), then ( wm ) can be calculate from the following equation [29]:-

..

..

.
wf

wf

w v

V
m



 ….(37)
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Results and discussion
Figure 3 presents an experimental and theoretical behavior of drum pressure with time; the
fluctuation of drum pressure with time is due to the firing rate variations with time as shown
in figure 4.
Figure 5 presents the change of the pressure as a result of sudden increase in heat input (Q),
and shows that the pressure increases at a constant rate of dP/dt as a result of a step rise in the
heat input of 10% and for the case of 20% step rise in the heat input in order to explain the
increase in the drum pressure.

Figures (6 and 7) are provided and present the response of the mass flow rates in risers and
downcomers for the two cases of step rise in heat input. The riser mass flow exhibits a sudden
increase as a result of increase in the heat input. As the heat input, is increased, a sudden
increase from the steady-state value in the mass flow rate in the riser occurs.

However, the downcomer flow exhibits a gradual increase with time.Thus, the outlet of the
riser first increases and then decreases to match the flow in the downcomer. Thus, the
difference between the riser and downcomer mass flow rates, increases suddenly causing
increase in the mass flow rate into the drum and the volume of steam–water in the drum.
The difference between both of the two flow rates diminishes at around 30 s from the
moment of the step rise in heat input. This is followed by a continuous gradual decrease in
the risers and downcomers mass flow rates. The case of 20% step rise shows similar trends
but with higher magnitudes of flow rates in risers and downcomers. As well, the difference
between the riser and downcomers at start of the rise is much higher for the case of 20%.
Consistent with the increase in heat input, the quality at exit of the riser increases as a result
of increased rate of evaporation. The quality increases first at a high rate during the first 10 s.
Figures (8 and 9) are present the dynamics of steam and water volumes in the drum under the
water level. The difference between the mass flow rate in the risers and downcomers along
with the increase in the quality leads to a rise in the mass of water as well as steam in the
drum As well, as shown in Figures (8and9), the volume of the steam within the liquid (under
water level) in the drum, Vsd, increases as a result of a combined increase in the riser flow
rate and the quality at exit of the riser. The increase in the riser flow rate and the quality cause
high increase in steam flow into the drum, which results in increase in Vsd.
Figure (10) indicates that the rate of condensation as a result of increase in pressure increases
suddenly and then continues to increase but at a lower rate. The main cause of condensation
is due to the increase in the pressure at the same saturation temperature Ts .
Figure (11) shows that the total volume of water in the system, Vwt, increases . The increase
in Vwt is a result of increase of Vwd and the condensation of the steam under the water level
in the drum. Consistent with the increase in the total water volume, Vwt, Figure 9 shows a
decrease in the total steam volume, Vst, according to the relation Vst+ Vwt= V .
The response of heat transfer coefficient, h, is shown in figure (12) and the response of the
liquid heat transfer coefficient; hL is presented in figure (13). As shown in Figure (12), h
decreases during the first ten seconds. This is followed by increase in h with time. Despite
that the case of 20% exhibit higher values of h, the rate of increase in h is slower for the case
of 20%.
Figure (14) explain the variation of temperature difference between the metal and saturated
steam for step rise in heat input.
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Figure (15) exhibits the distribution of the void fraction that indicates a rapid increase in the
first few seconds then followed by a continuous reduction in its value. As a result, the heat
transfer coefficient decreases as shown in figure (12). This explains the behavior of the heat
transfer coefficient, h, in figure (12).
Figure (16) provides a comparison of the water level due to liquid and steam contents. The
small differences are due to the steam contribution to water level the present calculations and
those of kim and choi , show that the volume of bubble continue to increase at a lower rate
rather than decrease .

Conclusions

The present model is used to investigate the dynamic effects of rapid changes in fuel flow
rate on the overheating of the riser tubes in natural circulation water tube boilers. The system
under consideration includes the drum, riser and down comer as its major components. A
numerical scheme for the solution of the governing differential equations was established.
The dynamic response of the system’s state variables due to rapid changes in fuel flow rate
and steam flow rate was investigated.
The results indicate that increasing the heat flux by 10% and by 20% can lead to high
variations in pressure, steam quality and water level in the drum. As well, the changes in the
heat transfer coefficient lead to a temperature increase in the riser metal temperature. The
riser temperature increases due to the increase in the steam temperature and due to the
dynamic influence resulting from increase in the heat flux .The experimental and theoretical
results of the water level in the drum are in reasonable comparison and with kim and choi
results.
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Abstract
Calculated daily  travel and wind speeds variations  were determined. An empirical

equation of diurnal changes in wind speeds developed for Western Iraq can be aware of the
wind erosion and atmospheric dust storms cause. Wind speed is one of the priority factors to
reduce the wind erosion by apply techniques or change environmental systems in that
region. Wind speed calculated based upon the measured hourly values of wind speed for the
period of 2000-2010. Results of research  indicate that Western Iraq has a potential of wind
speed    have significantly  during October through March , so land cover is needed and the
best land cover is grow perennial biodiversity and artificial  land cover which can reduce  on
soil removal. Besides, there has been a lack of precise metrological measurements to aid to
monitoring and prediction of high – resolution winds in mulched lands.
The study shows that using long-term average gives better results since extremes tend to be
smoothed out as more data are averaged. The difference between the measured and
calculated wind speed can be simulated within 6% - 27% with mean of 18%.
A good relationship between daily wind travel and mean wind speed for day and night

maximum and minimum wind speeds was obtained

Key words: Wind speed, Day-night winds, Wind erosion

مسار حركة الریاح وسرعھا المقاسة والمتوقعة في غرب العراق

فرحان خماس ،حسون احمد
قسم الھندسة المیكانیكیة

جامعة النھرین-كلیة الھندسة

الخلاصة

العراق الاختلافات المحسوبة لحركة وسرعة الریاح  قد قیست ، طورت التغیرات بواسطة المعادلات العددیة لمنطقة غرب 
والتي تعكس اھمیة انجراف التربة والعواصف الترابیة. تعتبر سرعة الریاح من العوامل الرئیسیة التي تؤثر على تعریة 

2010-2000التربة وذلك لتاثیرھا على تغییر النظام البیئي للمنطقة.جمعت القراءات لعناصر الریاح في المنطقة من فترة 
الأول وحتى اذار لذلك فان غطاء التربة طاقة كامنة لسرعة الریاح وذلك لشھر تشرینوقد دلت النتائج بان المنطقة لھا

بامس الحاجة الیھا في تلك الفترة ونظراً لعدم توفر القرآءآت التي تخص سرعة وحركة الریاح التي قد تساعد في رصد 
دلات ومن ثم حسابھا وقد استنتجت من الریاح .ان القرآءآت المتوفرة ولمدة فترة طویلة قد ساعدت على الحصول على مع

%  18% وبمعدل 27-% 6الحسابات فروقات مابین النتائج المحسوبة والمقاسة لسرعة الریاح والتي كانت تتراوح بین 
لحركة الریاح الیومیة لفترة النھار واللیل .
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INTRODUCTION

Wind erosion and dust storms are a serious problem in many parts of the world. It is worse
in drylands areas most susceptible to wind erosion on agricultural land include much of
Western Iraq deep sandy soils generally are considered to be high erodible. The study of wind
speed and direction is one of the priority factors to reduce the wind erosion by apply
techniques or change farming systems in that area.

Data has been recorded by climatological stations across Westrn Iraq for many years, but
automation is now phasing out reporting of this useful indicator of wind erosion.

Wind erosion physically removes the lighter, less dense soil constituents such as organic
matter, nitrogen, phosphorus, clays, and silts which depend on the wind speed.  Hasson
(2008) found that 7,75% of accumulated dusts was organic materials. Thus it removes the
most fertile part of the soil and lowers soil productivity (Lyles, 1975). Lyles (1975) estimated
that top soil loss from wind erosion causes annual yield reductions.

Broad scale wind erosion rates can be approximated using meteorological data which
reports the frequency of occurrence of dust events (dust storms and local dust events)
weighted according to their intensity as a Dust Storm Index (DSI)(Mc Tainsh, 1998) . The
Eastern  Wind model is an indicator of wind erosion under natural conditions, without the
impact of land use activities. The model predicts the level of wind erosion by utilizing both
wind erosivity (the power of the wind to erode) and land type erodibility (the susceptibility of
the land to erosion). Wind erosivity is measured using wind run data, and land type
erodibility is measured using precipitation and evaporation parameters to estimate effective
soil moisture, which when averaged annually, approximates vegetation cover.

The relationship of wind speed variations to atmospheric stability has been studied by Oke
who concluded that the greater the transfer of horizontal momentum towards the surface, the
greater the surface layer winds.

The study has dealt with different micro-climatologically parameters data types. These
include latitude, date, daily wind travel, wind speed, ambient temperature, daylength, night
length.

During the night time the wind speed used to be calm when buoyancy is reduced and little
vertical exchange occurs. Peak wind speed occurs near noon when solar heating promotes
vertical exchange resulting in greater momentum transfer toward the surface.

A one dimensional model of the neutral planetary boundary layer is used to predict the
wind velocity and coefficient of eddy diffusivity throughout the 2-km planetary layer (Mc
Tainsh 1990) who concluded that the wind speed prediction error was 1.2 of the observed
values.

Average wind speed estimate from the data base have been systematically compared with
corresponding wind speed estimate from buoy measurements and model prediction, and very
good agreement has been found,(Raghavan, 1988).

The objectives of this study is construct a wind speed model for predicting diurnal changes
in wind speed and to evaluate its relation to air temperature for  Western Iraq. This study
includes a comparison between the measured and calculated diurnal variation of daily wind
speed.

MEASUREMENTS
The study performed in the, Western Iraq, which is at latitude 33o N, longitude, 44o E. The

climate of the study area is semi-arid and sub-tropical. Mean annual precipitation is 420 mm
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with > 80% of  its value is falling from May to  October. Mean  monthly temperature range
from 14C in winter and 45C in summer. The average monthly wind speed is the highest
during the summer months.

The measurements of microclimatological parameters  include  wind  speed and air
temperature data were collected from Metrological Station . The data   were  recorded
continuously (24 hours) on hourly basis for long-term[ 2000 to 2010 ], using automatic
computer connected on-line with the data acquisition system.

CALCULATION  PROCEDURE
The model uses a truncated sine wave function for the period from sunrise to sunset and an

exponential decay function from early sunset to sunrise. An input for the model includes
daylength (determined by date and latitude) and maximum and minimum daily wind speed.
The following equations are used for calculation of the wind speed (m/s) during day-time
(WSd) and night-time (WSn).

WSd = (WSmax. – WSmin.) sin [(n/y + 2a)] + WSmin.             (1)

WSn = (WSs – WSmin.) exp [(-bn)/z)] + WSmin.                      (2)

Where  WSmax. and WSmin. are maximum and minimum wind speed (m/s). WSs is the
wind speed at the sunset (m/s).  y and z are day and night length number of hours (h). n is
the number of hours from the hour of  minimum wind speed to sunset (h). N is the number
of hours from sunset to the hour of minimum wind speed(h). a is the time-lag in maximum
wind speed (h) and b is a coefficient that controls wind speed decrease at night. To calculate
the values of the variables a and b the non-linear error minimization technique developed by
[5] was used taking into account the monthly mean of diurnal wind  speed for successive
years  period (2000 to 2010) for West  Midland region. The results show that the values of
(a) and (b) were constants for the side (1.2 and 3.1), respectively. The day-length (y) and
night-length (z) were computed from the data and from latitude by a method developed by
(Powel, 1996) and effective photoperiod day developed by (Sellers, 1965).

RESULTS  AND DISCUSSION

RELATIONSHIPS   BETWEEN DWT, WSD AND WSN

The hourly values for wind speed is not always available, while the total wind speed travel
is available more often. For this reason a relation between daily wind travel (DWT) and
mean wind speed for the day (WSd) and night (WSn) could be useful.

The hourly values of wind data for the experiment period were used to develop a
regression equation. Linear regression analysis from software program package was used to
analyze the data set ( a method of minimization method). The resulting relationship was
given in Table 1.

The scatter diagram of the hourly values of wind speed (WSd,WSn) vs. the hourly wind
travel were plotted in Fig. 1.
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Fig. 1. Relationships between night wind speed and average monthly daily wind travel0

RELATIONSHIPS BETWEEN DWT, WSMAX. AND WSN
The scatter diagram of daily wind travel vs. average maximum and minimum wind speed

was plotted in Fig. 2. An average maximum wind speed during the afternoon hours (12:00
to 15:00 h) and average minimum wind speed during the morning hours (03:00 to 06:00 h)
were used instead of the instantaneous maximum and minimum daily wind speed to get
more accurate approximation. The resulting regression equation using these data was:

WSmax. = 1.297 (DWT) – 0.921 (m/s)
R2 = 0.921

WSn = 0.622 (DWT) + 0.544     (m/s)
R2 = 0.713

Fig. 2. Relationships between maximum wind speed and average monthly daily wind
travel
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OBSERVED - CALCULATED WIND SPEEDS

The measured and calculated data of wind speed for the recording period were shown in
Fig.3. The figure shows that the linear relationship exists between the  values. By fitting the
data points in the figure, the following equation was formed with a high correction
coefficient, R2 = 0.982.

WSc = 1.042 (WSm) + 0.1934      (m/s)

Where :  WSm  and  WSc  are measured and calculated wind speeds  respectively.

Fig.3. Relationships between calculated and measured wind speeds

Table1. The expansion coefficient in Y = aı + ax equation the correlation coefficient (R2).

Case Interce
pt

Slop
e

R2

WSd 0.810 0.43
5

0.78
6WSn 0.331 0.93

8
0.88

7WSma
x.

0.124 1.30 0.92
1WSn 0.544 0.62

2
0.71

3
EVALUATION OF WIND SPEEDS ESTIMATION

Closeness of the calculated wind speeds to the measured values were checked by
comparing: (1) the differences between the calculated and measured wind speeds averaged
over the recording period and (2) standard deviation of the averaged difference

is defined as:

D = 1/n Σ (WSc – WSm)

S.D = √[Σ (WSc – WSm) – nD] ₨/ n ̄ ¹

y = 1.0418x + 0.1934
R2 = 0.982
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Where:   WSc  and  WSm  are calculated and measured wind speed (m/s) respectively, and
n  is the  number of  observations. Table 2. gives the value of average differences, D and
standard deviation of the differences, S.D. for the values of calculated wind speeds. The S.D.
of the average differences was the greatest in February (1.7 m/s) and tends to decrease (0.4
m/s) in March.

Table 2. Average differences and standard deviation of the differences between the
observed and calculated wind speed, m/s.

Months
Average

Differences [ D ]
Standard

Deviation [ S.D.]

January -0.02 1.658

February -0.40 1.747

March -0.02 0.409

April -0.02 0.964

May -0.38 0.554

June -0.39 1.154

July -0.01 1.270

August -0.02 1.087

September -0.01 0.635

October -0.29 1.706

November -0.03 1.670

December -0.36 1.554

Annual,2000- 2010 -0.16 0.481

Figure 4. shows that the method does well in calculating the mean monthly diurnal wind
speeds compared to the measured values. Also, the seasonal changes in the pattern are well
represented in the calculation method. During October through March the most effective
wind speeds can be occur, so we suggest perennial and tagasaste are the best fodder to be
grown to reduce land exposure and reduce wind speeds. Table 2 shows the average
differences and standard deviation of the differences between the observed and calculated
wind speed, m/s. The annual differences D and  SD are -0.16 and 0.48. The standard
deviation is high annually compared with the monthly average.

CONCLUSIONS

The wind model has potential applications in dust storms and agricultural, biological, of
Western Iraq  research and application models. An analysis wind speed and air temperature
was performed for the Western of Iraq region for the period of 2000 – 2010. A sine
exponential model for the diurnal variation of wind speed estimation was used for this
purpose. The study shows that using long-term average gives better results since extremes
tend to be smoothed out as more data are averaged. The difference between the measured
and calculated wind speed can be simulated within 6% - 27% with mean of 18%.
A good relationship between daily wind travel and mean wind speed for day and night

maximum and minimum wind speeds was obtained.
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Fig. 4. Comparison between calculated and observed wind speeds
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Abstract
A new approach of solar concentrator has been proposed and used to collect sunlight. The

proposed design consists two-dimensional of (20x20) rectangular microlens array (100% fill
factor) that coupled into a planar waveguide. Localized facets prisms of symmetrical angle
(120o, 60o) were placed at the focus of each lens. The irradiance was measured at each side of
the waveguide by Photovoltaic cells (PV) were fixed at there. The results illustrate that the
cladding materials and their thicknesses affect the optical efficiency of the system
significantly.

Keywords: Microlenses array; Waveguide; Photovoltaic cell; Total internal reflection (TIR);
Zemax.

Introduction
The high expensive fabrication of common solar concentrators with tracking system, Leads

to Development of new design of solar concentrator microlenses array. This system provides
high optical efficiency by collecting light at lens apertures to convert solar photons directly
into electricity. Optics for solar concentration typically consists of lenses or mirrors focusing
onto secondary elements that eliminate intensity variations at the PV cell. A common
approach places dozens of lenses into a shared platform, each focusing onto independent
secondary optics and solar cells [1].
Previous work presents an approach to solar concentration where sunlight collected by each
lens in a two-dimensional lens array is coupled into a shared, planar waveguide using
localized features placed at each lens focus [2]. Orthogonal concentration method to further
confine sunlight within planar solar collectors. Radial-oriented couplers create micro-optic
solar concentrators [3].

In this work; the proposed concentrator design replaces discrete optics with a 2D lens array
and a common slab waveguide. Sunlight collected by the array focuses onto localized prisms
mirrors positioned to reflect light at angles that exceed the critical angle for total internal
reflection, and therefore couple into the waveguide. Coupled light is homogenized as it
propagates towards the exit aperture at the slab edges.
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Figure (1): Microlenses array shared with waveguide slab: A. single side ray propagation, B.
double sides ray propagation.

Optical design
Sunlight collected by each lens of the array to focus coupled into a common slab waveguide

using prism mirrors. Rays that reflected at prisms facets with angle defined by Snell’s Law
propagate via waveguide slab by exceeding critical angle, this operation satisfied total
internal reflection (TIR) within the waveguide to the exit aperture. The waveguide transports
and collects sunlight over the entire input aperture to one or two side of waveguide, which
depends on the prism angle.

A

B

Prism mirrors

Prism mirrors
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Waveguide slab has two samples:
 Symmetrical angle (120o) and
 Asymmetrical angle (60o)

The samples gives double sides and single side ray propagation into slab respectively as
shown in figure (1) [2]. A low refractive index cladding has been used to prevent energy
losses in ray propagation by refraction and grantee large critical angle to get high efficiency
optical system [4]. The performance of the micro-optic slab concentrator has been simulated
by non-sequential ray tracing with the aid (Zemax) optical design program [5]. The best
choice of materials and thickness of microlenses array, cladding and waveguide are
important, all summarized in table (1).

Table (1): Microlens array, cladding and waveguide materials and their dimensions.

Individual lens aperture diameter (1 mm)

Microlens array (acrylic)
ℎ (1 )(1.49) 550

Waveguide slab (BK-glass)
(20 20 3 )(1.51) 550

Cladding materials
ℎ (0.1 )550 [ ]

Air 1.000
MgF2 1.377

MgF2-E 1.389
LiF 1.392

CaF2 1.433
N-FK56 1.434

SRF2 1.437

(*) all the selected materials are transparent to solar radiation [6].

Waveguide slab function was to collect, homogenize and transport the energy to a
common exit aperture. For the planar waveguide concentrator the geometric concentration
ratio (Cgeo) were defined as the ratio of length of the waveguide divided by the thickness that
is to say, the ratio input to output areas of the optical system.Optical efficiency (η) is the
fraction of light which reaches the output aperture and principally includes Fresnel
reflections, material absorption and waveguide decoupling losses. The flux concentration
(Cflux) is the product of the geometric concentration ratio and optical efficiency [2].

= ℎℎ × = × (1)
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V grooves or called "prisms mirror", were proposed and implemented in Zemax optical
design program as rectangular volume object. The design done by collecting several
segments of this object in parallel array of dimensions (20x1 mm). Such the yield (35%) ray
coupling area which produces double sided of ray propagation at edges of waveguide slab.

The same object arrangement were also adapted to design another V grooves with
asymmetrical angle (60o). This leads to (30%) ray coupling area that produces single sided of
ray propagation at the edge of waveguide slab as shown in figure (2).

Figure (2): Ray propagation in waveguide slab concentrator.

Result and discussion

The design of symmetrically angle (120°) prism couples rays into the slab, guiding light
towards two opposing edges. To collect the concentrated light in two simply places PV cells
at each output edge were used. Another design of asymmetrically angle (60o) prism couples
rays into the slab, guiding light towards one way of edge, to collect the concentrated light at
PV cells at output edge. These facets occupy a small fraction of the total waveguide surface
and enable high geometric concentrations despite decoupling loss when light strikes a
subsequent coupling region. These prisms reflect incident light at angle (60°) which exceed
critical angle and achieve (TIR) into slab as shown in figure (2).Variable thickness of
cladding has been used over the range (0.1- 1mm) in the two samples above. Figure (3)
shows degradation of optical efficiency by increasing of cladding thickness in single sided
sample, while another sample (double sided) shows slightly variation in optical efficiency by
increasing of cladding thickness (maximum value of optical efficiency in (0.7mm) cladding
thickness which means the most appropriate focal shift to cover coupling area). This may due
to cladding thickness which lead to shifting of lens focus (defocus) that appropriate to ray
coupling in wide range of prism area (35%) in double sided sample, while single sided
sample has narrower range of coupling area. Despite of single sided configuration has lower
path optical length than double sided (number of TIR rays in single sided less than rays of
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double sided). Lower negligible energy losses may be achieved in comparison with coupling
area [7]. Figure (3) shows variation of optical efficiency vs. material indices and their
thickness. Its clear high optical efficiency was achieved when air is cladding. The prism
angle is responsible of ray's redirection inside waveguide slab, so the angle value determines
if rays exceed critical angle or not, (120o) symmetrical and (60o) asymmetrical angle gives
roughly (60o) redirected ray angle at another slab surface (boundary surface between slab and
cladding) which exceeds critical angle if air cladding has been used, and satisfy (TIR) that
gives high efficiency. Another cladding materials satisfy (TIR) at critical angle greater than
(65o), and the prism angle partially achieves this critical angle by marginal rays that incident
to lenses, this system ensures partially (TIR) that gives low efficiency.

Conclusion
The micro-optic slab concentrator integrates multiple, focusing apertures with a common

waveguide to direct solar energy to a single or double PV cell. A slab waveguide can be used
as secondary optics to collect and homogenize sunlight focused by a two-dimensional lens
array using the hybrid non imaging approach. Reflective facets designed on the backside of
the waveguide act as fold mirrors to couple sunlight into the waveguide at angles which
exceed the critical angle for TIR .The system becomes essentially planar while opening a new
design space for CPV. Focal length, waveguide thickness and materials selection lead to
suitable designs for small and large-scale applications.
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Figure (3): optical efficiency of waveguide concentrator against:
(A) Cladding thickness varied,

(B) Material refractive indices (n).

For single and double sides ray propagation.
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Modeling and design of flat plate solar collector using different
physical and geometrical conditions
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Abstract

This paper deals with collecting solar radiation from the sun and transfer the received
energy to a fluid which passing through pipes or channels which are integrating with the
collector absorber plate that has a physical properties characterized by high absorptive solar
radiation called the absorption surface, typically a metal plate, usually copper, steel, or
aluminum materials with tubing of copper in thermal contact with the plates. In this paper
simple and efficient thermal system has been designed to utilize the available sun light by
simple design of flat plate solar collector under different conditions which includes:

Unglazed cover, Glazed cover (single or double glazing), Different working fluids, Different
physical properties of pipes, Different climatic conditions.For each case of above it was
found outlet fluid temperature, instantaneous efficiency and modifier angle factor.

فیزیائیة وھندسیةظروفباستخدام لوح مستويذو م مجمع شمسينمذجة وتصمی
مختلفة

أ.د جعفر مھدي حسن
الجامعة التكنولوجیة-قسم ھندسة المكائن والمعدات 

د. قصي عبد الجبار جواد، ضیاء نجم عبد الامیر
الجامعة التكنولوجیة-مركز تكنولوجیا الطاقة والطاقات المتجددة

الخلاصة:
و یتعامل البح

الشمسي والذي یدعى بالسطح اللمتص، الالواح مصنعة من مواد ف

شمسي تم دراستھ وفق ظروف متغیرة للعمل وھي:

، مو، طبیقتین)او قة زجاجیة واحدة،غطاء زجاجي ( طبغطاء غیر زجاجي
.مناخیة مختلفة 

.لكل حالة من الحلات اعلاه تم ایجاد درجة حرارة المائع، الكفاءة الانیة للمجمع الشمسي والعامل الزاوي المعدل
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Abbreviations

rc Collector efficiency.
qtube Energy collected above the tube region, Watts.
qu Total energy gain of the collector, Watts.
Cb Bond conductance
Tfi Inlet fluid temperature, °C.
Tf° Outlet fluid temperature, °C.
GT Incident Solar Radiation,  W/m2.
θ Incident Angle of Beam Radiation, deg.
β Collector slope, deg.
Tamb Ambient Temperature, °C.
Vwind Wind speed, m/s.
F1 Collector efficiency factor.
Gd/GT Diffuse Radiation proportion.
R Relative Humidity.

1. Introduction
In the recent years solar energy has been strongly promoted as an active energy source.

One  of the simplest and most direct applications of this energy is the conversion of solar
radiation into heat. Hence way that the domestic sector can lessen its impact on the
environment is by the installation of solar flat plate collectors for heating water.

Although it should be said that some of these collectors have been in service for the last
40-50 years without any real significant changes in their design and operational principles.

A typical flat-plate collector consists of an absorber in an insulated box together with
transparent cover sheets (glazing)[1].

The absorber is usually made of a metal sheet of  high thermal conductivity, such as
copper or aluminum, with integrated or attached   tubes Fig(1). Its surface is coated with a
special selective material to maximize radiant energy absorption while minimizing radiant
energy emission. The insulated box reduces heat losses from the back and sides of the
collector [2,3].

Fig.(1) flat plate solar collector [3]

The flow distribution through the finned tubes of a collector clearly affects the operational
efficiency of the collector system. Therefore, the more uniform the flow through the tubes,
then the higher efficiency of the collector, and vice versa [4, 5]. The flow distribution can be
evaluated by temperature measurements at various points of the collector [6].
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The energy loss through the top of solar collector is the result of convection and radiation
between the parallel plates. The loss per unit area through the top is equal to the heat transfer
from the absorber plate to the cover. This process of losing energy illustrated in Fig (2)

Fig.(2) Heat transfer mechanisms through a collector with a single cover [6]

There are another source of heat losses which are the  back and edge heat losses of the
collector where the energy loss through the back of the collector is the outcome of the
conduction through the back insulation and the convection and radiation heat transfer from
the back of the collector to surroundings. The magnitudes of the thermal resistance of
convection and radiation heat transfer are much smaller than that of conduction, and therefore
it can be assumed that all the thermal resistance from the back is due to the insulation [7].

To guarantee that the collector can withstand high thermal loads, the highest
temperature in the collector should be less than the melting point of the parts that is
assembled from. Stagnation temperatures are the highest temperatures of the covers and
absorber plate that can be obtained from the collector. They take place when the collector is
not working, i.e. when the working fluid does not circulate. In this case, the useful gain from
the collector is zero[8].

The collector can reach temperatures up to 200°C when no liquid flows through it and
therefore all the materials used must be able to resist such heat. The absorber is usually made
of metallic materials such as copper, steel or aluminum. The collector housing can be made
of plastic, metal or wood, and the glass front cover must be sealed so that heat does not
escape, and the collector itself is protected from dirt, insects or humidity.. The absorber plate
which covers the full aperture area of the collector must perform three functions: absorb the
maximum possible amount of solar irradiance, transfer this heat into the working fluid at a
minimum temperature difference and lose a minimum amount of heat back to the
surroundings.

Since the temperature of the absorber surface is above ambient temperature, the surface re-
radiates some of the heat it has absorbed back to the surroundings. This loss mechanism is a
function of the emittance of the surface for low-temperature, long-wavelength radiation.
Many coatings that enhance the absorption of sunlight (short-wavelength radiation) also
enhance the long wavelength radiation loss from the
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surface. A good coating will produce an absorber surface that is a good absorber of short-
wavelength solar irradiance but a poor emitter of long-wavelength radiant energy

Normally the absorber is covered with one or more transparent cover sheets to
reduce convective heat loss. However convective loss is not completely eliminated because a
convective current exists between the absorber and the cover sheet, so transferring heat from
the absorber to the cover sheet. External convection then
produces a net heat loss from the absorber as it cools the cover sheet.

2. Theoretical background
Under steady conditions, the useful heat delivered by solar collector is equal to the energy

absorbed in the metal surface minus the heat losses from the surface directly and indirectly to
the surroundings. This principle can be stated in the relationship:

Where Qu is the useful energy delivered by collector, [Watts] or [cal hr-1]. Ac is the
collector area, [m2]. HR is the solar energy received on the upper surface of slopping
collector, [W m-2] or [kcal hr-1 m-2] . H  is the rate of incident beam or diffuse radiation on a
unit area of surface of any orientation. R is the factor to convert beam or diffuse radiation to
that on the plane of collector. τ  is the fraction of incoming solar radiation that reaches the
absorbing surface, transmissivity (dimensionless). α  is the fraction of solar energy reaching
the surface that is absorbed, absorptivity (dimensionless). (τ . α )e is the effective
transmittance absorptance product of cover system for beam and diffuse radiation. UL is the
overall heat loss coefficient. tp is the average temperature of the upper surface of the
absorber, [°C] and ta is the atmospheric temperature, [°C]. The factors in eq. 1 depend on the
collector design, operating conditions, solar energy and atmospheric temperature. The energy
balance equation on the whole collector can written as:

Where Qu = rate of useful heat transfer to a working fluid in the solar heat exchanger. Ql

= rate of energy losses from the collector to the surroundings. Qe = rate of energy storage in
the collector. Collector efficiency rc is the collector performance and is defined as the ratio of
useful gain over any time period to the incident solar energy over the same time period.

The equation .4 becomes
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The general solution is :

The constants C1 and C2 are found by substituting boundary conditions. The eq. 6  becomes:

The energy conducted to the region of the tube per unit length in the flow direction is

The equation. 8 accounts for the energy collected to only one side of a tube. The useful gain
of the collector also includes the energy collected above the tube region. The energy gain for
the region:

Hence, the total energy gain of the collector tubes per unit length in the flow direction may be
expressed as:

Ultimately, the useful gain from the eq. 8 must be transferred into the fluid. The resistance to
heat flow to the tube from the plant due to the wall thickness of the tube. Hence

Where Cb = the conductance of the bond. Cw = the conductance of the tube wall and hfi =
the local film heat transfer coefficient. The bond conductance is given as :

Where Kb = bond conductivity, b = bond length and y = bond average thickness. The
useful energy gain of the fluid can then be expressed in terms of the known dimensions, the
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physical parameters and the local fluid temperature by solving the eq.11 for Tb and
substituting to obtain qu from eq.10.

Where

For temperature distribution in the flow direction, consider the energy balance on the
fluid element flowing through a pipe which is receiving a uniform heat flux qu so that :

0Driving through by ∆y and finding the limit ∆y
and substituting in Eq.15.

If the assumption is made that F1 and UL are constant ( and independent of y ) , than the
solution of the differential equation for the temperature at any position (if subject to the
condition that inlet fluid temperature is Tfi ) is :

If the collector has length L in the flow direction, then the outlet fluid temperature Tf° is found
by substituting L for y in the eq. 17.

Where : Ac = WL, the area of collector. The total useful energy collection rate Qu may be
expressed as :

Substituting for Tf° already derived, gives:
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Where

FR has been termed as the heat removal factor of the collector.

3. Modeling and Design:
The following tables represent steps of the main considerations that tack into account

during modeling flat plate solar collector using EES soft program.

Table 1. Test conditions
State GT

( W/m2)
Gd / GT

(%)
θ

(deg)
β

(deg)
T amb

(ºC)
V wind

(m/s)
R

(%)
A 1000 2 30 30 15 3.5 20
B 1000 2 30 30 25 3.5 20
C 1000 2 30 30 35 3.5 20

Efficiency curves based on temperature difference : Tav - Ta

Table 2. Dimensions of collector
Absorber dimensionsOverall dimensions

Wp (m)Lp (m)t (m)W (m)L (m)
1.1372.40.0791.2212.91

Where: L = Length, W= Width (m), t = Thickness (m), Lp = Length, Wp = Width

Table 3. Properties of glass Cover
Properties of Cover 2Properties of Cover 1

Long- waveSolar
Spectrum

Long- waveSolar
Spectrum

c,IRτcεc,sτnc,IRτcεc,sτnNumber
of Cover

000000.880.8911.5261
00.880.8911.52600.880.8911.5262

Where: dcp = Cover- plate air spacing = 1.8 cm, dc1,c2 = Cover 1- cover 2 air spacing = 0.5 cm

Table 4. Properties of Plate material
εpldntp (cm)Kpl (w/m.K)Plate Material
0.150.880.02380Cu

Where: Kpl = user defined conductivity, tp = Thickness, dn = Absorptance, εpl = Emittance
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Edge and back insulation
Conductivity of edge insulation = 0.04 w/m . K
Conductivity of back insulation = 0.04 w/m . K

Table 5. Number and dimension of tube
d° (cm )di ( cm )Nt

1.81.610
Where: Nt = Number of Tubes, di = Inner diameter, d° = Outer diameter lt = Tube to Tube
spacing

Table 6. Properties of Fluid
Kb ( w/m.K)Pin (KPa)V˙

(L/min)
Composition (%)Material

4002004.750Water

Where: V˙ = Volumetric flow rate, Pin = Inlet pressure, Kb = Plate tube bond conductance

4. Results and discussion:

The effects of temperature and number of glass cover have great effects on the
instantaneous efficiency of flat plate solar collector. Figure (3), at 15 °C  for single cover
glass of flat plate solar collector show that the instantaneous efficiency start from 0.625 and
decrease to 0.25 at ∆T/GT less than 0.09 m2 K/W. As compared with same conditions, but the
flat plate solar collector has double cover glass, figure (6) show the instantaneous efficiency
start from 0.6 at ∆T/GT equal to 0.01 m2 K/W then decrease to 0.3 and match with the
experimental.

Figures (9) and (12) extremely have the same data that obtained during figures (3) and (6),
just decrease in instantaneous efficiency occurred at ∆T/GT equal to 0.08 m2 K/W. The
divergence of data can be detected obviously in figure (15), where the instantaneous
efficiency decrease to 0.325 at ∆T/GT equal to 0.07 m2 K/W, while figure (18) show the
instantaneous efficiency of solar collector match with experimental at ∆T/GT less than 0.07
m2 K/W. It is clear from figure (21) the instantaneous efficiency of solar collector start
closely to experimental then divergence between of them reached to maximum value during
increase of ∆T/GT, in contrast, the opposite behavior can be found in figure (24), where the
small match between instantaneous efficiency and experimental occurred at ∆T/GT equal to
0.06 m2 K/W.

Temperature distribution during solar collector can be observed in figure (5), which is
represent solar collector has single glass cover exposure into 15 °C. The temperature
measured on the glass cover reach in to 49.75 °C and temperature of tube approached to
142.4 °C. For same exposure temperature (i.e  15 °C) on solar collector has double glass
cover, the temperature distribution found to be 42.7 °C on the second glass cover, while
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80.62 °C measured on the first glass cover. The temperature calculated of tube attended in to
157.1 °C as indicated in figure (8), the same behavior of tube temperature as shown in figure
(17) which is represent solar collector has single glass cover exposure in to 35 °C. While
collector has double glass cover exposure into same conditions, so that figure (20) show the
tube temperature found to be equal in to 172 °C

Temperature developed in collector exposure in to 25 °C have single and double glass cover
are 150.4 °C and 164.4 °C as indicated in figures (11) and (14) respectively . Extremely small
match of tube temperature as compared with figure (14) can be found in collector has single
glass cover exposure in to 45 °C  as shown in figure (23), where the temperature developed
about 167.6 °C.

Maximum tube temperature can be found 180 °C, in collector has double cover glass
exposure in to 45 °C.

5. Conclusions:
In general, range of the instantaneous efficiency of flat plate solar collector start from 0.6

and decrease to 0.25 for all physical and geometrical conditions have been used. In this
context, match between the module and experimental has been found clearly at ∆T/GT less
than 0.07 m2 K/W during flat plate solar collector has double glass cover.
Tube temperature of flat plate solar collector has single and double glass cover exposure into
15 °C, 25 °C, 35 °C and 45 °C respectively are 142.4 °C, 157.1 °C , 150.4°C, 164.4 °C, 158.8
°C, 172 °C, 167.6 °C and maximum tube temperature can be found 180 °C, in collector has
double cover glass exposure in to 45 °C.
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Figure (3) : Instantaneous Efficiency of collector at single glass cover and 15 °C

Figure (4): Incident Ingle Modifier at single glass cover and 15 °C

Figure (5) : Temperature distribution at single glass cover and 15 °C
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Figure (6) : Instantaneous Efficiency of collector at double glass cover and 15 °C

Figure (7): Incident Ingle Modifier at double glass cover and 15 °C

Figure (8) : Temperature distribution at double glass cover and 15 °C
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Figure (9) : Instantaneous Efficiency of collector at single glass cover and 25 °C

Figure (10): Incident Ingle Modifier at single glass cover and 25 °C

Figure (11) : Temperature distribution at single glass cover and 25 °C
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Figure (12) : Instantaneous Efficiency of collector at double glass cover and 25 °C

Figure (13): Incident Ingle Modifier for at double glass cover and 25 °C

Figure (14) : Temperature distribution at double glass cover and 25 °C
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Figure (15) : Instantaneous Efficiency of collector at single glass cover and 35 °C

Figure (16): Incident Ingle Modifier at single glass cover and 35 °C

Figure (17) : Temperature distribution at single glass cover and 35 °C
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Figure (18) : Instantaneous Efficiency of collector at double glass cover and 35 °C

Figure (19): Incident Ingle Modifier at double glass cover and 35 °C

Figure (20) : Temperature distribution at double glass cover and 35 °C
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Figure (21) : Instantaneous Efficiency of collector at single glass cover and 45 °C

Figure (22): Incident Ingle Modifier at single glass cover and 45 °C

Figure (23) : Temperature distribution at single glass cover and 45 °C
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Figure (24) : Instantaneous Efficiency of collector at double glass cover and 45 °C

Figure (25): Incident Ingle Modifier at double glass cover and 45 °C

Figure (26) : Temperature distribution at double glass cover and 45 °C
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Abstract

According to the increasing work in the field of renewable energy particularly solar

energy to replace the traditional energy sources, therefore we have to think about the

protection and maintenance of these renewable energies as long as possible.

Reaching for studying the use of two types of solar collector–flat plate collector, tested and

examined under the same climatic conditions of Iraq for months January and February, and

hours of operation of the system starts at eight in the morning until four o'clock pm, the first

type vacant surface of the dust and the second type contains dust, which reduce the

absorption of sunlight. I've been in this research to calculate the effect of dust on the solar

collector and note the difference on the performance of solar collector and evaluate its

performance through the results. The study proved the accuracy and convergence of results

with many of the results of previously published study showed that the solar collector vacant

from dust gives better performance compared with the solar collector, which contains dust.

الخلاصة

نظرا ً للإقبال الذي نشھده في مجال الطاقة الشمسیة والبحث عن بدائل ممكن من خلالھا الاستغناء عن الطاقة 

لیدیة ، فلذالك یجب التفكیر في حمایة وصیانة ھذه البدائل والحفاظ علیھا أطول فترة ممكنة. التق

تحت نفس الظروف واختبرتبحثتاستخدام نوعین من الجامع الشمسي من النوع اللوح المستويلقد تناول البحث دراسة 

تبدأ من الساعة الثامنة صباحا ولغایة الساعة للأشھر كانون الثاني وشباط ولساعات اشتغال المنظومةالمناخیة للعراق

یحتوي على الأتربة والتي تقلل من امتصاص أشعة الثانيالنوع خالي سطحھ من الأتربة والنوع الأول،الرابعة مساء

وتقییم.لقد تم في ھذا البحث حساب تأثیر الأتربة على الجامع الشمسي وملاحظة الفرق على أداء الجامع الشمسيالشمس

أدائھ من خلال النتائج. وأثبتت الدراسة دقة وتقارب النتائج مع العدید من النتائج المنشورة سابقا وأظھرت الدراسة أن 

.الخالي من الأتربة یعطي أداء أفضل مقارنة مع الجامع  الذي یحتوي على الأتربةالشمسيالجامع
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Nomenclature
UnitsDefinitionSymbols

m2Area of solar collectorAc

J/kg.CSpecific heat of waterCp

mExternal diameter of tubeD

mInternal diameter of tubeDi

-Factor of solar collectorFr

-Efficiency factor of solar collectorF1

W/m2.CWind heat transfer coefficienthw

W/m2.CHeat transfer coefficient between fluid and internal tube

wall

h

mLength tube of solar collectorL

kg/secMass flow rate of waterm

-Number of riserN

-Number of glass coversn

WSolar energy collectedQColl

WEnergy lost from the solar collector to the environmentQCLoss

WEnergy stored in the tankQStor

-Ratio of total solar radiationR

WSolar energy absorbedS

degreeInclination angle of the solar collectors

hrTimet

CAir temperatureTa

CInlet water temperature from solar collectorTf,i

COutlet water temperature from solar collectorTf,o

CMean external temperature from solar collectorTf,m

Cabsorbed plate mean temperatureTp,m

KTemperature of absorbed plateTP

CTemperature of water tankTs

W/m2.CCoefficient of thermal losses from solar collectorUL

W/m2.CCoefficient of thermal losses from the upper and lower

surface and behind solar collector

Ut, Ub, Ue

mDistance between centers of two tubesW

%Efficiency of solar collectorColl

-Permeability coefficient
-Reflection coefficientr

-Emission factor
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1. INTRODUCTION

Solar water heating systems require relatively little attention. But, as with any thermal

system, some basic maintenance is essential to keep the system functioning smoothly. The

systems should be checked periodically to improve collector efficiency. Renewable energy

and energy efficiency offer the prospect for a sustainable energy future with important links

to the past. The Role of Maintenance is improvement of performance and to obtain the

highest durability and reliability, all solar water heaters require some level of maintenance.

Unfortunately, most owners do not attend to the maintenance needs of their systems as they

should.[1]. Solar water heaters most of the time are called “domestic hot water systems”.
These systems use the solar radiation heat either water or a heat transfer fluid, such as water-

glycol antifreeze mixture in collectors generally mounted on the roof. The heated water is

then stored in storage tank. The systems should be checked periodically by maintenance to

improve solar heating efficiency, [2]. [close 1962], Has presented a mathematical model for

prediction the system temperature and water mass flow rate of a natural circulation solar

water heater for clear sunny days and no drain-off during the day,[3]. [Phillips and Cook

1975] Studied the natural circulation from a flat plate collector to a hot liquid storage tank

experimentally and analytically. The absorber plate served as a conduit for the water flowing

from the collector to the storage tank. The results were presented for both the experimental

and theoretical investigation in terms of dimensionless parameters which were said to be

useful in system design in the prediction of system performance. The cases of both a fully

mixed and a fully stratified tank were considered theoretically and the experimental

measurements were found to be closer to the stratified case,[4]. [Thomas. Mueller,2002]

Described manual for all maintenance involved in the operation, inspection, repair and

maintenance of liquid solar heating system. The manual is designed to be used in the field by

the personal performing. Thus increasing life time and reducing maintenance costs,[5].

[Nimmo et.al. 1978] Presented an analytical and experimental study of a solar water heater

under a forced circulation condition. The mathematical model was presented to predict the

performance of solar water heaters for which the meteorological data and draw off of hot

water from the storage tank at arbitrary times during the day would be available at 15 minute

intervals,[6]. [C.L. Gupta and H.P. Garg 1986 ], developed a computer model for thermal

performance of domestic solar water heaters which employed thermosyphon circulation

between collector and storage tank also they showed that, reducing the elevation of the

storage tank reduces the water flow rate,[7]. [Antonis.M.Psarompas, 2001], studied and
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measured the water temperature distributions along the solar collector tubes, absorber plate

temperature profiles at various location along the collector, [8].

2. Flat-Plate Solar Collectors

Flat-plate solar collector can collect all components of the sun’s energy. Flat-plate types

are the most-used type of collectors. The typical flat-plate collector consists of a black

absorber plate with tubes running through or attached to it to take the collected heat away.

Above this surface is a glazing, usually glass, to help trap the heat. Insulation surrounds the

absorber to retard the loss of heat from the collector. A typical flat plate collector system is

shown in figure (1), [9].

Fig. 1. Schematic representation of a typical flat plate collector [9].

2.1 Cleaning Glazing:

The cleaning of the glazing should be done by regular maintenance, if the rain or snow

is not enough to clean it. The maintenance procedure should ensure keeping the collector

cover clean; dirt reduces the amount of radiation that can reach the collector. The frequency

of cleaning will depend on the degree of atmospheric pollution.

3. Effect of Dust on the Solar Collector:

The effect of dust on the performance of the flat plate collectors is determined in terms

of comparisons between collectors which have accumulated dust and clear collectors. The

dust accumulated on the transparent cover decreases the transmission of radiation and thus

decrease the useful energy received from collectors. The effect on instantaneous efficiency,

useful collector heat flux, temperature rise across the collector and mean storage tank water
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temperature. The average percentage reduction of the useful heat is about 12.5 % for

collectors with dust accumulation of one month. This values is obtained as follows:

Percentage reduction of useful heat for each hour

dustwithoutQ

dustwithQdustwithoutQ

coll

collcoll

)(

)()(

.

.. 

Then averaging this value over the hours of the day [10]. The dust accumulated on the flat

plate collector as shown in figure (2).

Figure (2) flat plate collector cover is contains dust [10].

4. Theoretical Mathematical Calculation of Solar Collector.

For a basic flat plate collector, the energy balance involving the distribution of incident

solar energy can be represented as [2, 11]:

)]([. apmlccoll TTUSFrAQ  (1)

Where;
Tpm : Mean temperature absorbed plate of solar collector(C0)
Ta : is the air temperature.
The absorber solar radiation energy by solar collector can expressed by :

6.3

)1()1( zdRH
S a 



(2)

Where;
H: total solar radiation (kj/m2.h)
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(3)

2

cos1

2

cos
1 






 






 

ss
KRKR rbbb 

Where,
d is the factor takes into account the impact of dust on the glass cover.
z   factor effect of the compound the edge of the solar collector on the absorber plate.
Kb, kd represent the proportion of the direct radiation to total radiation and the proportion of
scattered radiation to total radiation respectively.
To calculate the emission factor is[4].

     4395.0.....21  Pna 

The main temperature of absorber plate is calculated by :

 5_,, fpCollmfmp RQTT 

The collector heat removal factor is [12]:















p

L

CG

FU

L

p
R e

U

CG
F

1

1 (6)

Where;
Cp    : specific heat at constant pressure.
G    :  flow rate per unit area of collector.

The collector efficiency factor (F1) is constant for any collector design  and fluid flow rate.

The collector efficiency factor can be determining by:

   













bl

l

CAihiFDWDU
W

U
F

111

1

1
(7)

Where;
F : Efficiency factor of solar collector
hi  : inside heat transfer coefficient between the fluid and inside area .
Cb : bond conductance.
W, D can be explained in figure:

W

W-D/2         D

Fig. (3). Explain the distance and diameter of tubes.
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The bond conductance is calculated by:

(8)


bK
C b

b 

Where,
b = is the thickness of welding line
Kb= conductivity thermal coefficient (400kW/m.C)
For the purpose of calculating the overall heat loss coefficient of the solar collector is used
the following equation:

(9)ebtL UUUU 

To calculate the coefficient heat loss from the upper surface of the solar collector is using the

following formula:

         104500144.000259.0451 tPt UssU 

      
  

     (11)
/12)1(0425.0

1

/344

1

22

1

31.0

NfNN

TTTT

hfNTTT

N
U

gPP

aPaP

waPP

t


























  Nhhf ww 058.01100.504.00.1 24  

To calculate the coefficient of thermal losses from the lower surface and sides of solar

collector, as the sides of solar collector isolated the same material, Ub, Ue becomes as:

(12)
L

K
U b 

(13)














C

e
e

edge

A

KA
U

L

K
U

Where,
K= Heat conductivity
L = Length tube of solar collector
Qu could be written it be following  in form

)(
.

fifopu ttCQ m  (14)

tfo ,tfi are the outlet water temperature and inlet water temperature.

Vhw 8.37.5 
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To calculate the energy drawn from the heat tank and the thermal heat losses from the tank is
by using the  two equations respectively ,the following:

  ...(15)
2 











 a

sfo
sSLoss T

TT
UAQ

the solar energy collected is calculated by using the following equation

:

  ...(16)sfopsStor TTCmq 

The temperature of the water outside from solar collector is calculated from following
equation:

    17afiL
p

cr
fifo TTUS

Cm

AF
TT 













the mean fluid temperature can be found by:

)
1

1(
F

Fr

FU

A

Q

tt
rl

c

u

fifm  (18)

The collector heat removal factor is:















p

l

CG

FU

l

p e
U

CG
Fr

1

1
(19)

Where;
Cp :  specific heat at constant pressure.
G    :  flow rate per unit area of collector.

Solar collector efficiency gives the collector performance, which is the ratio of the useful
energy gain to the incident solar energy and is expressed as [13]:

0
0

. 100)(
RHA

Q

c

u
hourcoll  (20)

Where; ηhour : is the hourly solar collector efficiency.
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5. Results and Discussion

Fig. 2. Show  relationship between Local Time

Vs. Outlet

Temperature from solar collector without

dust.

Fig. 1. Show  relationship between Local Time

Vs. Outlet

Temperature from solar collector with dust.
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Fig. 3. Show  relationship between Local

time Vs. Temperature of water tank

with dust.
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Fig. 4. Show  relationship between Local

time Vs. Temperature of water tank

without dust.

Fig. 5. Show  relationship between Local time

Vs. Temperature of absorbed plate with dust.
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Fig. 6. Show  relationship between Local time Vs.

Temperature of absorbed plate without dust.
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Fig. 7. Show  relationship between Local time Vs.

Solar energy collected with dust.
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Fig. 8. Show  relationship between Local time Vs.

Solar energy collected without dust.
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Fig. 9. Show  relationship between Local time Vs.

Energy stored in tank with dust.
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Fig. 10. Show  relationship between Local time Vs. Energy

stored in tank without dust.
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Fig. 11. Show  relationship between Local time Vs. Energy lost

from the solar collector to the environment with dust.

10 15 20
Local time (hour)

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

Q
los
se
sn
o

January

February

Local time
(hour)

En
er

gy
 lo

st
 fr

om
 th

e
so

la
r c

ol
le

ct
or

 to
 th

e
en

vi
ro

nm
en

t (
w

Fig. 12. Show  relationship between Local time Vs. Energy

lost from the solar collector to the environment without dust.
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Figure (13) Change in efficiency  of solar collector through  January
and February  month.

The gathering dust on the surface glass of the solar collector have negative effect on the

efficiency because reduce the amount of radiation of the window to the absorber surface. The

succeeding of the system depend on the performance of flat plate collector .

Figures (1 and 2) We note that the effect dust on the solar collector, when dust increase the

temperature of solar collector decrease because. Figures (3 and 4) show the measured

temperature with local time of storage tank, the temperature decrease with dust because the

temperature of solar collector decrease.

Figures (5 and 6) show the equivalent the temperature of absorbed plate against time with

and without dust, when the dust increased the temperature of absorbed plate decreased

because exiguity absorbed solar radiation.

Figures (7, 8,9 and 10) Explain solar energy collected in flat plate collector and energy stored

in the tank, these parameter change with local time. The energy decreased when the collector

is containing in dust.

Figures (11 and 12) shows the Energy lost from the solar collector to the environment with

dust. Figure (13) explain the change in efficiency through January and February month for

solar collector.
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6. Conclusion:

The following conclusions may be concluded:

1-This research indicates that maintenance mechanism could be applied successfully in Iraq

to keep the solar system as much as reliable. The succeeding of the system depend on the

performance of flat plate collector.
2-The efficiency of solar collector is decreasing with the dust increasing.

3. To keep on efficiency of solar collector must be use the proper maintenance mechanism

and regularly periodic.
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EFFECT OF DIFFERENT METHODS BONDING BETWEEN
ABSORBER PLATE AND TUBES FOR FLAT PLATE SOLAR

COLLECTOR ON EFFICIENCY FACTOR

Ass.Prof Dr.Saad T. Hamidi
Energy & Renewable Energies Technology Center

University of Technology

ABSTRACT
The present work involves a theoretical study to investigate the effect of deferens’s

methods joint between absorber plate and tubes for flat plate solar collector on efficiency
factor. The solution procedure is performed three type flat plate collector used three types
bonding absorber plate with riser tubes (Absorber plate–tube upper bond configuration,
Absorber plate–tube side bond configuration and Absorber plate –tube lower bond
configuration) with different distance between riser tubes. The analysis of mathematical
model and solved using collector program. The results at the same defined dimensions and
parameters for the solar collector shows that the maximum values of (efficiency factor is
0.963, efficiency removal factor is 0.945 and absorber temperature is 57.7 C) at Absorber–
tube side bond configuration. From the results can be said that the Absorber – tube side bond
configuration is better.

Keywords: Solar energy, Flat plate collector, Material, Absorber, Solar heating

لانابیب لمجمع شمسي مستوي ابین سطح الامتصاص وةالربط المختلفتأثیر طریقة 
السطح على معامل الكفاءة

الخلاصة
العمل الحالي ینطوي على دراسة نظریة لتقیم تأثیر طرق الرط المختلفة بین صفحیة الامتصاص والانابیب لمجمع 

خدام ثلاثة شمسي مستوي السطح على عامل الكفاءة . تنفیذ اجراءات الحل من ثلاث انواع لمجمع مستوي السطح بأست
أنابیب مرتبطة الشكل سطح الامتصاص ،انواع لربط سطح الامتصاص مع الانابیب المسندة ( أنابیب مرتبطة الشكل على 

تحلیل المودیل سطح الامتصاص ) مع مسافات مختلفة بین الانابیب.أنابیب مرتبطة الشكل اسفل سطح الامتصاص وبجانب 
لمجمع شمسي محدد الابعاد والعوامل أظھرت القیم العلیا (معامل الكفاءة . النتائج الریاضي الحل باستخدام برنامج كولیكتر

درجة مئویة ) عند الانابیب المرتبطة 57.7و درجة حرارة سطح الامتصاص 0.945، معامل ازاحة الكفاءة 0.963
طح الامتصاص الافضل .الشكل بجانب سطح الامتصاص . من النتائج یمكن القول الانابیب المرتبطة جانبیا مع س
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NOMENCLATURE

UnitsDefinitionSymbols
m2Area of solar collectorAc

W/m.CWelding thermal conductivityCb

J/kg.CSpecific heat of waterCp

mExternal diameter of tubeD
mInternal diameter of tubeDi

-Removal factor of solar collectorFR

-Efficiency factor of solar collectorF 
kg/sec.m2Mass flow per unit areaG
W/m2.CWind heat transfer coefficienthw

W/m2.CHeat transfer coefficient between fluid and internal tube  wallh

W/m2solar radiation incident on horizontal surfaceH
W/m2solar radiation incident on the solar collectorHT

W/m.CThermal conductivityK
mRiser lengthL
kg/secMass flow rate of waterm
kg/secMass flow rate of water passing through the solar collector

cm

kg/secLoad water flow rate
Lm

kg/m2Mass of water in the tankms

-Number of glass coversN
-Number of risersn
WSolar energy collectorQColl

WThermal energy drawn from the thermal tankQLoad

WEnergy lost from the solar collector to the environmentQCLoss

WEnergy stored in the tankQStor

-Ratio of total solar radiationR
WSolar energy absorbedS
degreeInclination angle of the solar collectors
hrTimet
CAir temperatureTa

CInlet water temperature tor solar collectorTf,i

COutlet water temperature from solar collectorTf,o

CMean external temperature from solar collectorTf,m

Cabsorber plate mean temperatureTp,m

CTemperature of absorbed plateTP

CTemperature of water tankTs

CTemperature of water tank at the beginning of hourTs1

CTemperature of water tank at the end of hourTs2
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1. INTRODUCTION

Today, solar heating is becoming more important than ever before. Natural gas and oil
which are burned to heat our homes and water are limited. As reserves of gas and oil shrink,
these fuels become more expensive. If more people began using solar heating systems, fossil
fuels such as oil and gas would become less expensive and last longer. Burning natural gas
and oil in our heating systems also causes air pollution. So if more people used solar energy
to heat the air and water in their homes, our environment would be cleaner . Solar energy
collectors are special kind of heat exchangers that transform solar radiation energy to internal
energy of the transport medium. The major component of any solar system is the solar
collector.. Kalogirou [1] developed six ANN models for the prediction of standard
performance collector equations coefficients, wind and no-wind conditions, the incident angle
modifier coefficients at longitudinal and transverse directions, the collector time constant, the
collector stagnation temperature and the collector capacity were considered. The study based
on a steady-state operation conditions. The thermal performance of flat-plate solar collector is
strongly related to the
flow distribution through the absorber tubes, Fan et al. [2] investigated experimentally and
theoretically the flow and temperature distribution in a solar collector panel with an absorber
consisting of horizontally inclined fins. Numerically, the flow and heat transfer in the
collector panel were studied by the means of CFD calculations. Experimentally, the flow
distribution through the absorber evaluated by means of temperature measurements on the
backside of the absorber tubes. Their results showed a good agreement between the CFD
results and the experimental data at high flow rates. However for small flow rates, large
differences appeared between the computed and measured temperatures. This disagreement is
most likely due to the oversimplification of the solar collector model. Augustus and Kumar
[3] developed mathematical model to predict the thermal performance of an unglazed
transpired collector, also known as perforated collector- a new development in the solar
collector technology. But there is a host of literature on glazed solar collectors. Sopian et al.
[4] conducted an experimental study on the thermal performance of a non-metallic unglazed
solar water heater integrated with a storage system. Gorla [5] performed an analysis based
upon the two-dimensional finite element method to characterize the performance of solar
collectors. Selmi et al. [6] performed a CFD simulation of flat plate solar energy collector
with water flow. The CFD model was validated with experimental results. Janjai et al. [7]
developed a mathematical model for simulating the performance of a large area plastic solar
Collector. Lecoeuche and Lalot [8] applied neural network technique to predict the thermal
performance of a solar flat plate collector.

The objective of the present work is the influence of the different bonding absorber plate
with riser tubes for flat plate solar collector and investigation these affect on efficiency factor,
efficiency removal factor ,absorber temperature and mean water temperature .Used three
types bonding absorber plate with riser tubes (upper, side and lower bond) with different
distance between riser tubes . We analyzed and calculated the mathematical model using
Kolektor program to solved the model under defined  dimensions and parameters for flat-
plate solar collector.
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2. THEORETICAL MODELING
The thermal performance of the solar collector water heating system can be described by

the energy balances on the collector absorber plate and the water in the collector flow tubes.
The following assumptions are made in order to simplify the thermal analysis of the system
in developing the steady state model [9]
- collector performance is under steady state conditions
- flow tubes are parallel to each other and temperature gradients around tubes are

negligible
- the temperature drop between the top and bottom of the collector absorber plate and

glazing is negligible
- heat flow is one dimensional through the covers as well as through the back insulation
- thermo-physical properties of the materials are independent of temperature
- heat loss from the front and back of the absorber are to the same ambient temperature

Figure 1. Absorber plate and tube

Consider the absorber plate with tube configuration as shown in Figure 1. The distance
between the tubes is W, the tube diameter is D, and the absorber plate thickness is d. Base on
the above assumptions, the plate above the bond is at some local based temperature, Tb. The
region between the centerline separating the tubes and the tube base can then be considered
as a classical fin problem. The fin of length (W-D)/2 is shown in Figure 2.

Figure 2. Fin element

and an elemental region of width dx for a unit length in the flow direction is shown in Figure

3. S represents I , the absorbed solar energy per unit area (W/m2).
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Figure 3. Energy balance on fin element

An energy balance on this element yield:

0)()()(  dxxxaL dx

dT
kd

dx

dT
kdTTdxUSdx

(1)

Dividing through by dx and finding the limit as dx approaches zero yields:
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2

L
a
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S
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(2)

The two boundary conditions necessary for this second order differential equation are
symmetry at the centerline and known root temperatures [9]:

bDWxx TTand
dx

dT
  2/)(0 0

(3)
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Eq. (2) becomes
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(6)
which has the boundary conditions

L
abDWxx U

S
TTand

dx

d
  2/)(0 0 



(7)

The general solution is then

mxCmxC coshsinh 21  (8)

The first boundary yield C1=0 ,and the second boundary condition yields :
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The constant C1 and C2 can be found by substituting the boundary conditions Eq. (7) into the
general solution, Eq. (8). The results are:
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(9)
This equation gives the temperature distribution in the x-direction at any give y.

The energy conducted to the region of the tube per unit of length in the flow direction can
be found by evaluating Fourier’s law at the fin base [9].

2/)( Dwxfb dx

dT
kdq 

2/)(tanh)]([ DWmTTUS
U

kdm
q abL

L
fb 

(10)

Eq. (10) account for the energy collected on only one side of a tube; therefore, for both sides
and substitution of Eq. (4), the energy collection is

2/)(

2/)(tanh
)]()[(

DWm

DWm
TTUSDWq abLfb 




(11)

It is convenient to use the concept of a fin efficiency to rewrite Eq. (11) as

)]([)( abLfb TTUSFDWq 
(12)

2/)(

2/)(tanh

DWm

DWm
F





(13)

The function ‘F’ is the standard fin efficiency for straight fins with rectangular profile. The
useful gain of the collector also includes the energy collected above the tube region. The
energy gain for the tube region is

)]([ abLt TTUSDq  (14)

Accordingly, the useful gain for the collector per unit of length in the flow direction becomes:
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tfbu qqq 

)](][)[( abLu TTUSDFDWq  (15)

The useful gain from Eq. (15) must be transferred to the fluid. The resistance to heat flow to
the fluid results from the bond and the fluid to tube resistance [9]. The useful gain can be
expressed in terms of these two resistances as:

bifi

fb
u

CDh

TT
q

11






(16)

where Di is the inside tube diameter and hfi is the heat transfer coefficient between the fluid
and the tube wall. The bond conductance, Cb can be expressed as [9]:


bk

C b
b 

(17)
The bond conductance can be very important in accurately describing the collector

performance and generally, it is necessary to have good metal-metal contact so that the bond
conductance is greater that 30 W/mK and preferably the tube should be welded to the fin. Tb

can be eliminated from consideration in order to obtain an expression for the useful gain in
terms of known dimensions, physical parameters, and the local fluid temperature. Solving Eq.
(16) for Tb, substituting it into Eq. (15), and solving the result for the useful gain per unit
length, we obtain:

)]([ afiLu TTUSFWq 
(18)

where F’ is the collector efficiency factor and is given by

Different absorber configurations result in appropriate equations.
1. Upper bond of absorber to riser pipes the efficiency factor is given as

Figure 4. Upper bond absorber plate with riser tubes
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(19)

2. Middle bond of absorber to riser pipes the efficiency factor is given as

Figure 5. Side bond absorber plate with riser tubes
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(20)

3. Lower bond of absorber to riser pipes the efficiency factor is given as

Figure 6. Lower bond absorber plate with riser tubes
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If collector has a length ‘L’ in the flow direction and the number of tubes in the collector is
‘n’ then the heat gained by the collector (Qc) is found by multiplying Eq.(18) by Ln:

)]([ afiLC TTUSFWLnQ 
(22)

or
)]([ afiLCC TTUSFAQ 

where, Ac = WLn, the total collector area (m2).
The useful energy gained by fluid flowing in the collector tubes (Qu) is obtained by
multiplying Eq. (20) by the collector flow factor (F’’) [10]:

)]([ afiLCU TTUSFFAQ 
(23)

The collector heat removal factor (FR) is the product of collector efficiency factor  (F’) and
collector flow factor (FR), therefore, Eq. (21) can be written as:

)]([ afiLRCU TTUSFAQ 
(24)

The overall heat loss coefficient is a complicated function of the collector construction and its
operating conditions [11,12] , given by the following expression

ebtL UUUU  (25)

To calculate the coefficient of thermal losses from the lower surface and sides of solar
collector, as the sides of solar collector isolated the same material, Ub , Ue becomes as:
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The specification of the flat plate collector is summarized in Table (1).

Fluid temperature 25 C
Solar irradiation 800 Watt/m2
Ambient temperature 20 C
Relative humidity 50%
Wind speed 2 m/s
Collector slope 45 degree
Gross height of collector 2 m
Gross width of collector 1 m
Gross area of collector 2 m
Absorber glazing gap thickness 20 mm
Glass thickness 4 mm
Normal solar transmittances of glass 0.92
Normal solar reflectance of glass 0.06
External and internal surface emissive of glass 0.85
Thermal conductivity 0.8 W/mK
Thermal conductivity of cooper tube material 390 W/mK
Length of riser tube 2 m
Number of riser tube 5-12
Distance between riser tubes 83-200 mm
Tube external diameter 10 mm
Tube internal diameter 8 mm
Average bond width 3 mm
Average bond thickness 3 mm
Bond thermal conductivity 300 W/mK
Bond thermal conductance 300 W.mK
Collector mass flow rate 0.04 Kg/s

3. RESULTS AND DISSCUSION
- Figure 7. Show influence of distance between riser tubes (80-200 mm) on efficiency factor
with different bond absorber plate with riser tubes (upper ,middle and lower bonds) .Its notes
the values for efficiency factor at upper bond absorber plate with riser tubes between (0.847-
0.962), middle bond (0.848-0.963) and lower bond (0.847-0.962), also the results indication
that the efficiency factor decreasing with increasing distance between riser tubs.

- Figure 8. Show influence of distance between riser tubes (80-200 mm) on efficiency heat
removal factor with different bond absorber plate with riser tubes (upper ,middle and lower
bonds) .Its notes the values for efficiency factor at upper bond absorber plate with riser tubes

  Nhhf ww 058.01100.504.00.1 24  

Vhw 8.37.5 
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between (0.820-0.938), middle bond (0.833-0.945) and lower bond (0.831-0.944), also the
results indication that the efficiency heat removal factor decreasing with increasing distance
between riser tubs.

- Figure 9. Show influence of distance between riser tubes (80-200 mm) on absorber
temperature with different bond absorber plate with riser tubes (upper ,middle and lower
bonds) .Its notes the values for absorber temperature at upper bond absorber plate with riser
tubes between (37.4-57.69 C), middle bond (36.15-56.65 C) and lower bond (36.28-55.89 C),
also the results indication that the absorber temperature increasing with increasing distance
between riser tubs.

4. CONCLUSION

- From the results can be say that the side absorber plate with riser tubes is better than
upper and lower bond for efficiency factor , efficiency removal factor , and the absorber
temperature.
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Abstract

Porous media have considerable importance in improvement of thermal energy and
storage. This research include theoretical study of mixed convection heat transfer of flow
through a horizontal and an inclined tube filled with a porous medium by using nanofluids.
The theoretical study includes the derivation of governing equations for the flow and heat
transfer through porous media employing the Darcy flow model under condition of applying
uniform heat flux on the tube. One type of filling material were used as porous medium glass
beads (dp=8mm). The energy equation was first solved using (ADI) method, and then the
momentum equations and continuity equation were combined as the pressure correction
formula and solved by the simple algorithm. The numerical results represented by a stream
function contours, isotherms for different values of Rayleigh number
(Ra=103,105,106),volume fraction(Φ =1,2.5 and 5% vol), type of nanofluid, tube angles of
inclinations (α =300,600 and 900) and peclet number (Pe=10) as well as the change of average
Nussult number with Rayleigh number, volume fraction, type of the nanofluid. The numerical
results show that the effect of natural convection appears at the region from the start of the
tube. Results reveal also that the nanoparticles concentration does not have significant effect
on the secondary flow, the distribution and development of the velocities of tangential and
radial component of the secondary flow ,on the peripherally average skin friction coefficient
and on the porous media. As well as the average of the heat transfer increasing significantly
by increases of the particle volume fraction and Rayleigh number. Also, the type of nanofluid
is a key factor for heat transfer enhancement where the high values are obtained when using
Ag, Cu, and TiO2 nanoparticles respectively (55%,37%,22%). Moreover Nussult ratio factor
are used to indicated the flow field and the heat transfer inside the tube.

Key wards: Nanofluid, NUR factor, Porous medium, and nanoparticles.
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افقي ومائل مملوء انبوبفينویةانالطاقة الحراریة والجریان للموائع الفيالعدديالتقییم
مساميبوسط

د. خالد فیصل سلطان
مدرس

قسم الھندسة الكھرومیكانیكیة
لوجیةوالجامعة التكن

الخلاصة
البحث إجراء دراسة نظریة على انتقال تم في ھذا الوسط المسامي ذو اھمیة في تحسین انتقال الحرارة وخزنھا 

المحتوي على دقائق المائع باستخدام مملوء بوسط مساميومائل أفقيانبوب الحرارة بالحمل المختلط والجریان من خلال 
نموذج دارسي باستخداماشتقاق المعادلات الحاكمة للجریان وانتقال الحرارة من خلال الوسط المسامي. تم نانویة الحجم 

جریان وتحت ظرف فیض حراري منتظم . تم استخدام نوع واحد من الوسط المسامي وھو خرز زجاجیة بقطر لل
(8mm)معادلة الطاقة اولا باستخدام طریقة تحل. كما(ADI)ومن ثم ربط معادلات الزخم بمعادلة الاستمراریة لتكوین

ومثلت نتائج ھذه الحلول لمختلف زوایا میلان SIMPLE).معادلة تصحیح الضغط والتي تم حلھا باستخدام خوارزمیة (
بمخططات دالة الجریان ودرجة الحرارة وعدد بكلتالانبوب وقیم عدد رایلي ونسب الحجوم ونوع المائع الفائق الدقة

Φ=1,2.5)ونسب الحجوم(Ra=103,105,106)وتغیر قیم عدد نسلت المعدل بتغیر قیم عدد رالي and 5vol%) ونوع
.الفائق الدقة وقطر الجزئیة الفائقة الدقة المائع 

بینت نتائج الحل العددي أن الجریان الثانوي الناتج عن الحمل الحر لھ تأثیر ھام على عملیة انتقال الحرارة وان 
كذلك النتائجإلى الموضع الشاقولي.الانبوب أعظم تأثیر لھ یكون عند الموضع الأفقي لأنبوب ویتناقص تأثیره بزیادة میلان 

الوسط وتوزیع ونمو السرعة القطریة والمما سیةوبینت ان تركیز الجزئیات لیس لھ تأثیر ھام على الجریان الثانوي 
وضحت أن معدل انتقال الحرارة یزداد طبقا إلى زیادة نسب الحجوم ورقم رایلي كما معامل الاحتكاك السطحي.والمسامي

ھو المفتاح الرئیسي للتحسین انتقال الحرارة حیث على دقائق نانویة الحجم ئع المحتوي على كذلك تم استنتاج بان نوع الما
استخدم NuRإلى العامل  بالإضافةعلى الترتیب Ti2O,Cu,Ag(22%,37%,55%)كانت أعلى قیم لذلك في حالة 

.لإظھار مجال الجریان وانتقال الحرارة داخل الانبوب

NOMENCLATURE
Symbol Name Unit

r radius of tube m
Pe Peclet number –

nfCp Specific heat of nanofluid at constant pressure kJ/kg.k

g Gravity  acceleration m/s2

G Dimensionless gravity acceleration –
h Heat transfer coefficient W/m2.k
p Pressure N/m2

,R Ø,Z Dimensionless cylindrical coordinates –

Nu Nusselt number –
S Relaxation factor –
t Temperature oC

Ur Radial velocity component ( r) m/s
Vt Tangential velocity component   m/s

W Axial velocity component (z) m/s
knf Thermal conductivity of the nanofluid W/m.k
P Dimensionless pressures –
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Prnf Prandtl number for Nano fluid –
Pz Dimensionless pressure drop –
dp Particle diameter nm

ADI Alternating direction implicit –

Creak Symbols
α Angle of inclination of tube degree

nf Thermal  diffusivity of the nanoluid m2/s

nf Thermal Expansion Coefficient of the nanofluid 1/K

μnf Dynamic viscosity of the nanofluid Kg/m.s
vnf Kinematic viscosity of the nanofluid m2/s
ρnf Density of the nanofluid kg/m3

Ω Vorticity 1/s
Ψ Stream function m2/s
Ф Volume fraction Vol%

Superscript
mt Number of radial points in the numerical mesh network
nt Number of tangential points in the numerical mesh network
s Solid
w Wall

1.Introduction
Nanofluid, a name conceived by Choi [1] in Argonne National laboratory, are fluids

consisting of solid nanoparticles with size less than 100nm suspended with solid volume
fraction typically less than 4%. Nanofluid can enhance heat transfer performance compared
to pure liquids. Nanofluids can be used to improve thermal management system in many
engineering application such as transportation, micromechanics and instrument, HVAC
system and cooling devices. Recently, many investigators studied nanofluid convective heat
transfer in different geometry both numerically and experimentally (Maiga et al. [2]; Heris et
al. [3]; Duangthongsuk andWongwises [4]; Santra et al.[5]; Nguyen et al. [6]. For numerical
simulation, two approaches have been adopted in the literature to investigate the heat transfer
characteristics of nanofluids, single phase model and two phase model. Another approach is
to adopt the Boltzmann theory Wang and Mujumdar [7]. In single phase model, a uniform
volume fraction distribution is assumed for nanofluids. In other words, the viscosity and
thermal conductivity of nanofluids are formulated by volume fraction and nanoparticle size
then continuity, momentum and energy equations are solved for nanofluids. In two phase
model, the volume fraction distribution equation is added to other conservation equations.
Manyinvestors used single and two phase models for investigating the flow and heat transfer
of nanofluids Behzadmehr et al. [8]; Lee and Mudawar [9]; Mirmasoumi and Behzadmehr
[10]. Buongiorno [11] introduced seven slip mechanisms between nanoparticles and the base
fluid. He showed that the Brownian motion (movement of nanoparticles from high
concentration site) and thermophoresis (movement of nanoparticles from the high
temperature site to the low temperature site) have effected significantly in the laminar forced
convection of nanofluids. Based on this finding, he developed non-homogeneous two –
component  equations in nanofluids. Heyhat and Kowsary [12] used Buongiorno’s equations
for investigating the effect of particles migration on flowand convective heat transfer of
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nanofluids flowing through the circular pipe. Results show that the non-uniform distribution
leads to a higher heat transfer coefficient while the wall shear stress is decreased. Therefore,
the particle migration can play an important role in improvement of the heat transfer
coefficient in convective heat transfer in nanofluids.
In recent papers, written by Kuznetsov and Nield [13 – 15], the Buongiorno’s model was
applied to the Horton–Rogres – Lapwood problem (the onset of convention in a horizontal
layer of a porous medium uniformly heated from below). Both Brownian motion and
thermophoresis give rise to cross-diffusion terms that are in some way analogous to the
familiar Sort and Dufour cross-diffusion terms that arise with a binary fluid. Nield and
Kuznetsov [16] introduced an analytical treatment of double-diffusive natural convection
boundary layer flow in a porous medium saturated by nanofluid. They used the Buongiorno’s
equation for modeling the nanofluid and Darcy model for porous medium. The result showed
a decrease in the reduced Nusselt number associated with an increase in the thickness of the
thermal boundary layer an increase in Brownian motion parameter, buoyancy ratio,
thermophoresis parameter, modified Dufour parameter, and a decrease in regular buoyancy
ratio. The analytical treatment of double-diffusive natural convection boundary layer flow of
a nanofluid past a vertical plate was also studied by Kuznetsov and Nield [17].
Investigation of mixed convective heat transfer of nanofluids in an horizontal and an inclined
a porous tube has not been considered completely in the literature and this challenge is
generally considered to be an open research topic that may require more study.

The aim of this study is to investigate the effects of nanoparticle concentration on
thermal energy and flow of nanofluids in a horizontal and an inclined tube filled with a
Porous medium.

2. Problem Description and Governing Equation
The theoretical analysis current is derivation of governing equations the flow of

nanofluids in circular tube section and filled with porous media (consist of glass beads (dp=8
mm). This analysis adopted Darcy model to find a governing equations [18], which is
assumed the homogeneous Porous media and symmetric (Isotropic), any that the properties of
the porous media such as porosity and thermal conductivity coefficient does not depend on
the direction and solid material in thermal equilibrium with nanofluid passing through at any
point within the porous media and Reynolds number localized calculated on the basis of
mean velocity through the Porous media and particle diameter does not exceed (10).

Figure (1) as shows the nanofluid enter the tube with uniform velocity (ωi) and
temperature (ti) with  assuming  the components velocity in the direction (r,  ,z) is (ur, ut, ω)

respectively Based on the assumptions above, the equations of conservation of mass,
momentum and energy flow in hydro dynamic and fully developing cylinder coordinates can
be written as follows.

Continuity Equation

    0
z

ω
tu

r

1
r

ur
rr
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Momentum Equation
According to the Darcy law done neglected non – Darcy effects which including the

inertia force effect, boundary effect, channeling effect ,thermal diffusion and assumed  an
inclined angle of the tube ( ) from horizontal axis. according to the assumptions mentioned

the velocities components in cylindrical  coordinate as follows:
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Energy Equation
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The properties of nanofluid (fluid containing suspended nanoparticles) are defined as follows:

Effective thermal conductivity [19]
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Where n is a shape factor and equal to 3 for spherical nano particles.

Thermal diffusivity [20].
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Thermal expansion coefficient [21].
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Specific heat [21 ].
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(9)

Effective viscosity [22].

 13.7123 2 nf (10)

3. Boundary Conditions

The B.C  of the model is derived based on the Darcy model . It is assumed that the
boundaries slip with a symmetry about the vertical axis of the tube.
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4. Grid Testing and Code Validation

Basically, the flow region associated with the polar coordinates (R,  ) is divided into a
grid network which contains the following dimensions R for one division. Figure (2)
shows nodes divided on a regular basis in the tangential direction  while irregularly divided
radial direction (R) where the nodes focused and be close  more near to the surface of the
tube. These nodes focused at the wall using the zoom factor (δ) and where each partition in
the radial direction (R)  from  the center of the tube can be calculated as follows:

ii RR   1 (11)

Selected value (δ = 0.95) [23], which is generally used to give the desired focus of the nodes
near the wall. The  number of divisions and nodal points, in this case, will be (mt×nt) and
[(mt+1) × (nt+1)] , respectively, where mt refers to the number of divisions in R direction
which changes from (m=1) to (m=mt) and equals to (1 R/ ) , while (nt) refers to the number

of divisions in – direction which changes from (n=1) to (n= nt) and equals to   / for

one half of the tube because of the flow symmetry about the vertical line of the tube . Figure
(3) demonstrates the influence of number of grid points for attest case of fluid confined
within the present configuration at Ra=104 and Φ =0, it is clear that, the grid system of
(40*55) is fine enough to obtain accurate results and guarantees. The present code was test
for grid independence by calculating the average Nusselt number around the perimeter of the
tube Therefore, adopted a grid system of (40*55).
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5. Numerical Implementation
The governing equation in the cylindrical coordinates (equations 1, 2, 3,4and 5) as well

as boundary conditions were discretized by finite difference method. In this study the finite
difference equation were derived by using central difference approximation for the partial
derivatives except the convective terms for which upwind difference formula was employed.
Derivative at the boundary were approximated by three point forward and backward
difference. The alternating direction implicit (ADI) method was employed for the solution of
energy fields, while relaxation method was employed for stream function calculation. A time
increment ∆t =10-5 has been used for Ra=103,105 and 106. In order to evaluate how the
presence of the nanofluids affect the heat transfer rate around the perimeter of tube according
to the parameters Rayleigh number to plect number, nanoparticles volume fraction, and theta
it is necessary to observe the variation of the Local Nusselt number on the perimeter of tube .
In generalized coordinate the local and average Nusslet number defined as the local Nusselt
number around the perimeter of tube will be as follows:

 k
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The mean Nusselt number around the perimeter of inner cylinder at location (k+1) is

deduced by integrating local Nusselt number as follows:

  




dNuSSNuNu k
nt

Kk   
0

11 2
1 (13)

The Nusselt number is used to calculate the surface temperature at the location (k+1),
but it is found that the boundary conditions causes unstable state in the solution at the value
of relaxation factor (S =0). Therefore; relaxation factor (S = 0.8) is used for stability
considerations [23]. The above integral was calculated using Simpson's rule 1/3 method.

6. Results and discussion
Numerical results have been performed systematically for tube to investigate the

parametric influences on the heat transfer and nanofluid flow patterns through horizontal and
inclined tube filled with saturated porous medium . The heat transfer rate of the problem
considered in the present study.

For a given Ra,Pe and three different values of the Ag (25nm), Cu (30nm) and
TiO2(50nm) particles volume fractions (1, 2.5 and 5% vol), Contours of dimensionless

secondary 
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at fully

developed region are presented for three volume fraction percent(1, 2.5and 5 % vol) and
Rayleigh number (Ra=103,105,106), Peclet number (Pe=10) and α = 0 (horizontal) in figs.
(7), (8) and (9). The nanofluid rises to top of the tube filled with saturated porous medium
and falls slowly toward the centerline tube because of buoyancy force. Therefore, a
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secondary flow patterns appears at the tube cross section which creates a circular cell. Its
position depends on the balance of the buoyancy force and the inertia of the secondary flow
at the vertical plane (symmetry plane). the presence of porous media (glass beads with
nanofluids) lead to more vortices. The effects of nanoparticles concentration on the secondary
flow and isotherms are shown in figs. (8). Adding Ag (20nm), Cu (30nm) and TiO2 (50 nm)
nanoparticles in distilled water increases the effective thermal conductivity of the nanofluids
and therefore the molecular heat diffusion is augmented.

For a given Ra=105, Pe=10, α=0(horizontal) and different volume particle fraction (1, 2.5
and 5%vol) nanofluid temperature becomes more uniform by increasing nanoparticles
concentration for UHF. While the center of secondary flow is located top and bottom of the
horizontal axis to eddies  formed. The circulation strength is similar approximately between
nanofluids and distilled water. It can be noticed as different Φ, Pe=10, Ra=105 (glass beads
(dp=8mm)) and α=0 (horizontal) of small second eddy formed by side  the main eddy which
is pushed upward and rendered unsymmetrical. The isotherms tend to become horizontal,
especially in the regions away from the wall of tube , approximating the temperature
distribution in a stably stratified nanofluid.

The secondary flow does not significantly change despite of higher heat flux needs to
keep the Rayleigh number constant for higher particles concentration. It is expected that the
heat transfer process in horizontal position is better than other angles of inclinations because
of the stronger secondary flow associated with free convection which behave so as to reduce
temperature difference in the tube.

Figs.(9) show  the isotherms lines contour for Pe=10,  =90° (vertical), and Ra=104, for
UHF . As can be seen from this figure, it is impossible to represent the secondary flow by
plotting a diagram describes streamlines since stream function is equal to zero. This is a guide
for accuracy of the numerical method used in solution of the governing equations of flow.
The figure show on the right hand side the isotherms contour that are nearly circular and have
the same center located exactly at the center of tube further indicate little influence of the
convective flow on heat transfer .

Plot the contours of the stream and isotherms lines for the different inclination angles
of tube (α =300, 600, 900), peclet number (Pe=10) and Rayleigh number (Ra=104) can
preview the form of secondary flow to clarify the impact of changing inclination angles of
tube as shown in the fig. (9) on the left side. Also it can be seen the secondary flow center to
be close to the wall at the horizontal position and move away gradually from the wall
increase the values of inclination angles of the tube toward the vertical position. The
maximum deformation in the isotherms lines and unsymmetrical about the horizontal axis of
the tube. isotherms be a concentric circles perfectly with the centerline tube (α=900) because
of the fading effect of free convection on flow field in the tangential & radial direction and as
a result of weak secondary flow currents and limited on acceleration the nanofluid velocity
near the heated wall in thermally fully developed region.

The strength of secondary flow for three types of the nanofluids(Ag (20nm) - distilled
water), (Cu (30nm) - distilled water) and (TiO2 (50nm) - distilled water)  and which be larger
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than distilled water while the same behavior for the isotherms because of adding the
nanoparticles in distilled water  increase the effective thermal conductivity of the nanofluids
and therefore the molecular heat diffusion is augmented and the nanofluid temperature
becomes more uniform by increasing nanoparticles concentration. The nanoparticle Ag
(20nm) is smaller than both nanoparticles Cu (30nm) and TiO2 (50nm) which rendered
enhancement heat transfer for the nanofluid (Ag (20nm) - distilled water) is higher than both
nanofluids (Cu (30nm) - distilled water) and (TiO2(50nm) - distilled water).

Fig.(10) exhibit the change in radial velocity of the nanofluid  (Cu – DW) with horizontal
axis of the tube as (dp=8mm(glass beads),Pe=10, Φ= 5 % vol ,different Ra number (2x10 4 ,
4x10 4) and locations along the tube. When decreasing of the Ra number  the radial velocity
were very small at the entrance of the tube (Z = 0.001,0.01,0.015) then started  increases
clarity at move away from the entrance (Z = 0.05,0.1) due to increases strength of the
secondary flow arising from the impact of natural convection. The increasing strength of the
radial velocity and  reverse  the direction to become toward the center in the regions near of
the tube surface while reversed direction the center in the regions far from the surface at the
values (Z=0.2,0.5). When  increasing  of the Rayleigh  number the radial velocity were
similar to the previous situation with the rise in the values to this velocity  for the same
locations along the tube.

Fig (11) reveal the change in tangential velocity of the nanofluid for the same boundary
condition in radial velocity. The tangential velocity equal to zero near the center of tube and
increasing in the opposite direction to the center whenever strayed from it. This increase to
access maximum value at the surface of tube. the tangential velocity increasing  with  Ra
number increase be the same previous pattern at Ra number (Ra=4x104).

Fig.(12) depict the change in radial velocity of the nanofluid (Cu – Dw ) with vertical
axis to same B.C above. The direction of this component towards the center of the tube at
locations near the top surface of tube. The increased intensity and lower then close to zero at
the center of the tube and reverse direction away from the center. The distribution pattern
similar but more strongly as we move away from the entrance of the tube until access to
(Z=0.1) . When  increasing  of the Rayleigh  number the same pattern but  larger  values due
to increased intensity of secondary current. The radial and tangential velocity group in
fig.(13) for three types of nanofluids be approximately convergent velocities and not change
significant to mention in radial and tangential velocity profile group for the three types of the
nanofluids.

Fig. (14) Shows the axial profile of the peripheral average for Nusselt number with
different inclination angles of the tube (α=00, 300,450,600, 900), Rayleigh number (Ra=105),
Peclet number (Pe=10) and volume fraction (Φ= 5 % vol). On the left  and right side shown
clearly that the increasing of the Nusselt number and when be horizontal position was higher
than the vertical position at the same values of the Rayleigh number (Ra = 105) due to the
considerable influence of free convection currents at the horizontal position and the reason
behind this is due to the buoyancy force which driven  secondary flow depended on the
magnitude of eddy as function of flow which determines value magnitude of each of the
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radial and tangential velocity, which in turn depends on the magnitude of inclination of the
tube . So the buoyancy force be in the case of the maximum value and decrease gradually
when the change to the vertical position.  As it is clearly seen increasing the Rayleigh number
augments the buoyancy force and enhances Nusselt number at the fully developed region.

Fig.(15) represents the peripherally average skin friction coefficient to nanofluid (Ag
(20nm),Cu(30) - distilled water) at constant Rayleigh number (Ra=105), Peclet number
(Pe=10), volume fraction (Φ=0, 1, 5 vol%) and different inclination angles of the tube (α=00,
300,450,600, 900). In spite of augmenting the Nusselt number by increasing the nanoparticles
concentration, the skin friction does not change. As it was seen in the previous figures, the
velocity profiles and the secondary flow are not significantly affected by the nanoparticles
concentration. Also at the high of the Rayleigh number by increasing the nanoparticles
volume fractions does not have significant effect on Cf. In general, increasing the tube
inclinations augments the flow acceleration near wall and consequently higher skin friction
occurs.

7. Conclusion

The conclusions can be drawn from the results of theoretical study were as follows:
1. Three types of nanofluids, with 20 nm ,30 nm and 50 nm particles showed higher

thermal energy rate than the base fluid.
2. The nanoparticles concentration does not have significant effect on the secondary

flow, radial and tangential velocity profile , on the peripherally average skin friction
coefficient and on the porous media.

3. Flow strength and thermal energy rate are increasing generally in nanofluid case
comparing with pure fluid case.

4. The type of nanofluid is a key factor for thermal energy enhancement.
5. Nusselt ratio factor increase generally with Ra at constant Φ and increases with Φ at

constant Ra.
6. Skin friction coefficient is augmented by increasing the tube inclinations.
7. The thermal energy rate increasing with decrease the nanoparticles size.
8. The metallic nanoparticles give higher thermal energy enhancement than nano

metallic particles (oxides) due to the high thermal conductivity of metallic
nanoparticles.
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Fig.(1) Physical Representation for Problem By Polar Coordinate
(Analysis of the weight forces in the  flow section)

Fig. (2) Mesh network for flow region Representation
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Ag – distilled water Cu – distilled water TiO2– distilled water
Secondary Flow        Isotherms         Secondary Flow       Isotherms         Secondary Flow         Isotherms

Fig.(7) : Secondary flow (on the left) and Isotherms (on the right) for Ag,Cu , TiO2 – distilled  water
nanofluids (        ) and water (       ) with different Ra , Pe=10 , α =00 (Horizontal) ,(glass beads(dp=8mm))

and UHF
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Ag – distilled water Cu – distilled water                         TiO2– distilled water
Secondary Flow        Isotherms         Secondary Flow       Isotherms         Secondary Flow         Isotherms

Fig.(8) : Secondary flow (on the left) and Isotherms (on the right) for Ag,Cu , TiO2 – distilled  water nanofluids
(        ) and water (       ) with different , Pe=10 , Ra=104,α =00 (Horizontal) ,(glass beads(dp=8mm)) and UHF
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Ag – distilled water Cu – distilled water                         TiO2 – distilled water
Secondary Flow        Isotherms         Secondary Flow       Isotherms Secondary Flow         Isotherms

Fig.(9) : Secondary flow (on the left) and Isotherms (on the right) for Ag, Cu , TiO2 – distilled  water
nanofluids (        ) and water (       ) with different α, Pe=10 , Ra=104,(glass beads(dp=8mm)) and UHF
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Fig. (10): Changing radial velocity of the nanofluid (Cu – distilled water)  with horizontal axis to
Pe=10, =5%vol ,(glass beads(dp=8mm)) at different Ra and position on the length of the tube

Fig. (11): Changing tangential velocity of the nanofluid (Cu – distilled water)  with horizontal axis to
Pe=10, =5%vol ,(glass beads(dp=8mm)) at different Ra and position on the length of the tube

Cu – distilled waterCu – distilled water
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Fig. (12): Changing radial velocity of the nanofluid (Cu –distilled water)  with vertical axis to Pe=10, =5%vol

,(glass beads(dp=8mm)) at different Ra and position on the length of the tube

Fig. (13): Groups changing radial and tangential velocity of the nanofluids (Ag,Cu,TiO2 – distilled water) with
horizontal axis to Pe=10, =5%vol ,dp=8mm at different Ra and position on the length of the tube

Cu – distilled waterCu – distilled water
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Fig. (14): Axial profile of the peripheral average Nusselt number to UHF  (Ag ,Cu and TiO2 – distilled water )
nanofluids with different angles, Ra=105 , glass beads(dp=8mm), Pe=10, =1% vol and 5% vol

TiO2 – distilled water TiO2 – distilled water

Cu – distilled water Cu – distilled water

Ag – distilled waterAg – distilled water
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Fig. (15) : Axial profile of the peripheral average skin friction coefficient to UHF  (Ag,Cu – distilled water)
nanofluids with different angles, Ra=105 , glass beads(dp=8mm), Pe=10, =1% vol and 5% vol

Cu – Distilled water Cu – Distilled  water

Ag – Distilled water Ag – Distilled water

Distilled waterDistilled water
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دراسة تقییمیة للعوامل المؤثرة على كفاءة خلایا الوقود باستخدام النمذجة والمحاكاة

د. م  جمال محمد حمد

مركز تكنولوجیا الطاقة والطاقات المتجددة–الجامعة التكنولوجیة 

الخلاصة

یقدم ھذا البحث عرضا لانواع خلایا الوقود وخصائص كل نوع منھا والمقارنة فیما بینھا لتحدید ایھما افضل والاكثر 
ادء الخلیة منھا ما یتعلق بتركیب استخداما من ناحیة الكفاءة والكلفة، بعد ذلك تم التطرق بشكل مفصل للعوامل المؤثرة على 

لاجراء محاكاة للتجارب المفترضة.(Matlab)تم استخدام برنامج الخلیة نفسھا ومنھا ما یتعلق بظروف التشغیل.

تبین من خلال ھذه الدراسة ان سمك طبقة المصعد ودرجة حرارة التشغیل لھا التاثیر الاكبر على اداء الخلیة مقارنة 
بالعوامل الاخرى.

Study evaluation the affected parameters on efficiency of fuel cells
by using simulation

Abstract

This study provides an overview of fuel cell types, characteristics and features, and then
compares them to select the best for use in the field of performance and cost. Study of all
structural and operational parameters, that affect of performance of cell. By use matlab
program to simulated the supposing experiment. Appear for this study the thickness of the
anode and operational temperature had a major effect of performance than that another
parameters.
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المقدمة

الى طاقة كھربائیة وذلك بطریقة كھروكیمیائیة، والتركیب البنیوي قة الكیمیائیة التي یحویھاالطاالوقود على تحویلیعمل
وضح تركیب ی)1- مصعد (مجرى الوقود) و(شكلللخلیة یتكون من كھرولیت محصور بین المھبط (مجرى الھواء) وال

خلیة الوقود. 

) تركیب خلیة الوقود وتفاعلاتھا1–(شكل 

(السالب) بینما تمر المادة المؤكسدة في المھبط (الموجب) وغالبا مایزود بالھواء، یمر الوقود بشكل مستمر في المصعد 
حیث یبدا التفاعل الكیمیائي عند الاقطاب ویقوم الكھرولیت بنقل الایونات بین الاقطاب بالاضافة الى دوره بمنع الاختلاط 

بین الوقود والھواء.

ولیت المستخدم والذي بدوره یحدد درجة حرارة التشغیل ونوع حامل وقد تم تصنیف خلایا الوقوداستنادا الى نوع الكھر
الشحنة.

یمكن تصنیف خلایا الوقود حسب درجة حرارة العمل الى

Low temperature fuel cellخلایا درجات الحرارة المنخفضة     –1

highخلایا درجات الحرارة المرتفعة–2 temperature fuel cell

External)ل یحتاج الى معالج وقود خارجي وع الاونال reformer)
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AFC, PAFC, PEMFCومن امثلتھا 

اما النوع الثاني لایحتاج الى معالج وقود خارجي فھي قادرة على معالجة الوقود الھیدروكاربوني الخفیف مثل المیثان 
.%14كفاءة الخلیة بنسبة وتحویلھ الى ھیدروجین بشكل مباشر بوجود بخار الماء مما یؤدي الى زیادة 

:انواع الخلایا

(AFC)خلایا الوقود القلویة –1

-25)ككھرولیت، وتتراوح درجة حرارة التشغیل مابین (KOH)یستخدم ھذا النوع من الخلایا ھیدروكسید البوتاسیوم 
100)C0.لكنھا غالیة الثمن حیث تستخدم في التطبیقات الفضائیة لخفة وزنھا ولا تعمل الا على الھیدروجین الصافي

(PAFCO)خلایا حامض الفسفور –2

.C0(220-180)یستخدم ھذا النوع من الخلایا حامض الفسفور ككھرولیت وتتراوح وتتراوح درجة حرارة العمل مابین    

(MCFC)خلاي الكاربونات المنصھرة –3

او كاربونات اللیثیوم والصودیوم (LiKaCO3)الكھرولیت المستخدم في ھذا النوع كاربونات اللیثیوم والبوتاسیوم 
(LiNaCO3) (650-600)وتبلغ درجة حرارة التشغیل لھاC0.

(PEMFC)خلایا غشاء التبادل البروتوني –4

Fluorinated sulfuric)الكھرولیت المستخدم ھو غشاء تبادل بروتوني مصنع من بولیمر حامض الكبریتیك المفلور      
acid polymer)

(SOFC)خلایا الاوكسید الصلب –5

Y2O3)یستخدم ثاني اوكسید الزركونیوم المثبت باوكسید الایتیریوم  – stabilized ZrO2)ل وتبلغ درجة حرارة العم
(600-1000)C0.

النتائج والمناقشة

ومنھا ما یعتمد عمل الخلیة على العدید من العوامل منھا ما یتعلق بظروف العمل كدرجة الحرارة والضغط ونوع الوقود، 
الخلیة كالاقطاب والكھرولیت، وكل واحد من ھذه العوامل یلعب دورا كبیرا في تحدید كفاءة اداء الخلیة یتعلق بتركیب
وھذه العوامل:

:سمك الكھرولیت–1

لدراسة تاثیر سمك طبقة الكھرولیت یتم تثبیت سمك طبقة كل من المھبط والمصعد، وقد وجد بانھ كلما انخفض سمك طبقة 
ة كثافة التیار مما یعني تحسن اداء الخلیة كما ھو واضح في المخطط والذي یبین كذلك زیادة تاثیر الكھرولیت ازدادت قیم

.)2–(شكل ات المصعد التركیزیة ضیاع
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ثیر سمك طبقة الكھرولیت على كفاءة الخلیة) تأ2–(شكل 

2

:سمك المصعد–

المصعد یؤدي الى زیادة ضیاعات التركیز وبالتالي مع ثبات سمك كل من المھبط والكھرولیت فان زیادة سمك طبقة 
).3-داء الخلیة وكما موضح في (شكلانخفاض ا

) تأثیر تغیر سمك طبقة المصعدعلى كفاءة الخلیة3–(شكل 
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:سمك المھبط-3

تتغیر بشكل لایوجد تاثیر واضح عند تغیر سمك طبقة المھبط على اداء الخلیة حیث ان الضیاعات الاومیة والتركیزیة 
طفیف وغیر مؤثر.

:درجة الحرارة–4

یبین تاثیر تغیر درجة الحرارة على اداء الخلیة.)4-و(شكلیتناسب اداء الخلیة تناسبا طردیا مع درجة حرارة التشغیل،

) تأثیر تغیر درجة حرارة التشغیل على كفاءة الخلیة4–(شكل 

:الضغط–5

زیادة اداء الخلیة ولكن ھذا الاداء ینخفض عند زیادة الضغط الى حد معین او ما یسمى ان زیادة ضغط التشغیل یؤدي الى
).5-د نیرست وكما موضح في (شكلح

) تأثیر تغیر ضغط التشغیل على كفاءة الخلیة5–(شكل 
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:لوقودباعامل الانتفاخ –6

الانتفاع ویعبر عنھ ریاضیاان كمیة الوقود التي تتفاعل داخل الخلیة یعبر عنھا مایسمى بعامل 

Kf = ( ) ( )( )
عند زیادة عامل الانتفاع بالوقود زیادة عالیة یؤدي الى انخفاض جھد الخلیة حیث تحدث ضیاعات تركیزیة عالیة ، وقد 

.%85لعامل الانتفاع بالوقود ھي وجد عملیا ان افضل نسبة 

تركیب الوقود:–7

ادناه نلاحظ بانھ كلما )6-ارنة بالعوامل السابقة، ومن (شكلاساسیا ومؤثرا على اداء الخلیة مقیعتبر تركیب الوقود عاملا 
زادت نسبة الھیدروجین كلما اازداد اداء الخلیة وتنخفض ضیاعات التركیز.

) تأثیر تغیر نسبة الھیدروجین على كفاءة الخلیة6–(شكل 
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در ادراسة وتحلیل للجدوى العلمیة والاقتصادیة باستخدام الطاقة النظیفة بدیلاً عن مص
الطاقة التقلیدیة

المھندس: ولید خالد حسینم.م وفاء محمد عزیز سلمان
ھیئة التعلیم التقني

الرصافةمعھد الادارة / 
الجامعة التكنولوجیة 

مركز تكنولوجیا الطاقة والطاقات المتجددة

الخلاصة:

تم عرض مصادر الطاقات المتجددة وبالتحدید منظومات الطاقة الشمسیة وتوضیح جمیع الجوانب البحث في ھذا

العملیة والبیئیة التي تؤثر علیھا بالإضافة الى تجارب الدول في ھذا المجال و اسباب اللجوء الى الطاقة الشمسیة 

.واستخداماتھا عالمیا 

تصادیة لمنظومات الطاقة الشمسیة وتحلیلھا عن طریق دراسة و یتلخص ھذا البحث بدراسة الجدوى العلمیة والاق

لتائیة) واخذ مثال لكل منھما على حده ومقارنتھا توفوو الفو(الطرق الحراریة تطبیقات المنظومات الغیر تقلیدیة 

ب القدرة اخذ بنایة دائرة حكومیة كنموذج واحتساتم لتائیة ) توفوحالة (الطرق الفوبمنظومات الطاقة التقلیدیة ففي 

الكھربائیة اللازمة لھا وبعد ذلك تم احتساب كلف المنظومات التقلیدیة (المولدات الدیزل ) اللازمة لتشغیل البنایة ومن 

ثم احتساب كلف الخلایا الشمسیة لتولید نفس القدرة الكھربائیة .

التقلیدیة مع احتساب الكلف اللازمة اما بالنسبة للطرق الحراریة تم اخذ السخان الكھربائي كنموذج لمنظومات الطاقة 

لشراء وتشغیل ملیون سخان كھربائي وكذلك احتساب الكلف اللازمة لشراء وتشغیل ملیون سخان شمسي.

مما تقدم تم استخلاص النتائج والجدوى الاقتصادیة والعلمیة عن طریق المقارنة بین مصادر الطاقة التقلیدیة ومصادر 

على حدة وایضاح جمیع العوامل المؤثرة في عمل المنظومات واستخلاص المناقشة الطاقة المتجددة لكل منظومة

النھائیة والتوصیات.

المقدمة:-1

تشكل الطاقة ركنا" أساسیا" في البناء الاقتصادي لجمیع الدول ، حیث أصبح مقدار استھلاك الطاقة مؤشرا" على 

لذلك فأن الترشید في استھلاك الطاقة التقلیدیة والبحث في ایجاد البدائل تقدم تلك الدول بسبب استخدامھا في جمیع المجالات 

ان الشمس ھي مصدر أغلب الطاقات على الكرة الارضیة بصورة مباشرة أو غیر مباشرة . . [1]أصبح أمرا" ضروریا"

) آیة في القرآن الكریم وأفردت لھا سورة خاصة ھي سورة الشمس لأھمیتھا لدى الخالق عز وجل 26ذكرت الشمس في ( 

كفي ساعة منھا استھلاك العالم ) ملیون طن من الھیدروجین الى ھیلیوم محررا" طاقة ت600یتحول في الشمس ( . [2]

بأكملھ لمدة عام كامل ورغم ھذا الفقدان في كتلة الشمس وتحولھا الى طاقة قد یتراءى للبعض ان الشمس تتعرض للفناء 

.) طن عندھا تكفي لعشرة بلایین سنة2x1027للقلق فأن عظمة الخالق جعلت كتلة الشمس ( لا داعيولكن  یواجھ [3]

الحرارة نتیجة الانبعاثات بدرجاتم أكثر التحدیات صعوبة على مر التأریخ متمثلة" بالارتفاع الملحوظ سكان الأرض الیو

للغازات الماصة للحرارة مثل ( ثاني أوكسید الكربون ، المیثان ، ثاني أوكسید الكبریت ، أوكسید النتروز ، 



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013للطاقات المتجددة  وتطبیقاتھا المؤتمر الوطني 
الجامعة التكنولوجیة                                                                             -وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

302

ولذلك أصبحت في عصرنا الحالي للعالمارات المتمیزةالطاقة الشمسیة ھي أحد الخیاستغلال والھالوكربونات) . لذلك فأن 

) ساعة 3500بمناخ جید ومعتدل ویستلم اشعاعا" شمسیا" لفترة تـزید على ( یتمتع العراق.دخلا" قومیا" لبعض البلدان

العراق حیث یقعھذه الطاقة بأقصى درجات الفعالیة والكفاءةلاستغلالسنویا" وعلیھ فأن الفرص والامكانیات واسعة 

[4].) كیلو واط .ساعة/المتر المربع7- 6,5ضمن الحزام الشمسي الذي یستلم كمیة من الإشعاع الشمسي یصل معدلھ (

لكون و ملیار برمیل) 112من النفط الخام (احتیاطيیعتبر العراق في طلیعة الدول المصدرة للنفط ویمتلك ثاني أكبر 

نا استھلاكلابد من ترشید لذللك فان الكنز الحقیق للعراق ھو الطاقة الشمسیة ولیس النفط ولا الطاقة أعلاه قابلة للنضوب

كل المعلومات أعلاه تعطي ، الطاقة المتجددة في العراق (الطاقة الشمسیة تحدیداً)استغلالالى باھتماموالنظر للنفط

مما تقدم فان ھناك عدة تطبیقات لاستخدام الطاقة .[5]في العراقالطاقة الشمسیة لاستغلالالعراق المؤھلات اللازمة 

الشمسیة منھا:

الطرق الحراریة لتحویل الطاقة الشمسیة- اولا 

التحلیة والتعقیم للمیاه-أ 

التدفئة والتبرید (تسخین المیاه للأغراض المنزلیة والصناعیة)- ب 

التقنیات الحراریة لتولید الكھرباء- ج 

فوتو فولتائیة ( تولید الكھرباء )الطرق ال-ثانیا 

-اسباب  اللجوء الى استخدام الطاقة الشمسیة :-2

الزیادة في معدلات استھلاك الطاقة : - اولا
ادى الى زیادة في الحیاتیةالأنشطةالتكنلوجیا الحدیثة في مختلف بأسالیبفي اعداد السكان والاخذ الزیادة

استھلاك الطاقة سواء في المدینة او في الریف كما ازدادت الحاجة الى الطاقة في جمیع القطاعات الانتاجیة المختلفة 
والاجھزة وانتاج السلع لقطاعي الزراعة و الصناعة وكذلك وسائل النقل. یوضح الآلاتللزیادة والتوسع في استعمال 

على 1990العالم من الطاقة عام ما استھلكھك العالمي للطاقة ویتضح منھ ان اجمالي الاستھلا) 1(الجدول رقم
.[6]1950مره) قدر استھلاكھ عام 4,8سبیل المثال قد بلغ (

)1990-1950) الاستھلاك العالمي من الطاقة حسب مصادرھا الاولیة (1جدول رقم (
)مكافئ( الوحدة : ملیون ب/ى بترول 

المجموعمائیة نوویة فحم غاز طبیعي زیت السنة 
19509.13.320.9-1.835.1
196021.68.130.0-3,663.3
197046.418.632.7-6.1104.2
197357.022.034.11.06.8120.9
197964.126.140.43.18.4142.1
198061.626.741.03.58.6141.4
198558.531.047.47.010.4154.3
198965.035.746.39.411.1167.5
199064.936.445.99.611.3168.1
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:حمایة مصادرنا الطبیعیة-ثانیا

ان الاتجاه نحو استغلال الطاقة المتجددة یقلل من استنزاف المصادر الغیر متجددة مثل النفط، والفحم الحجري والابتعاد عن 
لان اللجوء للطاقة النوویة یعزز من استنزاف كمیة ھائلة من المیاه، وبالمقابل اللجوء للطاقة الشمسیة یقلل الطاقة النوویة
.جالون من الماء سنویا16000من استھلاك 

:الاستقلالیة في الطاقة- ثالثاً:
تجددة مثل الغاز والنفط الثقیلبالاعتماد على الشمس، بالتالي نتحرر من الاعتماد على الاخرین المزودین للطاقة الغیر م

توفره في معظم دول العالم.لأنھا طاقة م

:عوامل اقتصادیة-رابعاً:
ان الطاقة الشمسیة اقتصادیة في كثیر من الاستخدامات، وذات عائد اقتصادي كبیر وذلك لضمان استمرار توافرھا وبسعر 

.ستخدامھ وكمیة الطاقة المستھلكةویعتمد على نوع النظام المراد امناسب وانتظام ھذا السعر.

:عوامل بیئیة-خامساً:
نظیفة ولا تلوث البیئة، وتحافظ على الصحة العامة لأنھا لا تحدث أي ضوضاء، أو تترك أي مخلفات ضارة تسبب تلوث 

أكسید طن من الثاني 7.4كیلو وات شھریا یؤدي لإحداث ضرر بیئي كبیر حیث كل منزل یفرز 980ان استھلاك البیئة.
سنة. ولا ننسى بأن ھذا الغاز سبب رئیسي في 25طن من الغاز ثاني أكید الكربون خلال ال 185الكربون، وھذا یعادل 

.مشكلة الاحتباس الحراري، ولھ مؤثرات أخرى لانقراض الكثیر من الحیوانات [7]

سعي العالم الى استغلال الطاقات المتجددة وتقدمھ في ھذا المجال:-سادساً:
العالم ینفقھایسعى العالم جاھدا الى استثمار الطاقات المتجددة بكل اشكالھا ویبین الشكل ادناه قیم الكلف التي -أ

.[5]).1قم (لاستغلال ھذه الطاقات وخصوصا الطاقة الشمسیة التي تمثل النسبة الاكبر وكما موضح في الشكل ر

)2030- 2002) كلف الاستثمار العالمي في مجال الطاقات المتجددة للأعوام (1شكل رقم (

تنفق ھذه الدول مبالغ المتقدمة حیثانتاج الطاقة عالمیا من الطاقات المتجددة وخصوصا في الدول تتسع كلف - ب
الصفر مع مرور الزمن نتیجة دونما طائلة وعالیة جداً ولكن على فرض ان ھذه الكلف سوف تصل الى 

[5].)2الاستفادة الكبیرة من ھكذا مشاریع وكما موضح في الشكل رقم (
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)2030-2002) نطاق كلف الانتاج من مصادر الطاقة المتجددة (2شكل رقم (

[6]انخفاض كلفة الوحدة الواحدة للطاقة بمرور الزمن) 3شكل رقم (

الحاجة قائمة الى الطاقة الشمسیة في بعض المناطق الخالیة من مصادر الطاقة تقریبا والتي تشكو ومن الجدیر بالذكر ان 
من صعوبة نقل الطاقة الیھا او كلفة الصعوبات المختلفة ونقل الوقود لإنتاج الطاقة وخاصة في المناطق النائیة والتي تحتاج 

.الى اقامة مشاریع یتطلب ایجاد مصادر طاقة لتشغیلھا [6]

-ستخدامات الطاقة الشمسیھ في الزراعة والري:ا3-

:تحلیة الماء لاستخدامات الارواء باستخدام الطاقة الشمسیة -أ
قام 1589وفي عام 1551استخدامات الطاقة الشمسیة لتقطیر المیاه تجربة قدیمة ابتدأ بكتابتھا عالم كیمیائي عربي سنھ 

قام لافواسیر بتجربة استخدام عدسات كبیره بتركیز وتسلیط 1862الاستخدام  وفي عام (الكیمیائي بلابورتا) بشرح مجالات 
الطاقة الشمسیة. في الیونان وخلیج المكسیك ھناك وسائل عدیدة تستخدم الطاقة الشمسیة في تجھیز الماء الصحي بالاستناد 

[7].الى نوعیة التنفیذ والظروف المناخیة

:في تشغیل منظومات الرياستخدامات الطاقة الشمسیة - ب
مجموعة من الاساتذة والباحثین في وزارة التعلیم العالي والبحث العلمي في ھیئة التعلیم التقني من انجاز في العراق نجح

البحث ( استخدام الطاقة المتجددة في تشغیل منظومات الري بالتنقیط باستخدام السیطرة الحدیثة ) والتطبیق العملي لھ حیث 
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عن الطاقة الكھربائیة في تشغیل منظومات الري والتنقیط وان الدراسة مستمرة في ھذا بدلادام الطاقة الشمسیة تم استخ

(ع) ضمن قضاء المسیب في محافظة بن عقیلدوانم من الارض كتجربة في قریة اولاد مسلم 10المجال حیث تم زراعة 

.]7[الشمسيتشتغل بواسطة الطاقةومضخةبالدیزل تقلیدیھ تشتغل مضخةادناه جدول یوضح مقارنھ بین .بابل

مقارنھ بین المضخات التقلیدیة و المضخات العاملة بالطاقة الشمسیة.: ) 2جدول رقم(
السلبیاتالایجابیاتنوع التشغیل

الطاقة الشمسیة

الوقود 

اقل صیانھ 
صرفیات وقود لا توجد

سھلة التركیب 
بسیطة وموثوقة 

تصنیعھا لتكون متنقلةممكن 

ذات كلفة معتدلة 
ممكن حملھا 

وتتوفر خبره في كثیرامجربھ 
تشغیلھا 

أجمالاذات كلفة عالیة -
ذات طاقة منخفضھ في   الجو -

الغائم
تشتغل في اوقات شدة الاشعاع -

صباحاعة التاسعة االشمسي بین الس
والثالثة بعد الظھر

تحتاج الى صیانة وتبدیل اجزاء -
بشكل مستمر 

تقلل من الكفؤةالصیانة غیر -
عمرھا 

تتطلب كلفة عالیة بتوفیر الوقود -
وتجھیز مستمر 

ینتج عن تشغیلھا ضوضاء ، -
اوساخ ودخان 

تحتاج اشراف ومراقبة وزیارة -
لموقع النصب بشكل مستمر  

للمنظومات:الحسابات الریاضیة والكلف -4

اختیار دائرة معینة كنموذج للعمل والتطبیق ومن تم  - الالواح الشمسیة ( الطاقة الشمسیة الفوتوفولتائیة ) :-اولا:

ثم نقوم بجولة میدانیة على الغرف الموجودة لإحصاء عدد الاجھزة وانواعھا ومقدار ما تستھلكھ من طاقة 

ومن ثم احتساب كلف تشغیل ھذه البنایة عن طریق: ) 5,4,3ول (اكما موضح في الجدكھربائیة 

المصادر التقلیدیة للطاقة ( مولد دیزل) .-أ

.الالواح الشمسیة الفوتوفولتائیة- ب

-مقدار ما تستھلكھ الدائرة من طاقة كھربائیة:

والعقودقسم الصیانة
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) معدل استھلاك الطابق الثالث للدائرة من الطاقة الكھربائیة3جدول رقم (
عدداسم الموقعت

الشمعات

عدد 

المراوح

عدد اجھزة

الحاسوب

عدد

التلفزیونات

اضافات 

اخرى

مقدار 

التیار

التیارمقدار تقریب

للحد الاعلى

امبیر1621004.95مھندسین المدني1

امبیر4.44.5ثلاجة11210مھندسي المیكانیك2

امبیر55ثلاجة11211المطبخ3

امبیر6.67مفرغات0006ص8+4الحمامات4

امبیر5.856براد13500الممر5

امبیر1630004.75المخزن6

امبیر1620104.85الفنین7

امبیر1623005.76الاداریة8

امبیر824004.65الحاسبة9

امبیر3.954براد8201السكرتاریة10

امبیر5.35.5ثلاجة كبیرة12201المدیر11

امبیر58مجمـــــــــــــوع استــھلاك قسم الصـــیانة للتیار الكـــھربائي كــحد اعلى

 المشاریعقسم

) معدل استھلاك الطابق الثاني للدائرة من الطاقة الكھربائیة.4جدول رقم (
عدداسم الموقعت

الشمعات

عدد 

المراوح

اجھزةعدد

الحاسوب

عدد

التلفزیونات

اضافات 

اخرى

مقدار 

التیار

التیارمقدار تقریب

للحد الاعلى

امبیر6.36.5ثلاجة8260المھندسین1

امبیر6.67ثلاجة16410وحدة الخرائط2

امبیر8.69ثلاجة12470الفنین والحرفین3

امبیر6.67مفرغات0006ص12الحمامات4

امبیر5.856براد7700الممر5

امبیر12.312.5ثلاجة24661مخازن6

امبیر5.45.5ثلاجة8231الدراسات7

امبیر824003.64الاداریة8

امبیر4.44.5ثلاجة8111العامالمدیرغرفة 9

امبیر810102.73السكرتاریة10

امبیر6.36.5ثلاجة كبیرة12311المعاون11

امبیر14.114.5ثلاجة246101سماالمر12

امبیر400000.81سماممر المر13

امبیر87للتیار الكـــھربائي كــحد اعلىمجمـــــــــــــوع استــھلاك قسم التصامیم



NATIONAL RENEWABLE ENERGIES CONFERENCE AND THEIR APPLICATIONS 2013
Ministry of Higher Education and Scientific Research -University of Technology
Energy and Renewable Energies Technology Center

2013للطاقات المتجددة  وتطبیقاتھا المؤتمر الوطني 
الجامعة التكنولوجیة                                                                             -وزارة التعلیم العالي والبحث العلمي

مركز تكنولوجیا الطاقة والطاقات المتجددة

307

و الاستعلاماتالورش

الارضي  للدائرة من الطاقة الكھربائیة.) معدل استھلاك الطابق 5جدول رقم (

عدداسم الورشةت

الشمعات

عدد 

المراوح

عدد اجھزة

الحاسوب

عدد

التلفزیونات

اضافات 

اخرى

مقدار 

التیار

التیارمقدار تقریب

للحد الاعلى

امبیر4.34.5ثلاجة كبیرة12001التكیف1

امبیر7.88ثلاجة 28210القاعة الرئیسیة2

امبیر3.954براد8201الصحیات3

امبیر2.653براد4101الاستعلامات4

امبیر20للتیار الكـــھربائي كــحد اعلىالورشمجمـــــــــــــوع استــھلاك

بعیدة عن مقدار ) ولكن تعتبر ھذه القیمة Full load(امبیر في حالة 165البنایة من كھرباء=ما تستھلكھإذن مجموع 

معدل استھلاك كفاءة.وبأقصىتفترض عمل جمیع الاجھزة الكھربائیة في نفس الوقت لأنھاالاستھلاك الحقیقي للتیار

ربھا ق اخذ القیمة المعدل للتیار بعد ضامبیر وقد تم الحصول على ھذه النتیجة عن طری150-100من التیار الحقیقي

-بقیمة المصحح:

)100(عدد الغرف * مقدار التیار%-الحقیقي =مقدار التیارمعدل الاستھلاك 

)0.01*165*28(-165معدل الاستھلاك الحقیقي=

46.2-165معدل الاستھلاك الحقیقي= 

امبیر.118.8معدل الاستھلاك الحقیقي=

حصول علیھا من التقریبیة التي تم الالقراءةالاجھزة من تیار كھربائي وحسب ما تستھلكھفیما یلي جدول ملحق یبین 

-الأمیتر :

) معدل استھلاك الاجھزة من الطاقة الكھربائیة.6جدول رقم (

مقدار سحب الكھرباء بلأمبیرمقدار سحب الكھرباء ب الواطاسم الجھازت

امبیر0.2واط50الشمعة الكبیرة1

امبیر0.2واط40الشمعة الصغیرة2

امبیر0.5واط100-55المروحة السقفیة3

امبیر0.5واط100الحاسبة المنضدیة4

امبیر0.6واط120تلفزیون مع ستلایت5

امبیر1.3واط250-160الثلاجة الكبیرة6

امبیر0.75واط150-120الثلاجة الصغیرة7

امبیر0.7واط100-50مفرغة الھواء 8
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:الدیزل-أ

 یتم اختیار مولد دیزل لسد حاجة البنایة من التیار الكھربائي وعلى ضوء ھذا الاختیار سیتم حساب معدل المبالغ

المصروفة لشراء ونصب وتشغیل المولد  لمدة سنة كاملة ومن ثم احتساب معدل المصروفات لمدة خمس سنوات ، یعتبر 

) امبیر والذي یسد حاجة 155مولد المثالي لتولید ما یكافئ () كاتم للصوت ال80K.Vالمولد الدیزل ذو مقدار تولید (

الدائرة من التیار الكھربائي المطلوب.

وقد تم اختیار نوع (كاتم للصوت) لكي تكون منظومة تولید الكھرباء بالدیزل اقرب الى المنظومة الشمسیة المختارة من 

ناحیة (الصوت والاھتزاز والضوضاء بصورة عامة).

-ما یلي احصائیات المبالغ المدفوعة لشراء ونصب وتشغیل وصیانة المولد الدیزیل ویمكن تقسیمھا الى:وفی

كما موضح في ء ونصب المولدة فقطوھي المبالغ التي یتم صرفھا عند شرا- الموجودات او المصروفات الثابتة:-1
-وتعتبر ثابتھ وتشمل:) 7الجدول (

لمنظومة الدیزل) الموجودات الثابتة 7جدول رقم (

السعـــــرالتفاصیــــــــــــــــــــــــــــــــــــــــــــــــــــــل

) 80شراء مولد كاز حجمK.V.A( نوع بیركنز كاتم للصوت مع اجرة التوصیل والجینج
اوفر الخاص بھا.

دینار12600000

نصــــــب المولد ویشمل:-

) م 3*2بناء الصبھ مع السقیفة بمساحة(

) لتر1000شراء خزان ماء وخزان كاز مع القاعدة سعة (

تسلیك انابیب الماء والكاز واسلاك الكھرباء مع الربط

دینار750000

دینار250000

دینار125000

دینار13725000المجمـــــــــــــــــــــــــــــــــوع
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وھي المبالغ المدفوعة لتشغیل المولدة بعد النصب وتعتبر متغیرة -الموجودات او المصروفات المتغیرة:-2
وسوف نقوم بحساب المصروفات المتغیرة لمدة ر المواد واجور العمل بصورة عامة نسبیا بسبب تغیر اسعا

كما موضح في الجدول التالي:سنة واحدة

منظومة الدیزل خلال سنة واحدة من مصاریف) معدل استھلاك 8جدول رقم (

اجرة العملالسـعرمدة العملنوع العمل
لفترة محددة

اجرة العمل خلال
سنة واحدة

لتر یومیا كحد150شراء كاز
) ساعة24ادنى للعمل (

دینار للتر600
الواحد مع التوصیل

دینار 90000
بالیوم
الواحد

دینار 32400000

للتردینار2500ایام10اتر لكل 50تبدیل دھن-2
الواحد مع التوصیل

دینار لكل125000
) ایام10(

دینار4500000

تبدیل فلاتر-3
(الدھن،الكاز،
)5الھواء)عدد(

) ایام10فلاتر لكل ((5)
) فلتر 2) فلتردھن،(2(

كاز
) فلتر ھواء1(

دینار 30000
للفلتر

كمعدل مع 
التوصیل

دینار لكل150000
) ایام10(

دینار5400000

رواتب-4
موظفي التشغیل

)3عدد(

1000000ما یقارب
دینار

اجور العاملین كمعدل 
للشھر الواحد

450000=مھندس
350000فني=

200000مشغل=

لكل1000000
) یوم كحد ادنى30(

دینار12000000

دینار54300000مجمــــــــــوع المصاریف لمدة سنــــة واحـــــــــدة

-ملاحظات:

 تقریبیة ولكن بالحد الادنى لقیمتھا الحقیقیة.المحسوبةجمیع المصاریف

.تم اختیار اسعار افضل الانواع لكل مفردة موجودة لضمان عمل المولد بصورة جیدة ولمدة طویلھ

 تم اھمال اجرة صیانة المولد في حال عطل احد الاجزاء على افتراض ان المولد سوف یعمل بصورة جیدة لمدة سنة

ساعات یومیاُ.8-6كاملة وبمعدل 

.تم اھمال اجور صیانة الاسلاك والقواطع والانابیب على فرض عملھا بصورة جیدة لمدة سنة كاملة

في اسعار الكاز والدھن والفلاتر خلال السنة وتم اخذ المعدل مع التوصیل تم اھمال الارتفاع والانخفاض الحاصل

بالحد الادنى.

 ) أمبیر اي اقل من قدرة المولد العلیا لضمان طول عمر 150- 100تم افتراض ان المولد سوف یعمل بمعدل  تولید (

المولد.
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ستفادة منھا في دراسة الجدوى على افتراض والان سوف نقوم بحساب مصاریف المولد الدیزل لمدة خمس سنوات للا

ثبات الاسعار بالرغم من ان اسعار النفط ومشتقاتھ في صعود متواصل خلال الوقت، وعلى افتراض عدم عطل اي جزئ 

من منظومة الدیزل خلال خمس سنوات، وھذه حالة مثالیة ولا یمكن تحقیقھا.

*(المصروفات المتغیرة لمدة سنة واحدة)}5+{الثابتةمجموع المبالغ المدفوعة لمدة خمس سنوات=المصروفات

دینار)}54300000*(5دینار + {13725000المجموع =

دینار 284775000المجموع لمدة خمس سنوات = 

ملیون دینار عراقي.300اي ما یقارب 

-ستتضاعف خمسة مرات :سنة كحد أدنى فان الكلف التي تم حسابھا لخمسة سنوات25افترضنا ان المنظومة تعمل لو-5

1,500,000,000=(5*300000000) .

- :منظومة الطاقة الكھربائیة الشمسیة- ب

- :تم اختیار مكونات المنظومة منوبصورة عامة

والمثبتات والاسلاك وجمیع التوصیلات الى حد الصامولات Inverterالمقوم العاكس نوع الالواح الشمسیة و-1

عن خمس سنوات.لا یقلتؤخذ من نفس النوع وشرط ان تكون غربیة المنشاء وذات ضمان 

).deep-cycleالبطاریات (-2

المواصفات مع الضمان واجور العمل مع النقل لأجودملخص العروض لمجموعة من الشركات المعروفة ووفقا -5

دولار .10-5والاستیراد تبین ان سعر الواط الواحد یتراوح بین 

- لذلك فأن :

 كحد اعلى اذن:10أمبیر وبما ان سعر الواط 1واط تعطي تقریبا 220كل $

$2200تقریبا = الواحدكلفة انتاج الامبیر← 10*220سعر الامبیر=
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امبیر لسد استھلاك الدائرة 130ما یقاربوبما اننا نحتاج الى 

=(سعر الامبیر*عدد الامبیرات)كلفة المنظومةاذن 

دینار عراقي مع الربط كحد اعلى343200000$ أي ماتعادل286000=130*2200

 كحد ادنى:7او ان سعر الواط $-

$1540تقریبا =الواحدكلفة انتاج الامبیر← 7*220سعر الامبیر=

دینار عراقي اقل كلفة لمنظومة عالیة الجودة 240240000ما یعادل$ أي 200200←130*1540المنظومة=اذن كلفة

مع الربط.

 وھو العرض المتوسط تقریباً ویمثل معظم العروض التي تم الحصول علیھا.8او ان سعر الامبیر $

$1760تقریبا =الواحدكلفة انتاج الامبیر← 8*220سعر الامبیر=

دینار عراقي.274560000یعادل $ أي ما228800←130*1760المنظومة=اذن كلفة

:الطرق الحراریة لتحویل الطاقة الشمسیة-ثانیا

الاستفادة من الطاقة الحراریة الشمسیة بصورة مباشرة بمبدأتم اختیار منظومة السخان الشمسي كمنظومة اقتصادیة تعمل 
ومقارنتھا بالسخان الكھربائي التقلیدي

في أدناه احتساب مبسط كمیة الطاقة الكھربائیة التي سیتم تخفیضھا:

:السخان الكھربائي ( الطرق التقلیدیة)-أ
كیلو واط من الطاقة 2یقارب تحتاج المنازل ودوائر الدولة بصورة عامة الى سخان كھربائي یستھلك ما 

-(ملیون ) سخان شمسي تكون النتائج:1000,000وعلى فرض استخدام الكھربائیة، 

الكلفة الاساسیة:-1
تقریباً $100سعر السخان الكھربائي حالیاً في الاسواق المحلیة مایقارب 

$100 * 1000000الكلفة الاساسیة = 
 =100.000.000 $

كیلو واط2كلف التشغیل: یستھلك السخان الكھربائي بصورة عامة -2
واط2000*1000000استھلاك السخانات من الطاقة الكھربائیة = 

واط2000.000.000=
میكا واط2000اي ما یعادل 
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میكا واط 200كلفة التشغیل =  كلفة انشاء محطة لتولید 

$1000000میكا واط تقریباً بــ 1سعر انشاء  تقدر

$1000000میكا واط * 2000كلفة التشغیل = 

 =2000000000$

ة وكلفة تشغیل المحطة ككلملیار دولار مع اھمال كلفة الوقود والصیانة للمحط2اذن كلفة التشغیل

دینار عراقي000,000,0002,500,اي ما یعادل 

السخان الشمسي: على افتراض استخدام ملیون سخان شمسي- ب

كلفة ملیون سخان شمسي = كلفة الشراء والنصب فقط.

340$= كیلو واط 2یكافئكلفة السخان بما

1,000,000$* $340كلفة ملیون سخان= 

دینار عراقي425,000,000,000ما یعادلاي 340,000,000$= 

-:والمناقشة الجدوى الاقتصادیة-5
المقارنة بین المصادر التقلیدیة للطاقة ( مولد دیزل) و الالواح الشمسیة الفوتوفولتائیة لغرض تشغیل :الحالة الاولى
:) 10,9وكما مبین في الجداول (امبیر125دائرة بقدرة 

-یة:من الناحیة المال-أ

) مقارنة بین منظومة الدیزل والمنظومة الشمسیة من ناحیة مصاریف9جدول رقم (

المنظومة الشمسیةمنظومة الدیزلالتفاصــــــــیل

13725000274560000كلفة الشراء والربط-1

كلفة الرواتب والموظفین لمدة -2
سنة

)1ل(6000000تقدر ب )موظفین3ل(12000000

6000000030000000كلفة الرواتب لمدة خمس سنوات-3

300000000125000000سنة25كلفة الرواتب لمدة -4

ماعدا الرواتبلا شيء54300000كلفة التشغیل لمدة سنة -5

ماعدا الرواتبلا شيء271500000سنوات 5كلفة التشغیل لمدة -6

رواتب وبطاریات فقط 1357500000سنة25كلفة التشغیل لمدة -7

مجموع المدفوعات المتوقعة لمدة -8

سنة25

ملیار0,5-0,2ملیار 1,5-2
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- من نواحي أخرى:- ب

) مقارنة بین منظومة الدیزل والمنظومة الشمسیة من نواحي اخرى10جدول رقم (

المنظومة الشمسیةالدیزلمنظومة التفاصــــــــیل

صدیقةملوثة ضارةالبیئة-1

اقلكثیرعدد الموظفین-2

لا تحتاجتحتاج البناء-3

استغلالاشغال المساحات -4

دائمة دوام الحیاةزائلةالطاقة -5

تقلیل( بسب التظلیل والعزل)زیادة حرارة الجو والابنیة-6

توفیرتبذیرالمصاریف-7

تقلیلزیادةالانحباس الحراري-8

لا تحتاجزیادة دائمااسعار الوقود-9

یوجدلا یوجدالتطویر والاستثمار-10

المناقشة للحالة الاولى:

الملیار ونصف الملیار دینار عراقي ما یقاربان منظومة الطاقة الشمسیة الفوتوفولتائیة توفر ) 9(نلاحظ من الجدول رقم 

تم اھمال اجرة صیانة المولد في حال عطل احد سنة تقریبا وعلى فرض ان منظومة الدیزل ( التقلیدیة )25على مدى 

ساعات یومیاُ مع اھمال ارتفاع 8-6الاجزاء على افتراض ان المولد سوف یعمل بصورة جیدة لمدة سنة كاملة وبمعدل 

ان منظومة الطاقة ) 10حظ من الجدول رقم (نلاسنة.25لمدة كفاءتھض ان المولد الدیزل سیعمل بنفس الوقود وعلى فر

.ھي الافضل والامثل للاستخدام من جمیع النواحي المذكورة انفاً الشمسیة الفوتوفولتائیة

الحالة الثانیة:

ستفادة من الطاقة الحراریة الشمسیة بصورة المقارنة بین منظومة السخان الشمسي كمنظومة اقتصادیة تعمل بمبدأ الا

مباشرة والسخان الكھربائي التقلیدي:

السخان الكھربائي و منظومة السخان الشمسي من ناحیة الكلفة.منظومة) مقارنة بین 11جدول رقم (

منظومة السخان الشمسيالسخان الكھربائيمنظومةالتفاصــــــــیل

$340.000.000$   100.000.000كلفة الشراء والربط-1

لاشيء $2.000.000.000مرةلأولكلفة التشغیل -5

مجموع المدفوعات المتوقعة لمدة -8

سنة25

2.100.000.000$340.000.000$
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- من نواحي أخرى:-أ

) مقارنة بین السخان الكھربائي والشمسي من نواحي اخرى12جدول رقم (

منظومة السخان الشمسيالسخان الكھربائيمنظومةالتفاصــــــــیل

بسسب تولید الكھرباء ملوثة ضارةالبیئة-1

اللازم لھ بالطرق التقلیدیة

صدیقة

استغلالاشغال المساحات -4

لا تستھلك طاقة كھربائیةكبیرةتستھلك طاقة كھربائیةالكھربائیةالطاقة -5

معدومة نسبیاً شبھ كبیرة بسبب التشغیلالمصاریف-7

یحول الطاقة الشمسیة الى حراریةیحول الكھرباء الى طاقة حراریةاللیة العمل-8

) ان كلفة شراء السخانات الشمسیة تزید بمقدار ثلاثة اضعاف كلفة شراء السخانات 11نلاحظ من الجدول رقم (
وھذه ائیة.شراء وتشغیل السخانات الكھربمن كلفةالكھربائیة ولكن كلفة شراء وتشغیل السخانات الشمسیة ھي اقل

الاحصائیة تمثل الفروقات في كلف التشغیل الاولیة ومع تقدم الزمن فأن الكلف تزداد بالنسبة للسخان الكھربائي وذلك 
) الجوانب 12ویوضح الجدول رقم (بسبب الزیادة الحاصلة في اسعار الوقود بالإضافة الى كلف الصیانة والتشغیل .

الایجابیة الاخرى للسخانات الشمسیة مقارنة بنظیرتھا الكھربائیة.

-:الاستنتاجات-6

مما تقدم اعلاه نلاحظ ان منظومة الطاقة الشمسیة الفوتو فولتائیة توفر اكثر من ملیار ونصف الملیار دینار عراقي -1
لمبلغ لایمكن الاستھانة بھسنة وھذا ا25وعلى مدى $1,200,000للبنایة الواحدة تقریبا اي ما یعادل 

وھذا مبلغ كبیر $1,760,000,000ما یعادلتوفر منظومة الطاقة الشمسیة الحراریة في تطبیق السخان الشمسي -2
جدا.

سوف ملیار برمیل) ، ولكن استمرار النضوب لھذه الطاقة 112یمتلك العراق ثاني أكبر احتیاطي للنفط الخام ( -3
وبالنظر لتمتع العراق بنسبة عالیة من الاشعاع الشمسي الذي یصل معدلھ   قة الشمسیة یلجأ العلم مستقبلا الى الطا

) ساعة / سنة 3300–2800) كیلو واط . ساعة / المتر المربع وفترات سطوع شمسي مقدارھا ( 7–5,5( 
.حیث یعتبر العراق من البلدان الغنیة بالطاقة الشمسیةكان لابد من الوقوف والاھتمام بھذا الموضوع

% من سكان العراق في مناطق 30حیث یعیش اكثر من یتمتع العراق بمعدل عالي من الفقر في مجال الطاقة -4
ریفیة ونائیة محرومة من الامدادات والخدمات الاساسیة للطاقة ( وكذلك الحال حالیا" في المدینة )  مما أدى الى 

لذلك تعتبر حلول الطاقة الشمسیة ر الاوضاع الاجتماعیة وانخفاض مستوى التعلیم والرعایة الصحیة والتنمیة تدھو
ھیھ الحل الامثل لھكذا مشكلات.

سیاسة واضحة للطاقة في العراق وعدم ادراج الطاقات المتجددة( الطاقة الشمسیة) كجزء متكامل من لا توجد-5
سیاسة الدولة.

المخصص للطاقة الشمسیة من المصادر الوطنیة مقارنة" مع الاستثمار الضخم للنظم التقلیدیة محدودیة التمویل -6
مع غیاب جلب الاستثمار في ھذا المجال 

یوجد تشریع یلزم ھذه السیاسة باستخدام الطاقة المتجددة كما العراق ولاعدم وجود سیاسة ترشید للطاقة في-7
العربیة المجاورة.معمول بھ فیدول العالم بما فیھا الدول

انخفاض الوعي العام في مجال الطاقة الشمسیة وتقنیاتھا وجدواھا-8
الاسعار الابتدائیة المرتفعة لمنظومات الطاقة الشمسیة یؤدي الى العزوف عن استخدامھا ولكن تكمن جدواھا -9

الاقتصادیة في اعمارھا الطویلة
مجال الطاقة المتجددة بین المراكز العلمیة المتخصصة فيعملي لایوجد تنسیق -10
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بالجدوى الاقتصادیة لذلك نعتبر ان العامل تم تنفیذ بعض مشاریع الطاقة الشمسیة  بشكل انفرادي وبدون درایة -11
الاقتصادي ھو عامل اساسي في أي مشروع ویجب الانتباه لھ.

أو 5ن نضوب البترول ( حقیقة الحروب والصراعات الآن تھدف الى امتلاك الطاقة لانھ لاحیاة بدونھا والخوف م-12
) عقود یجعل العالم یلھث من أجل البدیل   (و الطاقة الشمسیة متوفرة لدینا).10

كما نلاحظ إن دول الجوار التي تتوفر فیھا الطاقة الكھربائیة بمصادرھا الاستفادة من تجارب الدول في ھذا المجال -13

تخدام الطاقات المتجددة و منھا الطاقة الشمسیة ابتداء من اكبر التقلیدیة سبقت العراق باتخاذ التدابیر المختلفة في اس

المجمعات السیاحیة والإداریة في دبي حتى وصلت إلى أن ابن البادیة الذي یحمل خلیة شمسیة على دابتھ 

لاستعمال الطاقة الكھربائیة أینما ذھب.

عن الحاجة لمولدات الكھرباء والتي تتمیز بكلف باھظة الثمن (سعر المولدة ووقود ولو بصورة جزئیة الاستغناء -14
وزیوت وصیانة وموضف صیانة وتشغیل) إضافة الى المخاطر الناجمة عن الوقود ونقلھ وتداولھ.  

استغلال مساحات مھدورة مثل أسطح البیوت والمدارس والمباني العامة  .-15
النفط ومشتقاتھ لإنتاج الطاقة الكھربائیة فعلى سبیل المثال أنھ للحصول على كیلو وات التلوث الناجم عن استخدام -16

باوند من ثاني أوكسید الكربون 0,2باوند من أوكسید الكربون و 1,5في الساعة باستخدام الفحم ینطلق في الھواء 
.باوند من النتروجین0,25من أوكسید الكبریت و 0,2و 

.لانحباس الحراري من خلال تخفیض نسبة ثاني أكسید الكربونالتخلص التدریجي من ا-17
یمكننا استغلال الطاقات البدیلة عوضاً عن استخدام النفط ومشتقاتھ وكذلك الفحم في عملیات تولید الطاقة -18

.الكھربائیة والتي یزداد سعرھا یوماً بعد یوم وتتعرض للتقلبات السعریة طرداً مع التقلبات السیاسیة العالمیة
25بعد نصب منظومة الطاقة الشمسیة والمعدات اللازمة تصبح الكلفة مجانیة وتلك المعدات تخدم لفترات تزید عن-19

.عاماً باستثناء البطاریة
% من فعالیة الطاقة 50مشكلة الغبار حیث برھنت البحوث والدراسات الجاریة حول ھذا الموضوع ان أكثر من -20

.لجھاز المستقبل لأشعة الشمس لمدة شھرالشمسیة تفقد في حالة عدم تنظیف ا
مشكلة الخزن للطاقة الشمسیة والاستفادة منھا أثناء اللیل أو الأیام الغائمة أو المغبرة ویعتمد ھذا التخزین على -21

.طبیعة وكمیة الطاقة الشمسیة ونوع الاستخدام وفترة الاستخدام
.ح الموجودة في المیاه المستخدمة في دورات التسخینمشكلة التآكل في المجمعات الشمسیة الحراریة بسبب الأملا-22
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